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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
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[2]	3GPP TS 38.401: "NG-RAN; Architecture Description".
[3]	3GPP TS 37.480: "E1 general aspects and principles".
[4]	3GPP TS 38.300: "NR; Overall description; Stage-2".
     --unchanged part
[X]	3GPP TS 23.527: "5G System; Restoration Procedures ".
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The purpose of the Cause IE is to indicate the reason for a particular event for the E1AP protocol.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED
(Unspecified, 
Unknown or already allocated gNB-CU-CP UE E1AP ID, 
Unknown or already allocated gNB-CU-UP UE E1AP ID, 
Unknown or inconsistent pair of UE E1AP ID, 
Interaction with other procedure, 
PDCP Count Wrap Around, 
[bookmark: _Hlk516839740]Not supported QCI value,
Not supported 5QI value,
Encryption algorithms not supported, 
Integrity protection algorithms not supported,
UP integrity protection not possible, 
UP confidentiality protection not possible,
Multiple PDU Session ID Instances,
Unknown PDU Session ID,
Multiple QoS Flow ID Instances,
Unknown QoS Flow ID,
Multiple DRB ID Instances,
Unknown DRB ID,
Invalid QoS combination,
Procedure cancelled,
Normal release,
No radio resources available,
Action desirable for radio reasons,
Resources not available for the slice,
PDCP configuration not supported,
…,
UE DL maximum integrity protected data rate reason,
UP integrity protection failure, Release due to Pre-Emption, RSN not available for the UP, NPN not supported,
Report Characteristics Empty, 
Existing Measurement ID, 
Measurement Temporarily not Available
Measurement not Supported For The Object,
SCG activation deactivation failure,
SCG deactivation failure due to data transmission, Unknown or already allocated gNB-CU-CP MBS E1AP ID, Unknown or already allocated gNB-CU-UP MBS E1AP ID, Unknown or inconsistent pair of MBS E1AP ID, Unknown or inconsistent MRB ID, Receipt of GTP-U Error Indication)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED
(Unspecified, 
Transport Resource Unavailable, …,
Unknown TNL address for IAB)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,
Semantic Error,
Abstract Syntax Error (Falsely Constructed Message), Unspecified, …)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Control Processing Overload, Not enough User Plane Processing Resources,
Hardware Failure,
O&M Intervention,
Unspecified, …)
	



The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the related capability is missing. On the other hand, "not available" cause values indicate that the related capability is present, but insufficient resources were available to perform the requested action.
	Radio Network Layer cause
	Meaning

	Unspecified
	Sent for radio network layer cause when none of the specified cause values applies.

	Unknown or already allocated gNB-CU-CP UE E1AP ID
	The action failed because the gNB-CU-CP UE E1AP ID is either unknown, or (for a first message received at the gNB-CU) is known and already allocated to an existing context.

	Unknown or already allocated gNB-CU-UP UE E1AP ID
	The action failed because the gNB-CU-UP UE E1AP ID is either unknown, or (for a first message received at the gNB-CU-UP) is known and already allocated to an existing context.

	Unknown or inconsistent pair of UE E1AP ID
	The action failed because both UE E1AP IDs are unknown, or are known but do not define a single UE context.

	Interaction with other procedure
	The action is due to an ongoing interaction with another procedure.

	PDCP COUNT wrap around
	PDCP COUNT approaches the maximum value.

	Not supported QCI value
	The action failed because the requested QCI is not supported.

	Not supported 5QI value
	The action failed because the requested 5QI is not supported.

	Encryption algorithms not supported 

	The gNB-CU-UP is unable to support the selected encryption algorithm for the UE.

	Integrity protection algorithms not supported
	The gNB-CU-UP is unable to support the selected integrity protection algorithm for the UE.

	UP integrity protection not possible 

	The PDU Session (for 5GC) or E-RAB (for EPC) cannot be accepted according to the required user plane integrity protection policy.

	UP confidentiality protection not possible
	The PDU Session cannot be accepted according to the required user plane confidentiality protection policy

	Multiple PDU Session ID Instances
	The action failed because multiple instances of the same PDU Session had been provided.

	Unknown PDU Session ID
	The action failed because the PDU Session ID is unknown.

	Multiple QoS Flow ID Instances
	The action failed because multiple instances of the same QoS flow had been provided.

	Unknown QoS Flow ID
	The action failed because the QoS Flow ID is unknow.

	Multiple DRB ID Instances
	The action failed because multiple instances of the same DRB had been provided.

	Unknown DRB ID
	The action failed because the DRB ID is unknow.

	Invalid QoS combination
	The action was failed because of invalid QoS combination

	Procedure cancelled

	The sending node cancelled the procedure due to other urgent actions to be performed.

	Normal release

	The action is due to a normal release of the UE (e.g. because of mobility) and does not indicate an error.

	No radio resources available
	The requested node doesn’t have sufficient radio resources available.

	Action desirable for radio reasons
	The reason for requesting the action is radio related.

	Resources not available for the slice
	The requested resources are not available for the slice.

	PDCP configuration not supported,
	The gNB-CU-UP is unable to support the selected PDCP configuration for the UE.

	UE DL maximum integrity protected data rate reason
	The request is not accepted in order to comply with the maximum downlink data rate for integrity protection supported by the UE.

	UP integrity protection failure
	The gNB-CU-UP detects an integrity protection failure in the UL PDU.

	Release due to Pre-Emption
	Release is initiated due to pre-emption.

	RSN not available for the UP
	The redundant user plane resources indicated by RSN are not available.

	NPN not supported
	The action failed because the indicated SNPN is not supported in the node.

	Report Characteristics Empty
	The action failed because there is no measurement object in the report characteristics.

	Existing Measurement ID
	The action failed because the measurement ID is already used.

	Measurement Temporarily not Available
	The gNB-CU-UP can temporarily not provide the requested measurement object.

	Measurement not Supported For The Object
	At least one of the concerned object(s) does not support the requested measurement.

	SCG activation deactivation failure
	The action failed due to rejection of the SCG activation deactivation request.

	SCG deactivation failure due to data transmission
	The SCG deactivation failed due to ongoing or arriving data transmission.

	Unknown or already allocated gNB-CU-CP MBS E1AP ID
	The action failed because the gNB-CU-CP MBS E1AP ID is either unknown, or (for a first message received at the gNB-CU-CP) is known and already allocated to an existing context.

	Unknown or already allocated gNB-CU-UP MBS E1AP ID
	The action failed because the gNB-CU-UP MBS E1AP ID is either unknown, or (for a first message received at the gNB-CU-UP) is known and already allocated to an existing context.

	Unknown or inconsistent pair of MBS E1AP ID
	The action failed because both MBS E1AP IDs are unknown, or are known but do not define a single MBS context.

	Unknown or inconsistent MRB ID
	The action failed because the MRB ID is unknown or inconsistent.

	GTP-U Error Indication
	The release is due to receipt of a GTP-U Error Indication as described in section 5.3.3.1 of [X].
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

--unchanged part

CauseRadioNetwork ::= ENUMERATED {
	unspecified,
	unknown-or-already-allocated-gnb-cu-cp-ue-e1ap-id,
	unknown-or-already-allocated-gnb-cu-up-ue-e1ap-id,
	unknown-or-inconsistent-pair-of-ue-e1ap-id,
	interaction-with-other-procedure,
	pPDCP-Count-wrap-around,
	not-supported-QCI-value,
	not-supported-5QI-value,
	encryption-algorithms-not-supported, 
	integrity-protection-algorithms-not-supported,
	uP-integrity-protection-not-possible, 
	uP-confidentiality-protection-not-possible,
	multiple-PDU-Session-ID-Instances,
	unknown-PDU-Session-ID,
	multiple-QoS-Flow-ID-Instances,
	unknown-QoS-Flow-ID,
	multiple-DRB-ID-Instances,
	unknown-DRB-ID,
	invalid-QoS-combination,
	procedure-cancelled,
	normal-release,
	no-radio-resources-available,
	action-desirable-for-radio-reasons,
	resources-not-available-for-the-slice,
	pDCP-configuration-not-supported,
	...,
	ue-dl-max-IP-data-rate-reason,
	uP-integrity-protection-failure,
	release-due-to-pre-emption,
	rsn-not-available-for-the-up,
	nPN-not-supported,
	report-characteristic-empty,
	existing-measurement-ID,
	measurement-temporarily-not-available,
	measurement-not-supported-for-the-object,
	scg-activation-deactivation-failure,
	scg-deactivation-failure-due-to-data-transmission,
	unknown-or-already-allocated-gNB-CU-CP-MBS-E1AP-ID,
	unknown-or-already-allocated-gNB-CU-UP-MBS-E1AP-ID,
	unknown-or-inconsistent-pair-of-MBS-E1AP-ID,
	unknown-or-inconsistent-MRB-ID,
    gTP-U-Error-Indication
}

<<<<<<<<<<<<<<<<<<<< End of Change >>>>>>>>>>>>>>>>>>>>

