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<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<START>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>


[bookmark: _Hlk152225867]8.16.2	QoE Information Transfer Control 
8.16.2.1	General
The purpose of the QoE Information Transfer Control procedure is to control the RAN visible QoE information transfer from the gNB-CU to the gNB-DU. The procedure uses non-UE associated signalling.
8.16.2.2	Successful operation


Figure 8.16.2.2-1: QoE Information Transfer Control procedure.
[bookmark: _Hlk148620051]The gNB-DU initiates the procedure by sending the QOE INFORMATION TRANSFER CONTROL message to the gNB-CU. 
If the Deactivation Indication List IE is present in the message, the gNB-CU shall, if supported, deactivate the QoE information transfer from gNB-CU to gNB-DU for the UEs indicated therein.
If the Deactivation ALL IE is present in the message, the gNB-CU shall, if supported, deactivate the QoE information transfer from gNB-CU to gNB-DU for all the UEs served by the gNB-DU.

8.16.2.3	Abnormal Conditions
Not applicable.

<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<Texts Omitted>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>


9.2.16.2	QOE INFORMATION TRANSFER CONTROL
This message is sent by a gNB-DU to the gNB-CU, to control the QoE information transfer.
Direction: gNB-DU  gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type 
	M
	
	9.3.1.1
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	CHOICE Deactivation Indication
	O
	
	
	
	YES
	ignore

	>Per UE
	
	
	
	
	
	

	>>Deactivation Indication List
	
	1
	
	
	YES
	ignore

	>>>Deactivation Indication Item
	
	1..<maxnoofUEsInQMCTransferControlMessage>
	
	
	-
	

	>>>> gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	-
	

	>>>>gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	-
	

	>Deactivate ALL
	
	
	NULL
	This choice indicates that RAN visible QoERVQoE reporting pertaining to all the UEs served by the gNB-DU, should be deactivated.
	
	


 
	Range bound
	Explanation

	maxnoofUEsInQMCTransferControlMessage
	Maximum no. of UEs for which QoE transfer control information is received, the maximum value is 512.
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