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[bookmark: _Toc367182965][bookmark: _Toc534721101][bookmark: _Toc36555637][bookmark: _Toc29991237]<<<<<<<<<<<<<<<<<<<< Start of Changes >>>>>>>>>>>>>>>>>>>>
<<<<<<<<<<<<<<<<<<<< Start of Initial Set of Changes >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955048][bookmark: _Toc29991235][bookmark: _Toc36555635][bookmark: _Toc44497298][bookmark: _Toc45107686][bookmark: _Toc45901306][bookmark: _Toc51850385][bookmark: _Toc56693388][bookmark: _Toc64446931][bookmark: _Toc66286425][bookmark: _Toc74151120][bookmark: _Toc88653592][bookmark: _Toc97903948][bookmark: _Toc98867961][bookmark: _Toc105174245][bookmark: _Toc106109082][bookmark: _Toc113824903][bookmark: _Toc155959559]8.2.1	Handover Preparation
[bookmark: _CR8_2_1_1][bookmark: _Toc20955049][bookmark: _Toc29991236][bookmark: _Toc36555636][bookmark: _Toc44497299][bookmark: _Toc45107687][bookmark: _Toc45901307][bookmark: _Toc51850386][bookmark: _Toc56693389][bookmark: _Toc64446932][bookmark: _Toc66286426][bookmark: _Toc74151121][bookmark: _Toc88653593][bookmark: _Toc97903949][bookmark: _Toc98867962][bookmark: _Toc105174246][bookmark: _Toc106109083][bookmark: _Toc113824904][bookmark: _Toc155959560]8.2.1.1	General
This procedure is used to establish necessary resources in an NG-RAN node for an incoming handover. If the procedure concerns a conditional handover, parallel transactions are allowed. Possible parallel requests are identified by the target cell ID when the source UE AP IDs are the same.
The procedure uses UE-associated signalling.
[bookmark: _CR8_2_1_2][bookmark: _Toc20955050][bookmark: _Toc44497300][bookmark: _Toc45107688][bookmark: _Toc45901308][bookmark: _Toc51850387][bookmark: _Toc56693390][bookmark: _Toc64446933][bookmark: _Toc66286427][bookmark: _Toc74151122][bookmark: _Toc88653594][bookmark: _Toc97903950][bookmark: _Toc98867963][bookmark: _Toc105174247][bookmark: _Toc106109084][bookmark: _Toc113824905][bookmark: _Toc155959561]8.2.1.2	Successful Operation
-- TEXT OMITTED –
If the Trace Activation IE is included in the HANDOVER REQUEST message which includes
-	the MDT Activation IE set to "Immediate MDT and Trace", then the target NG-RAN node shall if supported, initiate the requested trace session and MDT session as described in TS 32.422 [23].
-	the MDT Activation IE set to "Immediate MDT Only" or "Logged MDT only", the target NG-RAN node shall, if supported, initiate the requested MDT session as described in TS 32.422 [23] and the target NG-RAN node shall ignore the Interfaces To Trace IE, and the Trace Depth IE.
-	the MDT Location Information IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, store this information and take it into account in the requested MDT session.
-	the MDT Activation IE set to "Immediate MDT Only" or "Logged MDT only", and if the Signalling based MDT PLMN List IE is included in the MDT Configuration IE, the target NG-RAN node may use it to propagate the MDT Configuration as described in TS 37.320 [43].
-	the Bluetooth Measurement Configuration IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the WLAN Measurement Configuration IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the Sensor Measurement Configuration IE, within the MDT Configuration IE, the target NG-RAN node shall take it into account for MDT Configuration as described in TS 37.320 [43].
-	the MDT Configuration IE and if the target NG-RAN node is a gNB receiving a MDT Configuration-EUTRA IE, or the target NG-RAN node is a ng-eNB receiving a MDT Configuration-NR IE, the target NG-RAN node shall store it as part of the UE context, and use it as described in TS 37.320 [43].
-	if the Trace Activation IE includes the Trace Reporting Consumer URI IE and if streaming based reporting is supported, the target NG-RAN node shall use it as described in TS 32.422 [23] and ignore the Trace Collection Entity IP Address IE.
<<<<<<<<<<<<<<<<<<<< End of Initial Set of Changes >>>>>>>>>>>>>>>>>>>>
[bookmark: _Hlk158286481]-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< Next set of Changes >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc44497313][bookmark: _Toc45107701][bookmark: _Toc45901321][bookmark: _Toc51850400][bookmark: _Toc56693403][bookmark: _Toc64446946][bookmark: _Toc66286440][bookmark: _Toc74151135][bookmark: _Toc88653607][bookmark: _Toc97903963][bookmark: _Toc98867976][bookmark: _Toc105174260][bookmark: _Toc106109097][bookmark: _Toc113824918][bookmark: _Toc155959574]8.2.4	Retrieve UE Context
[bookmark: _CR8_2_4_1][bookmark: _Toc20955064][bookmark: _Toc29991251][bookmark: _Toc36555651][bookmark: _Toc44497314][bookmark: _Toc45107702][bookmark: _Toc45901322][bookmark: _Toc51850401][bookmark: _Toc56693404][bookmark: _Toc64446947][bookmark: _Toc66286441][bookmark: _Toc74151136][bookmark: _Toc88653608][bookmark: _Toc97903964][bookmark: _Toc98867977][bookmark: _Toc105174261][bookmark: _Toc106109098][bookmark: _Toc113824919][bookmark: _Toc155959575]8.2.4.1	General
The purpose of the Retrieve UE Context procedure is to either retrieve the UE context from the old NG-RAN node and transfer it to the NG-RAN node where the UE RRC Connection has been requested to be established, or to enable the old NG-RAN node to forward an RRC message to the UE via the new NG-RAN node without context transfer, or to request for small data transmission. The procedure can also be used to transfer the authorization status information of the mobile IAB-node.
The procedure uses UE-associated signalling.
[bookmark: _CR8_2_4_2][bookmark: _Toc20955065][bookmark: _Toc29991252][bookmark: _Toc36555652][bookmark: _Toc44497315][bookmark: _Toc45107703][bookmark: _Toc45901323][bookmark: _Toc51850402][bookmark: _Toc56693405][bookmark: _Toc64446948][bookmark: _Toc66286442][bookmark: _Toc74151137][bookmark: _Toc88653609][bookmark: _Toc97903965][bookmark: _Toc98867978][bookmark: _Toc105174262][bookmark: _Toc106109099][bookmark: _Toc113824920][bookmark: _Toc155959576]8.2.4.2	Successful Operation
-- TEXT OMITTED –
If the Trace Activation IE is included in the RETRIEVE UE CONTEXT RESPONSE message which includes
-	the MDT Activation IE set to "Immediate MDT and Trace", then the new NG-RAN node shall if supported, initiate the requested trace session and MDT session as described in TS 32.422 [23].
-	the MDT Activation IE set to "Immediate MDT Only" or "Logged MDT only", the new NG-RAN node shall, if supported, initiate the requested MDT session as described in TS 32.422 [23] and the target NG-RAN node shall ignore the Interfaces To Trace IE, and the Trace Depth IE.
-	the MDT Location Information IE, within the MDT Configuration IE, the new NG-RAN node shall, if supported, store this information and take it into account in the requested MDT session.
-	the MDT Activation IE set to "Immediate MDT Only" or "Logged MDT only", and if the Signalling based MDT PLMN List IE is included in the MDT Configuration IE, the new NG-RAN node may use it to propagate the MDT Configuration as described in TS 37.320 [43].
-	the Bluetooth Measurement Configuration IE, within the MDT Configuration IE, the new NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the WLAN Measurement Configuration IE, within the MDT Configuration IE, the new NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the Sensor Measurement Configuration IE, within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the MDT Configuration and if the new NG-RAN node is a gNB receiving a MDT Configuration-EUTRA IE, or the target NG-RAN node is a ng-eNB receiving a MDT Configuration-NR IE, the new NG-RAN node shall store it as part of the UE context, and use it as described in TS 37.320 [43].
-	if the Trace Activation IE includes the Trace Reporting Consumer URI IE and if streaming based reporting is supported, the new NG-RAN node shall use it as described in TS 32.422 [23] and ignore the Trace Collection Entity IP Address IE.
<<<<<<<<<<<<<<<<<<<< End of Set of Changes >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
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The purpose of the S-NG-RAN node Addition Preparation procedure is to request the S-NG-RAN node to allocate resources for dual connectivity operation for a specific UE. Possible parallel requests are identified by the PCell ID when the source UE AP IDs are the same.
The procedure uses UE-associated signalling.
[bookmark: _CR8_3_1_2][bookmark: _Toc20955086][bookmark: _Toc29991273][bookmark: _Toc36555673][bookmark: _Toc44497351][bookmark: _Toc45107739][bookmark: _Toc45901359][bookmark: _Toc51850438][bookmark: _Toc56693441][bookmark: _Toc64446984][bookmark: _Toc66286478][bookmark: _Toc74151173][bookmark: _Toc88653645][bookmark: _Toc97904001][bookmark: _Toc98868027][bookmark: _Toc105174311][bookmark: _Toc106109148][bookmark: _Toc113824969][bookmark: _Toc155959625]8.3.1.2	Successful Operation
-- TEXT OMITTED –
[bookmark: OLE_LINK12][bookmark: OLE_LINK13]If the Trace Activation IE is included in the S-NODE ADDITION REQUEST message which includes
-	the MDT Activation IE set to "Immediate MDT and Trace", then the S-NG-RAN node shall if supported, initiate the requested trace session and MDT session as described in TS 32.422 [23].
-	the MDT Activation IE set to "Immediate MDT Only", the S-NG-RAN node shall, if supported, initiate the requested MDT session as described in TS 32.422 [23] and the S-NG-RAN node shall ignore the Interfaces To Trace IE, and the Trace Depth IE.
-	the MDT Location Information IE, within the MDT Configuration IE, the S-NG-RAN node shall, if supported, store this information and take it into account in the requested MDT session.
-	the MDT Activation IE set to "Immediate MDT Only", and if the Signalling based MDT PLMN List IE is included in the MDT Configuration IE, the S-NG-RAN node may use it to propagate the MDT Configuration as described in TS 37.320 [43].
-	the Bluetooth Measurement Configuration IE, within the MDT Configuration IE, the S-NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the WLAN Measurement Configuration IE, within the MDT Configuration IE, the S-NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the Sensor Measurement Configuration IE, within the MDT Configuration IE, the S-NG-RAN node shall take it into account for MDT Configuration as described in TS 37.320 [43].
-	the MDT Configuration IE and if the S-NG-RAN node is a gNB at least the MDT Configuration-NR IE shall be present, while if the S-NG-RAN Node is an ng-eNB at least the MDT Configuration-EUTRA IE shall be present.
-	if the Trace Activation IE includes the Trace Reporting Consumer URI IE and if streaming based reporting is supported, the S-NG-RAN node shall use it as described in TS 32.422 [23] and ignore the Trace Collection Entity IP Address IE.
<<<<<<<<<<<<<<<<<<<< End of Set of Changes >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< Next set of Changes >>>>>>>>>>>>>>>>>>>>
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[bookmark: _CR8_3_14_1][bookmark: _Toc534720391][bookmark: _Toc29991333][bookmark: _Toc36555733][bookmark: _Toc44497411][bookmark: _Toc45107799][bookmark: _Toc45901419][bookmark: _Toc51850498][bookmark: _Toc56693501][bookmark: _Toc64447044][bookmark: _Toc66286538][bookmark: _Toc74151233][bookmark: _Toc88653705][bookmark: _Toc97904061][bookmark: _Toc98868087][bookmark: _Toc105174371][bookmark: _Toc106109208][bookmark: _Toc113825029][bookmark: _Toc155959685]8.3.14.1	General
The purpose of the Trace Start procedure is to allow the M-NG-RAN node to request the S-NG-RAN node to initiate a trace session for a UE. The procedure uses UE-associated signalling.
[bookmark: _CR8_3_14_2][bookmark: _Toc534720393][bookmark: _Toc29991334][bookmark: _Toc36555734][bookmark: _Toc44497412][bookmark: _Toc45107800][bookmark: _Toc45901420][bookmark: _Toc51850499][bookmark: _Toc56693502][bookmark: _Toc64447045][bookmark: _Toc66286539][bookmark: _Toc74151234][bookmark: _Toc88653706][bookmark: _Toc97904062][bookmark: _Toc98868088][bookmark: _Toc105174372][bookmark: _Toc106109209][bookmark: _Toc113825030][bookmark: _Toc155959686]8.3.14.2	Successful Operation
-- TEXT OMITTED –
If the Trace Activation IE includes
-	the MDT Activation IE set to "Immediate MDT and Trace", and if the S-NG-RAN node is a gNB, it shall, if supported, initiate the requested trace session and MDT session as described in TS 32.422[23].
-	the MDT Activation IE set to "Immediate MDT Only"or "Logged MDT only", and if the S-NG-RAN node is a gNB, it shall, if supported, initiate the requested MDT session as described in TS 32.422[23] and the S-NG-RAN node shall ignore the Interfaces To Trace IE and the Trace Depth IE.
-	the MDT Location Information IE, within the MDT Configuration IE, and if the S-NG-RAN node is a gNB, it shall, if supported, store this information and take it into account in the requested MDT session.
-	the MDT Activation IE set to "Immediate MDT Only" or "Logged MDT only", and if the Signalling based MDT PLMN List IE is included in the MDT Configuration IE, and if the S-NG-RAN node is gNB, it may use it to propagate the MDT Configuration as described in TS 37.320 [43].
-	the Bluetooth Measurement Configuration IE, within the MDT Configuration IE, and if the S-NG-RAN node is a gNB, it shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the WLAN Measurement Configuration IE, within the MDT Configuration IE, and if the S-NG-RAN node is a gNB, it shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the Sensor Measurement Configuration IE, within the MDT Configuration IE, the S-NG-RAN node shall take it into account for MDT Configuration as described in TS 37.320 [43].
-	the MDT Configuration IE, and if the S-NG-RAN Node is a gNB at least the MDT Configuration-NR IE shall be present, while if the S-NG-RAN Node is an ng-eNB at least the MDT Configuration-EUTRA IE shall be present.
-	if the Trace Activation IE includes the Trace Reporting Consumer URI IE and if streaming based reporting is supported,, the S-NG-RAN node shall use it as described in TS 32.422 [23] and ignore the Trace Collection Entity IP Address IE.
<<<<<<<<<<<<<<<<<<<< End of Set of Changes >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< Next set of Changes >>>>>>>>>>>>>>>>>>>>
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The purpose of the Cell Traffic Trace procedure is to send the allocated Trace Recording Session Reference and the Trace Reference to the M-NG-RAN node. The procedure uses UE-associated signalling.
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Figure 8.3.16.2-1: Cell Traffic Trace procedure, successful operation
The procedure is initiated with a CELL TRAFFIC TRACE message sent from the S-NG-RAN node to the M-NG-RAN node.
If the Privacy Indicator IE is included in the message, the M-NG-RAN node shall take the information into account for anonymisation of MDT data as specified in TS 32.422 [23].
If the Trace Reporting Consumer URI IE is included in the message, if streaming based reporting is supported, the M-NG-RAN node shall use it as described in 32.422 [23] and ignore the Trace Collection Entity IP Address IE.
<<<<<<<<<<<<<<<<<<<< End of Set of Changes >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< Next set of Changes >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc98868244][bookmark: _Toc105174528][bookmark: _Toc106109365][bookmark: _Toc113825186][bookmark: _Toc155959856]9.1.2.28	CELL TRAFFIC TRACE
This message is sent by S-NG-RAN node to transfer the trace information to the M-NG-RAN node.
Direction: S-NG-RAN node  M-NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	NG-RAN Trace ID
	M
	
	OCTET STRING (SIZE(8))
	As per NG-RAN Trace ID in Trace Activation IE
	YES
	ignore

	Trace Collection Entity IP Address
	M
	
	Transport Layer Address
9.2.3.29
	For File based Reporting.
Defined in TS 32.422 [23].
Should be ignored if the Trace Collection EntityReporting Consumer URI IE is present.
	YES
	ignore

	Privacy Indicator
	O
	
	ENUMERATED (Immediate MDT, ...)
	
	YES
	ignore

	Trace Collection Entity Reporting Consumer URI
	O
	
	URI
9.2.3.124
	For Streaming based Reporting.
Defined in TS 32.422 [23]
Replaces Trace Collection Entity IP Address if present
	YES
	ignore



<<<<<<<<<<<<<<<<<<<< End of Set of Changes >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< Next set of Changes >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955364][bookmark: _Toc29991567][bookmark: _Toc36555968][bookmark: _Toc44497713][bookmark: _Toc45108100][bookmark: _Toc45901720][bookmark: _Toc51850801][bookmark: _Toc56693805][bookmark: _Toc64447349][bookmark: _Toc66286843][bookmark: _Toc74151538][bookmark: _Toc88654011][bookmark: _Toc97904367][bookmark: _Toc98868481][bookmark: _Toc105174766][bookmark: _Toc106109603][bookmark: _Toc113825424][bookmark: _Toc155960107]9.2.3.55	Trace Activation
This IE defines parameters related to a trace activation.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NG-RAN Trace ID
	M
	
	9.2.3.97
	
	–
	

	Interfaces To Trace
	M
	
	BIT STRING (SIZE(8))
	Each position in the bitmap represents an NG-RAN node interface:
first bit = NG-C,
second bit = Xn-C,
third bit = Uu,
fourth bit = F1-C,
fifth bit = E1:
other bits reserved for future use.
Value ‘1’ indicates ‘should be traced’.
Value ‘0’ indicates ‘should not be traced’.
	–
	

	Trace Depth
	M
	
	ENUMERATED (minimum, medium, maximum, MinimumWithoutVendorSpecificExtension,
MediumWithoutVendorSpecificExtension,
MaximumWithoutVendorSpecificExtension, …)
	Defined in TS 32.422 [23].
	–
	

	Trace Collection Entity IP Address
	M
	
	Transport Layer Address
9.2.3.29
	For File based Reporting.
Defined in TS 32.422 [23]
Should be ignored if the Trace Collection EntityReporting Consumer URI IE is present.
	–
	

	Trace Collection EntityReporting Consumer URI
	O
	
	URI
9.2.3.124
	For Streaming based Reporting.
Defined in TS 32.422 [23]
Replaces Trace Collection Entity IP Address if present
	YES
	ignore

	MDT Configuration
	O
	
	9.2.3.125
	This IE defines the MDT configuration parameters.
	YES
	ignore
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[bookmark: _Toc20956002][bookmark: _Toc29893128][bookmark: _Toc36557065][bookmark: _Toc45832585][bookmark: _Toc51763907][bookmark: _Toc64449079][bookmark: _Toc66289738][bookmark: _Toc74154851][bookmark: _Toc81383595][bookmark: _Toc88658229][bookmark: _Toc97911141][bookmark: _Toc99038965][bookmark: _Toc99731228][bookmark: _Toc105511363][bookmark: _Toc105927895][bookmark: _Toc106110435][bookmark: _Toc113835877][bookmark: _Toc120124733][bookmark: _Toc155981125]9.3.4	PDU Definitions

[bookmark: _Hlk158243592]-- TEXT OMITTED –
id-TraceReportingConsumerCollectionEntityURI,

-- TEXT OMITTED –
CellTrafficTraceIEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID			CRITICALITY reject	TYPE NG-RANnodeUEXnAPID				PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID			CRITICALITY reject	TYPE NG-RANnodeUEXnAPID				PRESENCE mandatory}|
	{ ID id-NG-RANTraceID					CRITICALITY ignore	TYPE NG-RANTraceID					PRESENCE mandatory}|
	{ ID id-TraceCollectionEntityIPAddress	CRITICALITY ignore	TYPE TransportLayerAddress			PRESENCE mandatory}|
	{ ID id-PrivacyIndicator				CRITICALITY ignore	TYPE PrivacyIndicator				PRESENCE optional }|
	{ ID id-TraceCollectionEntityReportingConsumerURI		CRITICALITY ignore	TYPE URIaddress						PRESENCE optional },
	...
}

-- TEXT OMITTED –

[bookmark: _Toc20956003][bookmark: _Toc29893129][bookmark: _Toc36557066][bookmark: _Toc45832586][bookmark: _Toc51763908][bookmark: _Toc64449080][bookmark: _Toc66289739][bookmark: _Toc74154852][bookmark: _Toc81383596][bookmark: _Toc88658230][bookmark: _Toc97911142][bookmark: _Toc99038966][bookmark: _Toc99731229][bookmark: _Toc105511364][bookmark: _Toc105927896][bookmark: _Toc106110436][bookmark: _Toc113835878][bookmark: _Toc120124734][bookmark: _Toc155981126]9.3.5	Information Element Definitions


-- TEXT OMITTED –
id-TraceReportingConsumerCollectionEntityURI,

[bookmark: _Hlk158243839]-- TEXT OMITTED –
TraceActivation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
-- Extension to support MDT –
	{ ID id-TraceReportingConsumerCollectionEntityURI	CRITICALITY ignore	EXTENSION URIaddress				PRESENCE optional}|
	{ ID id-MDT-Configuration			CRITICALITY ignore	EXTENSION MDT-Configuration			PRESENCE optional},
	...
}

[bookmark: _Hlk158243908]-- TEXT OMITTED –
[bookmark: _Toc20956005][bookmark: _Toc29893131][bookmark: _Toc36557068][bookmark: _Toc45832588][bookmark: _Toc51763910][bookmark: _Toc64449082][bookmark: _Toc66289741][bookmark: _Toc74154854][bookmark: _Toc81383598][bookmark: _Toc88658232][bookmark: _Toc97911144][bookmark: _Toc99038968][bookmark: _Toc99731231][bookmark: _Toc105511366][bookmark: _Toc105927898][bookmark: _Toc106110438][bookmark: _Toc113835880][bookmark: _Toc120124736][bookmark: _Toc155981128]9.3.7	Constant Definitions
-- TEXT OMITTED –
[bookmark: _Hlk158243039]<<<<<<<<<<<<<<<<<<<< Next set of Changes >>>>>>>>>>>>>>>>>>>>
id-TraceCollectionEntityURITraceReportingConsumerURI							ProtocolIE-ID ::= 226
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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