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/**********************Start of changes****************************************/
[bookmark: _Toc20955048][bookmark: _Toc29991235][bookmark: _Toc36555635][bookmark: _Toc44497298][bookmark: _Toc45107686][bookmark: _Toc45901306][bookmark: _Toc51850385][bookmark: _Toc56693388][bookmark: _Toc64446931][bookmark: _Toc66286425][bookmark: _Toc74151120][bookmark: _Toc88653592][bookmark: _Toc97903948][bookmark: _Toc98867961][bookmark: _Toc105174245][bookmark: _Toc106109082][bookmark: _Toc113824903][bookmark: _Toc155959559]8.2.1	Handover Preparation
[bookmark: _CR8_2_1_1][bookmark: _Toc20955049][bookmark: _Toc29991236][bookmark: _Toc36555636][bookmark: _Toc44497299][bookmark: _Toc45107687][bookmark: _Toc45901307][bookmark: _Toc51850386][bookmark: _Toc56693389][bookmark: _Toc64446932][bookmark: _Toc66286426][bookmark: _Toc74151121][bookmark: _Toc88653593][bookmark: _Toc97903949][bookmark: _Toc98867962][bookmark: _Toc105174246][bookmark: _Toc106109083][bookmark: _Toc113824904][bookmark: _Toc155959560]8.2.1.1	General
This procedure is used to establish necessary resources in an NG-RAN node for an incoming handover. If the procedure concerns a conditional handover, parallel transactions are allowed. Possible parallel requests are identified by the target cell ID when the source UE AP IDs are the same.
The procedure uses UE-associated signalling.
[bookmark: _CR8_2_1_2][bookmark: OLE_LINK18][bookmark: OLE_LINK20][bookmark: _Toc20955050][bookmark: _Toc29991237][bookmark: _Toc36555637][bookmark: _Toc44497300][bookmark: _Toc45107688][bookmark: _Toc45901308][bookmark: _Toc51850387][bookmark: _Toc56693390][bookmark: _Toc64446933][bookmark: _Toc66286427][bookmark: _Toc74151122][bookmark: _Toc88653594][bookmark: _Toc97903950][bookmark: _Toc98867963][bookmark: _Toc105174247][bookmark: _Toc106109084][bookmark: _Toc113824905][bookmark: _Toc155959561]8.2.1.2	Successful Operation


Figure 8.2.1.2-1: Handover Preparation, successful operation
<unchanged part skipped>
If the RRC Config Indication IE is contained in the HANDOVER REQUEST ACKNOWLEDGE message, the source NG-RAN node shall, if supported, consider that the target NG-RAN node applied a full configuration or delta configuration, e.g., as part of conditional handover procedure involving dual connectivity operation.
If the Mobile IAB Authorization Status IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store the received Mobile IAB authorization status information in the UE context and consider that the handover is for a mobile IAB node. If the Mobile IAB Authorization Status IE is set to "not authorized" for a mobile IAB-MT, the target NG-RAN node shall, if supported, refrain from establishing backhaul resources for this mobile IAB-node.
[bookmark: OLE_LINK33][bookmark: OLE_LINK34]If the DL LBT Failure Information Request IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, consider that the source NG-RAN node has requested the DL LBT failure information of the UE in the target cell during handover.
/**********************Next change****************************************/
[bookmark: _Hlk44418867][bookmark: _Toc44497474][bookmark: _Toc45107862][bookmark: _Toc45901482][bookmark: _Toc51850561][bookmark: _Toc56693564][bookmark: _Toc64447107][bookmark: _Toc66286601][bookmark: _Toc74151296][bookmark: _Toc88653768][bookmark: _Toc97904124][bookmark: _Toc98868168][bookmark: _Toc105174452][bookmark: _Toc106109289][bookmark: _Toc113825110][bookmark: _Toc155959770][bookmark: OLE_LINK102][bookmark: _Toc5646119]8.4.12	Access And Mobility Indication
[bookmark: _CR8_4_12_1][bookmark: _Toc5646120][bookmark: _Toc44497475][bookmark: _Toc45107863][bookmark: _Toc45901483][bookmark: _Toc51850562][bookmark: _Toc56693565][bookmark: _Toc64447108][bookmark: _Toc66286602][bookmark: _Toc74151297][bookmark: _Toc88653769][bookmark: _Toc97904125][bookmark: _Toc98868169][bookmark: _Toc105174453][bookmark: _Toc106109290][bookmark: _Toc113825111][bookmark: _Toc155959771]8.4.12.1	General
[bookmark: _Toc5646121]The purpose of the Access and Mobility Indication procedure is to transfer Access and Mobility related information between NG-RAN nodes.
[bookmark: _CR8_4_12_2][bookmark: OLE_LINK21][bookmark: OLE_LINK22][bookmark: _Toc44497476][bookmark: _Toc45107864][bookmark: _Toc45901484][bookmark: _Toc51850563][bookmark: _Toc56693566][bookmark: _Toc64447109][bookmark: _Toc66286603][bookmark: _Toc74151298][bookmark: _Toc88653770][bookmark: _Toc97904126][bookmark: _Toc98868170][bookmark: _Toc105174454][bookmark: _Toc106109291][bookmark: _Toc113825112][bookmark: _Toc155959772]8.4.12.2	Successful Operation


Figure 8.2.12.2-1: Access And Mobility Indication, successful operation
NG-RAN node1 initiates the procedure by sending the ACCESS AND MOBILITY INDICATION message sent to NG-RAN node2.
If the Successful HO Report IE is included in the ACCESS AND MOBILITY INDICATION message, NG-RAN node2 may use it to optimize handover configurations.
If the Successful PSCell Change Report List IE is included in the ACCESS AND MOBILITY INDICATION message, NG-RAN node2 may use it to optimize PSCell change and/or PSCell addition configurations.
If the PSCell List Container IE is included in the ACCESS AND MOBILITY INDICATION message, NG-RAN node2 may use it to identify the NG-RAN node to which the RA Report Container IE should be forwarded.
If the DL LBT Failure Information List IE is included in the ACCESS AND MOBILITY INDICATION message, the NG-RAN node2 may use it it for MRO analysis.
/**********************End of changes****************************************/
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