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	Reason for change:
	1. For the DOWNLINK RAN EARLY STATUS TRANSFER message, there is a description that “the target NG-RAN node does not transmit forwarded downlink SDUs to the UE whose COUNT is less than the provided and discards them if transmission has not been attempted”. It is unclear which IE this COUNT is provided by.
2. The DISCARD DL COUNT Value IE is not contained in the DRBs Subject To Early Status Transfer List, but contained in the DRBs Subject To DL Discarding List, so the text description in 8.4.10.2 in not fully correct.

Impact Analysis:
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This CR has no impact with the previous version of the specification (same release) as it only refine the text about the DOWNLINK RAN EARLY STATUS TRANSFER message that is optional presence.

	
	

	Summary of change:
	Update text description in “cluster 8.4.10 Downlink RAN Early Status Transfer”.
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The purpose of the Downlink RAN Early Status Transfer procedure is to transfer the COUNT of the first downlink SDU that the source NG-RAN node forwards to the target NG-RAN node, from the source NG-RAN node to the target NG-RAN node via the AMF during NG DAPS Handover, or the COUNT for discarding of already forwarded downlink SDUs for respective DRB during NG-handover with time-based trigger condition. The procedure uses UE-associated signalling.
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Figure 8.4.10.2-1: Downlink RAN Early Status Transfer
The AMF initiates the procedure by sending the DOWNLINK RAN EARLY STATUS TRANSFER message to the target NG-RAN node. 
For each DRB for which the FIRST DL COUNT Value IE is received in the DOWNLINK RAN EARLY STATUS TRANSFER message, the target NG-RAN node shall use it as the COUNT of the first downlink SDU that the source NG-RAN node forwards to the target NG-RAN node. 
For each DRB in the DRBs Subject To Early Status Transfer List IE for which the DISCARD DL COUNT Value IE is received in the DOWNLINK RAN EARLY STATUS TRANSFER message, the target NG-RAN node does not transmit forwarded downlink SDUs to the UE whose COUNT is less than the provided DISCARD DL COUNT Value IE and discards them if transmission has not been attempted.
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If the target NG-RAN node receives this message for a UE for which no prepared handover exists at the target NG-RAN node, the target NG-RAN node shall ignore the message.

	End of change part




image1.emf
      

targ e t   NG - RAN node  

DOWN LINK   RAN   EARLY  STATUS T RANSFER  

A M F  


oleObject1.bin
    

DOWNLINK RAN EARLY STATUS TRANSFER







AMF







target



NG-RAN node












