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CHANGES START
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For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
5GC	5G Core Network
5QI	5G QoS Identifier
A2X	Aircraft-to-Everything
AMF	Access and Mobility Management Function
ARP	Antenna Reference Point
ARPI	Additional RRM Policy Index
BH	Backhaul
CAG	Closed Access Group
CN	Core Network
CG	Cell Group
CG-SDT	Configured Grant-Small Data Transmission
CGI	Cell Global Identifier 
CHO	Conditional Handover
CP	Control Plane 
CPA	Conditional PSCell Addition
CPC	Conditional PSCell Change
DAPS	Dual Active Protocol Stack
DL	Downlink 
DL-PRS	Downlink Positioning Reference Signal
EN-DC	E-UTRA-NR Dual Connectivity
EPC	Evolved Packet Core
eRedCap	Enhanced Reduced Capability
FSA ID	MBS Frequency Selection Area (FSA) ID
GPSI	Generic Public Subscription Identifier
IAB	Integrated Access and Backhaul
IMEISV	International Mobile station Equipment Identity and Software Version number
LMF	Location Management Function
LTM	L1/L2 Triggered Mobility
MBS	Multicast/Broadcast Service
MP	Multi-path
MT-SDT	Mobile Terminated Small Data Transmission
N3C	Non-3GPP Connection
NID	Network Identifier
NPN	Non-Public Network
NSAG	Network Slice AS Group
NSSAI	Network Slice Selection Assistance Information
PDC	Propagation Delay Compensation
PEIPS	Paging Early Indication with Paging Subgrouping
posSIB	Positioning SIB
PNI-NPN	Public Network Integrated NPN
PSI	PDU Set Importance
PTP	Point to Point
PTM	Point to Multipoint
QMC	QoE Measurement Collection
QoE	Quality of Experience
RANAC	RAN Area Code
RedCap	Reduced Capability
RIM	Remote Interference Management
RIM-RS	RIM Reference Signal
RRC	Radio Resource Control
RSRP	Reference Signal Received Power
SDT	Small Data Transmission
SNPN	Stand-alone Non-Public Network
S-NSSAI	Single Network Slice Selection Assistance Information
SUL	Supplementary Uplink
TAC	Tracking Area Code
TAI	Tracking Area Identity
TEG	Timing Error Group
TRP	Transmission-Reception Point
TSS	Timing Synchronisation Status
U2N	UE-to-Network
UL-AoA	Uplink Angle of Arrival 
UL-RTOA	Uplink Relative Time of Arrival
UL-SRS	Uplink Sounding Reference Signal
V2X	Vehicle-to-Everything
Z-AoA	Zenith Angles of Arrival
NEXT CHANGE

8.3.1	UE Context Setup 
[bookmark: _CR8_3_1_1][bookmark: _Toc51763371][bookmark: _Toc81383050][bookmark: _Toc20955774][bookmark: _Toc74154306][bookmark: _Toc88657683][bookmark: _Toc29892868][bookmark: _Toc45832191][bookmark: _Toc64448534][bookmark: _Toc66289193][bookmark: _Toc36556805][bookmark: _Toc105927146][bookmark: _Toc99038234][bookmark: _Toc113835123][bookmark: _Toc97910595][bookmark: _Toc99730495][bookmark: _Toc146226233][bookmark: _Toc105510614][bookmark: _Toc106109686][bookmark: _Toc120123966]8.3.1.1	General
The purpose of the UE Context Setup procedure is to establish the UE Context including, among others, SRB,DRB, BH RLC channel, Uu Relay RLC channel, PC5 Relay RLC channel, and SL DRB configuration. The procedure uses UE-associated signalling.
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[bookmark: _Hlk44097902]Figure 8.3.1.2-1: UE Context Setup Request procedure: Successful Operation
The gNB-CU initiates the procedure by sending UE CONTEXT SETUP REQUEST message to the gNB-DU. If the gNB-DU succeeds to establish the UE context, it replies to the gNB-CU with UE CONTEXT SETUP RESPONSE. If no UE-associated logical F1-connection exists, the UE-associated logical F1-connection shall be established as part of the procedure. Except for RACH based SDT and UE configured with BWP specific ServingCellMO, the gNB-CU shall perform RRC Reconfiguration or RRC connection resume to send UE to the RRC_CONNECTED state as described in TS 38.331 [8], and in this case, the CellGroupConfig IE shall transparently be signaled to the UE as specified in TS 38.331 [8]. In the cases of RACH based SDT procedure and UE configured with BWP specific ServingCellMO, the CellGroupConfig IE shall be ignored by the gNB-CU.
/******* Unchanged part skipped ******/
If the DRB To Be Setup List IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall act as specified in TS 38.401 [4]. If the QoS Flow Mapping Indication IE is included in the DRB To Be Setup List IE for a QoS flow, the gNB-DU may take it into account that only the uplink or downlink QoS flow is mapped to the indicated DRB. If the SDT RLC Bearer Configuration IE is contained in the DRB To Be Setup List IE, the gNB-DU shall, if supported, use it for packet transmission belonging to the SDT DRB indicated by the DRB ID IE. If the DRB Mapping Info IE is contained in the DRB To Be Setup List IE, the gNB-DU shall, if supported, store the mapping information indicated in the DRB Mapping Info IE for the DRB identified by the DRB ID IE and the Uu Relay RLC channel identified by the DRB Mapping Info IE. The gNB-DU shall use the mapping information stored for the mapping of DRB data to Uu Relay RLC channel.
If the PSI based SDU Discard UL IE is included in the DRB To Be Setup List IE and the value is set as "start", the gNB-DU shall, if supported, take it into account to perform UL PSI based SDU discarding activation or deactivation for the indicated DRB as defined in TS 38.321 [16]. 
/******* Unchanged part skipped ******/
NEXT CHANGE
8.3.4	UE Context Modification (gNB-CU initiated)
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The purpose of the UE Context Modification procedure is to modify the established UE Context, e.g., establishing, modifying and releasing radio resources or sidelink resources. This procedure is also used to command the gNB-DU to stop data transmission for the UE for mobility (see TS 38.401 [4]). The procedure uses UE-associated signalling.
[bookmark: _CR8_3_4_2][bookmark: _Toc74154320][bookmark: _Toc29892882][bookmark: _Toc45832205][bookmark: _Toc81383064][bookmark: _Toc99038248][bookmark: _Toc105510628][bookmark: _Toc99730509][bookmark: _Toc64448548][bookmark: _Toc88657697][bookmark: _Toc51763385][bookmark: _Toc97910609][bookmark: _Toc20955788][bookmark: _Toc66289207][bookmark: _Toc105927160][bookmark: _Toc106109700][bookmark: _Toc113835137][bookmark: _Toc36556819][bookmark: _Toc146226247][bookmark: _Toc120123980]8.3.4.2	Successful Operation
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Figure 8.3.4.2-1: UE Context Modification procedure. Successful operation
The UE CONTEXT MODIFICATION REQUEST message is initiated by the gNB-CU.
/******* Unchanged part skipped ******/
If the DRB To Be Setup List IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall act as specified in the TS 38.401 [4]. If the DRB Mapping Info IE is contained in the DRB To Be Setup List IE, the gNB-DU shall, if supported, store the mapping information indicated in the DRB Mapping Info IE, if present, for the DRB identified by the DRB ID IE and the Uu Relay RLC channel identified by the DRB Mapping Info. The gNB-DU shall use the mapping information stored for the mapping of DRB data to Uu Relay RLC channel.
If the PSI based SDU Discard UL IE is included in the DRB To Be Setup List IE or the DRB To Be Modified List IE and the value is set as "start", the gNB-DU shall, if supported, take it into account to perform UL PSI based SDU discarding activation or deactivation for the indicated DRB as defined in TS 38.321 [16]. 
/******* Unchanged part skipped ******/
NEXT CHANGE
9.2.2.1	UE CONTEXT SETUP REQUEST
This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU  gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	SpCell ID
	M
	
	NR CGI 9.3.1.12
	Special Cell as defined in TS 38.321 [16]. For handover case, this IE is considered as target cell.
	YES
	reject

	ServCellIndex
	M
	
	INTEGER (0..31,...)
	
	YES
	reject

	SpCell UL Configured
	O
	
	Cell UL Configured
9.3.1.33
	
	YES
	ignore

	CU to DU RRC Information
	M
	
	9.3.1.25
	
	YES
	reject

	Candidate SpCell List
	
	0..1
	
	
	YES
	ignore

	>Candidate SpCell Item IEs
	
	1 .. <maxnoofCandidateSpCells>
	
	
	EACH
	ignore

	>>Candidate SpCell ID
	M
	
	NR CGI 9.3.1.12
	Special Cell as defined in TS 38.321 [16]
	-
	

	DRX Cycle 
	O
	
	DRX Cycle 
9.3.1.24
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9] for EN-DC case or MR-DC Resource Coordination Information IE as defined in TS 38.423 [28] for NGEN-DC and NE-DC cases.
	YES
	ignore

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	1.. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI 9.3.1.12
	SCell Identifier in gNB
	-
	

	>>SCellIndex
	M
	
	INTEGER (1..31)
	
	-
	

	>>SCell UL Configured
	O
	
	Cell UL Configured
9.3.1.33
	
	-
	

	>>servingCellMO
	O
	
	INTEGER (1..64)
	
	YES
	ignore

	SRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>SRB to Be Setup Item IEs
	
	1 .. <maxnoofSRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	>>Duplication Indication
	O
	
	ENUMERATED (true, ..., false)
	If included, it should be set to true. 
This IE is ignored if the Additional Duplication Indication IE is present.
	-
	

	>>Additional Duplication Indication
	O
	
	ENUMERATED (three, four, …)
	
	YES
	ignore

	>>SDT RLC Bearer Configuration
	O
	
	OCTET STRING
	Includes the RLC-BearerConfig IE defined in subclause 6.3.2 of TS 38.331 [8]
	YES
	ignore

	>>SRB Mapping Info
	O
	
	Uu RLC Channel ID 9.3.1.266
	This IE contains the mapped Uu Relay RLC CH ID for the SRB

	YES
	ignore

	DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>CHOICE QoS Information
	M
	
	
	
	-
	

	>>>E-UTRAN QoS
	
	
	
	
	
	

	>>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	-
	

	>>>DRB Information
	
	
	
	
	
	

	>>>>DRB Information
	
	1
	
	Shall be used for NG-RAN cases
	YES
	ignore

	>>>>>DRB QoS
	M
	
	9.3.1.45
	
	-
	

	>>>>>S-NSSAI
	M
	
	9.3.1.38
	
	-
	

	>>>>>Notification Control
	O
	
	9.3.1.56
	
	-
	

	>>>>>Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	-
	

	>>>>>>QoS Flow Identifier
	M
	
	9.3.1.63
	
	-
	

	>>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	-
	

	>>>>>>QoS Flow Mapping Indication
	O
	
	9.3.1.72
	
	YES
	ignore

	>>>>>>TSC Traffic Characteristics
	O
	
	9.3.1.141
	Traffic pattern information associated with the QFI. Details in TS 23.501 [21].
	YES
	ignore

	>>>>ECN Marking or Congestion Information Reporting Request
	O
	
	9.3.1.321
	
	YES
	ignore

	>>>>PSI based SDU Discard UL
	O
	
	ENUMERATED (start, stop, …)
	Indicates whether UL PSI based SDU discard is (re)configured or released for the DRB. The codepoint “start” means that UL PSI based discarding is (re)configured, while the codepoint “stop” means that UL PSI based discarding is released. Up to 8 DRBs can be set as “start”.
	YES
	ignore

	>>UL UP TNL Information to be setup List
	
	1
	
	
	-
	

	>>>UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	-
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	>>>>DRB Mapping Info
	O
	
	Uu RLC Channel ID 9.3.1.266
	This IE contains the mapped Uu Relay RLC CH ID of the DL tunnel corresponding to such UL tunnel

	YES
	ignore

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>>UL Configuration
	O
	
	UL Configuraiton
9.3.1.31
	Information about UL usage in gNB-DU. 
	-
	

	>>Duplication Activation
	O
	
	9.3.1.36
	Information on the initial state of CA based UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present.
	-
	

	>>DC Based Duplication Configured
	O
	
	ENUMERATED (true, ..., false)
	Indication on whether DC based PDCP duplication is configured or not. If included, it should be set to true.
	YES
	reject

	>>DC Based Duplication Activation
	O
	
	Duplication Activation
9.3.1.36
	Information on the initial state of DC basedUL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present.
	YES
	reject

	>>DL PDCP SN length
	M
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>UL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Items
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	EACH
	ignore

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	>>RLC Duplication Information
	O
	
	9.3.1.146
	
	YES
	ignore

	>>SDT RLC Bearer Configuration
	O
	
	OCTET STRING
	RLC-BearerConfig IE defined in subclause 6.3.2 of TS 38.331 [8]
	YES
	ignore

	Inactivity Monitoring Request 
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	RAT-Frequency Priority Information
	O
	
	9.3.1.34
	
	YES
	reject

	RRC-Container
	O
	
	9.3.1.6
	Includes the DL-DCCH-Message message as defined in subclause 6.2 of TS 38.331 [8], encapsulated in a PDCP PDU.
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.55
	
	YES
	ignore

	Serving PLMN
	O
	
	PLMN ID
9.3.1.14
	Indicates the PLMN serving the UE.
	YES
	ignore

	gNB-DU UE Aggregate Maximum Bit Rate Uplink
	C-ifDRBSetup
	
	Bit Rate 9.3.1.22
	The gNB-DU UE Aggregate Maximum Bit Rate Uplink is to be enforced by the gNB-DU.
	YES
	ignore

	RRC Delivery Status Request
	O
	
	ENUMERATED (true, …)
	Indicates whether RRC DELIVERY REPORT procedure is requested for the RRC message.
	YES
	ignore

	Resource Coordination Transfer Information
	O
	
	9.3.1.73
	
	YES
	ignore

	servingCellMO
	O
	
	INTEGER (1..64, ...)
	
	YES
	ignore

	New gNB-CU UE F1AP ID
	O
	
	gNB-CU UE F1AP ID
9.3.1.4
	
	YES
	reject

	RAN UE ID
	O
	
	OCTET STRING (SIZE (8))
	
	YES
	ignore

	Trace Activation
	O
	
	9.3.1.88
	
	YES
	ignore

	Additional RRM Policy Index
	O
	
	9.3.1.90
	
	YES
	ignore

	BH RLC Channel to be Setup List
	
	0..1
	
	
	YES
	reject

	>BH RLC Channel to be Setup Item IEs
	
	1 .. <maxnoofBHRLCChannels>
	
	
	EACH
	reject

	>>BH RLC CH ID
	M
	
	9.3.1.113
	
	-
	

	>>CHOICE BH QoS Information
	M
	
	
	
	
	

	>>>BH RLC CH QoS
	
	
	
	
	
	

	>>>>BH RLC CH QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	Shall be used for SA case.
	-
	

	>>>E-UTRAN BH RLC CH QoS
	
	
	
	
	
	

	>>>>E-UTRAN BH RLC CH QoS
	M
	
	E-UTRAN QoS
9.3.1.19
	Shall be used for EN-DC case.
	-
	

	>>>Control Plane Traffic Type
	
	
	
	
	
	

	>>>>Control Plane Traffic Type
	M
	
	9.3.1.115
	
	-
	

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>>BAP Control PDU Channel
	O
	
	ENUMERATED (true, …)
	
	-
	

	>>Traffic Mapping Information
	O
	
	9.3.1.95
	
	-
	

	Configured BAP Address
	O
	
	9.3.1.111
	The BAP address configured for the corresponding child IAB-node.
	YES
	reject

	NR V2X Services Authorized
	O
	
	9.3.1.116
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.3.1.117
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.119
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.118
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	PC5 Link Aggregate Bit Rate
	O
	
	Bit Rate
9.3.1.22
	Only applies for non-GBR and unicast QoS Flows.
	YES
	ignore

	SL DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>SL DRB to Be Setup Item IEs
	
	1 .. <maxnoofSLDRBs>
	
	
	EACH
	reject

	>>SL DRB ID
	M
	
	9.3.1.120
	
	-
	

	>>SL DRB Information
	
	1
	
	
	YES
	ignore

	>>>SL DRB QoS
	M
	
	PC5 QoS Parameters
9.3.1.122
	
	-
	

	>>>Flows Mapped to SL DRB Item
	
	1 .. <maxnoofPC5QoSFlows>
	
	
	-
	

	>>>>PC5 QoS Flow Identifier
	
	
	9.3.1.121
	
	-
	

	>>RLC mode
	M
	
	9.3.1.27
	
	-
	

	>>Duplication Indication
	O
	
	ENUMERATED (true, ..., false)
	If included, it should be set to true. 
	-
	

	Conditional Inter-DU Mobility Information
	O
	
	
	
	YES
	reject

	>CHO Trigger
	M
	
	ENUMERATED (CHO-initiation, CHO-replace, …)
	
	-
	-

	>Target gNB-DU UE F1AP ID
	C-ifCHOmod
	
	9.3.1.5
	Allocated at the target gNB-DU
	-
	-

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	YES
	ignore

	Management Based MDT PLMN List
	O 
	
	MDT PLMN List
9.3.1.151
	
	YES
	ignore

	Serving NID
	O
	
	9.3.1.155
	
	YES
	reject

	F1-C Transfer Path
	O
	
	9.3.1.207
	
	YES
	reject

	F1-C Transfer Path NRDC
	O
	
	9.3.1.228
	
	YES
	reject

	MDT Polluted Measurement Indicator
	O
	
	ENUMERATED (IDC,no-IDC, …)
	Indication on whether MDT Measurement affect (e.g. IDC) is undertaken or not.
	YES
	ignore

	SCG Activation Request 
	O
	
	9.3.1.233
	
	YES
	ignore

	Old CG-SDT Session Info
	O
	
	CG-SDT Session Info
9.3.1.261
	
	YES
	ignore

	5G ProSe Authorized
	O
	
	9.3.1.268
	
	YES
	ignore

	5G ProSe UE PC5 Aggregate Maximum Bit Rate
	O
	
	NR UE Sidelink Aggregate Maximum Bit Rate
9.3.1.119
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	5G ProSe PC5 Link Aggregate Bit Rate
	O
	
	Bit Rate
9.3.1.22
	This IE applies only if the UE is authorized for 5G ProSe services, and only applies for non-GBR and unicast QoS Flows.
	YES
	ignore

	Uu RLC Channel to Be Setup List
	
	0..1
	
	
	YES
	reject

	>Uu RLC Channel to be Setup Item IEs
	
	1 .. <maxnoofUuRLCChannels>
	
	
	-
	

	>>Uu RLC Channel ID
	M
	
	9.3.1.266
	
	-
	

	>>CHOICE Uu RLC Channel QoS Information
	M
	
	
	
	-
	

	>>>Uu RLC Channel QoS
	
	
	
	
	
	

	>>>>Uu RLC Channel QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>>Uu Control Plane Traffic Type
	
	
	
	
	
	

	>>>>Uu Control Plane Traffic Type
	M
	
	ENUMERATED(SRB0, SRB1, SRB2, …)
	This IE indicates the type of SRB conveyed via the Uu Relay RLC Channel.
	-
	

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	PC5 RLC Channel to Be Setup List
	
	0..1
	
	
	YES
	reject

	>PC5 RLC Channel to be Setup Item IEs
	
	1 .. <maxnoofPC5RLCChannels>
	
	
	-
	

	>>PC5 RLC Channel ID
	M
	
	9.3.1.265
	
	-
	

	>>Remote UE Local ID
	O
	
	9.3.1.267
	This IE is not used in this version of the specification.
	-
	

	>>CHOICE PC5 RLC Channel QoS Information
	M
	
	
	
	-
	

	>>>PC5 RLC Channel QoS
	
	
	
	
	
	

	>>>>PC5 RLC Channel QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45 
	
	-
	

	>>>PC5 Control Plane Traffic Type
	
	
	
	
	
	

	>>>>PC5 Control Plane Traffic Type
	M
	
	ENUMERATED(SRB1, SRB2, …)
	This IE indicates the type of SRB conveyed via the PC5 Relay RLC Channel. 

	-
	

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	Path Switch Configuration
	O
	
	9.3.1.263
	
	YES
	ignore

	gNB-DU UE Slice Maximum Bit Rate List
	O
	
	9.3.1.271
	The Slice Maximum Bit Rate List is the maximum aggregate UL bit rate per slice, to be enforced by the gNB-DU, if feasible. This IE is ignored if the DRB to Be Setup List IE is not present.
	YES
	ignore

	[bookmark: OLE_LINK91][bookmark: OLE_LINK92]Multicast MBS Session Setup List
	O
	
	Multicast MBS Session List 9.3.1.272
	The list of MBS Session ID that UE has joined.
	YES
	reject

	UE Multicast MRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>UE Multicast MRB to Be Setup Item IEs
	
	1 .. <maxnoofMRBsforUE>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	MRB ID for the UE.
	-
	

	>>MBS PTP Retransmission Tunnel Required
	O
	
	9.3.2.10
	
	-
	

	>>MBS PTP Forwarding Tunnel Required Information
	O
	
	MRB Progress Information 9.3.2.12
	
	-
	

	>>Source MRB ID
	O
	
	9.3.1.224
MRB ID
	In case of inter-DU handover, indicates the MRB ID provided to the UE in the source cell.
	-
	ignore

	ServingCellMO List
	
	0..1
	
	For NCD-SSBs
	YES
	ignore

	>ServingCellMO Item IEs
	
	1 .. <maxnoofServingCellMOs>
	
	
	EACH
	ignore

	>>servingCellMO
	M
	
	INTEGER (1..64)
	
	-
	

	>>SSB frequency
	M
	
	INTEGER (0..3279165)
	ARFCN
	-
	

	Network Controlled Repeater Authorized
	O
	
	9.3.1.288
	
	YES
	ignore

	SDT Volume Threshold
	O
	
	INTEGER(1.. 192000,...)
	Unit: byte.
	YES
	ignore

	LTM InformationSetup
	
	0..1
	
	
	YES
	reject

	>LTM Indicator
	M
	
	ENUMERATED (true, …)
	
	-
	

	>LTM Configuration ID
	M
	
	INTEGER (1..8)
	Corresponds to the LTM-CandidateId IE, as defined in TS 38.331 [8].
	-
	

	>Reference Configuration
	O
	
	9.3.1.292
	
	-
	

	>CSI Resource Configuration
	O
	
	OCTET STRING
	Includes the ltm-CSI-ResourceConfigToAddModList IE as defined in TS 38.331 [8].
	-
	

	LTM Configuration ID Mapping List
	O
	
	9.3.1.294
	
	YES
	reject

	Early Sync Information Request
	
	0..1
	
	
	YES
	ignore

	>Request for RACH Configuration
	O
	
	ENUMERATED (true, …)
	
	-
	

	Source gNB-DU ID
	O
	
	gNB-DU ID 
9.3.1.9
	
	YES
	reject

	Path Addition Information
	O
	
	9.3.1.296
	This IE contains either the Indirect Path Addition IE or the N3C Indirect Path Addition IE.
	YES
	ignore

	NR A2X Services Authorized
	O
	
	9.3.1.323
	
	YES
	ignore

	LTE A2X Services Authorized
	O
	
	9.3.1.324
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate for A2X
	O
	
	9.3.1.119
	This IE applies only if the UE is authorized for NR A2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate for A2X
	O
	
	9.3.1.118
	This IE applies only if the UE is authorized for LTE A2X services.
	YES
	ignore


NEXT CHANGE
9.2.2.7	UE CONTEXT MODIFICATION REQUEST
This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	SpCell ID
	O
	
	NR CGI 9.3.1.12
	Special Cell as defined in TS 38.321 [16]. For handover case, this IE is considered as target cell.
	YES
	ignore

	ServCellIndex
	O
	
	INTEGER (0..31, ...)
	
	YES
	reject

	SpCell UL Configured
	O
	
	Cell UL Configured
9.3.1.33
	
	YES
	ignore

	DRX Cycle 
	O
	
	DRX Cycle
9.3.1.24
	
	YES
	ignore

	CU to DU RRC Information
	O
	
	9.3.1.25
	
	YES
	reject

	Transmission Action Indicator
	O
	
	9.3.1.11
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9] for EN-DC case or MR-DC Resource Coordination Information IE as defined in TS 38.423 [28] for NGEN-DC and NE-DC cases.
	YES
	ignore

	RRC Reconfiguration Complete Indicator
	O
	
	9.3.1.30
	
	YES
	ignore

	RRC-Container
	O
	
	9.3.1.6
	Includes the DL-DCCH-Message message as defined in subclause 6.2 of TS 38.331 [8], encapsulated in a PDCP PDU.
	YES
	reject

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	1.. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI 9.3.1.12
	SCell Identifier in gNB
	-
	

	>>SCellIndex
	M
	
	INTEGER (1..31)
	
	-
	

	>>SCell UL Configured
	O
	
	Cell UL Configured
9.3.1.33
	
	-
	

	>>servingCellMO
	O
	
	INTEGER (1..64)
	
	YES
	ignore

	SCell To Be Removed List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Removed Item IEs
	
	1 .. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI 9.3.1.12
	SCell Identifier in gNB
	-
	

	SRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>SRB to Be Setup Item IEs
	
	1..<maxnoofSRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	>>Duplication Indication
	O
	
	ENUMERATED (true, ..., false)
	This IE is ignored if the Additional Duplication Indication IE is present.
	-
	

	>>Additional Duplication Indication
	O
	
	ENUMERATED (three, four, …)
	
	YES
	ignore

	>>SRB Mapping Info
	O
	
	Uu RLC Channel ID 9.3.1.266
	This IE contains the mapped Uu Relay RLC CH ID for the SRB
	YES
	ignore

	>>SDT Indicator Setup
	O
	
	ENUMERATED (true, …)
	Indicates SDT SRB.
	YES
	reject

	DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>CHOICE QoS Information
	M
	
	
	
	-
	

	>>>E-UTRAN QoS
	
	
	
	
	
	

	>>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>>>DRB Information
	
	
	
	
	
	

	>>>>DRB Information
	
	1
	
	Shall be used for NG-RAN cases
	YES
	ignore

	>>>>>DRB QoS
	M
	
	9.3.1.45
	
	-
	

	>>>>>S-NSSAI
	M
	
	9.3.1.38
	
	-
	

	>>>>>Notification Control
	O
	
	9.3.1.56
	
	-
	

	>>>>>Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	-
	

	>>>>>>QoS Flow Identifier
	M
	
	9.3.1.63
	
	-
	

	>>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	-
	

	>>>>>>QoS Flow Mapping Indication
	O
	
	9.3.1.72
	
	YES
	ignore

	>>>>>>TSC Traffic Characteristics
	O
	
	9.3.1.141
	Traffic pattern information associated with the QFI. Details in TS 23.501 [21].
	YES
	ignore

	>>>>ECN Marking or Congestion Information Reporting Request
	O
	
	9.3.1.321
	
	YES
	ignore

	>>>>PSI based SDU Discard UL
	O
	
	ENUMERATED (start, stop, …)
	Indicates whether UL PSI based SDU discard is (re)configured or released for the DRB. The codepoint “start” means that UL PSI based discarding is (re)configured, while the codepoint “stop” means that UL PSI based discarding is released. Up to 8 DRBs can be set as “start”.
	YES
	ignore

	>>UL UP TNL Information to be setup List 
	
	1
	
	
	-
	

	>>>UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	-
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	>>>>DRB Mapping Info
	O
	
	Uu RLC Channel ID 9.3.1.266
	This IE contains the mapped Uu Relay RLC CH ID of the DL tunnel corresponding to such UL tunnel
	YES
	ignore

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>>UL Configuration
	O
	
	UL Configuration 
9.3.1.31
	Information about UL usage in gNB-DU. 
	-
	

	>>Duplication Activation
	O
	
	9.3.1.36
	Information on the initial state of CA based UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present.
	-
	

	>>DC Based Duplication Configured
	O
	
	ENUMERATED (true, ..., false)
	Indication on whether DC based PDCP duplication is configured or not. If included, it should be set to true.
	YES
	reject

	>>DC Based Duplication Activation
	O
	
	Duplication Activation
9.3.1.36
	Information on the initial state of DC based UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present. 
	YES
	reject

	>>DL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>UL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>Additional PDCP Duplication TNL List 
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Items
	
	1 .. < maxnoofAdditionalPDCPDuplicationTNL>
	
	
	EACH
	ignore

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	>>RLC Duplication Information
	O
	
	9.3.1.146
	
	YES
	ignore

	>>SDT Indicator Setup
	O
	
	ENUMERATED (true, …)
	Indicates SDT DRB.
	YES
	reject

	DRB to Be Modified List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>CHOICE QoS Information
	O
	
	
	
	-
	

	>>>E-UTRAN QoS
	
	
	
	
	
	

	>>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Used for EN-DC case to convey E-RAB Level QoS Parameters
	-
	

	>>>DRB Information
	
	
	
	
	
	

	>>>>DRB Information
	
	1
	
	Used for NG-RAN cases
	YES
	ignore

	>>>>>DRB QoS
	M
	
	9.3.1.45
	
	-
	

	>>>>>S-NSSAI
	M
	
	9.3.1.38
	
	-
	

	>>>>>Notification Control
	O
	
	9.3.1.56
	
	-
	

	>>>>>Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	-
	

	>>>>>>QoS Flow Identifier
	M
	
	9.3.1.63
	
	-
	

	>>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	-
	

	>>>>>>QoS Flow Mapping Indication
	O
	
	9.3.1.72
	
	YES
	ignore

	>>>>>>TSC Traffic Characteristics
	O
	
	9.3.1.141
	Traffic pattern information associated with the QFI. Details in TS 23.501 [21].
	YES
	ignore

	>>>>ECN Marking or Congestion Information Reporting Request
	O
	
	9.3.1.321
	
	YES
	ignore

	>>>>PSI based SDU Discard UL
	O
	
	ENUMERATED (start, stop, …)
	Indicates whether UL PSI based SDU discard is (re)configured or released for the DRB. The codepoint “start” means that UL PSI based discarding is (re)configured, while the codepoint “stop” means that UL PSI based discarding is released. Up to 8 DRBs can be set as “start”.
	YES
	ignore

	>>UL UP TNL Information to be setup List 
	
	1
	
	
	-
	

	>>>UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	-
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	>>>>DRB Mapping Info
	O
	
	Uu RLC Channel ID 9.3.1.266
	
	YES
	ignore

	>>UL Configuration
	O
	
	UL Configuration 
9.3.1.31
	Information about UL usage in gNB-DU. 
	-
	

	>>DL PDCP SN length
	O
	
	ENUMERATED(12bits,18bits , ...)
	
	YES
	ignore

	>>UL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>Bearer Type Change
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore

	>>RLC Mode
	O
	
	9.3.1.27
	
	YES
	ignore

	>>Duplication Activation
	O
	
	9.3.1.36
	Information on the initial state of CA based UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present.
	YES
	reject

	>>DC Based Duplication Configured
	O
	
	ENUMERATED (true, …, false)
	Indication on whether DC based PDCP duplication is configured or not.
	YES
	reject

	>>DC Based Duplication Activation
	O
	
	9.3.1.36
	Information on the initial state of DC based UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present. 
	YES
	reject

	>>Additional PDCP Duplication TNL List 
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Items
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	EACH
	ignore

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	>>RLC Duplication Information
	O
	
	9.3.1.146
	
	YES
	ignore

	>>Transmission Stop Indicator
	O
	
	9.3.1.209
	
	YES
	ignore

	>>SDT Indicator Modify
	O
	
	ENUMTERATED (true, false, …)
	Indicates SDT DRB or not. 
	YES
	reject

	SRB To Be Released List
	
	0..1
	
	
	YES
	reject

	>SRB To Be Released Item IEs
	
	1.. <maxnoofSRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	
	

	DRB to Be Released List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Released Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	Inactivity Monitoring Request
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	RAT-Frequency Priority Information
	O
	
	9.3.1.34
	
	YES
	reject

	DRX configuration indicator
	O
	
	ENUMERATED(release,...)
	
	YES
	ignore

	RLC Failure Indication
	O
	
	9.3.1.66
	
	YES
	ignore

	Uplink TxDirectCurrentList Information
	O
	
	9.3.1.67
	
	YES
	ignore

	GNB-DU Configuration Query
	O
	
	ENUMERATED (true, ...)
	Used to request the gNB-DU to provide its configuration.
	YES
	reject

	gNB-DU UE Aggregate Maximum Bit Rate Uplink
	O
	
	Bit Rate 9.3.1.22
	The gNB-DU UE Aggregate Maximum Bit Rate Uplink is to be enforced by the gNB-DU.
	YES
	ignore

	Execute Duplication
	O
	
	ENUMERATED (true, ...)
	This IE may be sent only if duplication has been configured for the UE.
	YES
	ignore

	RRC Delivery Status Request
	O
	
	ENUMERATED (true, …)
	Indicates whether RRC DELIVERY REPORT procedure is requested for the RRC message.
	YES
	ignore

	Resource Coordination Transfer Information
	O
	
	9.3.1.73
	
	YES
	ignore

	servingCellMO
	O
	
	INTEGER (1..64, ...)
	
	YES
	ignore

	Need for Gap
	O
	
	ENUMERATED (true, …)
	Indicate gap for SeNB configured measurement is requested.It only applied to NE DC scenario.
	Yes
	ignore

	Full Configuration
	O
	
	ENUMERATED (full, ...)
	
	YES
	reject

	Additional RRM Policy Index
	O
	
	9.3.1.90
	
	YES
	ignore

	Lower Layer Presence Status Change
	O
	
	9.3.1.94
	
	Yes
	ignore

	BH RLC Channel to be Setup List
	
	0..1
	
	
	YES
	reject

	>BH RLC Channel to be Setup Item IEs
	
	1 .. <maxnoofBHRLCChannels>
	
	
	EACH
	reject

	>>BH RLC CH ID
	M
	
	9.3.1.113
	
	-
	

	>>CHOICE BH QoS information
	M
	
	
	
	
	

	>>>BH RLC CH QoS
	
	
	
	
	
	

	>>>>BH RLC CH QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	Shall be used for SA case.
	
	

	>>>E-UTRAN BH RLC CH QoS
	
	
	
	
	
	

	>>>>E-UTRAN BH RLC CH QoS
	M
	
	E-UTRAN QoS
9.3.1.19
	Shall be used for EN-DC case.
	
	

	>>>Control Plane Traffic Type
	
	
	
	
	
	

	>>>>Control Plane Traffic Type
	M
	
	9.3.1.115
	
	
	

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>>BAP Control PDU Channel
	O
	
	ENUMERATED (true, …)
	
	-
	

	>>Traffic Mapping Information
	O
	
	9.3.1.95
	
	-
	

	BH RLC Channel to be Modified List
	
	0..1
	
	
	YES
	reject

	>BH RLC Channel to be Modified Item IEs
	
	1 .. <maxnoofBHRLCChannels>
	
	
	EACH
	reject

	>>BH RLC CH ID
	M
	
	9.3.1.113
	
	-
	

	>>CHOICE BH QoS information
	O
	
	
	
	
	

	>>>BH RLC CH QoS
	
	
	
	
	
	

	>>>>BH RLC CH QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	Shall be used for SA case.
	-
	

	>>>E-UTRAN BH RLC CH QoS
	
	
	
	
	
	

	>>>>E-UTRAN BH RLC CH QoS
	M
	
	E-UTRAN QoS
9.3.1.19
	Shall be used for EN-DC case.
	-
	

	>>>Control Plane Traffic Type
	
	
	
	
	
	

	>>>>Control Plane Traffic Type
	M
	
	9.3.1.115
	
	-
	

	>>RLC Mode
	O
	
	9.3.1.27
	
	-
	

	>>BAP Control PDU Channel
	O
	
	ENUMERATED (true, …)
	
	-
	

	>>Traffic Mapping Information
	O
	
	9.3.1.95
	
	-
	

	BH RLC Channel to be Released List
	
	0..1
	
	
	YES
	reject

	>BH RLC Channel to be Released Item IEs
	
	1 .. <maxnoofBHRLCChannels >
	
	
	EACH
	reject

	>>BH RLC CH ID
	M
	
	9.3.1.113
	
	-
	

	NR V2X Services Authorized
	O
	
	9.3.1.116
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.3.1.117
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.119
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.118
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	PC5 Link Aggregate Bit Rate
	O
	
	Bit Rate
9.3.1.22
	Only applies for non-GBR and unicast QoS Flows.
	YES
	ignore

	SL DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>SL DRB to Be Setup Item IEs
	
	1 .. <maxnoofSLDRBs>
	
	
	EACH
	reject

	>>SL DRB ID
	M
	
	9.3.1.120
	
	-
	

	>>SL DRB Information
	
	1
	
	
	YES
	ignore

	>>>SL DRB QoS
	M
	
	PC5 QoS Parameters
9.3.1.122
	
	-
	

	>>>Flows Mapped to SL DRB Item
	
	1 .. <maxnoofPC5QoSFlows>
	
	
	-
	

	>>>>PC5 QoS Flow Identifier
	M
	
	9.3.1.121
	
	-
	

	>>RLC mode
	O
	
	9.3.1.27
	
	-
	

	>>Duplication Indication
	O
	
	ENUMERATED (true, ..., false)
	If included, it should be set to true. 
	-
	

	SL DRB to Be Modified List
	
	0..1
	
	
	YES
	reject

	>SL DRB to Be Modified Item IEs
	
	1 .. <maxnoofSLDRBs>
	
	
	EACH
	reject

	>>SL DRB ID
	M
	
	9.3.1.120
	
	-
	

	>>SL DRB Information
	
	1
	
	
	YES
	ignore

	>>>SL DRB QoS
	M
	
	PC5 QoS Parameters
9.3.1.122
	
	-
	

	>>>Flows Mapped to SL DRB Item
	
	1 .. <maxnoofPC5QoSFlows>
	
	
	-
	

	>>>>PC5 QoS Flow Identifier
	M
	
	9.3.1.121
	
	-
	

	>>RLC mode
	O 
	
	9.3.1.27
	
	-
	

	>>Duplication Indication
	O
	
	ENUMERATED (true, ..., false)
	
	-
	

	SL DRB to Be Released List
	
	0..1
	
	
	YES
	reject

	>SL DRB to Be Released Item IEs
	
	1 .. <maxnoofSLDRBs>
	
	
	EACH
	reject

	>>SL DRB ID
	M
	
	9.3.1.120
	
	-
	

	Conditional Intra-DU Mobility Information
	O
	
	
	
	YES
	reject

	>CHO Trigger
	M
	
	ENUMERATED (CHO-initiation, CHO-replace, CHO-cancel, …)
	
	-
	-

	[bookmark: _Hlk34836638]>Candidate Cells To Be Cancelled List
	C-ifCHOcancel
	0 .. <maxnoofCellsinCHO>
	
	
	-
	-

	>>Target Cell ID
	M
	
	NR CGI 9.3.1.12
	
	-
	-

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	YES
	ignore

	F1-C Transfer Path
	O
	
	9.3.1.207
	
	YES
	reject

	SCG Indicator
	O
	
	ENUMERATED(released,...)
	This IE is used at the MN in NR-DC and NE-DC and it indicates the release of an SCG
	YES
	ignore

	Uplink TxDirectCurrentTwoCarrierList Information
	O
	
	9.3.1.283
	
	YES
	ignore

	IAB Conditional RRC Message Delivery Indication
	O
	
	ENUMERATED (true, …)
	Indicates whether the RRC message within should be withheld. This IE is only applicable if the UE is an IAB-MT, and the gNB-DU is an IAB-DU.
	YES
	reject

	F1-C Transfer Path NRDC
	O
	
	9.3.1.228
	This IE is only applicable if the UE is an IAB-MT.
	YES
	reject

	MDT Polluted Measurement Indicator
	O
	
	ENUMERATED (IDC,no-IDC, …)
	Indication on whether MDT Measurement affect (e.g. IDC) is undertaken or not.
	YES
	ignore

	SCG Activation Request
	O
	
	9.3.1.233
	
	YES
	ignore

	CG-SDT Query Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	ignore

	5G ProSe Authorized
	O
	
	9.3.1.268
	
	YES
	ignore

	5G ProSe UE PC5 Aggregate Maximum Bit Rate
	O
	
	NR UE Sidelink Aggregate Maximum Bit Rate
9.3.1.119
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	5G ProSe PC5 Link Aggregate Bit Rate
	O
	
	Bit Rate
9.3.1.22
	This IE applies only if the UE is authorized for 5G ProSe services, and only applies for non-GBR and unicast QoS Flows.
	YES
	ignore

	Updated Remote UE Local ID
	O
	
	Remote UE Local ID 9.3.1.267
	This IE indicates the updated Remote UE Local ID for the U2N Remote UE associated with the F1AP-IDs
	YES
	ignore

	Uu RLC Channel to Be Setup List
	
	0..1
	
	
	YES
	reject

	>Uu RLC Channel to be Setup Item IEs
	
	1 .. <maxnoofUuRLCChannels>
	
	
	-
	

	>>Uu RLC Channel ID
	M
	
	9.3.1.266
	
	-
	

	>>CHOICE Uu RLC Channel QoS Information
	M
	
	
	
	-
	

	>>>Uu RLC Channel QoS
	
	
	
	
	
	

	>>>>Uu RLC Channel QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>>Uu Control Plane Traffic Type
	
	
	
	
	
	

	>>>>Uu Control Plane Traffic Type
	M
	
	ENUMERATED(SRB0, SRB1, SRB2, …)
	This IE indicates the type of SRB conveyed via the Uu Relay RLC Channel.
	-
	

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	Uu RLC Channel to Be Modified List
	
	0..1
	
	
	YES
	reject

	>Uu RLC Channel to be Modified Item IEs
	
	1 .. <maxnoofUuRLCChannels>
	
	
	-
	

	>>Uu RLC Channel ID
	M
	
	9.3.1.266
	
	-
	

	>>CHOICE Uu RLC Channel QoS Information
	O
	
	
	
	-
	

	>>>Uu RLC Channel QoS
	
	
	
	
	
	

	>>>>Uu RLC Channel QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>>Uu Control Plane Traffic Type
	
	
	
	
	
	

	>>>>Uu Control Plane Traffic Type
	M
	
	ENUMERATED(SRB0, SRB1, SRB2, …)
	This IE indicates the type of SRB conveyed via the Uu Relay RLC Channel.

	-
	

	>>RLC Mode
	O
	
	9.3.1.27
	
	-
	

	Uu RLC Channel to Be Released List
	
	0..1
	
	
	YES
	reject

	>Uu RLC Channel to Be Released Item IEs
	
	1 .. <maxnoofUuRLCChannels>
	
	
	-
	

	>>Uu RLC channel ID
	M
	
	9.3.1.266
	
	-
	

	PC5 RLC Channel to Be Setup List
	
	0..1
	
	
	YES
	reject

	>PC5 RLC Channel to be Setup Item IEs
	
	1 .. <maxnoofPC5RLCChannels>
	
	
	-
	

	>>PC5 RLC Channel ID
	M
	
	9.3.1.265
	
	-
	

	>>Remote UE Local ID
	O
	
	9.3.1.267
	
	-
	

	>>CHOICE PC5 RLC Channel QoS Information
	M
	
	
	
	-
	

	>>>PC5 RLC Channel QoS
	
	
	
	
	
	

	>>>>PC5 RLC Channel QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45 
	
	-
	

	>>>PC5 Control Plane Traffic Type
	
	
	
	
	
	

	>>>>PC5 Control Plane Traffic Type
	M
	
	ENUMERATED(SRB1, SRB2, …)
	This IE indicates the type of SRB conveyed via the PC5 Relay RLC Channel.
	-
	

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	PC5 RLC Channel to Be Modified List
	
	0..1
	
	
	YES
	reject

	>PC5 RLC Channel to be Modified Item IEs
	
	1 .. <maxnoofPC5RLCChannels>
	
	
	-
	

	>>PC5 RLC Channel ID
	M
	
	9.3.1.265
	
	-
	

	>>Remote UE Local ID
	O
	
	9.3.1.267
	
	
	

	>>CHOICE PC5 RLC Channel QoS Information
	O
	
	
	
	-
	

	>>>PC5 RLC Channel QoS
	
	
	
	
	
	

	>>>>PC5 RLC Channel QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45 
	
	-
	

	>>>PC5 Control Plane Traffic Type
	
	
	
	
	
	

	>>>>PC5 Control Plane Traffic Type
	M
	
	ENUMERATED(SRB1, SRB2, …)
	This IE indicate the type of SRB conveyed via the PC5 Relay RLC Channel.
	-
	

	>>RLC Mode
	O
	
	9.3.1.27
	
	-
	

	PC5 RLC Channel to Be Released List
	
	0..1
	
	
	YES
	reject

	>PC5 RLC Channel to be Released Item IEs
	
	1 .. <maxnoofPC5RLCChannels>
	
	
	-
	

	[bookmark: _Hlk105755256]>>PC5 RLC Channel ID
	M
	
	9.3.1.265
	
	-
	

	>>Remote UE Local ID
	O
	
	9.3.1.267
	
	-
	

	Path Switch Configuration 
	O
	
	9.3.1.263
	
	YES
	ignore

	gNB-DU UE Slice Maximum Bit Rate List
	O
	
	9.3.1.271
	The Slice Maximum Bit Rate List is the maximum aggregate UL bit rate per slice, to be enforced by the gNB-DU, if feasible.
	YES
	ignore

	Multicast MBS Session Setup List
	O
	
	Multicast MBS Session List 9.3.1.272
	The list of MBS Session ID that UE has joined.
	YES
	reject

	Multicast MBS Session Remove List
	O
	
	Multicast MBS Session List 9.3.1.272
	The list of MBS Session ID that UE has left.
	YES
	reject

	UE Multicast MRB to Be Setup at Modify List
	
	0..1
	
	
	YES
	reject

	>UE Multicast MRB to Be Setup at Modify Item IEs
	
	1 .. <maxnoofMRBsforUE>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	MRB ID for the UE.
	-
	

	>>MBS PTP Retransmission Tunnel Required
	O
	
	9.3.2.10
	
	-
	

	>>MBS PTP Forwarding Tunnel Required Information
	O
	
	MRB Progress Information 9.3.2.12
	
	-
	

	UE Multicast MRB to Be Released List
	
	0..1
	
	
	YES
	reject

	>UE Multicast MRB to Be Released Item IEs
	
	1 .. <maxnoofMRBsforUE>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	MRB ID for the UE.
	-
	

	SL DRX Cycle List
	
	0..1
	
	
	YES
	ignore

	>SL DRX Cycle Item IEs
	
	1 ..
<maxnoofSLdestinations >
	
	
	EACH
	ignore

	>>RX UE ID
	M
	
	BIT STRING (SIZE(24))
	Indicates the destination L2 ID of RX UE associated to this UE.
	-
	

	>>CHOICE SL DRX Information
	M
	
	
	
	-
	

	>>>SL DRX Cycle
	
	
	
	
	
	

	>>>>SL DRX Cycle Length
	M
	
	ENUMERATED
(ms10, ms20, ms32, ms40, ms60, ms64, ms70, ms80, ms128, ms160, ms256, ms320, ms512, ms640, ms1024, ms1280, ms2048, ms2560, ms5120, ms10240, ...)
	Indicates the desired SL DRX cycle for RX UE associated to this UE.
	-
	

	>>>No SL DRX
	
	
	
	
	-
	

	>>>>SL DRX configuration indicator
	M
	
	ENUMERATED(release,...)
	
	-
	

	Management Based MDT PLMN Modification List
	O
	
	MDT PLMN Modification List
9.3.1.274
	
	YES
	ignore

	SDT Bearer Configuration Query Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	ignore

	DAPS HO status
	O
	
	ENUMERATED(initiation, …)
	This IE is used if DAPS HO is initiated.
	YES
	ignore

	ServingCellMO List
	
	0..1
	
	For NCD-SSBs
	YES
	ignore

	>ServingCellMO Item IEs
	
	1 .. <maxnoofServingCellMOs>
	
	
	EACH
	ignore

	>>servingCellMO
	M
	
	INTEGER (1..64)
	
	-
	

	>>SSB frequency
	M
	
	INTEGER (0..3279165)
	ARFCN
	-
	

	Uplink TxDirectCurrentMoreCarrierList Information 
	O
	
	9.3.1.284
	
	YES
	ignore

	CPAC MCG Information
	
	0..1
	
	This IE is used at the MN for MCG configuration as specified in TS 37.340 [7] for CPAC. 
	YES
	ignore

	>CPAC Trigger
	M
	
	ENUMERATED (CPAC-preparation, CPAC-executed, …)
	
	-
	-

	>PSCell ID
	M
	
	NR CGI 9.3.1.12
	The PSCell corresponding to the included CG-Config IE at CPAC-preparation or the selected PSCell by the UE at CPAC-executed.
	-
	-

	Network Controlled Repeater Authorized
	O
	
	9.3.1.288
	
	YES
	ignore

	SDT Volume Threshold
	O
	
	INTEGER(1.. 192000,...)
	Unit: byte.
	YES
	ignore

	LTM Information Modify
	
	0..1
	
	
	YES
	reject

	>LTM Indicator
	M
	
	ENUMERATED (true, …)
	
	-
	

	>LTM Configuration ID
	M
	
	INTEGER (1..8)
	Corresponds to the LTM-CandidateId IE, as defined in TS 38.331 [8].
	-
	

	>Reference Configuration
	O
	
	9.3.1.292
	
	-
	

	>CSI Resource Configuration
	O
	
	OCTET STRING
	Includes the ltm-CSI-ResourceConfigToAddModList IE as defined in TS 38.331 [8].
	-
	

	LTM Configuration ID Mapping List
	O
	
	9.3.1.294
	
	YES
	reject

	Early Sync Information Request
	
	0..1
	
	
	YES
	ignore

	>Request for RACH Configuration
	O
	
	ENUMERATED (true, …)
	
	-
	

	Early Sync Information List
	
	0..1
	
	
	YES
	ignore

	>Early Sync Information Item IEs
	
	1 .. <maxnoofLTMCells>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	NR CGI
9.3.1.12
	
	-
	

	>>RACH Configuration
	O
	
	OCTET STRING
	Includes the EarlyUL-SyncConfig
IE, as defined in TS 38.331 [8].
	
	

	>>TCI States Configurations List
	O
	
	9.3.1.293
	
	
	

	LTM Cells To Be Released List
	O
	
	9.3.1.291
	
	YES
	ignore

	Path Addition Information
	O
	
	9.3.1.296
	
	YES
	ignore

	NR A2X Services Authorized
	O
	
	9.3.1.323
	
	YES
	ignore

	LTE A2X Services Authorized
	O
	
	9.3.1.324
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate for A2X
	O
	
	9.3.1.119
	This IE applies only if the UE is authorized for NR A2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate for A2X
	O
	
	9.3.1.118
	This IE applies only if the UE is authorized for LTE A2X services.
	YES
	ignore
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-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,
	id-Coverage-Modification-Cause,
	id-Cell-Direction,
	id-Cell-Type,
	id-CellGroupConfig,
	id-AvailablePLMNList,
	id-PDUSessionID,
	id-ULPDUSessionAggregateMaximumBitRate, 
	id-DC-Based-Duplication-Configured,
	id-DC-Based-Duplication-Activation,
	id-Duplication-Activation,
	id-DLPDCPSNLength,
	id-ULPDCPSNLength,
	id-RLC-Status,
	id-MeasurementTimingConfiguration,
	id-DRB-Information,
	id-QoSFlowMappingIndication,
	id-ServingCellMO,
	id-RLCMode,
	id-ExtendedServedPLMNs-List,
	id-ExtendedAvailablePLMN-List,
	id-DRX-LongCycleStartOffset,
	id-SelectedBandCombinationIndex,
	id-SelectedFeatureSetEntryIndex,
	id-Ph-InfoSCG,
	id-latest-RRC-Version-Enhanced,
	id-RequestedBandCombinationIndex,
	id-RequestedFeatureSetEntryIndex,
	id-DRX-Config,
	id-UEAssistanceInformation,
	id-PDCCH-BlindDetectionSCG,
	id-Requested-PDCCH-BlindDetectionSCG,
	id-BPLMN-ID-Info-List,
	id-NotificationInformation,
	id-TNLAssociationTransportLayerAddressgNBDU,
	id-portNumber,
	id-AdditionalSIBMessageList,
	id-IgnorePRACHConfiguration,
	id-CG-Config,
	id-Ph-InfoMCG,
	id-AggressorgNBSetID,
	id-VictimgNBSetID,
	id-MeasGapSharingConfig,
	id-systemInformationAreaID,
	id-areaScope,
	id-IntendedTDD-DL-ULConfig,
	id-QosMonitoringRequest,
	id-BHInfo,
	id-IAB-Info-IAB-DU,
	id-IAB-Info-IAB-donor-CU,
	id-IAB-Barred,
	id-SIB12-message,
	id-SIB13-message,
	id-SIB14-message,
	id-UEAssistanceInformationEUTRA,
	id-SL-PHY-MAC-RLC-Config,
	id-SL-ConfigDedicatedEUTRA-Info,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-CarrierList,
	id-ULCarrierList,
	id-FrequencyShift7p5khz,
	id-SSB-PositionsInBurst,
	id-NRPRACHConfig, 
	id-TDD-UL-DLConfigCommonNR,
	id-CNPacketDelayBudgetDownlink,
	id-CNPacketDelayBudgetUplink,
	id-ExtendedPacketDelayBudget,
	id-TSCTrafficCharacteristics,
	id-AdditionalPDCPDuplicationTNL-List,
	id-RLCDuplicationInformation,
	id-AdditionalDuplicationIndication,
	id-mdtConfiguration,
	id-TraceCollectionEntityURI,
	id-NID,
	id-NPNSupportInfo,
	id-NPNBroadcastInformation,
	id-AvailableSNPN-ID-List,
	id-SIB10-message,
	id-RequestedP-MaxFR2,
	id-DLCarrierList,
	id-ExtendedTAISliceSupportList,
	id-E-CID-MeasurementQuantities-Item,
	id-ConfiguredTACIndication,
	id-NRCGI,
	id-SFN-Offset,
	id-TransmissionStopIndicator,
	id-SrsFrequency,
	id-EstimatedArrivalProbability,
	id-Supported-MBS-FSA-ID-List,
	id-TRPType,
	id-SRSSpatialRelationPerSRSResource,
	id-MBS-Broadcast-NeighbourCellList,
	id-PDCPTerminatingNodeDLTNLAddrInfo,
	id-ENBDLTNLAddress,
	id-PRS-Resource-ID,
	id-LocationMeasurementInformation,
	id-SliceRadioResourceStatus,
	id-CompositeAvailableCapacity-SUL,
	id-NR-U,
	id-NR-U-Channel-List,
	id-MIMOPRBusageInformation,
	id-IngressNonF1terminatingTopologyIndicator,
	id-NonF1terminatingTopologyIndicator,
	id-EgressNonF1terminatingTopologyIndicator,
	id-rBSetConfiguration,
	id-frequency-Domain-HSNA-Configuration-List,
	id-child-IAB-Nodes-NA-Resource-List,
	id-Parent-IAB-Nodes-NA-Resource-Configuration-List,
	id-uL-FreqInfo,
	id-uL-Transmission-Bandwidth,
	id-dL-FreqInfo,
	id-dL-Transmission-Bandwidth,
	id-uL-NR-Carrier-List,
	id-dL-NR-Carrier-List,
	id-nRFreqInfo,
	id-transmission-Bandwidth,
	id-nR-Carrier-List,
	id-permutation,
	id-M5ReportAmount,
	id-M6ReportAmount,
	id-M7ReportAmount,
	id-SurvivalTime,
	id-PDCMeasurementQuantities-Item,
	id-OnDemandPRS,
	id-AoA-SearchWindow,
	id-ZoAInformation, 
	id-ARPLocationInfo,
	id-ARP-ID,
	id-MultipleULAoA,
	id-UL-SRS-RSRPP,
	id-SRSResourcetype,
	id-ExtendedAdditionalPathList,
	id-LoS-NLoSInformation,
	id-NumberOfTRPRxTEG,
	id-NumberOfTRPRxTxTEG,
	id-TRPTxTEGAssociation,
	id-TRPTEGInformation,
[bookmark: _Hlk120261944]	id-TRPRx-TEGInformation,
	id-TRPBeamAntennaInformation,
	id-Redcap-Bcast-Information,
	id-NR-TADV,
	id-SDT-MAC-PHY-CG-Config,
	id-CG-SDTindicatorSetup,
	id-CG-SDTindicatorMod,
	id-SDTRLCBearerConfiguration,
	id-SRBMappingInfo,
	id-DRBMappingInfo,
	id-LastUsedCellIndication,
	id-Recommended-SSBs-List,
	id-SSBs-withinTheCell-tobe-Activated-List,
	id-SIB17-message,
	id-MUSIM-GapConfig,
	id-SIB20-message,
	id-pathPower,
	id-DU-RX-MT-RX-Extend,
	id-DU-TX-MT-TX-Extend,
	id-DU-RX-MT-TX-Extend,
	id-DU-TX-MT-RX-Extend,
	id-TAINSAGSupportList,
	id-SL-RLC-ChannelToAddModList,
	id-SIB15-message,
	id-InterFrequencyConfig-NoGap,
	id-MBSInterestIndication,
	id-L571Info,
	id-L1151Info,
	id-SCS-480,
	id-SCS-960,
	id-SRSPortIndex,
	id-PEISubgroupingSupportIndication,
	id-NeedForGapsInfoNR,
	id-NeedForGapNCSGInfoNR,
	id-NeedForGapNCSGInfoEUTRA,
	id-Source-MRB-ID,
	id-RedCapIndication,
	id-UL-GapFR2-Config,
	id-ConfigRestrictInfoDAPS,
	id-MulticastF1UContextReferenceCU,
	id-TwoPHRModeMCG,
	id-TwoPHRModeSCG,
	id-ncd-SSB-RedCapInitialBWP-SDT,
	id-nrofSymbolsExtended,
	id-repetitionFactorExtended,
	id-startRBHopping,
	id-startRBIndex,
	id-transmissionCombn8,
	id-ServCellInfoList,
	id-Preconfigured-measurement-GAP-Request,
	id-BWP-Id,
	id-ExtendedResourceSymbolOffset,
	id-MusimCapabilityRestrictionIndication,
	id-duplicationIndication,
	id-dRB-List,
[bookmark: _Hlk148540007]	id-ChannelOccupancyTimePercentageUL,
	id-RadioResourceStatusNR-U,
	id-FiveG-ProSeLayer2Multipath,
	id-FiveG-ProSeLayer2UEtoUERelay,
	id-FiveG-ProSeLayer2UEtoUERemote,
	id-TSCTrafficCharacteristicsFeedback,
	id-RANfeedbacktype,
	id-Mobile-TRP-LocationInformation,
	id-Mobile-IAB-MT-UE-ID,
	id-MobileAccessPointLocation,
	id-SIBX-message,
	id-PDUSetQoSParameters,
	id-N6JitterInformation,
	id-ECNMarkingorCongestionInformationReportingRequest,
	id-ECNMarkingorCongestionInformationReportingStatus,
	id-ERedcap-Bcast-Information,
	id-NeedForInterruptionInfoNR,
	id-LTMCells-ToBeReleased-Item,
	id-PSIbasedSDUdiscardUL,
/******* Unchanged part skipped ******/
DRB-Information	::=	SEQUENCE {
	dRB-QoS		QoSFlowLevelQoSParameters, 
	sNSSAI		SNSSAI, 
	notificationControl		NotificationControl		OPTIONAL,
	flows-Mapped-To-DRB-List	Flows-Mapped-To-DRB-List,
	iE-Extensions	ProtocolExtensionContainer { { DRB-Information-ItemExtIEs } }	OPTIONAL
}

DRB-Information-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{	ID id-ECNMarkingorCongestionInformationReportingRequest		CRITICALITY ignore	EXTENSION ECNMarkingorCongestionInformationReportingRequest		PRESENCE optional	}|,
	{	ID id-PSIbasedSDUdiscardUL		CRITICALITY ignore	EXTENSION PSIbasedSDUdiscardUL		PRESENCE optional	},
	...
}
/******* Unchanged part skipped ******/
PDUSetQoSParameters	::= SEQUENCE {
	pduSetDelayBudget						ExtendedPacketDelayBudget		OPTIONAL,
	pduSetErrorRate							PacketErrorRate					OPTIONAL,
	pduSetIntegratedHandlingInformation		ENUMERATED {true, false, ...}	OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { PDUSetQoSParameters-ExtIEs } }	OPTIONAL
}

PDUSetQoSParameters-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PSIbasedSDUdiscardUL ::= ENUMERATED {start, stop, ...}

NEXT CHANGE
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-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

/******* Unchanged part skipped ******/
id-PDUSetQoSParameters								ProtocolIE-ID ::= 775
id-N6JitterInformation								ProtocolIE-ID ::= 776
id-ECNMarkingorCongestionInformationReportingRequest	ProtocolIE-ID ::= 777
id-ECNMarkingorCongestionInformationReportingStatus	ProtocolIE-ID ::= 778
id-NRA2XServicesAuthorized							ProtocolIE-ID ::= 779
id-LTEA2XServicesAuthorized							ProtocolIE-ID ::= 780
id-NRUESidelinkAggregateMaximumBitrateForA2X			ProtocolIE-ID ::= 781
id-LTEUESidelinkAggregateMaximumBitrateForA2X			ProtocolIE-ID ::= 782
id-NReRedCapUEIndication 							ProtocolIE-ID ::= 783
id-ERedcap-Bcast-Information 						ProtocolIE-ID ::= 784
id-NRPaginglongeDRXInformationforRRCINACTIVE			ProtocolIE-ID ::= 785
id-PSIbasedSDUdiscardUL								ProtocolIE-ID ::= xxx


END
-- ASN1STOP 
CHANGES END
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