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-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************


// skip unchanged part
MTCH-NeighbourCellSession-Item ::= SEQUENCE {
	mbsSessionID						MBS-Session-ID,
	mtch-NeighbourCellInformation			MTCH-NeighbourCellInformation,
	mtch-NeighbourCellInformation			CHOICE {
		mtch-NeighbourCellprovided					OCTET STRING,
		mtch-NeighbourCellnotprovided				NULL
	},
	iE-Extensions				ProtocolExtensionContainer { {MTCH-NeighbourCellSession-Item-ExtIEs} } OPTIONAL,
	...
}

MTCH-NeighbourCellSession-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MTCH-NeighbourCellInformation ::= CHOICE {
	mtch-NeighbourCellprovided					OCTET STRING,
	mtch-NeighbourCellnotprovided				NULL,
	choice-extension		ProtocolIE-SingleContainer { {MTCH-NeighbourCellInformation-ExtIEs} }
}

MTCH-NeighbourCellInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

UpdateThresholdMBS-ListInformation ::= SEQUENCE {
	thresholdMBSList				OCTET STRING				OPTIONAL,
	thresholdIndexSessionList		ThresholdIndexSessionList	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {UpdateThresholdMBS-ListInformation-ExtIEs} } OPTIONAL,
	...
}

UpdateThresholdMBS-ListInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ThresholdIndexSessionList ::= SEQUENCE (SIZE(1..maxMBSSessionsinSessionInfoList))	OF ThresholdIndexSession-Item
ThresholdIndexSession-Item ::= SEQUENCE {
	mbsSessionID						MBS-Session-ID,
	thresholdIndexInformation			ThresholdIndexInformation,
	thresholdIndexInformation			CHOICE {
		thresholdIndexprovided				ThresholdIndex,
		thresholdIndexnotprovided			NULL
	},
	iE-Extensions				ProtocolExtensionContainer { {ThresholdIndexSession-Item-ExtIEs} } OPTIONAL,
	...
}

ThresholdIndexSession-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ThresholdIndexInformation ::= CHOICE {
	thresholdIndexprovided				ThresholdIndex,
	thresholdIndexnotprovided			NULL,
	choice-extension		ProtocolIE-SingleContainer { {ThresholdIndexInformation-ExtIEs} }
}

ThresholdIndexInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

ThresholdIndex ::= INTEGER (0..maxnoofThresholdMBS)

// skip unchanged part
MBS-Multicast-DU2CU-Cell-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSMulticastConfigurationResponse ::= SEQUENCE {
	mbsMulticastConfigurationResponseInfo			MBSMulticastConfigurationResponseInfo		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {MBSMulticastConfigurationResponse-ExtIEs} }	OPTIONAL,
	...
}

MBSMulticastConfigurationResponse-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSMulticastConfigurationResponseInfo ::= CHOICE {
	mbsMulticastConfiguration-available			MBSMulticastConfiguration-availableOCTET STRING,
	mbsMulticastConfiguration-notavailable		MBSMulticastConfiguration-notavailableENUMERATED {not-available, ...},
	choice-extension		ProtocolIE-SingleContainer { {MBSMulticastConfigurationResponseInfo-ExtIEs} }
}

MBSMulticastConfigurationResponseInfo-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

MBSMulticastConfiguration-available ::= SEQUENCE {
	mBSMulticastConfiguration				OCTET STRING,
	iE-Extensions				ProtocolExtensionContainer { { MBSMulticastConfiguration-available-ExtIEs} } OPTIONAL,
	...
}

MBSMulticastConfiguration-available-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSMulticastConfiguration-notavailable ::= SEQUENCE {
	mBSMulticastConfiguration-notavailable			ENUMERATED {not-available, ...},
	iE-Extensions				ProtocolExtensionContainer { { MBSMulticastConfiguration-notavailable-ExtIEs} } OPTIONAL,
	...
}

MBSMulticastConfiguration-notavailable-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSMulticastConfigurationNotification ::= SEQUENCE {
	mbsMulticastConfigurationNotificationInfo			MBSMulticastConfigurationNotificationInfo		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {MBSMulticastConfigurationNotification-ExtIEs} }	OPTIONAL,
	...
}
 
// skip unchanged part
MBS-ServiceAreaTAIList ::= SEQUENCE (SIZE(1.. maxnoofTAIforMBS)) OF MBS-ServiceAreaTAIList-Item
MBS-ServiceAreaTAIList-Item ::= SEQUENCE {
	plmn-ID							PLMN-Identity,
	fiveGS-TACfive5-TAC						FiveGS-TAC,
	iE-Extensions					ProtocolExtensionContainer { {MBS-ServiceAreaTAIList-Item-ExtIEs} }	OPTIONAL,
	...
}

// change ends
