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	Reason for change:
	To support Sidelink positioning, a new SIB23 is introduced to provide cell level sidelink positioning configuration.
According to agreements in RAN3 106/107e, sidelink related configuration(SIB12,13,14) should be generated by DU. However, current specification requires CU to encode the SIB23, which is not aligned with current sidelink principle:
	[bookmark: _Toc23816]RAN3 #106
Agreements:
The sidelink resource pool is configured in the gNB-DU by OAM
Mode 2 SL resources are configured by DU
WA: gNB-DU encodes the V2X SIB
[bookmark: _Toc16624]RAN3 #107-e
Agreements:
gNB-DU encodes the V2X SIB into agreement.
gNB-DU System Information IE can be re-used to pass V2X SIBs from gNB-DU to gNB-CU, which shall include SIBX, SIBY, SIBZ (final Naming and number are pending to RAN2 CR).




Moreover, if sidelink positioning resources is configured by CU, then DU needs to know the corresponding configuration for sidelink positioning resource scheduling. However, we do not have corresponding signaling exchange in F1 interface for both sidelink and sidelink positioning. Therefore, SIB23 should be encoded by DU.


	
	

	Summary of change:
	Add SIB23 in the SIB list encoded by DU.

Impact analysis
Impact assessment towards the previous version of the specification (same release): 
This CR has  isolated impact with the previous version of the specification (same release).
This CR has impact on the functional point of view, the impact can be considered isolated because it only impacts the sidelink positioning.


	
	

	Consequences if not approved:
	CU encodes the SIB23 which violate current sidelink design.
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[bookmark: _Toc113835598][bookmark: _Toc105927621][bookmark: _Toc120124446][bookmark: _Toc99038695][bookmark: _Toc74154646][bookmark: _Toc20955922][bookmark: _Toc97910935][bookmark: _Toc29893040][bookmark: _Toc106110161][bookmark: _Toc99730958][bookmark: _Toc66289533][bookmark: _Toc64448874][bookmark: _Toc45832425][bookmark: _Toc88658023][bookmark: _Toc162617618][bookmark: _Toc36556977][bookmark: _Toc51763705][bookmark: _Toc105511089][bookmark: _Toc81383390]9.3.1.18	gNB-DU System Information
This IE contains the system information generated by the gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MIB message
	M
	
	OCTET STRING
	Includes the MIB message, as defined in subclause 6.2.2 in TS 38.331 [8].

	-
	

	SIB1 message
	M
	
	OCTET STRING
	Includes the SIB1 message, as defined in subclause 6.2.2 in TS 38.331 [8].

	-
	

	SIB12 message
	O
	
	OCTET STRING
	Includes the SIB12 IE, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	ignore

	SIB13 message
	O
	
	OCTET STRING
	Includes the SIB13 IE, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	ignore

	SIB14 message
	O
	
	OCTET STRING
	Includes the SIB14 IE, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	ignore

	SIB10 message
	O
	
	OCTET STRING
	Includes the SIB10 IE, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	ignore

	SIB17 message
	O
	
	OCTET STRING
	Includes the SIB17 IE, as defined in subclause 6.3.1 in TS 38.331 [8]
	YES
	ignore

	SIB20 message
	O
	
	OCTET STRING
	Includes the SIB20 IE, as defined in subclause 6.3.1 in TS 38.331 [8]
	YES
	ignore

	SIB15 message
	O
	
	OCTET STRING
	Includes the SIB15 IE, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	ignore

	SIB24 message
	O
	
	OCTET STRING
	Includes the SIB24 IE, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	ignore

	SIB22 message
	O
	
	OCTET STRING
	Includes the SIB22 IE, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	ignore

	SIB23 message
	O
	
	OCTET STRING
	Includes the SIB23 IE, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	ignore
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-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
<omitted>

	id-AggregatedPosSRSResourceSetList,
	id-ValidityAreaSpecificSRSInformation,
	id-SIB23-message,
	maxNRARFCN,
	maxnoofErrors,
<omitted>

Next change

-- G
<omitted>


GNB-DU-System-Information-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SIB12-message		CRITICALITY ignore	EXTENSION SIB12-message		PRESENCE optional}|
	{ ID id-SIB13-message		CRITICALITY ignore	EXTENSION SIB13-message		PRESENCE optional}|
	{ ID id-SIB14-message		CRITICALITY ignore	EXTENSION SIB14-message		PRESENCE optional}|
	{ ID id-SIB10-message		CRITICALITY ignore	EXTENSION SIB10-message		PRESENCE optional}|
	{ ID id-SIB17-message		CRITICALITY ignore	EXTENSION SIB17-message		PRESENCE optional}|
	{ ID id-SIB20-message		CRITICALITY ignore	EXTENSION SIB20-message		PRESENCE optional}|
	{ ID id-SIB15-message		CRITICALITY ignore	EXTENSION SIB15-message		PRESENCE optional}|
	{ ID id-SIB24-message		CRITICALITY ignore	EXTENSION SIB24-message		PRESENCE optional}|
	{ ID id-SIB22-message		CRITICALITY ignore	EXTENSION SIB22-message		PRESENCE optional}|
	{ ID id-SIB23-message		CRITICALITY ignore	EXTENSION SIB23-message		PRESENCE optional},
	...
}
<omitted>
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-- S
<omitted>


SIB1-message ::= OCTET STRING

SIB10-message ::= OCTET STRING

SIB12-message ::= OCTET STRING

SIB13-message ::= OCTET STRING

SIB14-message ::= OCTET STRING

SIB15-message ::= OCTET STRING

SIB17-message ::= OCTET STRING

SIB20-message ::= OCTET STRING

SIB24-message ::= OCTET STRING

SIB22-message ::= OCTET STRING

SIB23-message ::= OCTET STRING

<omitted>
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<omitted>


-- **************************************************************
--
-- IEs
--
-- **************************************************************
<omitted>


id-RequestedSRSPreconfigurationCharacteristics-List	ProtocolIE-ID ::= 830
id-SRSPreconfiguration-List							ProtocolIE-ID ::= 831
id-SRSInformation									ProtocolIE-ID ::= 832
id-ValidityAreaSpecificSRSInformation				ProtocolIE-ID ::= 833
id-SIB23-message									ProtocolIE-ID ::= xxx


<omitted>

End of the change

