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[bookmark: _Hlk146817914][bookmark: _Hlk149073305][bookmark: OLE_LINK1]1. Overall Description:

RAN3 currently discussing XR DC signaling enhancements for various bearer types.
In case of NR-DC split bearer, MN DU and SN DU congestion is local to each node. Based on congestion situation in MN DU and/or SN DU, each of the nodes independently send PSI-Based SDU Discard Activation/Deactivation MAC CE to UE for activation/deactivation of UL PSI based PDU set discarding of the split bearer. when UE receives MAC CE from both nodes or from a single node, it is not clear how UE will activate/deactivate UL PSI based PDU set discarding when split bearer is configured.  
Thus, RAN3 kindly asks RAN2 to clarify and if needed specify the UE behavior for handling uplink PSI based PDU discarding when MN and/or SN node sends the PSI-Based SDU Discard Activation/Deactivation MAC CE. 


2. Actions:
To RAN2:
ACTION: RAN3 kindly asks RAN2 to provide feedback to the above question.

3. Date of Next RAN3 Meetings:
[bookmark: _Hlk149073428][bookmark: _Hlk165475152]RAN3#125	19th Aug. – 23th Aug. 2024				Maastricht, Netherland
RAN3#125bis	14th Oct – 18th Oct 2024				China
