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	Reason for change:
	Tabular refers to Global NG-RAN Cell Identity, but ASN.1 refers to GlobalCell-ID

	
	

	Summary of change:
	Since the exchange of coverage modifications is only related to NG-RAN cells, it would be possible to change ASN.1 but this change may cause transfer syntax error to the important NG-RAN NODE CONFIGURATION UPDATE message. Therefore, it is proposed to align the tabular with global Cell ID. The semantic is also reworded to clarify that only NG-RAN cell identity can be included.
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This message is sent by a NG-RAN node to a neighbouring NG-RAN node to transfer updated information for an Xn-C interface instance.
Direction: NG-RAN node1  NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Unchanged text omitted

	Coverage Modification List
	
	0 .. 1
	
	List of cells with modified coverage.
	GLOBAL
	reject

	>Coverage Modification Item
	
	0 .. <maxnoofCellsinNG-RAN node>
	
	
	–
	

	>>Global NG-RAN Cell Identity
	M
	
	Global NG-RAN Cell Identity
9.2.2.2773
	NG-RAN Cell Global Cell Identityfier of the cell to be modified. In this version of the specification, only a NG-RAN cell identifier can be included.
	–
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