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	Reason for change:
	Issue #1:
The Retrieve UE Context Confirm procedure is used in two scenarios:
(a) new NG-RAN node to inform the old NG-RAN node whether the S-NG-RAN node associated with the old NG-RAN node for the UE that was indicated during UE context retrieval is kept or not by the new NG-RAN node during RRC resumption.
(b) in case of RACH based SDT without UE context relocation, to request the termination of SDT session from the new NG-RAN node to the old NG-RAN node.

The following procedural text is found: 
· Upon reception of the RETRIEVE UE CONTEXT CONFIRM message, the old NG-RAN node shall release the resources related to the UE-associated signalling connection between the old NG-RAN node and the new NG-RAN node, as specified in TS 37.340 [8].
In case of (a), the old NG-RAN node will only release the resources related to the UE-associated signalling connection between the old NG-RAN node and the new NG-RAN node upon receiving the UE CONTEXT RELEASE message from the new NG-RAN node, therefore, the above procedural text is incorrect.
In case of (b), if the old NG-RAN node decides to terminate the ongoing SDT, it will send RETRIEVE UE CONTEXT FAILURE message to the new NG-RAN node, and if the old NG-RAN node decides to not terminate the ongoing SDT session, the SDT session will keep going, therefore, the above procedural text is incorrect as well.

Issue #2:

In 9.1.1.16, the message type is defined as reject, this aligns with the other procedures related to Retrieve UE Context or Partial UE Context Transfer, but in asn.1 criticality ignore is used.
 
Issue #3:
In 9.2.3.68, it is said that 
· This IE indicates whether the UE Context is kept at the S-NG-RAN node in case of an M-NG-RAN node handover without S-NG-RAN node change or inter-M-NG-RAN node RRC resume without S-NG-RAN node change.
It is unclear what is “M-NG-RAN node handover without S-NG-RAN node change”, considering that this IE will not be used in case of intra-M-NG-RAN node handover, it is better to update it to “inter-M-NG-RAN node handover without S-NG-RAN node change”.


	
	

	Summary of change:
	For Issue #1: remove the mentioned incorrect procedural text.

For Issue #2: change the criticality of retrieveUEContextConfirm procedure from ignore to reject in asn.1. (NBC)

For Issue #3: update the “M-NG-RAN node handover without S-NG-RAN node change” to “inter-M-NG-RAN node handover without S-NG-RAN node change”.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release) because it only impacts the handling of Retrieve UE Context Confirm procedure and the related IEs.
This CR has functional and protocol impact, and it is NBC.

	
	

	Consequences if not approved:
	Wrong procedural text exists and wrong criticality is used by the Retrieve UE Context Confirm procedure.
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-----------Start of the First Change-----------
[bookmark: _Toc175587295][bookmark: _Toc113824956][bookmark: _Toc106109135][bookmark: _Toc105174298][bookmark: _Toc98868014][bookmark: _Hlk54158563]8.2.12	Retrieve UE Context Confirm
[bookmark: _CR8_2_12_1][bookmark: _Toc175587296][bookmark: _Toc113824957][bookmark: _Toc106109136][bookmark: _Toc105174299][bookmark: _Toc98868015]8.2.12.1	General
The Retrieve UE Context Confirm procedure is used by the new NG-RAN node to inform the old NG-RAN node whether the S-NG-RAN node associated with the old NG-RAN node for the UE that was indicated during UE context retrieval is kept or not by the new NG-RAN node during RRC resumption.
In case of RACH based SDT without UE context relocation, the Retrieve UE Context Confirm procedure is also used to request the termination of SDT session from the new NG-RAN node to the old NG-RAN node.
The procedure uses UE-associated signalling.
[bookmark: _CR8_2_12_2][bookmark: _Toc175587297][bookmark: _Toc113824958][bookmark: _Toc106109137][bookmark: _Toc105174300][bookmark: _Toc98868016]8.2.12.2	Successful Operation


Figure 8.2.12.2-1: Retrieve UE Context Confirm, successful operation
[bookmark: _Hlk54163189]The new NG-RAN node initiates the procedure by sending the RETRIEVE UE CONTEXT CONFIRM message to the old NG-RAN node.
Upon reception of the RETRIEVE UE CONTEXT CONFIRM message, the old NG-RAN node shall release the resources related to the UE-associated signalling connection between the old NG-RAN node and the new NG-RAN node, as specified in TS 37.340 [8].
If the UE Context Kept Indicator IE is included and set to "True", the old NG-RAN node shall consider that the S-NG-RAN node was kept by the new NG-RAN node and use this information as specified in TS 37.340 [8].
If the old NG-RAN node receives the SDT Termination Request IE in the RETRIEVE UE CONTEXT CONFIRM message, the old NG-RAN node shall, if supported, consider that the termination of the ongoing SDT session is requested from the new NG-RAN node for this UE and act as specified in TS 38.300 [9]. If the SDT Termination Request IE set to "Large SDT volume from BSR" is included, the old NG-RAN node shall, if supported, consider that the UL SDT data size in the BSR received from the UE is larger than the SDT volume threshold of the new NG-RAN node, and act as specified in TS 38.300 [9].
[bookmark: _CR8_2_12_3][bookmark: _Toc98868017][bookmark: _Toc105174301][bookmark: _Toc106109138][bookmark: _Toc113824959][bookmark: _Toc170755553]8.2.12.3	Unsuccessful Operation
Not applicable.
[bookmark: _CR8_2_12_4][bookmark: _Toc98868018][bookmark: _Toc105174302][bookmark: _Toc106109139][bookmark: _Toc113824960][bookmark: _Toc170755554]8.2.12.4	Abnormal Conditions
If the RETRIEVE UE CONTEXT CONFIRM message refers to a context that does not exist, the old NG-RAN node shall ignore the message.
-----------Start of the Next Change-----------
[bookmark: _Toc98868212][bookmark: _Toc105174496][bookmark: _Toc106109333][bookmark: _Toc113825154][bookmark: _Toc175587507]9.1.1.16	RETRIEVE UE CONTEXT CONFIRM
This message is sent by the new NG-RAN node to the old NG-RAN node to inform the old NG-RAN node whether the S-NG-RAN node associated with the old NG-RAN node for the UE that was indicated during UE context retrieval is kept or not by the new NG-RAN node during RRC resumption.
In case of RACH based SDT without UE context relocation, the Retrieve UE Context Confirm procedure is also used to request termination of SDT session from the new NG-RAN node to the old NG-RAN node.
Direction: new NG-RAN node  old NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	Old NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the old NG-RAN node
	YES
	ignore

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	ignore

	UE Context Kept Indicator
	O
	
	9.2.3.68
	
	YES
	ignore

	SDT Termination Request
	O
	
	ENUMERATED (radio link problem, normal, …, Large SDT volume from BSR)
	Indicate the reason of request for termination of an ongoing SDT session.
	YES
	ignore



-----------Start of the Next Change-----------
[bookmark: _Toc20955377][bookmark: _Toc29991580][bookmark: _Toc36555981][bookmark: _Toc44497726][bookmark: _Toc45108113][bookmark: _Toc45901733][bookmark: _Toc51850814][bookmark: _Toc56693818][bookmark: _Toc64447362][bookmark: _Toc66286856][bookmark: _Toc74151551][bookmark: _Toc88654024][bookmark: _Toc97904380][bookmark: _Toc98868494][bookmark: _Toc105174779][bookmark: _Toc106109616][bookmark: _Toc113825437][bookmark: _Toc170756059]9.2.3.68	UE Context Kept Indicator
This IE indicates whether the UE Context is kept at the S-NG-RAN node in case of an inter-M-NG-RAN node handover without S-NG-RAN node change or inter-M-NG-RAN node RRC resume without S-NG-RAN node change.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UE Context Kept Indicator
	M
	
	ENUMERATED (true, …)
	


-----------Start of the Next Change-----------
[bookmark: _Toc20955406][bookmark: _Toc29991614][bookmark: _Toc36556017][bookmark: _Toc44497802][bookmark: _Toc45108189][bookmark: _Toc45901809][bookmark: _Toc51850890][bookmark: _Toc56693894][bookmark: _Toc64447438][bookmark: _Toc66286932][bookmark: _Toc74151630][bookmark: _Toc88654104][bookmark: _Toc97904460][bookmark: _Toc98868598][bookmark: _Toc105174884][bookmark: _Toc106109721][bookmark: _Toc113825543][bookmark: _Toc175587952]9.3.3	Elementary Procedure Definitions
-- ASN1START
-- **************************************************************
--
-- Elementary Procedure definitions
--
-- **************************************************************

XnAP-PDU-Descriptions {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Descriptions (0) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	Criticality,
	ProcedureCode

FROM XnAP-CommonDataTypes

	HandoverRequest,
//skip unchanged part
iABResourceCoordination XNAP-ELEMENTARY-PROCEDURE ::={
	INITIATING MESSAGE		IABResourceCoordinationRequest
	SUCCESSFUL OUTCOME		IABResourceCoordinationResponse
	PROCEDURE CODE			id-iABResourceCoordination
	CRITICALITY				reject
}

retrieveUEContextConfirm	XNAP-ELEMENTARY-PROCEDURE ::={
	INITIATING MESSAGE		RetrieveUEContextConfirm
	PROCEDURE CODE			id-retrieveUEContextConfirm
	CRITICALITY				rejectignore
}

cPCCancel XNAP-ELEMENTARY-PROCEDURE ::={
	INITIATING MESSAGE		CPCCancel
	PROCEDURE CODE			id-cPCCancel
	CRITICALITY				ignore
}
-----------End of the Changes-----------
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