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	Reason for change:
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	It has previously been agreed in SA2 that to avoid any complex interworking mechanisms at transport level, when IPv6 is supported in the backbone network, then IPv4 shall also be supported. The problem and arguments in this respect are equally applicable to the Iu interface where RNCs of different releases, and hence with different IP version capabilities, may have to communicate with each other. As a consequence, SA2 agreed that when the IP transport option is used on Iu, then IPv4 and IPv6 shall be supported.
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	Mandate IP version 4 where IP version 6 is mandated in the packet switched domain for the release 5 IP option..
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not approved:
	Complex interworking issue will remain open for the IP Transport work item in Release 5.
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This CR has no impact due to the as it is related to the new Release 5 feature currentrly being standardised.
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5.3.4
IP Transport Option

1.
SCCP , see subclause 5.3.2. 

2.
M3UA, refers to the SCCP adaptation layer "SS7 MTP3 – User Adaptation Layer " [17] also developed by the Sigtran working group of the IETF. 

3.
SCTP, refers to the Stream Control Transmission Protocol [16] developed by the Sigtran working group of the IETF for the purpose of transporting various signalling protocols over IP networks.

4.
IP. IPv6 [25] and IPv4 [13] shall be supported.  
Note: This does not preclude the single implementation and use of IPv4.

Due to the possible transition from IPv4 to IPv6, the IP dual stack support is recommended.

An RNC using IP transport option shall support Diffserv code point marking [26]. The Diffserv code point may be determined from the application parameters. 
5.4
Services Provided by the Signalling Bearer
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