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*** Start of change ***
8.3.1

Load Indication

8.3.1.1
General

The purpose of the Load Indication procedure is to transfer load and interference co-ordination information between eNBs controlling intra-frequency neighboring cells.

The procedure uses non UE-associated signalling.
8.3.1.2
Successful Operation


[image: image1.emf] 
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Figure 8.3.1.2-1: Load Indication, successful operation 
An eNB initiates the procedure by sending LOAD INFORMATION message to eNBs controlling intra-frequency neighbouring cells . 
If the UL Interference Overload Indication IE is received in the LOAD INFORMATION message, it indicates the interference level experienced by the indicated cell on all resource blocks, per PRB. The receiving eNB may take such information into account when setting its scheduling policy and shall consider the received UL Interference Overload Indication IE value valid until reception of a new LOAD INFORMATION message carrying an update of the same IE.

If the UL High Interference Indication IE is received in the LOAD INFORMATION message, it indicates, per PRB, the occurrence of high interference sensitivity, as seen from the sending eNB. The receiving eNB should try to avoid scheduling cell edge UEs in its cells for the concerned PRBs. The Target Cell ID IE received within the UL High Interference Information IE group in the LOAD INFORMATION message indicates the cell for which the corresponding UL High Interference Indication is meant. The receiving eNB shall consider the value of the UL High Interference Information IE group valid until reception of a new LOAD INFORMATION message carrying an update.

If the Relative Narrowband Tx Power (RNTP) IE is received in the LOAD INFORMATION message, it indicates, per PRB, whether downlink transmission power is lower than the value indicated by the RNTP Threshold IE. The receiving eNB may take such information into account when setting its scheduling policy and shall consider the received Relative Narrowband Tx Power (RNTP) IE value valid until reception of a new LOAD INFORMATION message carrying an update.
8.3.1.3
Unsuccessful Operation

Not applicable.

8.3.1.4
Abnormal Conditions

Void.
*** Skip to the next change ***
9.1.2.1
LOAD INFORMATION

This message is sent by an eNB to neighbouring eNBs to transfer load and interference co-ordination information. 

Direction: eNB1 ( eNB2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	Cell Information
	M
	
	
	
	YES
	ignore

	> Cell Information Item
	
	1 to maxCellineNB
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	Id of the source cell
	–
	–

	>>UL Interference Overload Indication
	O
	
	9.2.17
	
	–
	–

	> >UL High Interference Information
	
	0 to maxCellineNB
	
	
	–
	–

	>>>Target Cell ID
	 M
	
	ECGI

9.2.14
	Id of the cell for which the HII is meant
	–
	–

	>>>UL High Interference Indication
	M
	
	9.2.18
	
	–
	–

	
	
	
	

	
	
	

	>> Relative Narrowband Tx Power (RNTP)
	O
	
	9.2.19
	
	–
	–


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


*** Skip to the next change ***
UL-InterferenceOverloadIndication ::= SEQUENCE (SIZE(1..maxnoofPRBs)) OF UL-InterferenceOverloadIndication-Item

UL-InterferenceOverloadIndication-Item ::= ENUMERATED {


high-interference,


medium-interference,

low-interference,

...

}
UL-HighInterferenceIndicationInfo ::= SEQUENCE (SIZE(1..maxCellineNB)) OF UL-HighInterferenceIndicationInfo-Item

UL-HighInterferenceIndicationInfo-Item ::= SEQUENCE {

target-Cell-ID




ECGI,

ul-interferenceindication

UL-HighInterferenceIndication,



iE-Extensions




ProtocolExtensionContainer { { UL-HighInterferenceIndicationInfo-Item-ExtIEs} } OPTIONAL,


...

}

UL-HighInterferenceIndicationInfo-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

UL-HighInterferenceIndication ::= BIT STRING (SIZE(1..110, ...))
-- V

-- W

-- X

-- Y

-- Z

END
*** End of the change ***
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