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1. Overall Description:

RAN3 kindly thanks SA2 for their questions on LCS support for HNB and HeNB.

The followings are the answer to the questions:

1.
Whether the LCS can work if the Home NodeB is in UTRAN, i.e. whether the Home NodeB is part of LCS architecture.


Answer: 


LCS could work if Home Node B is in UTRAN but Ran3 had not analyzed all aspects of supporting LCS in HNB. Since PCAP support has not been considered for HNBs, only the cell ID positioning method would be available.
2.
What technical issue exists in Rel9 for accommodating the Home eNodeB connected via Home eNodeB GW.


Answer:

In case where the HeNB GW is deployed and LPPa is used, LCS support depends on the type of LPPa signalling.

· Non-UE associated LPPa signaling is not supported due to the fact that the routing of non-UE associated LPPa message can not be performed.  
· UE associated LPPa signaling is supported.
Non-UE associated LPPa signalling is defined in support to OTDOA, while UE associated LPPa signalling is defined in support to E-CID.
In case where no HeNB GW is deployed, there are no protocol restrictions.
2. Actions:

To SA2 group.

ACTION: 

RAN3 kindly askes SA2 to take into account the above answers.
3. Date of Next TSG-RAN3 Meetings:

TSG-RAN3 Meeting #70bis
17th – 21st January 2011
Dublin, Ireland.

TSG-RAN3 Meeting #71

21st – 25th February 2011
Taipei, Taiwan.


