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1 Introduction
According to existing agreements in TR 38.801 [1]:

Slice Availability
-
Some slices may be available only in part of the network.

Support for UE associating with multiple network slices simultaneously
-
In case a UE is associated with multiple slices simultaneously, only one signalling connection shall be maintained.
It is possible that a UE is associated with multiple network slices simultaneously, which belong to two or more RAN nodes. This paper discusses such UE slice connectivity and clarifies the above agreement. 
2 Discussion
As in Figure 1, there are overlapping macro cell and hotspot small cell. The macro cell supports slice 1, while the hotspot small cell supports slice 2. At first, UE is associated with slice 1; then, the UE may further requests services from slice 2. As a result, the UE needs to be simultaneously associated with slice 1 of the macro cell, and slice 2 of the small cell. Therefore, the UE may simultaneously be associated with multiple network slices, which belong to different RAN nodes.
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Figure 1 UE simultaneously associated to slices from different RAN nodes
3 Conclusions
This paper discusses UE connectivity to multiple network slices. It is clarified in case the UE is simultaneously associated with multiple network slices, these slices may belong to different RAN nodes.
Proposal 1: Capture into TR the clarification “UE may simultaneously be associated to multiple slices from different RAN nodes” as discussed in this paper.
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5 Text Proposal
------------------------------------------------Start of the change---------------------------------
Support for UE associating with multiple network slices (which may belong to different RAN nodes) simultaneously
-
In case a UE is associated with multiple slices simultaneously, only one signalling connection shall be maintained.
--------------------------------------------------End of the change-------------------------------
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