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1   Description of the way forward
It has been clarified at last RAN3#94 meeting that IMSI-based paging for eDRX configured UEs cannot be performed when S-TMSI is not available.

When S-TMSI is available, S-TMSI based paging can be used but there are a few scenarios where CT4 mentions explicitly to use IMSI-based paging. This is the case for example in section 14.1.3 or section 26 of TS 23.007.

Fulfilling these CT4 scenarios would require RAN3 to add a new S-TMSI IE in the paging message for eDRX configured UEs so that the eNB can calculate the PTW_start and the PH for such UEs. 

So two options were mentioned possible during the offline:
· Either CT4 update their specifications (e.g. section 14.1.3, section 26) to make an exception for eDRX configured UEs that during restoration scenarios only S-TMSI based paging is used (1),

· Or CT4 does not update their specifications and RAN3 adds the S-TMSI in the PAGING message (2).

Some companies in RAN3 expressed their concern with option 2 that it results in sending the IMSI over the air whereas the option 1 could avoid this in those scenarios.

The compromise reached was that the LS should ask CT4 to make decision and give guidance while mentioning explicitly the concern here-above expressed to CT4.
Proposal 1: RAN3 to agree the corresponding LS to CT4 in [1].
2 Conclusion and proposal
Proposal 1: RAN3 to agree the corresponding LS to CT4 in [1].
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