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1 Introduction

This is the Text Proposal for TS38.401 on gNB-DU management based on discussion in [1]
2 Text Proposal for TS38.401
---------------------------- Start of TP ---------------------------
10.2.2
Functions of the F1 interface protocols and functional split
Editor’s note: Naming of each function is FFS.

10.2.2.1
General
The following clauses describe the functions supported over F1-C and F1-U.
10.2.2.2
F1-C functions
10.2.2.2.1
GTP-U tunnel management function (FFS)
This function is used to establish and release GTP-U (3GPP TS 29.281 [x3]) tunnels between the gNB-CU and the gNB-DU upon a bearer service request. This involves assigning a tunnel identifier for each direction.
Editor’s note: Whether this section is kept or moved to bearer management function or removed is FFS.

10.2.2.2.2
F1 interface management function
The error indication function is used by the gNB-DU to indicate to the gNB-CU that a logical error has occurred.

The reset function is used to initialize the peer entity after node setup and after a failure event occurred. This procedure can be used by both the gNB-DU and gNB-CU.

The F1 setup (respectively the gNB-DU and gNB-CU configuration update) function allows to exchange (respectively update) application level data needed for the gNB-DU and gNB-CU to interoperate correctly on the F1 interface. 
Editor’s note: The space of NR Cell ID, and how/whether to map them in the gNB-CU are FFS.
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