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1 Introduction
This paper provides text proposal of UE context management on F1 to 38.470 based on the proposals in [1].
2 Reference

[1]
R3-171852, UE Context management on F1, Huawei
3 Text Proposal
/**********************Start of TP***************************/

5.x UE Context Management
The UE context management function on F1AP comprises of following procedures:
· Initial UE Context Setup,

· UE Context Modification,

· UE Context Release,
· DU initiated UE Context Release Request.
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Figure 5.x.1: UE Context Setup procedure
The Initial UE Context Setup on F1AP is to setup the UE context at the DU in the cases of:
-
UE/Network triggered service request in ECM_IDLE,

-
RRC Connection Reestablishment after recovers from RLF,

-
UE resumes from RRC_INACTIVE to RRC_CONNECTED,
-
Inter-DU mobility.
The Initial UE Context Setup procedure comprises of the following steps:

-
The INITIAL UE CONTEXT SETUP REQUEST message is sent by the CU to the DU to request to setup the UE context. 
-
The DU sends the INITIAL UE CONTEXT SETUP RESPONSE message to the CU.
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Figure 5.x.2: UE Context Modification procedure
The UE Context Modification on F1AP is to modify the UE context at the DU.

The UE Context Modification procedure comprises of the following steps:

-
The UE CONTEXT MODIFICATION REQUEST message is sent by the CU to the DU to request to modify the UE context. 
-
The DU sends the UE CONTEXT MODIFICATION RESPONSE message to the CU.
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Figure 5.x.3: UE Context Release procedure
The UE Context Release on F1AP is to modify the UE context at the DU.

The UE Context Release procedure comprises of the following steps:

-
The UE CONTEXT RELEASE COMMAND message is sent by the CU to the DU to request to delete the UE context. 
-
The DU sends the UE CONTEXT RELEASE COMPLETE message to the CU.
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Figure 5.x.4: DU initiated UE Context Release Request procedure

The UE Context Release Request on F1AP is to enable the DU request the CU to release the UE context.

The UE Context Release Request procedure comprises of the following steps:

-
The UE CONTEXT RELEASE REQUEST message is sent by the DU to the CU to request to delete the UE context. 
/**********************End of TP***************************/
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