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Text proposal
Start of Text Proposal 1 for TS 38.473
[bookmark: _Toc502835601][bookmark: _Toc502837282]9.3.1.25	CU to DU RRC Information
This IE contains the RRC Information that are sent from gNB-CU to gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CG-Config-Info
	O
	
	OCTET STRING
	CG-Config-Info, as defined in TS 38.331 [8].

	UE Radio capabilities
	M
	
	OCTET STRING
	UE-CapabilityRAT-ContainerList, as defined in TS 38.331 [8].

	Handover Preparation Information
	O
	
	OCTET STRING
	HandoverPreparationInformation, as defined in TS 38.331 [8].

	MeasConfig 
	O
	
	OCTET STRING
	MeasConfig, as defined in TS 38.331 (without MeasGapConfig). 
For EN-DC operation, includes the list of FR2 frequencies for which the gNB-CU requests the gNB-DU to generate gaps. 

The text above is FFS pending RAN2 confirmation.



[bookmark: _Hlk510365717]9.3.1.26	DU to CU RRC Information
This IE contains the RRC Information that are sent from the gNB-DU to the gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CellGroupConfig
	M
	
	OCTET STRING
	CellGroupConfig, as defined in TS 38.331 [8].

	Gap OffsetMeasGapConfig
	O
	
	OCTET STRING
	Gapoffset MeasGapConfig as to be defined in TS 38.331 [8]. 
For EN-DC operation, includes the gap for FR2, as requested by the gNB-CU via MeasConfig IE. 

The text above is FFS pending RAN2 confirmation. 



Start of Text Proposal 2 for TS 38.473
-- C

Candidate-SpCell-Item ::= SEQUENCE {
	candidate-SpCell-ID			NRCGI	,
	iE-Extensions	ProtocolExtensionContainer { { Candidate-SpCell-ItemExtIEs } }	OPTIONAL,
	...
}

Candidate-SpCell-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Cause ::= CHOICE {
	radioNetwork		CauseRadioNetwork,
	transport			CauseTransport,
	protocol			CauseProtocol,
	misc				CauseMisc,
	...
}

CauseMisc ::= ENUMERATED {
	control-processing-overload,
	not-enough-user-plane-processing-resources,
	hardware-failure,
	om-intervention,
	unspecified,
...
}

CauseProtocol ::= ENUMERATED {
	transfer-syntax-error,
	abstract-syntax-error-reject,
	abstract-syntax-error-ignore-and-notify,
	message-not-compatible-with-receiver-state,
	semantic-error,
	abstract-syntax-error-falsely-constructed-message,
	unspecified,
	...
}

CauseRadioNetwork ::= ENUMERATED {
	unspecified,
	rlc-failure,
	unknown-or-already-allocated-gnb-cu-ue-f1ap-id,
	unknown-or-already-allocated-gnd-du-ue-f1ap-id,
	unknown-or-inconsistent-pair-of-ue-f1ap-id,
	interaction-with-other-procedure,
	not-supported-qci-Value,
	action-desirable-for-radio-reasons,
	no-radio-resources-available,
	procedure-cancelled,
	normal-release,
	...
}

CauseTransport ::= ENUMERATED {
	unspecified, 
	transport-resource-unavailable,
	...
}



CellGroupConfig ::= OCTET STRING

Cells-Failed-to-be-Activated-List-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	cause				Cause,
	iE-Extensions		ProtocolExtensionContainer { { Cells-Failed-to-be-Activated-List-ItemExtIEs } }	OPTIONAL,
	...
}

Cells-Failed-to-be-Activated-List-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Cells-to-be-Activated-List-Item ::= SEQUENCE {
	nRCGI		NRCGI,
	nRPCI		NRPCI		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { Cells-to-be-Activated-List-ItemExtIEs} }	OPTIONAL,
	...
}

Cells-to-be-Activated-List-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Cells-to-be-Deactivated-List-Item ::= SEQUENCE {
	nRCGI			NRCGI	,
	iE-Extensions				ProtocolExtensionContainer { { Cells-to-be-Deactivated-List-ItemExtIEs } }	OPTIONAL,
	...
}

Cells-to-be-Deactivated-List-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CriticalityDiagnostics ::= SEQUENCE {
	procedureCode					ProcedureCode														OPTIONAL,
	triggeringMessage				TriggeringMessage													OPTIONAL,
	procedureCriticality			Criticality															OPTIONAL,
	transactionID					TransactionID														OPTIONAL,
	iEsCriticalityDiagnostics		CriticalityDiagnostics-IE-List										OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer {{CriticalityDiagnostics-ExtIEs}}		OPTIONAL,
	...
}

CriticalityDiagnostics-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1.. maxnoofErrors)) OF CriticalityDiagnostics-IE-Item

CriticalityDiagnostics-IE-Item ::= SEQUENCE {
	iECriticality			Criticality,
	iE-ID					ProtocolIE-ID,
	typeOfError 			TypeOfError,
	iE-Extensions			ProtocolExtensionContainer {{CriticalityDiagnostics-IE-Item-ExtIEs}}	OPTIONAL,
	...
}

CriticalityDiagnostics-IE-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CUtoDURRCInformation ::= SEQUENCE {
	cG-ConfigInfo						CG-ConfigInfo						OPTIONAL,
	uE-CapabilityRAT-ContainerList		UE-CapabilityRAT-ContainerList		OPTIONAL,
	measConfig							Meas-Config							OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { CUtoDURRCInformation-ExtIEs} } OPTIONAL,
	...
}

CUtoDURRCInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Start of Text Proposal 3 for TS 38.473
DUtoCURRCInformation ::= SEQUENCE {
	cellGroupConfig		CellGroupConfig,
	gapOffsetmeasGapConfig			GapOffsetMeasGapConfig	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { DUtoCURRCInformation-ExtIEs} } OPTIONAL,
	...
}

DUtoCURRCInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Start of Text Proposal 4 for TS 38.473
-- G

GapOffset ::= OCTET STRING

GBR-QosInformation ::= SEQUENCE {
	e-RAB-MaximumBitrateDL			BitRate,
	e-RAB-MaximumBitrateUL			BitRate,
	e-RAB-GuaranteedBitrateDL		BitRate,
	e-RAB-GuaranteedBitrateUL		BitRate,
	iE-Extensions					ProtocolExtensionContainer { { GBR-QosInformation-ExtIEs} } OPTIONAL,
	...
}

GBR-QosInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
Start of Text Proposal 5 for TS 38.473

-- M

MIB-message ::= OCTET STRING
MeasConfig ::= OCTET STRING
MeasGapConfig ::= OCTET STRING

End of Text Proposal for TS 38.473
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