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R3-011307
Draft agenda WG3 plenary, meeting#21
Chairman
2
A



R3-011308
Draft agenda Iu SWG, meeting#21
Chairman
2
A



R3-011309
Draft agenda Iur/Iub SWG, meeting#21
Chairman
2
A



R3-011310
Minutes of RAN3 #20
MCC Support Team
3
R



R3-011311
UMTS 30.531 WG3 Work Plan and Study Items
MCC Support Team (Editor)
5.1
R
30.531
0.8.6

R3-011312
Correction on the figure ‘UTRAN Architecture’
CWTS

CR
25.401
3.6.0

R3-011313
Correction on the figure ‘UTRAN Architecture’
CWTS

CR
25.401
4.0.0

R3-011314
Rel4 only changes based on R3-011195
CWTS

CR
25.401
4.0.0

R3-011315
Informative Annex for Handling of Criticality Diagnostics
Ericsson

CR
25.413
3.5.0

R3-011316
Informative Annex for Handling of Criticality Diagnostics
Ericsson

CR
25.413
4.0.0

R3-011317
Informative Annex for Handling of Criticality Diagnostics
Ericsson

CR
25.419
3.4.0

R3-011318
Informative Annex for Handling of Criticality Diagnostics
Ericsson

CR
25.419
4.0.0

R3-011319
Informative Annex for Handling of Criticality Diagnostics
Ericsson

CR
25.423
3.4.0

R3-011320
Informative Annex for Handling of Criticality Diagnostics
Ericsson

CR
25.423
4.0.0

R3-011321
Informative Annex for Handling of Criticality Diagnostics
Ericsson

CR
25.433
3.5.0

R3-011322
Informative Annex for Handling of Criticality Diagnostics
Ericsson

CR
25.433
4.0.0

R3-011323
Reporting of Logical Error with Error Indication Procedure
Ericsson

CR
25.413
3.5.0

R3-011324
Reporting of Logical Error with Error Indication Procedure
Ericsson

CR
25.413
4.0.0

R3-011325
Reporting of Logical Error with Error Indication Procedure
Ericsson

CR
25.419
3.4.0

R3-011326
Reporting of Logical Error with Error Indication Procedure
Ericsson

CR
25.419
4.0.0

R3-011327
Reporting of Logical Error with Error Indication Procedure
Ericsson

CR
25.423
3.4.0

R3-011328
Reporting of Logical Error with Error Indication Procedure
Ericsson

CR
25.423
4.0.0

R3-011329
Reporting of Logical Error with Error Indication Procedure
Ericsson

CR
25.433
3.5.0

R3-011330
Reporting of Logical Error with Error Indication Procedure
Ericsson

CR
25.433
4.0.0

R3-011331
Clarification of IEs order rule
Ericsson

CR
25.413
3.5.0

R3-011332
Clarification of IEs order rule
Ericsson

CR
25.413
4.0.0

R3-011333
Clarification of IEs order rule
Ericsson

CR
25.419
3.4.0

R3-011334
Clarification of IEs order rule
Ericsson

CR
25.419
4.0.0

R3-011335
Clarification of IEs order rule
Ericsson

CR
25.423
3.4.0

R3-011336
Clarification of IEs order rule
Ericsson

CR
25.423
4.0.0

R3-011337
Clarification of IEs order rule
Ericsson

CR
25.433
3.5.0

R3-011338
Clarification of IEs order rule
Ericsson

CR
25.433
4.0.0

R3-011339
Network Synchronisation aspects clarification
Ericsson

CR
25.402
3.5.0

R3-011340
Network Synchronisation aspects clarification
Ericsson

CR
25.402
4.0.0

R3-011341
Network Synchronisation aspects clarification
Ericsson

CR
25.411
3.4.0

R3-011342
Network Synchronisation aspects clarification
Ericsson

CR
25.411
4.0.0

R3-011343
Correction of reference number to Q.2630.1 to Q.2630.2
Japan Telecom

CR
25.434
4.0.0

R3-011344
RANAP message in Connection Refusal
Ericsson

CR
25.410
3.3.0

R3-011345
RANAP message in Connection Refusal
Ericsson

CR
25.410
4.0.0

R3-011346
Stop of direct location report
Ericsson

CR
25.413
3.5.0

R3-011347
Stop of direct location report
Ericsson

CR
25.413
4.0.0

R3-011348
CN Domain Indicator in ERROR INDICATION
Ericsson

CR
25.413
3.5.0

R3-011349
CN Domain Indicator in ERROR INDICATION
Ericsson

CR
25.413
4.0.0

R3-011350
Correction to RAB Release Procedures description
Lucent

CR
25.413
3.5.0

R3-011351
Correction to RAB Release Procedures description
Lucent

CR
25.413
4.0.0

R3-011352
TRELOCalloc_usage
Motorola

CR
25.413
3.5.0

R3-011353
TRELOCalloc_usage
Motorola

CR
25.413
4.0.0

R3-011354
Relocation Resource Allocation in case of Cell/URA Update
Nokia

CR
25.413
3.5.0

R3-011355
Relocation Resource Allocation in case of Cell/URA Update
Nokia

CR
25.413
4.0.0

R3-011356
In-sequence delivery requirement
Ericsson

CR
25.415
3.6.0

R3-011357
In-sequence delivery requirement
Ericsson

CR
25.415
4.0.0

R3-011358
Corrections to the SABP
NEC

CR
25.419
3.4.0

R3-011359
Corrections to the SABP
NEC

CR
25.419
4.0.0

R3-011360
Correction to RAB Release Procedures
Lucent

CR
25.931
3.3.0

R3-011361
Correction to RAB Release Procedures
Lucent

CR
25.931
4.0.0

R3-011362
Additional requirement for timing behaviour of NodeB
Siemens

CR
25.402
3.5.0

R3-011363
Additional requirement for timing behaviour of NodeB
Siemens

CR
25.402
4.0.0

R3-011364
Clarification of Common Channel logical model
InterDigital

CR
25.430
3.5.0

R3-011365
Clarification of Common Channel logical model
InterDigital

CR
25.430
4.0.0

R3-011366
Modification of RL-Setup and RL-Addition procedure text
Ericsson

CR
25.423
3.5.0

R3-011367
Modification of RL-Setup and RL-Addition procedure text
Ericsson

CR
25.423
4.0.0

R3-011368
Modification of RL-Setup and RL-Addition procedure text
Ericsson

CR
25.433
3.5.0

R3-011369
Modification of RL-Setup and RL-Addition procedure text
Ericsson

CR
25.433
4.0.0

R3-011370
Clarification on Procedure Parallelism for RL Restoration
Ericsson

CR
25.423
3.5.0

R3-011371
Clarification on Procedure Parallelism for RL Restoration
Ericsson

CR
25.423
4.0.0

R3-011372
Clarification on Procedure Parallelism for RL Restoration
Ericsson

CR
25.433
3.5.0

R3-011373
Clarification on Procedure Parallelism for RL Restoration
Ericsson

CR
25.433
4.0.0

R3-011374
Measurement reporting clarification
Ericsson

CR
25.423
3.5.0

R3-011375
Measurement reporting clarification
Ericsson

CR
25.423
4.0.0

R3-011376
Measurement reporting clarification
Ericsson

CR
25.433
3.5.0

R3-011377
Measurement reporting clarification
Ericsson

CR
25.433
4.0.0

R3-011378
Clarification of the CM Configuration Change CFN IE
Ericsson

CR
25.423
3.5.0

R3-011379
Clarification of the CM Configuration Change CFN IE
Ericsson

CR
25.423
4.0.0

R3-011380
Clarification of the CM Configuration Change CFN IE
Ericsson

CR
25.433
3.5.0

R3-011381
Clarification of the CM Configuration Change CFN IE
Ericsson

CR
25.433
4.0.0

R3-011382
Correction to the UMTS neighbouring cell handling
Ericsson

CR
25.423
3.5.0

R3-011383
Correction to the UMTS neighbouring cell handling
Ericsson

CR
25.423
4.0.0

R3-011384
Clarification of the Initial DL Tx Power in RL Addition
Ericsson

CR
25.423
3.5.0

R3-011385
Clarification of the Initial DL Tx Power in RL Addition
Ericsson

CR
25.423
4.0.0

R3-011386
Criticality setting of Neighbouring GSM Cell Information
NEC

CR
25.423
3.5.0

R3-011387
Criticality setting of Neighbouring GSM Cell Information
NEC

CR
25.423
4.0.0

R3-011388
Corrections on Dedicated Measurement Initiation Request
Motorola

CR
25.423
3.5.0

R3-011389
Corrections on Dedicated Measurement Initiation Request
Motorola

CR
25.423
4.0.0

R3-011390
Corrections to the P-CPICH Power Handling
Ericsson

CR
25.423
3.5.0

R3-011391
Corrections to the P-CPICH Power Handling
Ericsson

CR
25.423
4.0.0

R3-011392
Addition of missing IEs in RL Setup and RL Addition
Ericsson

CR
25.423
3.5.0

R3-011393
Addition of missing IEs in RL Setup and RL Addition
Ericsson

CR
25.423
4.0.0

R3-011394
Cell in CTrCh Resource Initialisation
Ericsson

CR
25.423
3.5.0

R3-011395
Cell in CTrCh Resource Initialisation
Ericsson

CR
25.423
4.0.0

R3-011396
Alignment of Neighbouring GSM Cell Information with RRC
Ericsson

CR
25.423
3.5.0

R3-011397
Alignment of Neighbouring GSM Cell Information with RRC
Ericsson

CR
25.423
4.0.0

R3-011398
DL Power Clarification
BT

CR
25.433
3.5.0

R3-011399
DL Power Clarification
BT

CR
25.433
4.0.0

R3-011400
Ambiguity in meaning of DL power IE
Ericsson

CR
25.433
3.5.0

R3-011401
Ambiguity in meaning of DL power IE
Ericsson

CR
25.433
4.0.0

R3-011402
Clarification between ddMode and ALLNBCC measurements
Ericsson

CR
25.433
3.5.0

R3-011403
Clarification between ddMode and ALLNBCC measurements
Ericsson

CR
25.433
4.0.0

R3-011404
Ambiguity in CM handling
Ericsson

CR
25.423
3.5.0

R3-011405
Ambiguity in CM handling
Ericsson

CR
25.423
4.0.0

R3-011406
Ambiguity in CM handling
Ericsson

CR
25.433
3.5.0

R3-011407
Ambiguity in CM handling
Ericsson

CR
25.433
4.0.0

R3-011408
Clarification between ddMode and ALLNBCC measurements
NEC

CR
25.433
3.5.0

R3-011409
Clarification between ddMode and ALLNBCC measurements
NEC

CR
25.433
4.0.0

R3-011410
Clarification of Timing Deviation for RACH/USCH
InterDigital

CR
25.435
3.4.0

R3-011411
Clarification of Timing Deviation for RACH/USCH
InterDigital

CR
25.435
4.0.0

R3-011412
Frequency Acquisition phase for Cell Synchronisation for TDD
Siemens

CR
25.402
4.0.0

R3-011413
Correction on TDD Radio Interface Synchronistion
CWTS

CR
25.402
4.0.0

R3-011414
Correction of Neighbouring TDD Cell Measurement Info
Siemens

CR
25.433
4.0.0

R3-011415
Correction of Neighbouring TDD Cell Measurement Info
Siemens

CR
25.423
4.0.0

R3-011416
Removal syntax errors from Rel.4 RNSAP ASN.1
NEC

CR
25.423
4.0.0

R3-011417
Removal syntax errors from Rel.4 NBAP ASN.1
NEC

CR
25.433
4.0.0

R3-011418
Clean-up of Rate Control on DCHs
Ericsson

CR
25.423
4.0.0

R3-011419
Correction of NBAP Cell Sync function for TDD
Siemens

CR
25.433
4.0.0

R3-011420
Frequency Acquisition for Cell Synchronisation for TDD
Siemens

CR
25.433
4.0.0

R3-011421
Modification of the abbreviation list
Ericsson

CR
25.433
4.0.0

R3-011422
Allowed combination of the measurement and event types
Ericsson

CR
25.433
4.0.0

R3-011423
Allowed combination of the measurement and event types
Ericsson

CR
25.423
4.0.0

R3-011424
DSCH Power Control Improvement
Ericsson

CR
25.433
4.0.0

R3-011425
DSCH Power Control Improvement
Ericsson

CR
25.423
4.0.0

R3-011426
Identify some parameter only used in 3.84Mcps TDD
CWTS

CR
25.427
4.0.0

R3-011427
Identify some parameter only used in 3.84Mcps TDD
CWTS

CR
25.435
4.0.0

R3-011428
TDD related clarifications for UE Positioning
Siemens

CR
25.850
4.0.0

R3-011429
Response to LS (RP-010279)
BRAN
4
LS in



R3-011430
Response to LS (R3-011285) on Iub NBAP signalling support for CPCH
RAN2
4
LS in



R3-011431
Response to LS (R3-011030) on on RAB negotiation and re-negotiation
RAN2
4
LS in



R3-011432
Response to LS (GAHW-010109, R3-010890 and S2-010383) on Optimised

IP speech and header removal support in GERAN
RAN2
4
LS in



R3-011433
Response (to TSG-CN WG1) to LS (N1-010494) on RRC establish

cause mapping
RAN2
4
LS in



R3-011434
Response to LS (N1-010485) on T3240 timer problem and correction proposals
RAN2
4
LS in



R3-011435
Clarification on the System Information Update procedure (Information Element Functional Definition)
Envoy Networks
0
CR
25.433
3.5.0

R3-011436
Clarification on the System Information Update procedure (Information Element Functional Definition)
Envoy Networks
0
CR
25.433
4.0.0

R3-011437
TR 25.839 v0.1.1 for USTS
SK Telecom
0
Ap



R3-011438
Text proposal in chap 6 of TR 25.839
SK Telecom
0
Ap



R3-011439
TR 25.933 v1.0.1
Alcatel
0
Ap
25.933


R3-011440
Node B resource model at Common Transport Channel Reconfiguration
Alcatel
0
CR
25.433
3.5.0

R3-011441
Node B resource model at Common Transport Channel Reconfiguration
Alcatel
0
CR
25.433
4.0.0

R3-011442
DL Power Capability as a shared resource between Cells
Nortel
0
CR
25.433
3.5.0

R3-011443
DL Power Capability as a shared resource between Cells
Nortel
0
CR
25.433
4.0.0

R3-011444
Correction of the text for ToAWE IE
Nortel
0
CR
25.423
3.5.0

R3-011445
Correction of the text for ToAWE IE
Nortel
0
CR
25.423
4.0.0

R3-011446
Correction of the text for ToAWE IE
Nortel
0
CR
25.433
3.5.0

R3-011447
Correction of the text for ToAWE IE
Nortel
0
CR
25.433
4.0.0

R3-011448
Correction of a wrong CR Implementation
Nortel
0
CR
25.423
4.0.0

R3-011449
Correction of the Information Exchange procedures
Nortel
0
CR
25.423
4.0.0

R3-011450
Node B resources model credit mechanism
Alcatel
0
CR
25.433
4.0.0

R3-011451
CR on inter-PLMN handover
Alcatel
0
CR
25.413
3.5.0

R3-011452
Iu-cs interface user plane
Alcatel
0
D



R3-011453
Iur traffic transfer delay signalling
Alcatel
0
CR
25.433
4.0.0

R3-011454
Set of co-ordinated DCHs
Alcatel
0
CR
25.427
3.6.0

R3-011455
Set of co-ordinated DCHs
Alcatel
0
CR
25.427
4.0.0

R3-011456
PPPMux on the IP UTRAN protocol stack
Motorola
12.1.1
Ap
25.933
1.0.1

R3-011457
Error protection in the Iub interface IP transport
Motorola
12.1.1
D



R3-011458
IPv4 to IPv6 transition in IP UTRAN The dual stack approach
Motorola
12.1.1
Ap
25.933
1.01

R3-011459
Corrections on Dedicated Measurement Initiation Request message
Motorola
Rb-2.4.1 (Iub/Iur)
CR
25.433
3.5.0

R3-011460
Corrections on Dedicated Measurement Initiation Request message
Motorola
Rb-2.4.1 (Iub/Iur)
CR
25.433
4.0.0

R3-011461
Clarification to the Common Transport Channel Setup procedure
Motorola
Rb- 2.4.3 (Iub/Iur)
CR
25.433
3.5.0

R3-011462
Clarification to the Common Transport Channel Setup procedure
Motorola
Rb-2.4.3 (Iub/Iur)
CR
25.433
4.0.0

R3-011463
Draft : TR Improvement of RRM across RNS and RNS_BSS
Nokia
0
D



R3-011464
Email discussion report Imp RRM
Nokia
0
D



R3-011465
SI sheet – Imp RRM
Nokia
0
D



R3-011466
Text proposal in Chap4 and Chap5-Imp RRM
Nokia
0
D



R3-011467
Text proposal of CRRM Imp RRM
Nokia
0
D



R3-011468
Clarify operation of Common and Dedicated Measurements
Lucent
0
CR
25.433
3.5.0

R3-011469
Clarify operation of Common and Dedicated Measurements
Lucent
0
CR
25.433
4.0.0

R3-011470
Requirements for the evaluation of techniques for HSDPA
Mannesmann Mobilfunk
0
D



R3-011471
IPv6 hardware implementation problems
IC4IC
0
D



R3-011472
Proposed TR on UE positioning enhancements for 1.28 Mcps TDD (Iub/Iur aspects)
CWTS
rb_4.6
D



R3-011473
Proposed TR on ‘NodeB Synchronisation for 1.28 Mcps TDD(Iub/Iur aspects)’
CWTS
rb_4.7
D



R3-011474
Meeting Minute for PCAP Adhoc Meetings (London; May 2-4, 2001)
Qualcomm

R



R3-011475
Proposed Iupc Interface PCAP Signalling specification
Qualcomm

D



R3-011476
Proposed Iupc Interface General Aspects and Principles specification
Qualcomm

D



R3-011477
Proposed Iupc Interface Layer 1 specification
Qualcomm

D



R3-011478
Proposed Iupc Interface Signalling Transport specification
Qualcomm

D



R3-011479
Proposed CR to 25.401 on introducing the Standalone A-GPS SMLC (SAS)
Qualcomm

D



R3-011480
CR to 25.433 on Round Trip Time accuracy indication
Qualcomm

D



R3-011481
Incorrect Figure references in FDD Radio Interface Synchronisation
Motorola
Rb-2.1b
CR
25.402
3.5.0

R3-011482
Incorrect Figure references in FDD Radio Interface Synchronisation
Motorola
Rb-2.1b
CR
25.402
4.0.0

R3-011483
Traffic Management in Common Channels
Motorola
Rb-2.3b
CR
25.430
3.5.0

R3-011484
Traffic Management in Common Channels
Motorola
Rb-2.3b
CR
25.430
4.0.0

R3-011485
User plane Protocol Stack For IP based Iu-CS Interface
Nokia
12.1.1
Ap
25.933


R3-011486
Radio Network Signalling Bearer for RANAP and RNSAP in Rel5 IP transport option
Nokia
12.1.1
Ap
25.933


R3-011487
Misalignment between tabular Format and ASN.1 in NBAP
NBAP Rapporteur
Rb-2.4.3
CR
25.433
3.5.0

R3-011488
Misalignment between tabular Format and ASN.1 in NBAP
NBAP Rapporteur
Rb-2.4.3
CR
25.433
4.0.0

R3-011489
User plane signalling for gating
Samsung Electronics
Rb-4.5
D



R3-011490
SUA vs M3UA for RANAP, RNSAP TNL in IP UTRAN
Motorola
12.1
Ap
25.933


R3-011491
MPLS Performance
Nortel
12.1
Ap
25.933


R3-011492
Choice of atm for layer 2 framing
Nortel
12.1
Ap
25.933


R3-011493
Choice of rtp for Iu-CS
Nortel
0
Ap
25.933


R3-011494
Initial DL Power After addition of CCTrCH in Synchronised Reconfiguration
InterDigital
Rb 2.4.3.b
CR 
25.433
3.5.0

R3-011495
Initial DL Power After addition of CCTrCH in Synchronised Reconfiguration
InterDigital
Rb 2.4.3.b
CR
25.433
4.0.0

R3-011496
Correction of TDD DL TPC Step Size After addition of CCTrCH in Synchronised Reconfiguration
InterDigital
Rb 2.4.1.d
CR
25.433
3.5.0

R3-011497
Correction of TDD DL TPC Step Size After addition of CCTrCH in Synchronised Reconfiguration
InterDigital
Rb 2.4.1.d
CR
25.423
3.5.0

R3-011498
Correction of TDD DL TPC Step Size After addition of CCTrCH in Synchronised Reconfiguration
InterDigital
Rb 2.4.1.d
CR
25.433
4.0.0

R3-011499
Correction of TDD DL TPC Step Size After addition of CCTrCH in Synchronised Reconfiguration
InterDigital
Rb 2.4.1.d
CR
25.423
4.0.0

R3-011500
Measurement reporting clarification
Ericsson
Rb 3.4.2d
CR
25.423
4.0.0

R3-011501
CRCI Inclusion in the UL Data Frames
Ericsson
Rb 2.5.2
CR
25.427
3.6.0

R3-011502
CRCI Inclusion in the UL Data Frames
Ericsson
Rb 2.5.2
CR
25.427
4.0.0

R3-011503
Order of elements in Bitstrings
Ericsson
Rb 2.4.3b
CR
25.433
3.5.0

R3-011504
Order of elements in Bitstrings
Ericsson
Rb 2.4.3b
CR
25.433
4.0.0

R3-011505
Proposed LS to RAN2 on RAN3 related corrections to 25.921
Ericsson
7.2
D



R3-011506
Clarification of the conditional presence
Ericsson
 7.3
CR
25.433
3.5.0

R3-011507
Proposed Recommendations for Extensions in RANAP, RNSAP, NBAP, and SABP
Ericsson
 7.2
D



R3-011508
Alignment of Cell description to NBAP
Ericsson
Rb-2.3b
CR
25.430
3.5.0

R3-011509
Alignment of Cell description to NBAP
Ericsson
Rb-2.3b
CR
25.430
4.0.0

R3-011510
Version 0.0.1 of TR on Separation of the resource reservation and activation
Ericsson
Rb 4.1.2
TR



R3-011511
Version 0.0.2 of TR on Separation of the resource reservation and activation
Ericsson
Rb 4.1.2
TR



R3-011512
Version 0.0.1 of the TR RL Timing adjustment
Ericsson
Rb 4.1.1
TR



R3-011513
HSDPA UTRAN protocol model
Ericsson
Rb 4.2
D



R3-011514
Alignmrnt to the WG1 definmition of DL power averaging window size.
Ericsson
Rb 2.4.1b
CR
25.433
3.5.0

R3-011515
Alignmrnt to the WG1 definmition of DL power averaging window size.
Ericsson
Rb 2.4.1b
CR
25.423
3.5.0

R3-011516
Global Cell-ID IE in INITIAL UE MESSAGE
Lucent
0
CR
25.413
3.5.0

R3-011517
Global Cell-ID IE in INITIAL UE MESSAGE
Lucent
0
CR
25.413
4.0.0

R3-011518
Backward Compatibility for CHOICE type
NEC
7.1.1
D



R3-011519
Allocation of explicit number to extension values in ENUMERATED 25.423 R99
NEC
7.3
CR
25.423
3.5.0

R3-011520
Allocation of explicit number to extension values in ENUMERATED 25.423 Rel4
NEC
7.3
CR
25.423
4.0.0

R3-011521
Allocation of explicit number to extension values in ENUMERATED 25.433 R99
NEC
7.3
CR
25.433
3.5.0

R3-011522
Allocation of explicit number to extension values in ENUMERATED 25.433 Rel4
NEC
7.3
CR
25.433
4.0.0

R3-011523
STOP the direct report
NEC
Iu2.3
D



R3-011524
The handling of the WI:  RAN work for Intra Domain Connection of RAN Nodes to Multiple CN Nodes in RAN-WG3
NEC
Iu4.2
D



R3-011525
Power Balancing Activation with Radio Link Setup and Addition
NEC
Rb-2.4.1 d)
D



R3-011526
Measurement clarifications
Siemens
rb-2.4.1d
CR
25.423
3.5.0

R3-011527
Measurement clarifications
Siemens
rb-2.4.1d
CR
25.423
4.0.0

R3-011528
Measurement clarifications
Siemens
rb-2.4.1d
CR
25.433
3.5.0

R3-011529
Measurement clarifications
Siemens
rb-2.4.1d
CR
25.433
4.0.0

R3-011530
Clarification on DL Power reference
Siemens
rb-2.4.2d
CR
25.423
3.5.0

R3-011531
Clarification on DL Power reference
Siemens
rb-2.4.2d
CR
25.423
4.0.0

R3-011532
Alignment of LCR TDD to the latest R99 modifications
Siemens
rb-3.4.1f
CR
25.423
4.0.0

R3-011533
Alignment of LCR TDD to the latest R99 modifications
Siemens
rb-3.4.1f
CR
25.433
4.0.0

R3-011534
Corrections to TDD 1.28 Mcps RACH parameters
Siemens
rb-3.4.1f
CR
25.423
4.0.0

R3-011535
Corrections to TDD 1.28 Mcps RACH parameters
Siemens
rb-3.4.1f
CR
25.433
4.0.0

R3-011536
Uplink power control for 1.28 Mcps TDD
Siemens
rb-3.4.1f
CR
25.423
4.0.0

R3-011537
Uplink power control for 1.28 Mcps TDD
Siemens
rb-3.4.1f
CR
25.433
4.0.0

R3-011538
Introduction of Dedicated Measurements on PUSCH 
Siemens
rb-3.4.3b
CR
25.433
4.0.0

R3-011539
Removal of the timeslot in the Cell Setup Request TDD message for LCR TDD
Siemens
rb-3.4.3b
CR
25.433
4.0.0

R3-011540
L1/L2 independence
Siemens
12.1.1
D
25.933
1.0.1

R3-011541
Iu-cs protocol stacks
Siemens
12.1.1
D
25.933
1.0.1

R3-011542
CN Domain Indicator in OVERLOAD message
Siemens
Iu-2.3
CR
25.413
3.5.0

R3-011543
CN Domain Indicator in OVERLOAD message
Siemens
Iu-2.3
CR
25.413
4.0.0

R3-011544
Intersystem Change clarifications
Siemens
Iu-2.1
CR
25.410
3.3.0

R3-011545
Intersystem Change clarifications
Siemens
Iu-2.1
CR
25.410
4.0.0

R3-011546
Iu UP version selection
Siemens
Iu-3.1
CR
25.410
4.0.0

R3-011547
Iu UP initialisation direction
Siemens
Iu-3.1
CR
25.410
4.0.0

R3-011548
Iu UP version handling (Rel 4)
Siemens
Iu-3.2
CR
25.415
4.0.0

R3-011549
Initial Rate Control clarification
Siemens
Iu-3.2
CR
25.415
4.0.0

R3-011550
Clarification on User Plane Version Indication (Rel 4)
Siemens
Iu-3.3
CR
25.413
4.0.0

R3-011551
Iu connection priciples enhancement, CS domain
Ericsson
Iu-3.1
CR
25.410
4.0.0

R3-011552
Reference to superseeded versions of ASN.1 documents
Ericsson
Iu-2.3
CR
25.413
3.5.0

R3-011553
Reference to superseeded versions of ASN.1 documents
Ericsson
Iu-2.3
CR
25.413
4.0.0

R3-011554
Correction of tabular format for Message Type IE
Ericsson
Iu-2.3
CR
25.413
3.5.0

R3-011555
Correction of tabular format for Message Type IE
Ericsson
Iu-2.3
CR
25.413
4.0.0

R3-011556
N-to-M relation between CN and UTRAN
Ericsson
Iu-3.3
CR
25.413
4.0.0

R3-011557
Release 4 additions in Iu to support new positioning methods
Ericsson/Nokia
Iu-3.3
CR
25.413
4.0.0

R3-011558
Clarifications to renegotiation during relocation
Ericsson
Iu-3.3
CR
25.413
4.0.0

R3-011559
TrFO clarifications and corrections
Ericsson
Iu-3.2
CR
25.415
4.0.0

R3-011560
Corrections and introduction of an appendix for usage of Criticality Diagnostics IE
Ericsson
14.0
CR
25.423
3.5.0

R3-011561
Backward Compatibility mechanism for ENUMERATED type
NEC
7.1.1
D



R3-011562
Partial Roaming Relocation Failure Cause
Hutchison 3G
Iu-2.3
CR
25.413
3.5.0

R3-011563
Partial Roaming Relocation Failure Cause
Hutchison 3G
Iu-2.3
CR
25.413
4.0.0

R3-011564
QoS requirement for IP UTRAN
Ericsson
12.1.1
Ap
25.933
1.0.1

R3-011565
Header compression for IP UTRAN specification
Ericsson
12.1.1
Ap
25.933
1.0.1

R3-011566
IPv6 agreement wording
Ericsson
12.1.1
Ap
25.933
1.0.1

R3-011567
Layer 2 agreement clarifications
Ericsson
12.1.1
Ap
25.933
1.0.1

R3-011568
reserve
Ericsson
12.1.1
Ap
25.933
1.0.1

R3-011569
reserve
Ericsson
12.1.1
Ap
25.933
1.0.1

R3-011570
reserve
Ericsson
12.1.1
Ap
25.933
1.0.1

R3-011571
LS on (Equivalent) "PLMN identity" terminology
TSG SA1
4
LS in



R3-011572
 Choice of signalling protocol for RANAP and RNSAP
Lucent
12
Ap
25.933
1.0.1

R3-011573
Conflicting Requirements for Iu-bc

interface
Lucent
6.1.4
Ap



R3-011574
Update to R3-011466: Text proposal in Chap4 and Chap5-Imp RRM
Nokia
0
Ap



R3-011575
Aligning tabular format and ASN.1 (ENUMERATED type)
Nokia
Iu-2.3
CR
25.413
3.5.0

R3-011576
Aligning tabular format and ASN.1 (ENUMERATED type)
Nokia
Iu-2.3
CR
25.413
4.0.0

R3-011577
Ranap Criticality 
Nortel Networks
Iu-2.3
CR
25.413
3.5.0

R3-011578
Ranap criticality
Nortel Networks
Iu-2.3
CR
25.413
4.0.0

R3-011579
Message type criticality
Nortel Networks
7.3
Ap



R3-011580
Shall if supported functions
Nortel Networks
Iu-2.3
CR
25.413
3.5.0

R3-011581
Shall if supported functions
Nortel Networks
Iu-2.3
CR
25.413
4.0.0

R3-011582
No supported relocated rabs
Nortel Networks
Iu-2.3
CR
25.413
3.5.0

R3-011583
No supported relocated rabs
Nortel Networks
Iu-2.3
CR
25.413
4.0.0

R3-011584
Partial contexts transfer
Nortel Networks
Iu-2.3
CR
25.413
3.5.0

R3-011585
Partial contexts transfer
Nortel Networks
Iu-2.3
CR
25.413
4.0.0

R3-011586
Layer 1 reference
Nortel Networks
14.4
CR
25.411
3.4.0

R3-011587
Layer 1 reference
Nortel Networks
14.4
CR
25.411
4.0.0

R3-011588
UP initialization
Nortel Networks
Iu-2.2
CR
25.415
3.6.0

R3-011589
UP initialization
Nortel Networks
Iu-2.2
CR
25.415
4.0.0

R3-011590
Alignment of 25.419 (v3.4.0) with 23.041
Vodafone Group
0
CR
25.419
4.0.0

R3-011591
Changing of 'Broadcast Message Content ' IE  maximum

size
Vodafone Group
0
CR
25.419
4.0.0

R3-011592
RNSAP general corrections
LG Electronics Inc
0
CR
25.423
3.5.0

R3-011593
RNSAP general corrections
LG Electronics Inc
0
CR
25.423
4.0.0

R3-011594
Report of email discussion on scope of TTP swapping
Nokia
rb-4.3
Ap



R3-011595
Draft TR 25.xyz: Traffic Termination Point Swapping
Nokia
rb-4.3
Ap



R3-011596
IP versions in UTRAN
Nokia
12.1
Ap
25.933


R3-011597
Wide Alignment between Tabular format and ASN.1 (criticality levels)
Nokia
Iu-2.3
CR
25.413
3.5.0

R3-011598
Wide Alignment between Tabular format and ASN.1 (criticality levels)
Nokia
Iu-2.3
CR
25.413
4.0.0

R3-011599
Alignment of 25.419 (v3.4.0) with 23.041
Vodafone Group
0
CR
25.419
3.4.0

R3-011600
Changing of 'Broadcast Message Content ' IE  maximum

size
Vodafone Group
0
CR
25.419
3.4.0

R3-011601
Impact of HSDPA on UTRAN architecture
Vodafone Group
0
D



R3-011602
Connection to multiple CN nodes
Nortel
Iu-4.2
Ap



R3-011603
IP Utran optimizations
Nortel
12.1
Ap
25.933
1.0.1

R3-011604
Material to be submitted to ITU-R WP8F#5 toward Revision 1 of Rec.

ITU-R M.1457
ITU Ad Hoc
4
LS in



R3-011605
IB Type correction
LG Electronics Inc
0
CR
25.433
3.5.0

R3-011606
IB Type correction
LG Electronics Inc
0
CR
25.433
4.0.0

R3-011607
Joint 3GPP TSG GERAN, RAN3 and S2 meeting on

GERAN related issues
GERAN
4
Infor



R3-011608
Power Balancing Activation with Radio Link Setup and Radio Link Addition
NEC
Rb-2.4.1 d)
CR
25.423
3.5.0

R3-011609
Power Balancing Activation with Radio Link Setup and Radio Link Addition
NEC
Rb-2.4.1 d)
CR
25.423
4.0.0

R3-011610
Power Balancing Activation with Radio Link Setup and Radio Link Addition
NEC
Rb-2.4.1 d)
CR
25.433
3.5.0

R3-011611
Power Balancing Activation with Radio Link Setup and Radio Link Addition
NEC
Rb-2.4.1 d)
CR
25.433
4.0.0

R3-011612
Reply to R3-011429: Draft LS to EP BRAN on HIPERACCESS
Siemens
0
LS out



R3-011613
Reply to R3-011433: Paging during overload situations
Ericsson
0
LS out



R3-011614
Correct term to refer to a MCC+MNC combination is PLMN identity.
rapporteur
0
CR
25.401
3.6.0

R3-011615
Correct term to refer to a MCC+MNC combination is PLMN identity.
RANAP rapporteur
0
CR
25.413
3.5.0

R3-011616
Correct term to refer to a MCC+MNC combination is PLMN identity.
RNSAP rapporteur
0
CR
25.423
3.5.0

R3-011617
Correct term to refer to a MCC+MNC combination is PLMN identity.
rapporteur
0
CR
25.401
4.0.0

R3-011618
Correct term to refer to a MCC+MNC combination is PLMN identity.
RANAP rapporteur
0
CR
25.413
4.0.0

R3-011619
Correct term to refer to a MCC+MNC combination is PLMN identity.
RNSAP rapporteur
0
CR
25.423
4.0.0

R3-011620
Update to R3-011474: Meeting Minute for PCAP Adhoc Meetings (London; May 2-4, 2001)
Qualcomm
0
R



R3-011621
Update to R3-011452: Iu-cs interface user plane
Alcatel
0
D



R3-011622
IPHC UTRAN Extension
IC4IC
0
D



R3-011623
UP Synchronisation for DCH Transport Channels
Nortel

CR
25.427
3.6.0

R3-011624
UP Synchronisation for DCH Transport Channels
Nortel

CR
25.427
4.0.0

R3-011625
UP Synchronisation for a Radio Link
Nortel

CR
25.427
3.6.0

R3-011626
UP Synchronisation for a Radio Link
Nortel

CR
25.427
4.0.0

R3-011627
UP Synchronisation for a DSCH
Nortel

CR
25.435
3.6.0

R3-011628
UP Synchronisation for a DSCH
Nortel

CR
25.435
4.0.0

R3-011629
UP Synchronisation for a S-CCPCH
Nortel

CR
25.435
3.6.0

R3-011630
UP Synchronisation for a S-CCPCH
Nortel

CR
25.435
4.0.0

R3-011631
Removal of Release dependency for the TNL
Nortel
6.2.2
CR
25.401
4.0.0

R3-011632
Clarification of L1 synchronization procedures
Nortel

CR
25.423
3.5.0

R3-011633
Clarification of L1 synchronization procedures
Nortel

CR
25.423
4.0.0

R3-011634
Clarification of L1 synchronization procedures
Nortel

CR
25.433
3.5.0

R3-011635
Clarification of L1 synchronization procedures
Nortel

CR
25.433
4.0.0

R3-011636
Traffic termination point swapping
Nortel
rb-4.3
Ap



R3-011637
Update to R3-011586: Layer 1 references
Nortel
0
CR
25.411
3.5.0

R3-011638
Update to R3-011587: Layer 1 references
Nortel
0
CR
25.411
4.0.0

R3-011639
Corrections and introduction of an appendix for usage of Criticality Diagnostics IE
Ericsson
0
CR
25.423
3.5.0

R3-011640
Corrections and introduction of an appendix for usage of Criticality Diagnostics IE
Ericsson
0
CR
25.423
4.0.0

R3-011641
Corrections and introduction of an appendix for usage of Criticality Diagnostics IE
Ericsson
0
CR
25.433
3.5.0

R3-011642
Corrections and introduction of an appendix for usage of Criticality Diagnostics IE
Ericsson
0
CR
25.433
4.0.0

R3-011643
Update to R3-011339: Network Synchronisation aspects clarification
Ericsson
0
CR
25.402
3.5.0

R3-011644
timing information generation in the SAS
Vodafone Group
0
D



R3-011645
Update to R3-0116xx: Correct term to refer to a MCC+MNC combination is PLMN identity.
Nortel
0
CR
25.423
3.5.0

R3-011646
Update to R3-011617: Correct term to refer to a MCC+MNC combination is PLMN identity.
Nortel
0
CR
25.401
4.0.0

R3-011647
Update to R3-011623: UP Synchronisation for DCH Transport Channels
Nortel
0
CR
25.427
3.6.0

R3-011648
Update to R3-011624: UP Synchronisation for DCH Transport Channels
Nortel
0
CR
25.427
4.0.0

R3-011649
Update to R3-011625: UP Synchronisation for a Radio Link
Nortel
0
CR
25.427
3.6.0

R3-011650
Update to R3-011626: UP Synchronisation for a Radio Link
Nortel
0
CR
25.427
4.0.0

R3-011651
Update to R3-011627: UP Synchronisation for a DSCH
Nortel
0
CR
25.435
3.6.0

R3-011652
Update to R3-011628: UP Synchronisation for a DSCH
Nortel
0
CR
25.435
4.0.0

R3-011653
Update to R3-011629: UP Synchronisation for a S-CCPCH
Nortel
0
CR
25.435
3.6.0

R3-011654
Update to R3-011630: UP Synchronisation for a S-CCPCH
Nortel
0
CR
25.435
4.0.0

R3-011655
Update to R3-011442: DL Power Capability as a shared resource between Cells
Nortel
0
CR
25.433
3.5.0

R3-011656
Update to R3-011443: DL Power Capability as a shared resource between Cells
Nortel
0
CR
25.433
4.0.0

R3-011657
Update to R3-011444: Correction of the text for ToAWE IE
Nortel
0
CR
25.423
3.5.0

R3-011658
Update to R3-011445: Correction of the text for ToAWE IE
Nortel
0
CR
25.423
4.0.0

R3-011659
Update to R3-011446: Correction of the text for ToAWE IE
Nortel
0
CR
25.433
3.5.0

R3-011660
Update to R3-011447: Correction of the text for ToAWE IE
Nortel
0
CR
25.433
4.0.0

R3-011661
Handover restriction to the cell reserved for operator use
NTT DoCoMo
0
D



R3-011662
Cell Reserved for Operator Use
NTT DoCoMo
0
CR
25.423
3.5.0

R3-011663
Cell Reserved for Operator Use
NTT DoCoMo
0
CR
25.423
4.0.0

R3-011664
Update to R3-011435: Clarification on the System Information Update procedure (Information Element Functional Definition)
Ericsson
0
CR
25.433
3.5.0

R3-011665
Update to R3-011436: Clarification on the System Information Update procedure (Information Element Functional Definition)
Ericsson
0
CR
25.433
4.0.0

R3-011666
Update to R3-011374: Measurement reporting clarification
Ericsson
0
CR
25.423
3.5.0

R3-011667
Update to R3-011375: Measurement reporting clarification
Ericsson
0
CR
25.423
4.0.0

R3-011668
Update to R3-011376: Measurement reporting clarification
Ericsson
0
CR
25.433
3.5.0

R3-011669
Update to R3-011377: Measurement reporting clarification
Ericsson
0
CR
25.433
4.0.0

R3-011670
Corrections in 25.419 due to terminology of PLMN Identity as requested by SA1
Nokia
0
CR
25.419
3.4.0

R3-011671
Corrections in 25.419 due to terminology of PLMN Identity as requested by SA1
Nokia
0
CR
25.419
4.0.0

R3-011672
Update to R3-011516: Global Cell-ID IE in INITIAL UE MESSAGE
Lucent
0
CR
25.413
3.5.0

R3-011673
Update to R3-011517: Global Cell-ID IE in INITIAL UE MESSAGE
Lucent
0
CR
25.413
4.0.0

R3-011674
Proposed Iupc Interface Signalling Protocol Specification
Qualcomm
0
Ap



R3-011675
Update to R3-011479: Proposed CR to 25.401 on introducing the Standalone A-GPS SMLC (SAS)
Qualcomm
0
CR
25.401
4.0.0

R3-011676
Proposed liaison on Maximum DL power adjustments during Compressed Mode
Ericsson
0
LS out



R3-011677
Update to R3-011404: Ambiguity in CM handling
Ericsson
0
CR
25.423
3.5.0

R3-011678
Update to R3-011405: Ambiguity in CM handling
Ericsson
0
CR
25.423
4.0.0

R3-011679
Update to R3-011406: Ambiguity in CM handling
Ericsson
0
CR
25.433
3.5.0

R3-011680
Update to R3-011407: Ambiguity in CM handling
Ericsson
0
CR
25.433
4.0.0

R3-011681
Update to R3-011496: Correction of TDD DL TPC Step Size After addition of CCTrCH in Synchronised Reconfiguration
InterDigital
0
CR
25.433
3.5.0

R3-011682
Update to R3-011497: Correction of TDD DL TPC Step Size After addition of CCTrCH in Synchronised Reconfiguration
InterDigital
0
CR
25.423
3.5.0

R3-011683
Update to R3-011526: Measurement clarifications
Siemens
0
CR
25.423
3.5.0

R3-011684
Update to R3-011527: Measurement clarifications
Siemens
0
CR
25.423
4.0.0

R3-011685
Update to R3-011528: Measurement clarifications
Siemens
0
CR
25.433
3.5.0

R3-011686
Update to R3-011529: Measurement clarifications
Siemens
0
CR
25.433
4.0.0

R3-011687
RAB odify request missing from message tabular format
Motorola
0
CR
25.413
4.0.0

R3-011688
Liaison Statement on "Duplication avoidance protocol moved from 04.18 to 24.007"
TSG CN1
0
LS in



R3-011689
UTRAN Initiated RAB Renegotiation/Reconfiguration
TSG CN1
0
LS in



R3-011690
Response to LS on NAS messages maximum length
TSG CN1
0
LS in



R3-011691
LS on Priority Selection Criteria of Calls in a Multicall
TSG CN1
0
LS in



R3-011692
Liaison Statement on Indication of Intra MSC handover from 3G_MSC-B to MSC-A/3G_MSC-A
TSG CN1
0
LS in



R3-011693
TS 23.236 Intra Domain Connection of RAN Nodes to Multiple CN Nodes
TSG SA2
0
LS in



R3-011694
Response to GERAN LS on Optimised Voice support
TSG SA2
0
LS in



R3-011695
Liaison Statement on Requirements on the Iu Interface
TSG SA2
0
LS in



R3-011696
Response to LS R3-010988
TSG SA2
0
LS in



R3-011697
Correction to the critically information of DL Code Information in tabular format
NEC
0
CR
25.423
3.5.0

R3-011698
Correction to the critically information of DL Code Information in tabular format
NEC
0
CR
25.423
4.0.0

R3-011699
Proposed Answer to liaison on Action at not supported Relocation Requirement
TSG SA2
0
LS in



R3-011700
Update to R3-011592: RNSAP general corrections
LG Electronics Inc
0
CR
25.423
3.5.0

R3-011701
Update to R3-011593: RNSAP general corrections
LG Electronics Inc
0
CR
25.423
4.0.0

R3-011702
Update to R3-011577: RANAP criticality
Nortel
0
CR
25.413
3.5.0

R3-011703
Update to R3-011578: RANAP criticality
Nortel
0
CR
25.413
4.0.0

R3-011704
Update to R3-011398: Clarification of DL Power Applicability
BT
0
CR
25.433
3.5.0

R3-011705
Update to R3-011399: Clarification of DL Power Applicability
BT
0
CR
25.433
4.0.0

R3-011706
Alignment the range of TGPRC with RRC
NEC
0
CR
25.423
3.5.0

R3-011707
Alignment the range of TGPRC with RRC
NEC
0
CR
25.423
4.0.0

R3-011708
Alignment the range of TGPRC with RRC
NEC
0
CR
25.433
3.5.0

R3-011709
Alignment the range of TGPRC with RRC
NEC
0
CR
25.433
4.0.0

R3-011710
Update to R3-011494: Initial DL Power After addition of CCTrCH in Synchronised Reconfiguration
InterDigital
0
CR
25.433
3.5.0

R3-011711
Update to R3-011495: Initial DL Power After addition of CCTrCH in Synchronised Reconfiguration
InterDigital
0
CR
25.433
4.0.0

R3-011712
Update to R3-011605: IB Type correction
LG Electronics Inc.
0
CR
25.433
3.5.0

R3-011713
Update to R3-011606: IB Type correction
LG Electronics Inc.
0
CR
25.433
4.0.0

R3-011714
Update to R3-011532: Alignment of LCR TDD to the latest R99 modifications
Siemens
0
CR
25.423
4.0.0

R3-011715
Update to R3-011533: Alignment of LCR TDD to the latest R99 modifications
Siemens
0
CR
25.433
4.0.0

R3-011716
Update to R3-011584: Partial contexts transfer
Nortel
0
CR
25.413
3.5.0

R3-011717
Update to R3-011585: Partial contexts transfer
Nortel
0
CR
25.413
4.0.0

R3-011718
Update to R3-011597: Wide Alignment between Tabular format and ASN.1 (criticality levels)
Nokia
0
CR
25.413
3.5.0

R3-011719
Update to R3-011598: Wide Alignment between Tabular format and ASN.1 (criticality levels)
Nokia
0
CR
25.413
4.0.0

R3-011720
Update to R3-011575: Aligning tabular format and ASN.1 (ENUMERATED type)
Nokia
0
CR
25.413
3.5.0

R3-011721
Update to R3-011576: Aligning tabular format and ASN.1 (ENUMERATED type)
Nokia
0
CR
25.413
4.0.0

R3-011722
Update to R3-011615: Correct term to refer to a MCC+MNC combination is PLMN identity.
Nokia
0
CR
25.413
3.5.0

R3-011723
Update to R3-011618: Correct term to refer to a MCC+MNC combination is PLMN identity.
Nokia
0
CR
25.413
4.0.0

R3-011724
Update to R3-011423: Allowed combination of the measurement and event types
Ericsson
0
CR
25.423
4.0.0

R3-011725
Update to R3-011422: Allowed combination of the measurement and event types
Ericsson
0
CR
25.433
4.0.0

R3-011726
Update to R3-011535: Corrections to TDD 1.28 Mcps RACH parameters
Siemens
0
CR
25.433
4.0.0

R3-011727
Update to R3-011537: Uplink power control for 1.28 Mcps TDD
Siemens
0
CR
25.433
4.0.0

R3-011728
Update to R3-011536: Uplink power control for 1.28 Mcps TDD
Siemens
0
CR
25.423
4.0.0

R3-011729
Correction to the Error Indication Procedure
Ericsson
0
CR
25.433
3.5.0

R3-011730
Correction to the Error Indication Procedure
Ericsson
0
CR
25.433
4.0.0

R3-011731
Addition of S-RNTI and D-RNTI to the ERROR INDICATION message
Ericsson
0
CR
25.423
3.5.0

R3-011732
Addition of S-RNTI and D-RNTI to the ERROR INDICATION message
Ericsson
0
CR
25.423
4.0.0

R3-011733
Update to R3-011552: Reference to superseeded versions of ASN.1 documents
Ericsson
0
CR
25.413
3.5.0

R3-011734
Update to R3-011553: Reference to superseeded versions of ASN.1 documents
Ericsson
0
CR
25.413
4.0.0

R3-011735
Reference to superseded versions of ASN.1 documents
Ericsson
0
CR
25.419
3.4.0

R3-011736
Reference to superseded versions of ASN.1 documents
Ericsson
0
CR
25.419
4.0.0

R3-011737
Reference to superseded versions of ASN.1 documents
Ericsson
0
CR
25.423
3.5.0

R3-011738
Reference to superseded versions of ASN.1 documents
Ericsson
0
CR
25.423
4.0.0

R3-011739
No title
Ericsson
0
LS out



R3-011740
Draft LS on Iu-BC requirements
Lucent
0
LS out



R3-011741
TR 25.839 v011
SK Telecom
0
Ap
25.839


R3-011742
Text purposal in chap 6 of TR 25.839
SK Telecom
0
Ap
25.839


R3-011743
candidate for 3-way handover on USTS
SK Telecom
0
Ap
25.839


R3-011744
Update to R3-011315: Corrections and introduction of an appendix for usage of Criticality Diagnostics IE
Siemens/Ericsson
0
276
25.413
3.5.0

R3-011745
Update to R3-011542: CN Domain Indicator in OVERLOAD message
Siemens
0
295
25.413
3.5.0

R3-011746
Update to R3-011543: CN Domain Indicator in OVERLOAD message
Siemens
0
CR
25.413
4.0.0

R3-011747
Liaison Statement on " Protocol Stack for an IP based Iu-cs
TSG CN3
0
LS in



R3-011748
Update to R3-011588: UP initialization
Nortel
0
065
25.415
3.6.0

R3-011749
Update to R3-011589: UP initialization
Nortel
0
066
25.415
4.0.0

R3-011750
Update to R3-011644: timing information generation in the SAS
Vodafone Group
0
D



R3-011751
Correct the CR implementation error in the ASN.1
NEC
0
CR
25.423
4.0.0

R3-011752
Update to R3-011500: Measurement reporting clarification
Ericsson
0
CR
25.423
4.0.0

R3-011753
Correct the CRD implementation error in the ASN.1
NEC
0
CR
25.433
4.0.0

R3-011754
Update to R3-011599: Alignment of 25.419 (v3.4.0) with 23.041
Nokia
0
CR
25.419
3.5.0

R3-011755
Update to R3-011599: Alignment of 25.419 (v3.4.0) with 23.041
Nokia
0
CR
25.419
3.4.0

R3-011756
Update to R3-011590: Changing of 'Broadcast Message Content ' IE  maximum

size
Nokia
0
CR
25.419
4.0.0

R3-011757
Update to R3-01600: Changing of 'Broadcast Message Content ' IE  maximum
Nokia
0
CR
25.419
3.4.0

R3-011758
Update to R3-011591: Changing of ‘Broadcast Message Content ‘ IE  maximum size
Nokia
0
CR
25.419
4.0.0

R3-011759
Update to R3-011538: Introduction of Dedicated Measurements on PUSCH
Siemens
0
CR
25.433
4.0.0

R3-011760
Udate to R3-011539: Removal of the timeslot in the Cell Setup Request TDD message for LCR TDD
Siemens
0
CR
25.433
4.0.0

R3-011761
Iupdate to R3-011601: impact of HSDPA on UTRAN architecture
Vodafone Group
0
D



R3-011762
Update to R3-011512: TR ON RADIO LINK TIMING ADJUSTMENT V0.1.0
Ericsson
0
Ap



R3-011763
Update to R3-011511: TR on Separation of Resource Reservation and RL activation
Ericsson
0
Ap



R3-011764
Update to R3-011595: Traffic Termination Point Swapping v0.0.2
Nokia
0
Ap



R3-011765
Update to R3-011666: Measurement reporting clarification
Ericsson
0
CR
25.423
3.5.0

R3-011766
Update to R3-011667: Measurement reporting clarification
Ericsson
0
CR
25.423
4.0.0

R3-011767
Update to R3-011668: Measurement reporting clarification
Ericsson
0
CR
25.433
3.5.0

R3-011768
Update to R3-011696: Measurement reporting clarification
Ericsson
0
CR
25.433
4.0.0

R3-011769
Alignment of Conditional Presence with RAN3 Specification Principles
Nokia/Motorola
0
CR
25.423
3.5.0

R3-011770
Alignment of Conditional Presence with RAN3 Specification Principles
Nokia/Motorola
0
CR
25.423
4.0.0

R3-011771
Alignment of Conditional Presence with RAN3 Specification Principles
BT/Nortel
0
CR
25.433
3.5.0

R3-011772
Alignment of Conditional Presence with RAN3 Specification Principles
BT/Nortel
0
CR
25.433
4.0.0

R3-011773
Iub/Iur conditional procedure Ad hoc report
BT
0
R



R3-011774
Update to R3-011731: Addition of S-RNTI and D-RNTI to the ERROR INDICATION message
Ericsson
0
CR
25.423
3.5.0

R3-011775
Update to R3-011732: Addition of S-RNTI and D-RNTI to the ERROR INDICATION message
Ericsson
0
CR
25.423
4.0.0

R3-011776
Update to R3-011729: Correction to the Error Indication Procedure
Ericsson
0
CR
25.433
3.5.0

R3-011777
Update to R3-011730: Correction to the Error Indication Procedure
Ericsson
0
CR
25.433
4.0.0

R3-011778
Update to R3-011715: Alignment of LCR TDD to the latest R99 modifications
Siemens
0
CR
25.433
4.0.0

R3-011779
Update to R3-011714: Alignment of LCR TDD to the latest R99 modifications
Siemens
0
CR
25.423
4.0.0

R3-011780
Update to R3-011662; Cell Reserved for operator use
NTTDoCoMo, Nortel
0
CR
25.423
3.5.0

R3-011781
Update to R3-011663: Cell Reserved for operator use
NTTDoCoMo, Nortel
0
CR
25.423
4.0.0

R3-011782
Update to R3-011727: Uplink power control for 1.28 Mcps TDD
Siemens
0
CR
25.433
4.0.0

R3-011783
Update to R3-011687: RAB odify request missing from message tabular format
Motorola
0
CR
25.413
4.0.0

R3-011784
Update to R3-011772: Alignment of Conditional Presence with RAN3 Specification Principles
BT/Nortel
0
CR
25.433
4.0.0

R3-011785
Update to R3-011443: DL Power Capability as a shared resource between Cells
Nortel
0
CR
25.433
4.0.0

R3-011786
Status report for "High Speed Downlink Packet Access - Iub/Iur Protocol Aspects"
Motorola
0
R



R3-011787
Update to R3-011748: UP initialisation procedure
Nortel
0
CR
25.415
3.6.0

R3-011788
Update to R3-011749: UP initialisation procedure
Nortel
0
CR
25.415
4.0.0

R3-011789
Update to R3-011702: Ranap criticality
Nortel
0
CR
25.413
3.5.0

R3-011790
Update to R3-011703: Ranap criticality
Nortel
0
CR
25.413
4.0.0

R3-011791
Update to R3-011716: Partial Contexts transfer
Nortel
0
CR
25.413
3.5.0

R3-011792
Update to R3-011717: Partial Contexts transfer
Nortel
0
CR
25.413
4.0.0

R3-011793
TR on UE positioning enhancements for 1.28 Mcps TDD(Iub/Iur aspects) v0.1.0
CATT
0
Ap



R3-011794
TR on Node B synchronisation for 1.28 Mcps TDD(Iub/Iur aspects) v0.1.0
CATT
0
Ap



R3-011795
Status Report for TR 25.875 ‘NAS Node Selector Function’
Vodafone Group
0
Ap
25.875


R3-011796
Update to R3-011675: Proposed draft CR to 25.401 on showing the A-GPS SMLC
Qualcomm
0
CR
25.401
4.0.0

R3-011797
Update to R3-011740: LS on Iu-BC requirements
Lucent
0
LS out



R3-011798
Separation between Logical Nodes and physical Network Elements
Nortel
0
CR
25.401
3.4.0

R3-011799
Separation between Logical Nodes and physical Network Elements
Nortel
0
CR
25.401
4.0.0

R3-011800
UTRAN Iupc Interface Layer 1 v2.0.0
Qualcomm
0
Ap



R3-011801
Response to LS on DL transmit power setting
TSG RAN1
0
LS in



R3-011802
Update to R3-011645: Correct term to refer to a MCC+MNC combination is PLMN identity.
Nortel
0
CR
25.401
3.6.0

R3-011803
Update to R3-011646: Correct term to refer to a MCC+MNC combination is PLMN identity.
Nortel
0
CR
25.401
4.0.0

R3-011804
Update to R3-011742: Text proposal in chaper 6 of TR 25.839
SK Telecom
0
Ap



R3-011805
IP transport in UTRAN v1.0.2
Alcatel
0
Ap
25.933


R3-011806
Update to R3-011440: Node B resources model at common transport channel reconfiguration
Alcatel
0
CR
25.433
3.5.0

R3-011807
Update to R3-011441: Node B resources model at common transport channel reconfiguration
Alcatel
0
CR
25.433
4.0.0

R3-011808
Update to R3-011753: Addition of “ReportCharacteristicsType-OnModification” to 9.3.4
NEC
0
CR
25.433
4.0.0

R3-011809
Proposed LS to S2 on Stop Direct Report
NEC
0
LS out



R3-011810
Update to R3-011759: Introduction of Dedicated Measurements on PUSCH
Siemens
0
CR
25.433
4.0.0

R3-011811
Update to R3-011789: Ranap criticality
Nortel
0
CR
25.413
3.5.0

R3-011812
Update to R3-011790: Ranap criticality
Nortel
0
CR
25.413
4.0.0

R3-011813
Update to R3-011614: PLMN Identity
Nortel
0
CR
25.401
3.6.0

R3-011814
Update to R3-011646: Correct term to refer to a MCC+MNC combination is PLMN identity.
Nortel
0
CR
25.401
4.0.0

R3-011815
Liason statement should be sent to CN4 to request a subsystem number
Qualcomm
0
LS out



R3-011816
Update to R3-011476: UTRAN Iupc Interface: General Aspects and Principles v0.0.1
Qualcomm
0
Ap



R3-011817
Update to R3-011745: CN Domain Indicator in OVERLOAD message
Siemens
0
CR
25.413
3.5.0

R3-011818
Update to R3-011746: CN Domain Indicator in OVERLOAD message

0
CR
25.413
4.0.0

R3-011819
Stop reporting clarification
Ericsson
0
CR
25.413
3.5.0

R3-011820
Stop reporting clarification
Ericsson
0
CR
25.413
4.0.0

R3-011821
Status Report of Study Item : Improvement of RRM across RNS and RNS/BSS
Nokia
0
R



R3-011822
LS ON THE STUDY ITEMS : IMPROVEMENT OF RRM ACROSS RNS AND RNS/BSS
Nokia
0
LS out



R3-011823
Update to R3-011540: L1/L2 independence
Siemens
0
Ap



R3-011824
LS to CN1 and SA1: Answer LS on Priority Selection Criteria of Calls in a Multicall
Siemens
0
LS out



R3-011825
Liaison Statement on improvements for the PS handover/relocation realtime support
TSG SA2
0
LS in



R3-011826
Update to R3-011674: UTRAN Iupc Interface PCAP Signalling v0.0.1
Qualcomm
0
Ap



R3-011827
Update to R3-011809: Proposed LS to S2 on Stop Direct Report
NEC
0
LS out



R3-011828
Status Report of Work Item Traffic Termination Point Swapping
Nokia
0
R



R3-011829
Update to R3-011780: Cell Reserved for operator use
Nortel/NTT
0
CR
25.423
3.5.0

R3-011830
Update to R3-011781: Cell Reserved for operator use
Nortel/NTT
0
CR
25.423
4.0.0

R3-011831
Liaison Statement: Response to “Requirements on the Iu Interface
Ericsson
0
LS out



R3-011832
Iur/Iub SWG report
Ericsson
0
R



R3-011833
Proposed Status Report of Work Item Seperation of resource reservation and activation
Ericsson
0
R



R3-011834
Status Report of Work Item Radio Link Timing Adjustment
Ericsson
0
R



R3-011835
Status Report of Work Item Gated DPCCH Transmission
Samsung
0
R



R3-011836
Status Report of Work Item Enhancement on the DSCH hard split mode
Samsung
0
R



R3-011837
status report for USTS
SK Telecom
0
R



R3-011838
Iu SWG report
Siemens
0
R



R3-011839
Update to R3-011505: Proposed LS to RAN2 on RAN3 related corrections to 25.921
Ericsson
0
LS out



R3-011840
Update to R3-011507: Proposed Recommendations for Extensions in RANAP, RNSAP, NBAP, and SABP
Ericsson
0
LS out



R3-011841
Update to R3-011612: Draft LS to EP BRAN on HIPERACCESS
Siemens
0
LS out



R3-011842
UTRAN Iupc Interface PCAP Signalling
Qualcomm
0
Ap



R3-011843
Status Report of the RAN WG3 work related to the RAN WG2 Work Item : “UE positioning enhancements for 1.28 Mcps TDD”
CATT
0
R



R3-011844
Status Report of the RAN WG3 work related to the RAN WG1 Work Item : “Node B synchronisation for 1.28 Mcps TDD
CATT
0
R



R3-011845
UE Positioning Stage 2 document
Nortel
0
Info



R3-011846
Second Answer LS on Missing LCS QoS, Priority, Request type, Assistance data, Client type, Stop reporting type parameters over Iu interface RANAP 25.413.
Nortel
0
LS out



R3-011847
update to R3-011824: Answer LS on Priority Selection Criteria of Calls in a Multicall
Siemens
0
LS out



R3-011848
Update to R3-011839: Clean-up of TR 25.921 with regards to WG3 Practise of Specifying Control Plane Protocols
Ericsson
0
LS out



R3-011849
TR25.933 v1.1.0
Alcatel
0
Info



R3-011850
Status report for IP transport UTRAN
Alcatel
0
R



R3-011851
TR25.933 v1.1.1
Alcate
0
Ap



R3-011852
UTRAN Iupc Interface: Signalling Transport
Qualcomm
0
Ap



R3-011853

NEC
0




R3-011854
LS on Power Output Classes for Frequency Bands II and III
TSG RAN4
0
LS in



R3-011855
Response to LS regarding RTD measurement in UTRAN and accuracy class indicator
TSG RAN4
0
LS in



R3-011856
Update to R3-011829: Cell Reserved for operator use
Nortel
0
CR
25.423
3.5.0

R3-011857
Update to R3-011830: Cell Reserved for operator use
Nortel
0
CR
25.423
4.0.0

R3-011858
Update to R3-011323: Corrections and introduction of an appendix for usage of Criticality Diagnostics IE
Ericsson
0
CR
25.413
3.5.0

R3-011859
Update to R3-011324: Corrections and introduction of an appendix for usage of Criticality Diagnostics IE
Ericsson
0
CR
25.413
4.0.0

R3-011860
Update to R3-011325: Corrections and introduction of an appendix for usage of Criticality Diagnostics IE
Ericsson
0
CR
25.419
3.4.0

R3-011861
Update to R3-011326: Corrections and introduction of an appendix for usage of Criticality Diagnostics IE
Ericsson
0
CR
25.419
4.0.0

R3-011862
Update to R3-011327: Corrections and introduction of an appendix for usage of Criticality Diagnostics IE
Ericsson
0
CR
25.423
3.5.0

R3-011863
Update to R3-011328: Corrections and introduction of an appendix for usage of Criticality Diagnostics IE
Ericsson
0
CR
25.423
4.0.0

R3-011864
Update to R3-011329: Corrections and introduction of an appendix for usage of Criticality Diagnostics IE
Ericsson
0
CR
25.433
3.5.0

R3-011865
Update to R3-011330: Corrections and introduction of an appendix for usage of Criticality Diagnostics IE
Ericsson
0
CR
25.433
4.0.0

R3-011866
Response to LS on RAB negotiation and re-negotiation
TSG RAN1
0
LS in



R3-011867
Update to R3-011822: LS ON THE STUDY ITEMS : IMPROVEMENT OF RRM ACROSS RNS AND RNS/BSS
Nokia
0
LS out



R3-011868
Update to R3-011831: Liaison Statement: Response to “Requirements on the Iu Interface
Ericsson
0
LS out



R3-011869
PCAP status report
Qualcomm
0
R



R3-011870
Update to R3-011786: Status Report of Work Item HSDPA Iub/Iur protocol aspects
Motorola
0
R



R3-011871
Update to R3-011842: UTRAN Iupc Interface PCAP Signalling
Qualcomm
0
Ap



R3-011872
UTRAN Iupc Interface PCAP Signalling v2.0.0
Qualcomm
0
Ap



R3-011873
Update to R3-011310: Minutes of RAN3 #20
MCC Support Team
0
R



