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Introduction
The WI on introduction of 900 MHz spectrum to 5G NR applicable for Rail Mobile Radio was revised and approved in RAN#92e meeting [1]. The only change in the revised WI is to limit the SCS to 15 KHz only. Some base station related issues, such as co-location with other base stations [2] and blocking requirement [3], still need further discussion, it is prudent to make text proposals on UE requirements to be approved in the meeting.
This contribution provides text proposals from UE prospective for TS 38.101-1. 
Text Proposals
Proposal 1: adopt the existing UE requirements for RMR 900MHz with specific details below.
Operating band is introduced
	NR operating band
	Uplink (UL) operating band
BS receive / UE transmit
FUL_low   –  FUL_high
	Downlink (DL) operating band
BS transmit / UE receive
FDL_low   –  FDL_high
	Duplex Mode

	nxx
	874.4 MHz – 880 MHz
	919.4 MHz – 925 MHz
	FDD



Channel bandwidth is introduced
	NR band / SCS / UE Channel bandwidth

	NR Band
	SCS
kHz
	5 MHz
	10 MHz
	15 MHz
	20MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz
	90 MHz
	100 MHz

	nxx
	15
	Yes
	
	
	
	
	
	
	
	
	
	
	
	



Channel raster and NR-ARFCN are introduced. 
	NR operating band
	ΔFRaster
(kHz) 
	Uplink
Range of NREF
(First – <Step size> – Last)
	Downlink
Range of NREF
(First – <Step size> – Last)

	nxx
	100
	174880 – <20> – 176000
	183880 – <20> – 185000



Synchronization raster entries are introduced.
	NR operating band
	SS Block SCS
	SS Block pattern1
	Range of GSCN
(First – <Step size> – Last)

	nxx
	15 kHz
	Case A
	2303 – <1> – 2307



UE Tx and Rx frequency separation is introduced.
	NR Operating Band
	TX – RX 
carrier centre frequency
separation

	nxx
	45 MHz



UE maximum output power is introduced. 
	NR
band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	nxx
	
	
	
	
	23
	±2



Two antenna port reference sensitivity for QPSK is introduced.
	
	Operating band / SCS / Channel bandwidth / Duplex-mode

	Operating Band
	SCS kHz
	5
MHz
(dBm)
	10
MHz
(dBm)
	15
MHz
(dBm)
	20
MHz
(dBm)
	25
MHz
(dBm)
	30 MHz (dBm)
	40
MHz
(dBm)
	50
MHz
(dBm)
	60
MHz
(dBm)
	70
MHz
(dBm)
	80
MHz
(dBm)
	90
MHz
(dBm)
	100 MHz
(dBm)
	Duplex Mode

	nxx
	15
	-97.0
	
	
	
	
	
	
	
	
	
	
	
	
	FDD



Band nxx shall be added to Table 6.5.3.2-1.
	NR Band
	Spurious emission for UE co-existence

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	nxx
	E-UTRA Band 1, 20, 28, 32, 38, 40
NR Band n8, n91, n92, n93, n94
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA band  3, 7
NR Band n77, n78, n79
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA 8
	FDL_low
	-
	FDL_high
	-50
	1
	15



Table 7.6.2-2 for in band blocking shall be updated with band nxx.
Table 7.6.2-2: In-band blocking for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	NR band
	Parameter
	Unit
	Case 1
	Case 2
	Case 3
	Case 4

	
	Pinterferer
	dBm
	-56
	-44
	-15
	-38

	
	Finterferer (offset)
	MHz
	-BWChannel/2 – 
FIoffset, case 1
and
BWChannel/2 + 
FIoffset, case 1
	≤ -BWChannel/2 – 
FIoffset, case 2
and
≥ BWChannel/2 + 
FIoffset, case 2
	
	-BWChannel/2-11

	n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n26, n28,n34, n38,n39, n40, n41, n483, n50, n51, n53, n65, n66, n70, n74, n75, n76, n91, n92, n93, n94, nxx
	Finterferer
	MHz
	NOTE 2
	FDL_low – 15
to
FDL_high + 15
	
	

	n30
	Finterferer
	MHz
	NOTE 2
	FDL_low – 15
to
FDL_high + 15
	
	FDL_low – 11

	n71
	Finterferer
	MHz
	NOTE 2
	FDL_low – 12 to FDL_high + 15
	FDL_low – 12
	

	
NOTE 1:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 2:	For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -BWChannel/2 – FIoffset, case 1; b: BWChannel/2 + FIoffset, case 1
NOTE 3:	n48 follows the requirement in this frequency range according to the general requirement defined in Clause 7.1.



Table 7.6.3-2 for out of band blocking shall be updated with band nxx.
Table 7.6.3-2: Out of-band blocking for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	NR band
	Parameter
	Unit
	Range 1
	Range 2
	Range 3

	n1, n2, n3,
	Pinterferer
	dBm
	-44
	-30
	-15

	n5, n7, n8, n12, n13, n14, n18, n20, n25, n26, n28, n30, n34, n38, n39, n40, n41, n485, n50, n51, n536, n65, n66, n70, n71, n74, n75, n76, n91, n92, n93, n94, nxx
	Finterferer (CW)
	MHz
	-60 < f – FDL_low < -15
or
15 < f – FDL_high < 60
	-85 < f – FDL_low ≤ -60
or
60 ≤ f – FDL_high < 85
	1 ≤ f ≤ FDL_low – 85
or
FDL_high + 85 ≤ f
≤ 12750

	NOTE 1:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 6000 MHz.
NOTE 2:	For band 51 the FDL_high of band 50 is applied as FDL_high for band 51. For band 50, the FDL_low of band 51 is applied as FDL_low for band 50.
NOTE 3:	For band 76 the FDL_high of band 75 is applied as FDL_high for band 76. For band 75, the FDL_low of band 76 is applied as FDL_low for band 75.
NOTE 4:	For UEs supporting both bands 38 and 41, the FDL_high and FDL_low of band 41 is applied as FDL_high and FDL_low for band 38.
NOTE 5:	n48 follows the requirement in this frequency range according to the general requirement defined in Clause 7.1. The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 2700 MHz and FInterferer < 4800 MHz.
NOTE 6:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 2580 MHz and FInterferer < 2775 MHz.
NOTE 7	For UE supporting both bands 25 and 70, the FDL_high of band 70 is applied as FDL_high for band 25, and the FDL_low of band 25 is applied as FDL_low for band 70.
NOTE8:	For bands 91 and 93 the FDL_high of bands 92 and 94 are applied as FDL_high for bands 91 and 93. For bands 92 and 94, the FDL_low of bands 91 and 93 are applied as FDL_low for bands 92 and 94



Table 7.6.4-1 for narrow band blocking shall be updated with band nxx.
Table 7.6.4-1: Narrow Band Blocking
	NR band
	Parameter
	Unit
	Channel Bandwidth

	
	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n26, n28, n30, n34, n38, n39, n40, n41, n48, n50, n51, n53, n65, n66, n70, n71, n74, n75, n76, nxx
	Pw
	dBm
	
	PREFSENS + channel-bandwidth specific value below

	
	
	
	16
	13
	14
	16
	16
	16
	16
	16
	16
	16
	16
	16

	
	Puw (CW)
	dBm
	-55
	-55
	-55
	-55
	-55
	-55
	-55
	-55
	-55
	-55
	-55
	-55

	
	Fuw (offset SCS= 15 kHz)
	MHz
	2.7075
	5.2125
	7.7025
	10.2075
	13.0275
	15.6075
	20.5575
	25.7025
	NA
	NA
	NA
	NA

	
	Fuw (offset SCS= 30 kHz)
	MHz
	NA
	NA
	NA
	NA
	NA
	NA
	NA
	NA
	30.855
	40.935
	45.915
	50.865

	NOTE 1:	The transmitter shall be set a 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4
NOTE 2:	Reference measurement channel is specified in Annexes A.3.2 and A.3.3 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.
NOTE 3:	The PREFSENS power level is specified in Table 7.3.2-1 and Table 7.3.2-2 for two and four antenna ports, respectively.



Conclusion
This contribution provides text proposal for RMR 900MHz band.
Proposal 1: adopt the existing UE requirements for RMR 900MHz with specific details given in section 2. 
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