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UNCHANGED SECTIONS OMITTED

FIRST MODIFICATION

[bookmark: _Toc535476134]A.3.13A Test Cases involving E-UTRA/FR1 and FR2 carriers
[bookmark: _Toc535476135]A.3.13A.1	Introduction
The following applies to UE compliant to this version of the specification when undergoing tests with a mix of E-UTRA/NR FR1 and NR FR2 carriers in clauses A.5, A.7 and A.8.
[bookmark: _Toc535476136]A.3.13A.2	Principle of Testing in EN-DC
For test cases in clause A.5 listed in Table A.3.13A.2-1, the following applies:
· UE does not have to pass the test case
Table A.3.13A.2-1: Test cases UE does not have to pass in current version of specification (EN-DC)
	Clause
	Test case slogan

	A.5.5.3.2
	SCell Activation and deactivation of known SCell in FR1 for 160ms SCell measurement cycle

	A.5.5.3.5
	SCell Activation and deactivation of SCell in FR2




A.3.13A.3	Principle of Testing in SA
For test cases in clause A.7 listed in Table A.3.13A.3-1, the following applies:
· UE does not have to pass the test case
Table A.3.13A.3-1: Test cases UE does not have to pass in current version of specification (SA)
	Clause
	Test case slogan

	A.7.5.3.2
	SCell Activation and deactivation for FR1+FR2 inter-band with target SCell in FR2

	A.7.5.6.1.2
	NR FR1- NR FR2 DL active BWP switch of PCell with non-DRX in SA


	A.7.6.2.5
	SA event triggered reporting tests for FR2 without SSB time index detection when DRX is not used (PCell in FR1)

	A.7.6.2.6
	SA event triggered reporting tests for FR2 without SSB time index detection when DRX is used (PCell in FR1)

	A.7.6.2.7
	SA event triggered reporting tests for FR2 with SSB time index detection when DRX is not used (PCell in FR1)

	A.7.6.2.8
	SA event triggered reporting tests for FR2 with SSB time index detection when DRX is used (PCell in FR1)



A.3.13A.4	Principle of Testing in E-UTRA
For test cases in clause A.8 listed in Table A.3.13A.4-1, the following applies:
· UE does not have to pass the test case. 
Table A.3.13A.4-1: Test cases UE does not have to pass in current version of specification (E-UTRA)
	Clause
	Test case slogan

	A.8.4.2.5
	NR Inter-RAT event triggered reporting tests for FR2 without SSB time index detection when DRX is not used

	A.8.4.2.6
	NR Inter-RAT event triggered reporting tests for FR2 without SSB time index detection when DRX is used

	A.8.4.2.7
	NR Inter-RAT event triggered reporting tests for FR2 with SSB time index detection when DRX is not used

	A.8.4.2.8
	NR Inter-RAT event triggered reporting tests for FR2 with SSB time index detection when DRX is used
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