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Sub-topic 1-1 Time domain restriction for CSI-RS configuration
Issue 1-1-1: Whether the conclusions in FR1 are applied to FR2? 
Issue 1-1-2: The applicability condition of CSI-RS measurement window alignment for CSSF requirements?
Agreements: 
· The conclusions of time domain restriction for FR1in RAN4#99e meeting are also applied to FR2. 
· For FR2 intra-frequency CSI-RS measurement, use the same applicability condition regarding measurement window alignment as SSB measurement. 



Sub-topic 1-2 UE behavior when the timing offset exceeds the threshold with single FFT assumption
· Agreements:
· No accuracy requirements will be defined for the case when the timing offset exceeds the threshold with single FFT assumption. 
· [bookmark: _GoBack]If timing offset exceeds the threshold 
· Option 1: UE does not report CSI-RS based L3 measurements
· Option 2: UE is not required to report CSI-RS based L3 measurements. If UE reports CSI-RS based L3 measurement, then the UE shall meet CSI-RS based L3 measurement reporting requirements in TS 38.133 section 9.10.2.4 and 9.10.3.4 based on the accuracy requirements for the case when the timing offset is below the threshold with single FFT assumption
· Option 3: UE is not required to report CSI-RS based L3 measurements. If UE reports CSI-RS based L3 measurement, then the UE may not meet CSI-RS based L3 measurement reporting requirements in TS 38.133 section 9.10.2.4 and 9.10.3.4 based on the accuracy requirements for the case when the timing offset is below the threshold with single FFT assumption

