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---Start of changes---
Table 5.5B.5.1-1: Inter-band EN-DC configurations including FR2 (two bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_1A_n257A
DC_1A_n257D
DC_1A_n257E
DC_1A_n257F
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_1A_n257J
DC_1A_n257K
DC_1A_n257L
DC_1A_n257M
	DC_1A_n257A
DC_1A_n257D
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_1A_n257J
DC_1A_n257K
DC_1A_n257L
DC_1A_n257M

	DC_1A_n258A
DC_1A_n258B
DC_1A_n258C
DC_1A_n258D
DC_1A_n258E
DC_1A_n258F
DC_1A_n258G
DC_1A_n258H
DC_1A_n258I
DC_1A_n258J
DC_1A_n258K
DC_1A_n258L
DC_1A_n258M
	DC_1A_n258A
DC_1A_n258D
DC_1A_n258G
DC_1A_n258H
DC_1A_n258I

	DC_2A_n257A
DC_2C_n257A
	DC_2A_n257A

	DC_2A_n257(2A)
	DC_2A_n257A

	DC_2A-2A_n257A
	DC_2A_n257A

	DC_2A_n258A
DC_2A_n258D
DC_2A_n258G
DC_2A_n258H
DC_2A_n258O
DC_2A_n258P
DC_2A_n258Q
	DC_2A_n258A
DC_2A_n258D
DC_2A_n258G
DC_2A_n258H
DC_2A_n258O
DC_2A_n258P
DC_2A_n258Q

	DC_2A_n258(2A)
DC_2A_n258(3A)
DC_2A_n258(4A)
DC_2A_n258(5A)
	DC_2A_n258A

	DC_2A_n260A
DC_2A_n260D
DC_2A_n260E
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_2A_n260J
DC_2A_n260K
DC_2A_n260L
DC_2A_n260M
DC_2A_n260O
DC_2A_n260P
DC_2A_n260Q
DC_2C_n260A
	DC_2A_n260A
DC_2A_n260D
DC_2A_n260E
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_2A_n260O
DC_2A_n260P
DC_2A_n260Q

	DC_2A_n260(2A)
DC_2A_n260(3A)
DC_2A_n260(4A)
DC_2A_n260(5A)
DC_2A_n260(6A)
DC_2A_n260(7A)
DC_2A_n260(8A)
DC_2A_n260(2D)
DC_2A_n260(2G)
DC_2A_n260(3G)
DC_2A_n260(4G)
DC_2A_n260(2H)
DC_2A_n260(2O)
DC_2A_n260(3O)
DC_2A_n260(4O)
DC_2A_n260(A-G)
DC_2A_n260(A-H)
DC_2A_n260(A-P)
DC_2A_n260(A-Q)
DC_2A_n260(A-2G)
DC_2A_n260(A-2H)
DC_2A_n260(2A-G)
DC_2A_n260(2A-H)
DC_2A_n260(2A-2G)
DC_2A_n260(2A-2H)
DC_2A_n260(3A-G)
DC_2A_n260(3A-O)
DC_2A_n260(3A-2O)
DC_2A_n260(3A-P)
DC_2A_n260(4A-O)
DC_2A_n260(4A-2O)
DC_2A_n260(G-H)
DC_2A_n260(P-Q)
DC_2A_n260(A-P-Q)
DC_2A_n260(2A-O-P)
DC_2A_n260(3A-O-P)
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260O
DC_2A_n260P
DC_2A_n260Q

	DC_2A-2A_n260A
DC_2A-2A_n260G
DC_2A-2A_n260H
DC_2A-2A_n260I
DC_2A-2A_n260J
DC_2A-2A_n260K
DC_2A-2A_n260L
DC_2A-2A_n260M
	DC_2A_n260A

	DC_2A_n261A
DC_2A_n261(2A)
DC_2A_n261(3A)
DC_2A_n261(4A)
	DC_2A_n261A

	DC_2A_n261B
DC_2A_n261C
DC_2A_n261D
DC_2A_n261E
DC_2A_n261F
DC_2A_n261G
DC_2A_n261H
DC_2A_n261I
DC_2A_n261J
DC_2A_n261K
DC_2A_n261L
DC_2A_n261M
DC_2A_n261O
DC_2A_n261P
DC_2A_n261Q
	DC_2A_n261A
DC_2A_n261B
DC_2A_n261C
DC_2A_n261D
DC_2A_n261E
DC_2A_n261F
DC_2A_n261G
DC_2A_n261H
DC_2A_n261I
DC_2A_n261O
DC_2A_n261P
DC_2A_n261Q

	DC_2A_n261(2I)
DC_2A_n261(2H)
DC_2A_n261(A-G)
DC_2A_n261(A-J)
DC_2A_n261(A-K)
DC_2A_n261(A-L)
DC_2A_n261(A-2G)
DC_2A_n261(A-H)
DC_2A_n261(A-I)
DC_2A_n261(2A-G)
DC_2A_n261(2A-I)
DC_2A_n261(2A-H)
DC_2A_n261(3A-G)
DC_2A_n261(G-H)
DC_2A_n261(G-I)
DC_2A_n261(G-J)
DC_2A_n261(2G)
DC_2A_n261(H-I)
DC_2A_n261(A-G-H)
DC_2A_n261(A-G-I)
	DC_2A_n261A
DC_2A_n261G
DC_2A_n261H
DC_2A_n261I

	DC_2A-2A_n261A
DC_2A-2A_n261I
DC_2A-2A_n261M
	DC_2A_n261A
DC_2A_n261G
DC_2A_n261H
DC_2A_n261I

	DC_3A_n257A
DC_3A_n257B
DC_3A_n257C
DC_3A_n257D
DC_3A_n257E
DC_3A_n257F
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_3A_n257J
DC_3A_n257K
DC_3A_n257L
DC_3A_n257M
DC_3C_n257A
DC_3C_n257D
DC_3C_n257E
DC_3C_n257F
DC_3C_n257G
DC_3C_n257H
DC_3C_n257I
DC_3C_n257J
DC_3C_n257K
DC_3C_n257L
DC_3C_n257M
	DC_3A_n257A
DC_3A_n257B
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_3A_n257J
DC_3A_n257K
DC_3A_n257L
DC_3A_n257M
DC_3C_n257A

	DC_3A_n258A
DC_3A_n258B
DC_3A_n258C
DC_3A_n258D
DC_3A_n258E
DC_3A_n258F
DC_3A_n258G
DC_3A_n258H
DC_3A_n258I
DC_3A_n258J
DC_3A_n258K
DC_3A_n258L
DC_3A_n258M
DC_3C_n258A
DC_3C_n258B
DC_3C_n258C
DC_3C_n258D
DC_3C_n258E
DC_3C_n258F
DC_3C_n258G
DC_3C_n258H
DC_3C_n258I
DC_3C_n258J
DC_3C_n258K
DC_3C_n258L
DC_3C_n258M
	DC_3A_n258A
DC_3A_n258G
DC_3A_n258H
DC_3A_n258I
DC_3C_n258A
DC_3C_n258G
DC_3C_n258H
DC_3C_n258I

	DC_3A-3A_n257A
DC_3A-3A_n257D
DC_3A-3A_n257E
DC_3A-3A_n257F
DC_3A-3A_n257G
DC_3A-3A_n257H
DC_3A-3A_n257I
DC_3A-3A_n257J
DC_3A-3A_n257K
DC_3A-3A_n257L
DC_3A-3A_n257M
	DC_3A_n257A
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_3A_n257J
DC_3A_n257K

	DC_4A_n260(2A)
DC_4A_n260(3A)
DC_4A_n260(4A)
DC_4A_n260(5A)
DC_4A_n260(6A)
DC_4A_n260(7A)
DC_4A_n260(8A)
DC_4A_n260(2D)
DC_4A_n260(2G)
DC_4A_n260(3G)
DC_4A_n260(4G)
DC_4A_n260(2H)
DC_4A_n260(2O)
DC_4A_n260(3O)
DC_4A_n260(4O)
DC_4A_n260(A-D)
DC_4A_n260(2A-D)
DC_4A_n260(A-O)
DC_4A_n260(2A-O)
DC_4A_n260(A-D-O)
DC_4A_n260(2A-D-O)
DC_4A_n260(A-2O)
DC_4A_n260(D-2O)
DC_4A_n260(A-D-2O)
DC_4A_n260(2A-D-2O)
DC_4A_n260(A-2D)
DC_4A_n260(2A-2D)
DC_4A_n260(A-P)
DC_4A_n260(2A-P)
DC_4A_n260(A-2P)
DC_4A_n260(2A-2P)
DC_4A_n260(A-G)
DC_4A_n260(2A-G)
DC_4A_n260(A-2G)
DC_4A_n260(2A-2G)
DC_4A_n260(G-O)
DC_4A_n260(2G-O)
DC_4A_n260(A-G-O)
DC_4A_n260(2A-G-O)
DC_4A_n260(A-2G-O)
DC_4A_n260(2A-2G-O)
DC_4A_n260(A-H)
DC_4A_n260(A-2H)
DC_4A_n260(2A-H)
DC_4A_n260(2A-2H)
DC_4A_n260(2A-2O)
DC_4A_n260(A-3O)
DC_4A_n260(2A-3O)
DC_4A_n260(A-4O)
DC_4A_n260(2A-4O)
DC_4A_n260(3A-O)
DC_4A_n260(3A-2O)
DC_4A_n260(3A-3O)
DC_4A_n260(3A-G)
DC_4A_n260(3A-2G)
DC_4A_n260(4A-G)
DC_4A_n260(4A-2G)
DC_4A_n260(4A-O)
DC_4A_n260(4A-2O)
DC_4A_n260(D-2G)
DC_4A_n260(2D-O)
DC_4A_n260(G-2O)
DC_4A_n260(2G-2O)
DC_4A_n260(G-3O)
DC_4A_n260(2G-3O)
DC_4A_n260(G-4O)
DC_4A_n260(2G-4O)
DC_4A_n260(3G-O)
DC_4A_n260(4G-O)
DC_4A_n260(H-O)
DC_4A_n260(2H-O)
DC_4A_n260(A-P-Q)
DC_4A_n260(3A-O-P)

	DC_4A_n260A
DC_4A_n260G
DC_4A_n260H
DC_4A_n260O
DC_4A_n260P
DC_4A_n260Q

	DC_4A_n260A
DC_4A_n260G
DC_4A_n260H
DC_4A_n260O
DC_4A_n260P
DC_4A_n260Q
	DC_4A_n260A
DC_4A_n260G
DC_4A_n260H
DC_4A_n260O
DC_4A_n260P
DC_4A_n260Q

	DC_4A_n261(2A)
DC_4A_n261(3A)
DC_4A_n261(4A)
DC_4A_n261(2H)
DC_4A_n261(2I)
DC_4A_n261(A-D)
DC_4A_n261(A-H)
DC_4A_n261(A-2H)
DC_4A_n261(A-D-H)
DC_4A_n261(A-G)
DC_4A_n261(A-G-H)
DC_4A_n261(A-I)
DC_4A_n261(A-2I)
DC_4A_n261(G-I)
DC_4A_n261(A-G-I)
DC_4A_n261(A-H-I)
DC_4A_n261(G-H)
DC_4A_n261(H-I)
DC_4A_n261(D-H)
	DC_4A_n261A
DC_4A_n261H
DC_4A_n261I
DC_4A_n261G

	DC_4A_n261A
DC_4A_n261D
DC_4A_n261G
DC_4A_n261H
DC_4A_n261I
DC_4A_n261J
DC_4A_n261K
DC_4A_n261L
DC_4A_n261M
	DC_4A_n261A
DC_4A_n261D
DC_4A_n261G
DC_4A_n261H
DC_4A_n261I

	DC_4A_n260(A-Q)
DC_4A_n260(P-Q)
DC_4A_n260(2A-O-P)
DC_4A_n260(3A-P)
DC_4A_n260(A-O-P)
	DC_4A_n260A
DC_4A_n260G
DC_4A_n260H
DC_4A_n260O
DC_4A_n260P
DC_4A_n260Q

	DC_5A_n257A
DC_5A_n257D
DC_5A_n257E
DC_5A_n257F
DC_5A_n257G
DC_5A_n257H
DC_5A_n257I
DC_5A_n257J
DC_5A_n257K
DC_5A_n257L
DC_5A_n257M
DC_5B_n257A
	DC_5A_n257A
DC_5A_n257D
DC_5A_n257G
DC_5A_n257H
DC_5A_n257I
DC_5B_n257A

	DC_5A-5A_n257A
	DC_5A_n257A

	DC_5A_n258A
DC_5A_n258D
DC_5A_n258G
DC_5A_n258H
DC_5A_n258O
DC_5A_n258P
DC_5A_n258Q
	DC_5A_n258A
DC_5A_n258D
DC_5A_n258G
DC_5A_n258H
DC_5A_n258O
DC_5A_n258P
DC_5A_n258Q

	DC_5A_n260A
DC_5A_n260B
DC_5A_n260C
DC_5A_n260D
DC_5A_n260E
DC_5A_n260F
DC_5A_n260G
DC_5A_n260H
DC_5A_n260I
DC_5A_n260J
DC_5A_n260K
DC_5A_n260L
DC_5A_n260M
DC_5A_n260O
DC_5A_n260P
DC_5A_n260Q
DC_5B_n260A
	DC_5A_n260A
DC_5A_n260G
DC_5A_n260H
DC_5A_n260I
DC_5A_n260O
DC_5A_n260P
DC_5A_n260Q
DC_5B_n260A

	DC_5A_n260(2A)
DC_5A_n260(3A)
DC_5A_n260(4A)
DC_5A_n260(5A)
DC_5A_n260(6A)
DC_5A_n260(7A)
DC_5A_n260(8A)
DC_5A_n260(9A)
DC_5A_n260(10A)
DC_5A_n260(A-I)
DC_5A_n260(A-P-Q)
DC_5A_n260(3A-O-P)
DC_5A_n260(D-G)
DC_5A_n260(D-H)
DC_5A_n260(D-I)
DC_5A_n260(D-O)
DC_5A_n260(D-P)
DC_5A_n260(D-Q)
DC_5A_n260(E-O)
DC_5A_n260(E-P)
DC_5A_n260(E-Q)
DC_5A_n260(G-I)
DC_5A_n260(2G)
DC_5A_n260(2H)
DC_5A_n260(2O)
DC_5A_n260(3O)
DC_5A_n260(4O)
DC_5A_n260(2P)
DC_5A_n260(3P)
DC_5A_n260(4P)
DC_5A_n260(2A-O)
DC_5A_n260(A-2O)
DC_5A_n260(2A-G)
DC_5A_n260(A-2G)
DC_5A_n260(2A-2G)
DC_5A_n260(2G-O)
DC_5A_n260(2A-2G-O)
DC_5A_n260(A-2H)
DC_5A_n260(2A-H)
DC_5A_n260(2A-2H)
DC_5A_n260(2A-2O)
DC_5A_n260(2A-3O)
DC_5A_n260(A-4O)
DC_5A_n260(2A-4O)
DC_5A_n260(3A-2O)
DC_5A_n260(3A-2G)
DC_5A_n260(4A-G)
DC_5A_n260(4A-2G)
DC_5A_n260(4A-O)
DC_5A_n260(4A-2O)
DC_5A_n260(A-O)
DC_5A_n260(A-G)
DC_5A_n260(G-O)
DC_5A_n260(A-G-O)
DC_5A_n260(2A-G-O)
DC_5A_n260(A-2G-O)
DC_5A_n260(A-H)
DC_5A_n260(A-3O)
DC_5A_n260(3A-O)
DC_5A_n260(3A-G)
DC_5A_n260(2D)
DC_5A_n260(3G)
DC_5A_n260(4G)
DC_5A_n260(A-D)
DC_5A_n260(2A-D)
DC_5A_n260(A-D-O)
DC_5A_n260(2A-D-O)
DC_5A_n260(D-2O)
DC_5A_n260(A-D-2O)
DC_5A_n260(2A-D-2O)
DC_5A_n260(A-2D)
DC_5A_n260(2A-2D)
DC_5A_n260(A-P)
DC_5A_n260(2A-P)
DC_5A_n260(A-2P)
DC_5A_n260(2A-2P)
DC_5A_n260(3A-3O)
DC_5A_n260(D-2G)
DC_5A_n260(2D-O)
DC_5A_n260(G-2O)
DC_5A_n260(2G-2O)
DC_5A_n260(G-3O)
DC_5A_n260(2G-3O)
DC_5A_n260(G-4O)
DC_5A_n260(2G-4O)
DC_5A_n260(3G-O)
DC_5A_n260(4G-O)
DC_5A_n260(H-O)
DC_5A_n260(2H-O)
DC_5A_n260(A-Q)
DC_5A_n260(P-Q)
DC_5A_n260(2A-4P)
DC_5A_n260(2O-2P)
DC_5A_n260(3A-P)
DC_5A_n260(4A-4O)
DC_5A_n260(4A-2Q)
DC_5A_n260(6A-2O)
DC_5A_n260(6A-2P)
DC_5A_n260(6A-3O)
DC_5A_n260(8A-2O)
DC_5A_n260(2A-O-P)
DC_5A_n260(2A-2G-2O)
DC_5A_n260(2A-2O-2P)
DC_5A_n260(2A-2O-2Q)
DC_5A_n260(O-P)
DC_5A_n260(A-O-P)
DC_5A-5A_n260A
	DC_5A_n260A
DC_5A_n260G
DC_5A_n260H
DC_5A_n260O
DC_5A_n260P
DC_5A_n260Q

	DC_5A_n261A
DC_5A_n261B
DC_5A_n261C
DC_5A_n261D
DC_5A_n261E
DC_5A_n261F
DC_5A_n261G
DC_5A_n261H
DC_5A_n261I
DC_5A_n261J
DC_5A_n261K
DC_5A_n261L
DC_5A_n261M
DC_5A_n261O
DC_5A_n261P
DC_5A_n261Q
	DC_5A_n261A
DC_5A_n261G
DC_5A_n261H
DC_5A_n261I

	DC_5A_n261(2A)
DC_5A_n261(2G)
DC_5A_n261(3A)
DC_5A_n261(4A)
DC_5A_n261(D-G)
DC_5A_n261(D-H)
DC_5A_n261(D-I)
DC_5A_n261(D-O)
DC_5A_n261(D-P)
DC_5A_n261(D-Q)
DC_5A_n261(E-O)
DC_5A_n261(E-P)
DC_5A_n261(E-Q)
DC_5A_n261(2H)
DC_5A_n261(2I)
DC_5A_n261(A-H)
DC_5A_n261(A-I) 
DC_5A_n261(A-J)
DC_5A_n261(2A-H)
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	DC_66A_n260(2A)
DC_66A_n260(3A)
DC_66A_n260(4A)
DC_66A_n260(5A)
DC_66A_n260(6A)
DC_66A_n260(7A)
DC_66A_n260(8A)
DC_66A_n260(9A)
DC_66A_n260(10A)
DC_66A_n260(A-I)
DC_66A_n260(D-G)
DC_66A_n260(D-H)
DC_66A_n260(D-I)
DC_66A_n260(D-O)
DC_66A_n260(D-P)
DC_66A_n260(D-Q)
DC_66A_n260(E-O)
DC_66A_n260(E-P)
DC_66A_n260(E-Q)
DC_66A_n260(G-I)
DC_66A_n260(2G)
DC_66A_n260(2H)
DC_66A_n260(2O)
DC_66A_n260(3O)
DC_66A_n260(4O)
DC_66A_n260(2P)
DC_66A_n260(3P)
DC_66A_n260(4P)
DC_66A_n260(2A-O)
DC_66A_n260(A-2O)
DC_66A_n260(2A-G)
DC_66A_n260(A-2G)
DC_66A_n260(2A-2G)
DC_66A_n260(2G-O)
DC_66A_n260(2A-2G-O)
DC_66A_n260(A-2H)
DC_66A_n260(2A-H)
DC_66A_n260(2A-2H)
DC_66A_n260(2A-2O)
DC_66A_n260(2A-3O)
DC_66A_n260(A-4O)
DC_66A_n260(2A-4O)
DC_66A_n260(3A-2O)
DC_66A_n260(3A-2G)
DC_66A_n260(4A-G)
DC_66A_n260(4A-2G)
DC_66A_n260(4A-O)
DC_66A_n260(4A-2O)
DC_66A_n260(A-O)
DC_66A_n260(A-G)
DC_66A_n260(G-O)
DC_66A_n260(A-G-O)
DC_66A_n260(2A-G-O)
DC_66A_n260(A-2G-O)
DC_66A_n260(A-H)
DC_66A_n260(A-3O)
DC_66A_n260(3A-O)
DC_66A_n260(3A-O-P)
DC_66A_n260(3A-P)
DC_66A_n260(3A-G)
DC_66A_n260(2D)
DC_66A_n260(3G)
DC_66A_n260(4G)
DC_66A_n260(A-D)
DC_66A_n260(2A-D)
DC_66A_n260(A-D-O)
DC_66A_n260(2A-D-O)
DC_66A_n260(D-2O)
DC_66A_n260(A-D-2O)
DC_66A_n260(2A-D-2O)
DC_66A_n260(2A-O-P)
DC_66A_n260(A-2D)
DC_66A_n260(2A-2D)
DC_66A_n260(A-P)
DC_66A_n260(A-P-Q)
DC_66A_n260(2A-P)
DC_66A_n260(A-2P)
DC_66A_n260(2A-2P)
DC_66A_n260(3A-3O)
DC_66A_n260(D-2G)
DC_66A_n260(2D-O)
DC_66A_n260(G-H)
DC_66A_n260(G-2O)
DC_66A_n260(2G-2O)
DC_66A_n260(G-3O)
DC_66A_n260(2G-3O)
DC_66A_n260(G-4O)
DC_66A_n260(2G-4O)
DC_66A_n260(3G-O)
DC_66A_n260(4G-O)
DC_66A_n260(H-O)
DC_66A_n260(2H-O)
DC_66A_n260(2A-2G-2O)
DC_66A_n260(6A-2O)
DC_66A_n260(8A-2O)
DC_66A_n260(2A-2O-2P)
DC_66A_n260(6A-3O)
DC_66A_n260(4A-4O)
DC_66A_n260(6A-2P)
DC_66A_n260(2O-2P)
DC_66A_n260(2A-4P)
DC_66A_n260(2A-2Q-2O)
DC_66A_n260(4A-2Q)
DC_66A_n260(2A-2O-2Q)
DC_66A_n260(A-Q)
DC_66A_n260(P-Q)
DC_66A-66A_n260A
DC_66A-66A_n260G
DC_66A-66A_n260H
DC_66A-66A_n260I
DC_66A-66A_n260J
DC_66A-66A_n260K
DC_66A-66A_n260L
DC_66A-66A_n260M
DC_66A_n260(A-O-P)
DC_66A_n260(O-P)
DC_66A-66A_n260(2A)
DC_66A-66A_n260(2G)
DC_66A-66A_n260(2H)
DC_66A-66A_n260(3A)
DC_66A-66A_n260(4A)
DC_66A-66A_n260(5A)
DC_66A-66A_n260(6A)
DC_66A-66A_n260(A-G)
DC_66A-66A_n260(A-H)
DC_66A-66A_n260(A-2G)
DC_66A-66A_n260(G-H)
DC_66A-66A_n260(2A-G)
DC_66A-66A_n260(2A-2G)
DC_66A-66A_n260(3A-G)
	DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
DC_66A_n260O
DC_66A_n260P
DC_66A_n260Q

	DC_66A_n261A
DC_66A_n261B
DC_66A_n261C
DC_66A_n261D
DC_66A_n261E
DC_66A_n261F
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I
DC_66A_n261J
DC_66A_n261K
DC_66A_n261L
DC_66A_n261M
DC_66A_n261O
DC_66A_n261P
DC_66A_n261Q
	DC_66A_n261A
DC_66A_n261B
DC_66A_n261C
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I

	DC_66A_n261(2A)
DC_66A_n261(3A)
DC_66A_n261(4A)
DC_66A_n261(2G)
DC_66A_n261(D-G)
DC_66A_n261(D-H)
DC_66A_n261(D-I)
DC_66A_n261(D-O)
DC_66A_n261(D-P)
DC_66A_n261(D-Q)
DC_66A_n261(E-O)
DC_66A_n261(E-P)
DC_66A_n261(E-Q)
DC_66A_n261(2H)
DC_66A_n261(2I)
DC_66A_n261(A-H)
DC_66A_n261(A-I)
DC_66A_n261(A-J)
DC_66A_n261(A-K)
DC_66A_n261(A-L)
DC_66A_n261(A-D)
DC_66A_n261(A-D-H)
DC_66A_n261(A-G)
DC_66A_n261(A-G-H)
DC_66A_n261(G-I)
DC_66A_n261(G-J)
DC_66A_n261(A-G-I)
DC_66A_n261(A-H-I)
DC_66A_n261(G-H)
DC_66A_n261(H-I)
DC_66A_n261(A-D-2O)
DC_66A_n261(A-2D)
DC_66A_n261(A-2G)
DC_66A_n261(A-2G-2O)
DC_66A_n261(A-3G-O)
DC_66A_n261(A-4G)
DC_66A_n261(A-2H)
DC_66A_n261(A-2I)
DC_66A_n261(A-4O)
DC_66A_n261(A-7O)
DC_66A_n261(A-2P)
DC_66A_n261(A-2Q)
DC_66A_n261(2A-G)
DC_66A_n261(2A-H)
DC_66A_n261(2A-I)
DC_66A_n261(3A-G)
	DC_66A_n261A
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I

	DC_66A-66A_n261A
DC_66A-66A_n261G
DC_66A-66A_n261H
DC_66A-66A_n261I
DC_66A-66A_n261J
DC_66A-66A_n261K
DC_66A-66A_n261L
DC_66A-66A_n261M
DC_66A-66A_n261(2A)
DC_66A-66A_n261(2G)
DC_66A-66A_n261(3A)
DC_66A-66A_n261(4A)
DC_66A-66A_n261(A-G)
DC_66A-66A_n261(A-G-H)
DC_66A-66A_n261(A-G-I)
DC_66A-66A_n261(A-2G)
DC_66A-66A_n261(A-H)
DC_66A-66A_n261(A-I)
DC_66A-66A_n261(A-J)
DC_66A-66A_n261(A-K)
DC_66A-66A_n261(A-L)
DC_66A-66A_n261(G-H)
DC_66A-66A_n261(G-I)
DC_66A-66A_n261(G-J)
DC_66A-66A_n261(H-I)
DC_66A-66A_n261(2H)
DC_66A-66A_n261(2A-G)
DC_66A-66A_n261(2A-H)
DC_66A-66A_n261(2A-I)
DC_66A-66A_n261(3A-G)
	DC_66A_n261A
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I

	DC_71A_n257A
	DC_71A_n257A

	DC_71A_n258A
	DC_71A_n258A

	DC_71A_n260A
	DC_71A_n260A

	DC_71A_n261A
	DC_71A_n261A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability for all of the above combinations.
NOTE 3:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured Pcell.


---End of changes---
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