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[bookmark: _Toc502932909]<< Start of change >>
[bookmark: OLE_LINK4]8.2	Interruption
8.2.1	EN-DC Interruption
8.2.1.1	Introduction
This clause contains the requirements related to the interruptions on PSCell, and SCell, when
	E-UTRA PCell transitions between active and non-active during DRX, or
	E-UTRA PCell transitions from non-DRX to DRX, or
	E-UTRA SCell in MCG or SCell in SCG is added or released, or
	E-UTRA SCell in MCG or SCell(s) in SCG is activated or deactivated, or
[bookmark: _Hlk1046643]	measurements on SCC with deactivated SCell in either E-UTRA MCG or NR SCG, or
	a supplementary UL carrier or an UL carrier is configured or de-configured, or
	UL/DL active BWP is switched on PSCell or SCell in SCG, or
      E-UTRA SCell in MCG or SCell(s) in SCG is directly activated and hibernated, or
      E-UTRA SCell in MCG is hibernated, or
      Multiple SCells in SCG are activated or deactivated, or
      SCell dormancy switches, or 
CQI/RRM measurement  happens during SCell dormancy, or 
	UE-specific CBW is changed on PSCell or SCell in SCG, or
	CGI reading of an NR neighbour cell with autonomous gaps, or
	CGI reading of an E-UTRA neighbour cell with autonomous gaps.
	NR SRS carrier based switching, or
	E-UTRA SRS carrier based switching, or
	UE dynamic Tx switches between two uplink carriers.
The requirements shall apply for E-UTRA-NR DC with an E-UTRA PCell.
<< End change >>
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