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[bookmark: _Toc74669872][bookmark: _Toc53178206][bookmark: _Toc53178657][bookmark: _Toc61177896][bookmark: _Toc82624180][bookmark: _Toc67916435][bookmark: _Toc76543520][bookmark: _Toc61178368]6.6.4.2.4A	Basic limits for Local Area and Medium Range BS for band n46 and n96 (Category A and B)
For Local Area and Medium Range BS operating in Band n46, basic limits for 10 MHz channel bandwidth are specified in table 6.6.4.2.4A-1. For Local Area and Medium Range BS operating in Band n46 and Band n96, basic limits for 20 MHz, 40 MHz, 60 MHz and 80 MHz channel bandwidth are specified in table 6.6.4.2.4A-2. The nominal bandwidth N = BWChannel of the transmitted carrier. For one non-transmitted channel basic limits are specified in table 6.6.4.2.4A-3, and for two non-transmitted channels basic limits are specified in table 6.6.4.2.4A-4.
Table 6.6.4.2.4A-1: Medium Range BS and Local Area BS operating band unwanted emission limits for 10 MHz channel bandwidth for band n46
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limits (Note 1)
	Measurement bandwidth 

	0 MHz  f < 0.5 MHz
	0.05 MHz  f_offset < 0.55 MHz
	
	100 kHz 

	0.5 MHz  f < 5 MHz
	0.55 MHz  f_offset < min(5.05 MHz, f_offsetmax)
	
	100 kHz 

	5 MHz  f < min(10 MHz, fmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	
	100 kHz 

	10 MHz  f < min(85 MHz, fmax)
	10.05 MHz  f_offset < min(85.05 MHz, f_offsetmax)
	Max(Prated,x – 59.5dB, -40dBm)
	100 kHz

	85 MHz  f < min(103 MHz, fmax)
	85.05 MHz  f_offset < min(103.05 MHz, f_offsetmax)
	Max(Prated,x – 61.5dB, -40dBm)
	100 kHz 

	103 MHz  f  fmax
	103.05 MHz  f_offset < f_offsetmax
	Max(Prated,x – 66.5dB, -40dBm)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10 MHz from both adjacent sub blocks on each side of the sub-block gap, where the minimum requirement within sub-block gaps shall be Max (Prated,x – 59.5dB, -40 dBm)/100kHz.



Table 6.6.4.2.4A-2: Medium Range BS and Local Area BS operating band unwanted emission limits for 20 MHz, 40 MHz, 60 MHz and 80 MHz channel bandwidth for band n46 and n96
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limits (Note 1)
	Measurement bandwidth 

	0 MHz  f < 1 MHz
	0.05 MHz  f_offset < 1.05 MHz
	
	100 kHz 

	1 MHz  f < min(0.5N MHz, fmax)
	1.05 MHz  f_offset < min((0.5N+0.05) MHz, f_offsetmax)
	
	100 kHz 

	0.5N MHz  f < min(N MHz, fmax)
	(0.5N+0.05) MHz  f_offset < min((N+0.05) MHz, f_offsetmax)
	
	100 kHz 

	N MHz  f < min(8.5N MHz, fmax)
	(N+0.05) MHz  f_offset < min((8.5N+0.05) MHz, f_offsetmax)
	
	100 kHz

	8.5N MHz  f < min(10.3N MHz, fmax)
	(8.5N+0.05) MHz  f_offset < min((10.3N+0.05) MHz, f_offsetmax)
	
	100 kHz 

	10.3N MHz  f  fmax
	(10.3N+0.05) MHz  f_offset < f_offsetmax
	
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ N MHz from both adjacent sub blocks on each side of the sub-block gap, where the minimum requirement within sub-block gaps shall be 



In the case of one or two non-transmitted 20 MHz channels between transmitted channels, when a NR-U channel bandwidth of 60 MHz or 80 MHz have been assigned, the spectrum emission mask for non-transmitted channels specified in Table 6.6.4.2.4A-3 and Table 6.6.4.2.4A-4 applies for one and two non-transmitted channels respectively. The spectrum emission mask for non-transmitted channels apply to frequencies (ΔfBE_offset) starting from the edge of the last transmitted channel of the channels assigned for NR-U channel bandwidth. The relative power of any BS emission shall not exceed the most stringent levels given by Table 6.6.4.2.4A-2 and Table 6.6.4.2.4A-3 in the case of non-transmitted channels between transmitted channels.
Table 6.6.4.2.4A-3: Medium Range BS and Local Area BS operating band unwanted emission limits for one non-transmitted channel for 60 MHz and 80MHz channel bandwidth for band n46 and n96
	Frequency offset of measurement filter ‑3dB point, ΔfBE_offset
	Frequency offset of measurement filter centre frequency, f_BE_offset
	Basic limits 
	Measurement bandwidth 

	0 MHz  ΔfBE_offset < 1 MHz
	0.05 MHz  f_BE_offset < 1.05 MHz
	
	100 kHz

	1 MHz  ΔfBE_offset < 10 MHz
	1.05 MHz  f_BE_offset < 10.05 MHz
	
	100 kHz

	10 MHz  ΔfBE_offset < 19 MHz
	10.05 MHz  f_BE offset < 19.05 MHz
	
	100 kHz

	19 MHz  ΔfBE_offset < 19.9 MHz
	19.05 MHz  f_BE_offset < 19.95 MHz
	[bookmark: OLE_LINK20]
	100 kHz



Table 6.6.4.2.4A-4: Medium Range BS and Local Area BS operating band unwanted emission limits for two non-transmitted channels of 80 MHz channel bandwidth for band n46 and n96
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_BE_offset
	Basic limits 
	Measurement bandwidth 

	0 MHz  ΔfBE_offset < 1 MHz
	0.05 MHz  f_BE_offset < 1.05 MHz
	

	100 kHz

	1 MHz  ΔfBE_offset <10 MHz
	1.05 MHz  f_BE_offset < 10.05 MHz
	

	100 kHz

	10 MHz  ΔfBE_offset <30 MHz
	10.05 MHz  f_BE offset < 30.05 MHz
	
	100 kHz

	30 MHz  ΔfBE_offset < 39 MHz
	30.05 MHz  f_BE_offset < 39.05 MHz
	

	100 kHz

	39 MHz  ΔfBE_offset < 39.9 MHz
	39.05 MHz  f_BE_offset < 39.95 MHz
	
	100 kHz



In the case of non-transmitted 20 MHz channel(s) on the edges of an assigned NR-U channel bandwidth the general spectrum emission mask specified in Table 6.6.4.2.4A-2 is applied to the remaining transmitted channels to form an additional spectrum emission mask. The additional spectrum emission mask is applied to the total bandwidth of the remaining transmitted channels. 
The additional spectrum emission mask is floored a t . 
The relative power of any BS emission shall not exceed the most stringent levels given by the initial general spectrum emission mask with full channel bandwidth and the additional spectrum emission mask with the channel bandwidth of the transmitted channels in the case of non-transmitted channels at the edge of an assigned NR-U channel bandwidth. 
<Start of change>
7.2	Reference sensitivity level
[bookmark: _Toc37260206][bookmark: _Toc61178393][bookmark: _Toc36817289][bookmark: _Toc37267594][bookmark: _Toc21127528][bookmark: _Toc76543545][bookmark: _Toc44712196][bookmark: _Toc74669897][bookmark: _Toc29811737][bookmark: _Toc67916460][bookmark: _Toc45893509][bookmark: _Toc53178682][bookmark: _Toc53178231][bookmark: _Toc61177921]7.2.1	General
[bookmark: _Hlk508114944]The reference sensitivity power level PREFSENS is the minimum mean power received at the antenna connector for BS type 1-C or TAB connector for BS type 1-H at which a throughput requirement shall be met for a specified reference measurement channel.
[bookmark: _Toc53178683][bookmark: _Toc74669898][bookmark: _Toc44712197][bookmark: _Toc61178394][bookmark: _Toc67916461][bookmark: _Toc37267595][bookmark: _Toc36817290][bookmark: _Toc45893510][bookmark: _Toc61177922][bookmark: _Toc21127529][bookmark: _Toc53178232][bookmark: _Toc76543546][bookmark: _Toc37260207][bookmark: _Toc29811738]7.2.2	Minimum requirements for BS type 1-C and BS type 1-H
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in table 7.2.2-1 for Wide Area BS, in table 7.2.2-2 for Medium Range BS and in table 7.2.2-3 for Local Area BS in any operating band except for band n46 and n96. 
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in table 7.2.2-2a for Medium Range BS and in table 7.2.2-3a for Local Area BS, for band n46.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in table 7.2.2-2b for Medium Range BS and in table 7.2.2-3b for Local Area BS, for band n96.
The reference sensitivity level requirements for NB-IoT are specified in TS 36.104 [13] clause 7.2.
Table 7.2.2-1: NR Wide Area BS reference sensitivity levels
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel

	Reference sensitivity power level, PREFSENS
 (dBm)

	5, 10, 15 
	15
	G-FR1-A1-1 (Note 1)
	 -101.7

	
	
	G-FR1-A1-10 (Note 3)
	-101.7 (Note 2)

	10, 15 
	30
	G-FR1-A1-2 (Note 1)
	 -101.8

	10, 15
	60
	G-FR1-A1-3 (Note 1)
	 -98.9

	20, 25, 30, 40, 50 
	15
	G-FR1-A1-4 (Note 1)
	 -95.3

	
	
	G-FR1-A1-11 (Note 4)
	-95.3 (Note 2)

	20, 25, 30, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5 (Note 1)
	 -95.6

	20, 25, 30, 40, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6 (Note 1)
	 -95.7

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The requirements apply to BS that supports NB-IoT operation in NR in-band.
NOTE 3:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-10 mapped to the 24 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-1 mapped to disjoint frequency ranges with a width of 25 resource blocks each.
NOTE 4:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-11 mapped to the 105 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-4 mapped to disjoint frequency ranges with a width of 106 resource blocks each.
NOTE 5:	Void.





Table 7.2.2-2: NR Medium Range BS reference sensitivity levels
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
(NOTENote 5)
	Reference sensitivity power level, PREFSENS
 (dBm)

	5, 10, 15
	15
	G-FR1-A1-1 (Note 1)
	 -96.7

	
	
	G-FR1-A1-10 (Note 3)
	-96.7 (Note 2)

	10, 15 
	30
	G-FR1-A1-2 (Note 1)
	 -96.8

	10, 15
	60
	G-FR1-A1-3 (Note 1)
	 -93.9

	20, 25, 30, 40, 50 
	15
	G-FR1-A1-4 (Note 1)
	 -90.3

	
	
	G-FR1-A1-11 (Note 4)
	-90.3 (Note 2)

	20, 25, 30, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5 (Note 1)
	 -90.6

	20, 25, 30, 40, 50, 60, 70, 80, 90, 100 
	60
	[bookmark: OLE_LINK1]G-FR1-A1-6 (Note 1)
	 -90.7

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The requirements apply to BS that supports NB-IoT operation in NR in-band.
NOTE 3:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-10 mapped to the 24 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-1 mapped to disjoint frequency ranges with a width of 25 resource blocks each.
NOTE 4:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-11 mapped to the 105 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-4 mapped to disjoint frequency ranges with a width of 106 resource blocks each.
NOTE 5:	These reference measurement channels are not applied for band n46 and n96.



Table 7.2.2-2a: NR Medium Range BS reference sensitivity levels for band n46
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	Reference sensitivity power level, PREFSENS
 (dBm)

	10
	15
	G-FR1-A1-12 (NoteNOTE 2)
	-103.0

	
	30
	G-FR1-A1-13 (NoteNOTE 2) 
	-100.7

	
	60
	G-FR1-A1-3 (NoteNOTE 1, 3)
	-93.9

	20
	15
	G-FR1-A1-14 (NoteNOTE 2)
	-100.1

	
	30
	G-FR1-A1-15 (NoteNOTE 2)
	-97.1

	
	60
	G-FR1-A1-6 (NoteNOTE 1, 3)
	 -90.7

	40
	15
	G-FR1-A1-16 (NoteNOTE 2)
	-97.0

	
	30
	G-FR1-A1-17 (NoteNOTE 2)
	-94.0

	
	60
	G-FR1-A1-6 (NoteNOTE 1, 3)
	 -90.7

	60
	30
	G-FR1-A1-18 (NoteNOTE 2)
	-92.4

	
	60
	G-FR1-A1-6 (NoteNOTE 1, 3)
	 -90.7

	80
	30
	G-FR1-A1-19 (NoteNOTE 2)
	-91.1

	
	60
	G-FR1-A1-6 (NoteNOTE 1, 3)
	-90.7

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel eacheach single interlace of FRC G-FR1-A1-12 and G-FR1-A1-19, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.2.2-2.



Table 7.2.2-2b: NR Medium Range BS reference sensitivity levels for band n96
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	Reference sensitivity power level, PREFSENS
 (dBm)

	20
	15
	G-FR1-A1-14 (NoteNOTE 2)
	-99.1

	
	30
	G-FR1-A1-15 (NoteNOTE 2)
	-96.1

	
	60
	G-FR1-A1-6 (NoteNOTE 1, 3)
	 -89.7

	40
	15
	G-FR1-A1-16 (NoteNOTE 2)
	-96.0

	
	30
	G-FR1-A1-17 (NoteNOTE 2)
	-93.0

	
	60
	G-FR1-A1-6 (NoteNOTE 1, 3)
	 -89.7

	60
	30
	G-FR1-A1-18 (NoteNOTE 2)
	-91.4

	
	60
	G-FR1-A1-6 (NoteNOTE 1, 3)
	 -89.7

	80
	30
	G-FR1-A1-19 (NoteNOTE 2)
	-90.1

	
	60
	G-FR1-A1-6 (NoteNOTE 1, 3)
	 -89.7

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel eacheach single interlace of FRC G-FR1-A1-14 and G-FR1-A1-19, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.2.2-2.




Table 7.2.2-3: NR Local Area BS reference sensitivity levels
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
(NoteNOTE 5)
	Reference sensitivity power level, PREFSENS
 (dBm)

	5, 10, 15
	15
	G-FR1-A1-1 (Note 1)
	 -93.7

	
	
	G-FR1-A1-10 (Note 3)
	-93.7 (Note 2)

	10, 15 
	30
	G-FR1-A1-2 (Note 1)
	 -93.8

	10, 15
	60
	G-FR1-A1-3 (Note 1)
	 -90.9

	20, 25, 30, 40, 50 
	15
	G-FR1-A1-4 (Note 1)
	 -87.3

	
	
	G-FR1-A1-11 (Note 4)
	-87.3 (Note 2)

	20, 25, 30, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5 (Note 1)
	 -87.6

	20, 25, 30, 40, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6 (Note 1)
	 -87.7

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The requirements apply to BS that supports NB-IoT operation in NR in-band.
NOTE 3:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-10 mapped to the 24 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-1 mapped to disjoint frequency ranges with a width of 25 resource blocks each.
NOTE 4:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-11 mapped to the 105 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-4 mapped to disjoint frequency ranges with a width of 106 resource blocks each.
NOTE 5: These reference measurement channels are not applied for band n46 and n96.



[bookmark: _Toc37260208][bookmark: _Toc44712198][bookmark: _Toc36817291][bookmark: _Toc45893511][bookmark: _Toc29811739][bookmark: _Toc37267596][bookmark: _Toc21127530]Table 7.2.2-3a: NR Local Area BS reference sensitivity levels for band n46
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	Reference sensitivity power level, PREFSENS
 (dBm)

	10
	15
	G-FR1-A1-12 (NoteNOTE 2)
	-100.0

	
	30
	G-FR1-A1-13 (NoteNOTE 2)
	-97.7

	
	60
	G-FR1-A1-3 (NoteNOTE 1, 3)
	-90.9

	20
	15
	G-FR1-A1-14 (NoteNOTE 2)
	-97.1

	
	30
	G-FR1-A1-15 (NoteNOTE 2)
	-94.1

	
	60
	G-FR1-A1-6 (NoteNOTE 1, 3)
	-87.7

	40
	15
	G-FR1-A1-16 (NoteNOTE 2)
	-94.0

	
	30
	G-FR1-A1-17 (NoteNOTE 2)
	-91.0

	
	60
	G-FR1-A1-6 (NoteNOTE 1, 3)
	-87.7

	60
	30
	G-FR1-A1-18 (NoteNOTE 2)
	-89.4

	
	60
	G-FR1-A1-6 (NoteNOTE 1, 3)
	-87.7

	80
	30
	G-FR1-A1-19 (NoteNOTE 2)
	-88.1

	
	60
	G-FR1-A1-6 (NoteNOTE 1, 3)
	-87.7

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel eacheach single interlace of FRC G-FR1-A1-12 and G-FR1-A1-19, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.2.2-3.




Table 7.2.2-3b: NR Local Area BS reference sensitivity levels for band n96
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	Reference sensitivity power level, PREFSENS
 (dBm)

	20
	15
	G-FR1-A1-14 (NoteNOTE 2)
	-96.1

	
	30
	G-FR1-A1-15 (NoteNOTE 2)
	-93.1

	
	60
	G-FR1-A1-6 (NoteNOTE 1, 3)
	-86.7

	40
	15
	G-FR1-A1-16 (NoteNOTE 2)
	-93.0

	
	30
	G-FR1-A1-17 (NoteNOTE 2)
	-90.0

	
	60
	G-FR1-A1-6 (NoteNOTE 1, 3)
	-86.7

	60
	30
	G-FR1-A1-18 (NoteNOTE 2)
	-88.4

	
	60
	G-FR1-A1-6 (NoteNOTE 1, 3)
	-86.7

	80
	30
	G-FR1-A1-19 (NoteNOTE 2)
	-87.1

	
	60
	G-FR1-A1-6 (NoteNOTE 1, 3)
	-86.7

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel eacheach single interlace of FRC G-FR1-A1-12 and G-FR1-A1-19, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.2.2-3.
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[bookmark: _Toc76543548][bookmark: _Toc74669900][bookmark: _Toc29811740][bookmark: _Toc61177924][bookmark: _Toc37260209][bookmark: _Toc61178396][bookmark: _Toc21127531][bookmark: _Toc36817292][bookmark: _Toc67916463][bookmark: _Toc53178685][bookmark: _Toc37267597][bookmark: _Toc44712199][bookmark: _Toc45893512][bookmark: _Toc53178234]7.3.1	General
[bookmark: _Hlk508114964]The dynamic range is specified as a measure of the capability of the receiver to receive a wanted signal in the presence of an interfering signal at the antenna connector for BS type 1-C or TAB connector for BS type 1-H inside the received BS channel bandwidth. In this condition, a throughput requirement shall be met for a specified reference measurement channel. The interfering signal for the dynamic range requirement is an AWGN signal.
[bookmark: _Toc74669901][bookmark: _Toc45893513][bookmark: _Toc53178235][bookmark: _Toc29811741][bookmark: _Toc21127532][bookmark: _Toc37260210][bookmark: _Toc61178397][bookmark: _Toc44712200][bookmark: _Toc36817293][bookmark: _Toc53178686][bookmark: _Toc76543549][bookmark: _Toc61177925][bookmark: _Toc37267598][bookmark: _Toc67916464]7.3.2	Minimum requirement for BS type 1-C and BS type 1-H
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.2 with parameters specified in table 7.3.2-1 for Wide Area BS, in table 7.3.2-2 for Medium Range BS and in table 7.3.2-3 for Local Area BS in any operating band except for band n46 and n96.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.2 with parameters specified in table 7.3.2-2b for Medium Range BS and in table 7.3.2-3b for Local Area BS, for band n46.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.2 with parameters specified in table 7.3.2-2c for Medium Range BS and in table 7.3.2-3c for Local Area BS, for band n96.
For NB-IoT operation in NR in-band, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A of TS 36.104 [13] with parameters specified in table 7.3.2-1a for Wide Area BS, in table 7.3.2-2a for Medium Range BS and in table 7.3.2-3a for Local Area BS.
Table 7.3.2-1: Wide Area BS dynamic range
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	5
	15
	G-FR1-A2-1
	-70.7
	-82.5
	AWGN

	
	30
	G-FR1-A2-2 
	-71.4
	
	

	10
	15
	G-FR1-A2-1
	-70.7
	-79.3
	AWGN

	
	30
	G-FR1-A2-2 
	-71.4
	
	

	
	60
	G-FR1-A2-3 
	-68.4
	
	

	15
	15
	G-FR1-A2-1
	-70.7
	-77.5
	AWGN

	
	30
	G-FR1-A2-2 
	-71.4
	
	

	
	60
	G-FR1-A2-3
	-68.4
	
	

	20
	15
	G-FR1-A2-4
	-64.5
	-76.2
	AWGN

	
	30
	G-FR1-A2-5
	-64.5
	
	

	
	60
	G-FR1-A2-6
	-64.8
	
	

	25
	15
	G-FR1-A2-4
	-64.5
	-75.2
	AWGN

	
	30
	G-FR1-A2-5
	-64.5
	
	

	
	60
	G-FR1-A2-6
	-64.8
	
	

	30
	15
	G-FR1-A2-4
	-64.5
	-74.4
	AWGN

	
	30
	G-FR1-A2-5
	-64.5
	
	

	
	60
	G-FR1-A2-6
	-64.8
	
	

	40
	15
	G-FR1-A2-4
	-64.5
	-73.1
	AWGN

	
	30
	G-FR1-A2-5
	-64.5
	
	

	
	60
	G-FR1-A2-6
	-64.8
	
	

	50
	15
	G-FR1-A2-4
	-64.5
	-72.1
	AWGN

	
	30
	G-FR1-A2-5
	-64.5
	
	

	
	60
	G-FR1-A2-6
	-64.8
	
	

	60
	30
	G-FR1-A2-5
	-64.5
	-71.3
	AWGN

	
	60
	G-FR1-A2-6
	-64.8
	
	

	70
	30
	G-FR1-A2-5
	-64.5
	-70.7
	AWGN

	
	60
	G-FR1-A2-6
	-64.8
	
	

	80
	30
	G-FR1-A2-5
	-64.5
	-70.1
	AWGN

	
	60
	G-FR1-A2-6
	-64.8
	
	

	90
	30
	G-FR1-A2-5
	-64.5
	-69.5
	AWGN

	
	60
	G-FR1-A2-6
	-64.8
	
	

	100
	30
	G-FR1-A2-5
	-64.5
	-69.1
	AWGN

	
	60
	G-FR1-A2-6
	-64.8
	
	

	NOTE:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



Table 7.3.2-1a: Wide Area BS dynamic range for NB-IoT operation in NR in-band
	BS channel bandwidth (MHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	5
	
	
	-82.5
	

	10
	
	
	-79.3
	

	15
	
	
	-77.5
	

	20
	FRC A15-1 in 
	
	-76.2
	

	25
	Annex A.15 in
	-99.7
	-75.2
	AWGN

	30
	TS 36.104 [13]
	
	-74.4
	

	40
	
	
	-73.1
	

	50
	
	
	-72.1
	

	5
	
	
	-82.5
	

	10
	
	
	-79.3
	

	15
	
	
	-77.5
	

	20
	FRC A15-2 in
	
	-76.2
	

	25
	Annex A.15 in
	-105.6
	-75.2
	AWGN

	30
	TS 36.104 [13]
	
	-74.4
	

	40
	
	
	-73.1
	

	50
	
	
	-72.1
	



Table 7.3.2-2: Medium Range BS dynamic range
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
(Note 2)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	5
	15
	G-FR1-A2-1
	-65.7
	-77.5
	AWGN

	
	30
	G-FR1-A2-2 
	-66.4
	
	

	10
	15
	G-FR1-A2-1
	-65.7
	-74.3
	AWGN

	
	30
	G-FR1-A2-2 
	-66.4
	
	

	
	60
	G-FR1-A2-3 
	-63.4
	
	

	15
	15
	G-FR1-A2-1
	-65.7
	-72.5
	AWGN

	
	30
	G-FR1-A2-2 
	-66.4
	
	

	
	60
	G-FR1-A2-3
	-63.4
	
	

	20
	15
	G-FR1-A2-4
	-59.5
	-71.2
	AWGN

	
	30
	G-FR1-A2-5
	-59.5
	
	

	
	60
	G-FR1-A2-6
	-59.8
	
	

	25
	15
	G-FR1-A2-4
	-59.5
	-70.2
	AWGN

	
	30
	G-FR1-A2-5
	-59.5
	
	

	
	60
	G-FR1-A2-6
	-59.8
	
	

	30
	15
	G-FR1-A2-4
	-59.5
	-69.4
	AWGN

	
	30
	G-FR1-A2-5
	-59.5
	
	

	
	60
	G-FR1-A2-6
	-59.8
	
	

	40
	15
	G-FR1-A2-4
	-59.5
	-68.1
	AWGN

	
	30
	G-FR1-A2-5
	-59.5
	
	

	
	60
	G-FR1-A2-6
	-59.8
	
	

	50
	15
	G-FR1-A2-4
	-59.5
	-67.1
	AWGN

	
	30
	G-FR1-A2-5
	--59.5
	
	

	
	60
	G-FR1-A2-6
	-59.8
	
	

	60
	30
	G-FR1-A2-5
	-59.5
	-66.3
	AWGN

	
	60
	G-FR1-A2-6
	-59.8
	
	

	70
	30
	G-FR1-A2-5
	-59.5
	-65.7
	AWGN

	
	60
	G-FR1-A2-6
	-59.8
	
	

	80
	30
	G-FR1-A2-5
	-59.5
	-65.1
	AWGN

	
	60
	G-FR1-A2-6
	-59.8
	
	

	90
	30
	G-FR1-A2-5
	-59.5
	-64.5
	AWGN

	
	60
	G-FR1-A2-6
	-59.8
	
	

	100
	30
	G-FR1-A2-5
	-59.5
	-64.1
	AWGN

	
	60
	G-FR1-A2-6
	-59.8
	
	

	NOTE 1:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	These reference measurement channels are not applied for band n46 and n96.



Table 7.3.2-2a: Medium Range BS dynamic range for NB-IoT operation in NR in-band
	BS channel bandwidth (MHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	5
	
	
	-77.5
	

	10
	
	
	-74.3
	

	15
	FRC A15-1 in
	
	-72.5
	

	20
	Annex A.15 in
	-94.7
	-71.2
	AWGN

	25
	TS 36.104 [13]
	
	-70.2
	

	30
	
	
	-69.4
	

	40
	
	
	-68.1
	

	50
	
	
	-67.1
	

	5
	
	
	-77.5
	

	10
	
	
	-74.3
	

	15
	FRC A15-2 in
	
	-72.5
	

	20
	Annex A.15 in
	-100.6
	-71.2
	AWGN

	25
	TS 36.104 [13]
	
	-70.2
	

	30
	
	
	-69.4
	

	40
	
	
	-68.1
	

	50
	
	
	-67.1
	



Table 7.3.2-2b: Medium Range BS dynamic range for band n46
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	10
	15
	G-FR1-A2-7 (Note 2)
	-72.8
	-74.3 
	AWGN

	
	30
	G-FR1-A2-8
(Note 2)
	-70.6
	
	

	
	60
	G-FR1-A2-3
(Note 1, 3)
	-63.4
	
	

	20
	15
	G-FR1-A2-9
(Note 2)
	-69.8
	-71.2 
	AWGN

	
	30
	G-FR1-A2-10
(Note 2)
	-66.8
	
	

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-59.8
	
	

	40
	15
	G-FR1-A2-11
(Note 2)
	-66.7
	-68.1 
	AWGN

	
	30
	G-FR1-A2-12
(Note 2)
	-63.7
	
	

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-59.8
	
	

	60
	30
	G-FR1-A2-13
(Note 2)
	-61.9
	-66.3 
	AWGN

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-59.8
	
	

	80
	30
	G-FR1-A2-14
(Note 2)
	-60.7
	-65.1 
	AWGN

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-59.8
	
	

	NOTE 1:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.3.2-2.




Table 7.3.2-2c: Medium Range BS dynamic range for band n96
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	20
	15
	G-FR1-A2-9
(Note 2)
	-68.8
	-70.2 
	AWGN

	
	30
	G-FR1-A2-10
(Note 2)
	-65.8
	
	

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-58.8
	
	

	40
	15
	G-FR1-A2-11
(Note 2)
	-65.7
	-67.1 
	AWGN

	
	30
	G-FR1-A2-12
(Note 2)
	-62.7
	
	

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-58.8
	
	

	60
	30
	G-FR1-A2-13
(Note 2)
	-60.9
	-65.3 
	AWGN

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-58.8
	
	

	80
	30
	G-FR1-A2-14
(Note 2)
	-59.7
	-64.1 
	AWGN

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-58.8
	
	

	NOTE 1:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.3.2-2.




Table 7.3.2-3: Local Area BS dynamic range
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
(Note 2)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	5
	15
	G-FR1-A2-1
	-62.7
	-74.5
	AWGN

	
	30
	G-FR1-A2-2 
	-63.4
	
	

	10
	15
	G-FR1-A2-1
	-62.7
	-71.3
	AWGN

	
	30
	G-FR1-A2-2 
	-63.4
	
	

	
	60
	G-FR1-A2-3 
	-60.4
	
	

	15
	15
	G-FR1-A2-1
	-62.7
	-69.5
	AWGN

	
	30
	G-FR1-A2-2 
	-63.4
	
	

	
	60
	G-FR1-A2-3
	-60.4
	
	

	20
	15
	G-FR1-A2-4
	-56.5
	-68.2
	AWGN

	
	30
	G-FR1-A2-5
	-56.5
	
	

	
	60
	G-FR1-A2-6
	-56.8
	
	

	25
	15
	G-FR1-A2-4
	-56.5
	-67.2
	AWGN

	
	30
	G-FR1-A2-5
	-56.5
	
	

	
	60
	G-FR1-A2-6
	-56.8
	
	

	30
	15
	G-FR1-A2-4
	-56.5
	-66.4
	AWGN

	
	30
	G-FR1-A2-5
	-56.5
	
	

	
	60
	G-FR1-A2-6
	-56.8
	
	

	40
	15
	G-FR1-A2-4
	-56.5
	-65.1
	AWGN

	
	30
	G-FR1-A2-5
	-56.5
	
	

	
	60
	G-FR1-A2-6
	-56.8
	
	

	50
	15
	G-FR1-A2-4
	-56.5
	-64.1
	AWGN

	
	30
	G-FR1-A2-5
	-56.5
	
	

	
	60
	G-FR1-A2-6
	-56.8
	
	

	60
	30
	G-FR1-A2-5
	-56.5
	-63.3
	AWGN

	
	60
	G-FR1-A2-6
	-56.8
	
	

	70
	30
	G-FR1-A2-5
	-56.5
	-62.7
	AWGN

	
	60
	G-FR1-A2-6
	-56.8
	
	

	80
	30
	G-FR1-A2-5
	-56.5
	-62.1
	AWGN

	
	60
	G-FR1-A2-6
	-56.8
	
	

	90
	30
	G-FR1-A2-5
	-56.5
	-61.5
	AWGN

	
	60
	G-FR1-A2-6
	-56.8
	
	

	100
	30
	G-FR1-A2-5
	-56.5
	-61.1
	AWGN

	
	60
	G-FR1-A2-6
	-56.8
	
	

	NOTE 1:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	These reference measurement channels are not applied for band n46 and n96.



Table 7.3.2-3a: Local Area BS dynamic range for NB-IoT operation in NR in-band
	BS channel bandwidth (MHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	5
	
	
	-74.5
	

	10
	
	
	-71.3
	

	15
	FRC A15-1 in
	
	-69.5
	

	20
	Annex A.15 in
	-91.7
	-68.2
	AWGN

	25
	TS 36.104 [13]
	
	-67.2
	

	30
	
	
	-66.4
	

	40
	
	
	-65.1
	

	50
	
	
	-64.1
	

	5
	
	
	-74.5
	

	10
	
	
	-71.3
	

	15
	FRC A15-2 in
	
	-69.5
	

	20
	Annex A.15 in
	-97.6
	-68.2
	AWGN

	25
	TS 36.104 [13]
	
	-67.2
	

	30
	
	
	-66.4
	

	40
	
	
	-65.1
	

	50
	
	
	-64.1
	



[bookmark: _Toc29811742][bookmark: _Toc44712201][bookmark: _Toc37260211][bookmark: _Toc21127533][bookmark: _Toc45893514][bookmark: _Toc36817294][bookmark: _Toc37267599]Table 7.3.2-3b: Local Area BS dynamic range for band n46
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	10
	15
	G-FR1-A2-7
(Note 2)
	-69.8
	-71.3 
	AWGN

	
	30
	G-FR1-A2-8
(Note 2)
	-67.6
	
	

	
	60
	G-FR1-A2-3
(Note 1, 3) 
	-60.4
	
	

	20
	15
	G-FR1-A2-9
(Note 2)
	-66.8
	-68.2 
	AWGN

	
	30
	G-FR1-A2-1910
(Note 2)
	-63.8
	
	

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-56.8
	
	

	40
	15
	G-FR1-A2-11
(Note 2)
	-63.7
	-65.1 
	AWGN

	
	30
	G-FR1-A2-12
	-60.7
	
	

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-56.8
	
	

	60
	30
	G-FR1-A2-13
(Note 2)
	-58.9
	-63.3 
	AWGN

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-56.8
	
	

	80
	30
	G-FR1-A2-14
(Note 2)
	-57.7
	-62.1 
	AWGN

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-56.8
	
	

	NOTE 1:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutiveinterleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.3.2-3.





Table 7.3.2-3c: Local area BS dynamic range for band n96
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	20
	15
	G-FR1-A2-9
(Note 2)
	-65.8
	-67.2 
	AWGN

	
	30
	G-FR1-A2-1910
(Note 2)
	-62.8
	
	

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-55.8
	
	

	40
	15
	G-FR1-A2-11
(Note 2)
	-62.7
	-64.1 
	AWGN

	
	30
	G-FR1-A2-12
(Note 2)
	-59.7
	
	

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-55.8
	
	

	60
	30
	G-FR1-A2-13
(Note 2)
	-57.9
	-62.3 
	AWGN

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-55.8
	
	

	80
	30
	G-FR1-A2-14
(Note 2)
	-56.7
	-61.1 
	AWGN

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-55.8
	
	

	NOTE 1:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutiveinterleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.3.2-3.



<End of change>
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