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The throughput measured according to clause 8.2.1.4.2 shall not be below the limits for the SNR levels specified in table 8.2.1.5.1-1 to table 8.2.1.5.1-18 for 1Tx and for 2Tx two layer spatial multiplexing transmission.
Table 8.2.1.5.1-1: Test requirements for PUSCH with 70% of maximum throughput, Type A, 5 MHz channel bandwidth, 15 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex J)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-8
	pos1
	-1.7

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-8
	pos1
	10.7

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A5-8
	pos1
	12.9

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A9-1
	pos1
	[19.7]

	2
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-22
	pos1
	1.8

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-22
	pos1
	19.0



Table 8.2.1.5.1-2: Test requirements for PUSCH with 70% of maximum throughput, Type A, 10 MHz channel bandwidth, 15 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex J)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-9
	pos1
	-1.9

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-9
	pos1
	10.8

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A5-9
	pos1
	12.8

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A9-2
	pos1
	[20.1]

	2
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-23
	pos1
	2.5

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-23
	pos1
	19.1



Table 8.2.1.5.1-3: Test requirements for PUSCH with 70% of maximum throughput, Type A, 20 MHz channel bandwidth, 15 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex J)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-10
	pos1
	-1.5

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-10
	pos1
	10.6

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A5-10
	pos1
	13.0

	2
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-24
	pos1
	2.9

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-24
	pos1
	19.1



Table 8.2.1.5.1-4: Test requirements for PUSCH with 70% of maximum throughput, Type A, 10 MHz channel bandwidth, 30 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex J)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-11
	pos1
	-1.7

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-11
	pos1
	10.8

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A5-11
	pos1
	13.4

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A9-3
	pos1
	[19.9]

	2
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-25
	pos1
	2.1

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-25
	pos1
	19.2



Table 8.2.1.5.1-5: Test requirements for PUSCH with 70% of maximum throughput, Type A, 20 MHz channel bandwidth, 30 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex J)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-12
	pos1
	-2.3

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-12
	pos1
	10.8

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A5-12
	pos1
	13.1

	2
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-26
	pos1
	2.1

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-26
	pos1
	18.9



Table 8.2.1.5.1-6: Test requirements for PUSCH with 70% of maximum throughput, Type A, 40 MHz channel bandwidth, 30 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex J)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-13
	pos1
	-1.9

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-13
	pos1
	10.6

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A5-13
	pos1
	13.0

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A9-4
	pos1
	[20.5]

	2
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-27
	pos1
	2.1

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-27
	pos1
	20.3



Table 8.2.1.5.1-7: Test requirements for PUSCH with 70% of maximum throughput, Type A, 100 MHz channel bandwidth, 30 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex J)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-14
	pos1
	-2.2

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-14
	pos1
	10.8

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A5-14
	pos1
	13.6

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A9-5
	pos1
	[21.7]

	2
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-28
	pos1
	2.2

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-28
	pos1
	20.0



Table 8.2.1.5.1-8: Test requirements for PUSCH with 70% of maximum throughput, Type B, 5 MHz channel bandwidth, 15 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex J)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-8
	pos1
	-1.7

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-8
	pos1
	10.8

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A5-8
	pos1
	13.1

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A9-1
	pos1
	[19.7]

	2
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-22
	pos1
	2.3

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-22
	pos1
	19.1



Table 8.2.1.5.1-9: Test requirements for PUSCH with 70% of maximum throughput, Type B, 10 MHz channel bandwidth, 15 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex J)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-9
	pos1
	-1.7

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-9
	pos1
	11.1

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A5-9
	pos1
	13.2

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A9-2
	pos1
	[20.1]

	2
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-23
	pos1
	2.8

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-23
	pos1
	19.5



Table 8.2.1.5.1-10: Test requirements for PUSCH with 70% of maximum throughput, Type B, 20 MHz channel bandwidth, 15 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex J)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-10
	pos1
	-1.5

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-10
	pos1
	11.0

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A5-10
	pos1
	12.9

	2
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-24
	pos1
	2.4

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-24
	pos1
	18.9



Table 8.2.1.5.1-11: Test requirements for PUSCH with 70% of maximum throughput, Type B, 10 MHz channel bandwidth, 30 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex J)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-11
	pos1
	-1.8

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-11
	pos1
	10.7

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A5-11
	pos1
	13.1

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A9-3
	pos1
	[19.8]

	2
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-25
	pos1
	1.9

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-25
	pos1
	19.3



Table 8.2.1.5.1-12: Test requirements for PUSCH with 70% of maximum throughput, Type B, 20 MHz channel bandwidth, 30 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex J)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-12
	pos1
	-2.3

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-12
	pos1
	10.7

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A5-12
	pos1
	13.1

	2
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-26
	pos1
	2.1

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-26
	pos1
	19.0



Table 8.2.1.5.1-13: Test requirements for PUSCH with 70% of maximum throughput, Type B, 40 MHz channel bandwidth, 30 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex J)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-13
	pos1
	-1.9

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-13
	pos1
	10.6

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A5-13
	pos1
	13.1

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A9-4
	pos1
	[20.5]

	2
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-27
	pos1
	2.5

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-27
	pos1
	19.5



Table 8.2.1.5.1-14: Test requirements for PUSCH with 70% of maximum throughput, Type B, 100 MHz channel bandwidth, 30 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (annex J)
	Fraction of maximum throughput
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-14
	pos1
	-1.9

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-14
	pos1
	10.7

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A5-14
	pos1
	13.7

	
	
	Normal
	TDLA30-10 Low
	70 %
	G-FR1-A9-5
	pos1
	[21.7]

	2
	2
	Normal
	TDLB100-400 Low
	70 %
	G-FR1-A3-28
	pos1
	2.4

	
	
	Normal
	TDLC300-100 Low
	70 %
	G-FR1-A4-28
	pos1
	20.1



Table 8.2.1.5.1-15: Test requirements for PUSCH with 30% of maximum throughput, Type A, 5 MHz channel bandwidth, 15 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (Annex J)
	Fraction of maximum throughput
	FRC
(Annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLC300-100 Low
	30 %
	G-FR1-A4-8
	pos1
	3.5



Table 8.2.1.5.1-16: Test requirements for PUSCH with 30% of maximum throughput, Type A, 10 MHz channel bandwidth, 30 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (Annex J
	Fraction of maximum throughput
	FRC
(Annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLC300-100 Low
	30 %
	G-FR1-A4-11
	pos1
	3.4



Table 8.2.1.5.1-17: Test requirements for PUSCH with 30% of maximum throughput, Type B, 5 MHz channel bandwidth, 15 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (Annex J)
	Fraction of maximum throughput
	FRC
(Annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLC300-100 Low
	30 %
	G-FR1-A4-8
	pos1
	3.4



Table 8.2.1.5.1-18: Test requirements for PUSCH with 30% of maximum throughput, Type B, 10 MHz channel bandwidth, 30 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (Annex J)
	Fraction of maximum throughput
	FRC
(Annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLC300-100 Low
	30 %
	G-FR1-A4-11
	pos1
	3.5



NOTE:	If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex C.

<< End of Changes >>
