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<Unchanged part omitted>
Table A.3.2.1.1-2: PDSCH Reference Channel for FDD (16QAM)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-2.1 FDD
	R.PDSCH.1-2.2 FDD
	R.PDSCH.1-2.3 FDD
	R.PDSCH.1-2.4 FDD
	R.PDSCH.1-2.5 FDD
	R.PDSCH.1-2.6 FDD

	Channel bandwidth
	MHz
	10
	10
	10
	10
	10
	10

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	15
	15

	Number of allocated resource blocks
	PRBs
	52
	52
	52
	52
	52
	52

	Number of consecutive PDSCH symbols
	
	12
	12
	12
	12
	12
	12

	Allocated slots per 2 frames
	Slots
	19
	19
	19
	19
	19
	19

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAMLowSE
	64QAM

	MCS index
	
	13
	13
	13
	13
	1619
	16

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Target Coding Rate
	
	0.48
	0.48
	0.48
	0.48
	0.640.54
	0.64

	Number of MIMO layers
	
	1
	2
	3
	4
	12
	1

	Number of DMRS REs
	
	12
	12
	24
	24
	12
	12

	Overhead for TBS determination
	
	0
	0
	0
	0
	0
	0

	Information Bit Payload per Slot 
	
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	Bits
	13064
	26120
	35856
	48168
	1742429704
	17424

	Transport block CRC per Slot
	
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	Bits
	24
	24
	24
	24
	24
	24

	Number of Code Blocks per Slot
	
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	CBs
	2
	4
	5
	6
	34
	3

	Binary Channel Bits Per Slot
	
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 10, 11
	Bits
	26208
	52416
	71136
	94848
	2620849920
	26208

	  For Slots i = 1,…, 9, 12, …, 19
	Bits
	27456
	54912
	74880
	99840
	2745654912
	27456

	Max. Throughput averaged over 2 frames
	Mbps
	12.411
	24.814
	34.063
	45.760
	16.55328.219
	16.553

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
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