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Start of Change
[bookmark: _Toc383690989]10.1.27	L1-SINR accuracy requirements for FR1
10.1.27.1	L1-SINR accuracy requirements with CSI-RS based CMR and no dedicated IMR configured
10.1.27.1.1	Absolute Accuracy
Unless otherwise specified, the requirements for absolute accuracy of CSI-RS based L1-SINR in this clause apply to all CSI-RS resources configured as CMR and no dedicated resource configured as IMR of the serving cell configured for L1-SINR measurement.
The accuracy requirements in Table 10.1.27.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.1 for a corresponding Band for each relevant CSI-RS based CMR.
-	The bandwidth of CSI-RS as CMR is 48 PRBs and the density is 3.
-	AWGN radio propagation conditions.
The performance with larger bandwidth of CSI-RS as CMR is equal to or better than the accuracy requirements in Table 10.1.27.1.1-1.
[bookmark: _Hlk63014419]Table 10.1.27.1.1-1: L1-SINR absolute accuracy for CSI-RS based CMR only in FR1

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS 
CMR
Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	±5.5
	±6.5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 3:	The requirements apply for SSB Ês/Iot ≤5 dB with SCS 15kHz or 30kHz under NR high speed scenarios.



10.1.27.1.2	Relative Accuracy
The relative accuracy of CSI-RS based L1-SINR is defined as the L1-SINR measured from one CSI-RS compared to the largest measured value of L1-SINR among all CSI-RS resources of the serving cell.
The accuracy requirements in Table 10.1.27.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.1 for a corresponding Band for each relevant CSI-RS based CMR.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3.
-	AWGN radio propagation conditions.
The performance with larger bandwidth of CSI-RS as CMR is equal to or better than the accuracy requirements in Table 10.1.27.1.2-1.
Table 10.1.27.1.2-1: L1-SINR relative accuracy for CSI-RS based CMR only in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS 
CMR
Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	±[4.5]
	±[5.5]
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter CSI-RS CMR Ês/Iot is the minimum CMR CMR Ês/Iot of the pair of CSI-RS resources to which the requirement applies.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 4:	The requirements apply for SSB Ês/Iot ≤5 dB with SCS 15kHz or 30kHz under NR high speed scenarios.




10.1.27.2	L1-SINR accuracy requirements with SSB based CMR and dedicated IMR configured
10.1.27.2.1	Absolute Accuracy
Unless otherwise specified, the requirements for absolute accuracy of SSB based L1-SINR in this clause apply to all SSBs configured as CMR and dedicated resources configured as IMR of the serving cell configured for L1-SINR measurement.
[bookmark: _Hlk53324613]The accuracy requirements are defined in Table 10.1.27.2.1-1 for SSB based CMR and NZP-IMR and in Table 10.1.27.2.1-2 for SSB based CMR and ZP-IMR. 
The accuracy requirements in Tables 10.1.27.2.1-1 and 10.1.27.2.1-2 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.2 for a corresponding Band for each relevant SSB based CMR and IMR.
[bookmark: _Hlk53385889]-	The bandwidth of NZP-IMR and ZP-IMR is 48 PRBs and the density is 3.
-	AWGN radio propagation conditions.
The performance with larger bandwidth of NZP-IMR and ZP-IMR is equal to or better than the accuracy requirements in Tables 10.1.27.2.1-1 and 10.1.27.2.1-2.
Table 10.1.27.2.1-1: L1-SINR absolute accuracy for SSB based CMR and NZP-IMR in FR1
	[bookmark: _Hlk63015785]Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB- 
CMR
Ês/Iot
	NZP-IMR
Ês/Iot
	Io Note 1 range

	
	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	±4.0
	±5.0
	0
	0
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 3:	The requirements apply for SSB Ês/Iot ≤5 dB with SCS 15kHz or 30kHz under NR high speed scenarios.




Table 10.1.27.2.1-2: L1-SINR absolute accuracy for SSB based CMR and ZP-IMR in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB- 
CMR
Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	±4.5
	±5.5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 3:	The requirements apply for SSB Ês/Iot ≤5 dB with SCS 15kHz or 30kHz under NR high speed scenarios.



10.1.27.2.2	Relative Accuracy
The relative accuracy of SSB based L1-SINR is defined as the L1-SINR measured from one SSB configured as CMR and one IMR configured as IMR compared to the largest measured value of L1-SINR among all SSBs and IMRs of the serving cell.
The accuracy requirements are defined in Table 10.1.27.2.2-1 for SSB based CMR and NZP-IMR and in Table 10.1.27.2.2-2 for SSB based CMR and ZP-IMR. 
The accuracy requirements in Tables 10.1.27.2.2-1 and 10.1.27.2.2-2 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.2 for a corresponding Band for each relevant SSB based CMR and IMR.
-	The bandwidth of NZP-IMR and ZP-IMR is 48 PRBs and the density is 3.
-	AWGN radio propagation conditions.
The performance with larger bandwidth of NZP-IMR and ZP-IMR is equal to or better than the accuracy requirements in Tables 10.1.27.2.2-1 and 10.1.27.2.2-2.

Table 10.1.27.2.2-1: L1-SINR relative accuracy for SSB based CMR and NZP-IMR in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB- 
CMR
Ês/Iot Note 2
	NZP-IMR
Ês/Iot
	Io Note 1 range

	
	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	±[3.0]
	±[4.0]
	0
	0
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB CMR Ês/Iot is the minimum SSB CMR Ês/Iot of the pair of SSBs to which the requirement applies.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 4:	The requirements apply for SSB Ês/Iot ≤5 dB with SCS 15kHz or 30kHz under NR high speed scenarios.



Table 10.1.27.2.2-2: L1-SINR relative accuracy for SSB based CMR and ZP-IMR in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB- 
CMR
Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	±[3.5]
	±[4.5]
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB CMR Ês/Iot is the minimum SSB CMR Ês/Iot of the pair of SSBs to which the requirement applies.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 4:	The requirements apply for SSB Ês/Iot ≤5 dB with SCS 15kHz or 30kHz under NR high speed scenarios.



10.1.27.3	L1-SINR accuracy requirements with CSI-RS based CMR and dedicated IMR configured
10.1.27.3.1	Absolute Accuracy
Unless otherwise specified, the requirements for absolute accuracy of CSI-RS based L1-SINR in this clause apply to all CSI-RS resources configured as CMR and dedicated resources configured as IMR of the serving cell configured for L1-SINR measurement.
The accuracy requirements are defined in Table 10.1.27.3.1-1 for CSI-RS based CMR and NZP-IMR and in Table 10.1.27.3.1-2 for CSI-RS based CMR and ZP-IMR.
The accuracy requirements in Tables 10.1.27.3.1-1 and 10.1.27.3.1-2 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.3 for a corresponding Band for each relevant CSI-RS based CMR and IMR.
-	The bandwidth of CSI-RS as CMR, NZP-IMR and ZP-IMR is 48 PRBs and the density is 3.
-	AWGN radio propagation conditions.
The performance with larger bandwidth of CSI-RS as CMR, NZP-IMR and ZP-IMR is equal to or better than the accuracy requirements in Tables 10.1.27.3.1-1 and 10.1.27.3.1-2.

Table 10.1.27.3.1-1: L1-SINR absolute accuracy for CSI-RS based CMR and NZP-IMR in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS 
CMR Ês/Iot  
	NZP-IMR
Ês/Iot
	Io Note 1 range

	
	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	±4.0
	±5.0
	0
	0
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 3:	The requirements apply for SSB Ês/Iot ≤5 dB with SCS 15kHz or 30kHz under NR high speed scenarios.




Table 10.1.27.3.1-2: L1-SINR absolute accuracy for CSI-RS based CMR and ZP-IMR in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS 
CMR Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	±4.5
	±5.5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 3:	The requirements apply for SSB Ês/Iot ≤5 dB with SCS 15kHz or 30kHz under NR high speed scenarios.



10.1.27.3.2	Relative Accuracy
The relative accuracy of CSI-RS based L1-SINR is defined as the L1-SINR measured from one CSI-RS configured as CMR and one IMR configured as IMR compared to the largest measured value of L1-SINR among all CSI-RS and IMR resources of the serving cell.
The accuracy requirements are defined in Table 10.1.27.3.2-1 for CSI-RS based CMR and NZP-IMR and in Table 10.1.27.3.2-2 for CSI-RS based CMR and ZP-IMR.
The accuracy requirements in Tables 10.1.27.3.2-1 and 10.1.27.3.2-2 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.3 for a corresponding Band for each relevant CSI-RS based CMR and IMR.
-	The bandwidth of CSI-RS as CMR, NZP-IMR and ZP-IMR is 48 PRBs and the density is 3.
-	AWGN radio propagation conditions.
The performance with larger bandwidth of CSI-RS as CMR, NZP-IMR and ZP-IMR is equal to or better than the accuracy requirements in Tables 10.1.27.3.2-1 and 10.1.27.3.2-2.
Table 10.1.27.3.2-1: L1-SINR relative accuracy for CSI-RS based CMR and NZP-IMR in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS 
CMR Ês/Iot Note 2 
	NZP-IMR
Ês/Iot
	Io Note 1 range

	
	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	±[3.0]
	±[4.0]
	0
	0
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter CSI-RS CMR Ês/Iot is the minimum CMR CMR Ês/Iot of the pair of CSI-RS resources to which the requirement applies.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 4:	The requirements apply for SSB Ês/Iot ≤5 dB with SCS 15kHz or 30kHz under NR high speed scenarios.



Table 10.1.27.3.2-2: L1-SINR relative accuracy for CSI-RS based CMR and ZP-IMR in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS 
CMR Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	±[3.5]
	±[4.5]
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter CSI-RS CMR Ês/Iot is the minimum CMR CMR Ês/Iot of the pair of CSI-RS resources to which the requirement applies.
NOTE 23:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 4:	The requirements apply for SSB Ês/Iot ≤5 dB with SCS 15kHz or 30kHz under NR high speed scenarios.




End of Change





