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Start of Change 1
8.3.12	SCell Activation Delay Requirement for Deactivated PUCCH SCell
The requirements in this clause shall apply for the UE configured with one downlink SCell and when PUCCH is configured for the SCell being activated.
[bookmark: _Hlk96942767]If the UE has a valid TA for transmitting on an SCell then the UE shall be capable to transmit valid CSI report and apply actions related to the activation command for the SCell being activated on the PUCCH SCell no later than in slot n+,  
Where:
-	A TA is considered to be valid provided that the TimeAlignmentTimer [2] associated with the TAG containing the PUCCH SCell is running.
-	THARQ (in ms) is the timing between DL data transmission and acknowledgement as specified in TS 38.213 [3].
-	Tactivation_time for FR1 is the SCell activation delay in millisecond as specified in section 8.3.2.
-	Tactivation_time for FR2 is the SCell activation delay in millisecond as specified in section 8.3.2 in which Tuncertainty_MAC is updated as below: 
-	Tuncertainty_MAC is the time period between reception of the last activation command for PDCCH TCI, PDSCH TCI (when applicable), UL spatial relation relative to
-	SCell activation command for known case;
-	First valid L1-RSRP reporting for unknown case.
-	TCSI_reporting is the delay (in ms) specified in clause 8.3.2
-	[X] sample measurement time is introduced in FR2 when PL-RS of target PUCCH SCell is known
-	FFS under what condition the [X] = 0 or [X] = 5
[bookmark: _Hlk92204383][bookmark: _Hlk96943096]If the UE does not have a valid TA for transmitting on an SCell then the UE shall be capable to perform downlink actions related to the SCell activation command as specified in [7] for the SCell being activated on the PUCCH SCell no later than in slot n+, and shall be capable to perform uplink actions related to the SCell activation command as specified in [7] for the SCell being activated on the PUCCH SCell no later than in slot  and shall transmit valid CSI report for the SCell being activated on the PUCCH SCell no later than in slot , where:
Tdelay_PUCCH_SCell = Tactivation_time + [X] + max ((TFirst_available_CSI + TCSI_processing), (T1+T2+T3)) + TCSI_reporting_after 
Where:
-	Tactivation_time is the SCell activation delay in millisecond as specified in section 8.3.2.
-	[X5 ] samples measurement time is introduced in FR2 when PL-RS of target PUCCH SCell is known
-	FFS under what condition the [X] = 0 or [X] = 5
-	TFirst_available_CSI: the delay uncertainty in acquiring the first available downlink CSI reference resource. 
-	TCSI_processing: the UE processing time for CSI reporting.
-	TCSI_reporting_after: the delay uncertainty in acquiring the first available CSI reporting resource after T3 
-	T1 is the delay uncertainty in acquiring the first available PDCCH triggered PRACH occasion in the PUCCH SCell after Tactivation_time.
-	T1 is up to the summation of a delay uncertainty for reception of PDCCH order, SSB to PRACH occasion association period and 10 ms, where SSB to PRACH occasion association period is defined in the table 8.1-1 of TS 38.213
-	T2 is the delay from slot n + (THARQ + Tactivation_time +T1)/NR slot length until UE has obtained a valid TA command for the target PUCCH Scell being activated. Slot n is the slot where the UE receives PUCCH SCell activation command.
-	T3 is the delay for applying the received TA for uplink transmission on target PUCCH SCell being activated, and greater than or equal to k+1 slot, where k is defined in clause 4.2 in TS 38.213.
The pathloss reference signal is known for known PUCCH SCell during activation if the following conditions are met during the period between the last transmission of the RS resource used for L3 RSRP measurement reporting and the completion of PUCCH SCell activation, where the RS resource is the target pathloss reference signal or QCLed (with Type D) to the target pathloss reference signal:
· Pathloss reference signal activation command is received within 1280 ms upon the last transmission of the RS resource for L3 measurement 
-	The UE has sent at least one L3 RSRP report for the target pathloss reference signal before the pathloss reference signal activation commandThe target pathloss reference signal determination is based on the latest L3 RSRP measurement reporting

· The target pathloss reference signal remains detectable during the PUCCH SCell activation period
· SNR of the target pathloss reference signal≥-3dB
· The associated SSBs with the target pathloss reference signal remain detectable during the PUCCH SCell activation period
· SNR of the associated SSB ≥-3dB
Otherwise, the pathloss reference signal is unknown.
The pathloss reference signal is known for unknown PUCCH SCell during activation if the following conditions are met during the period between the last transmission of the RS resource used for L1-RSRP measurement reporting and the completion of PUCCH SCell activation, where the RS resource is the target pathloss reference signal or QCLed (with Type D) to the target pathloss reference signal.
· Pathloss reference signal activation command is received within 1280 ms upon the last transmission of the RS resource for beam reporting or measurement 
· -	The UE has sent at least one L1-RSRP report for the target pathloss reference signal before the pathloss reference signal activation commandThe target pathloss reference signal determination is based on the latest L1-RSRP measurement reporting

· The target pathloss reference signal remains detectable during the PUCCH SCell activation period
· SNR of the target pathloss reference signal≥-3dB
· The associated SSBs with the target pathloss reference signal remain detectable during the PUCCH SCell activation period
· SNR of the associated SSB ≥-3dB
Otherwise, the pathloss reference signal is unknown.
The above delay requirement (Tdelay_PUCCH SCell) shall apply provided that:
-	The RA on PUCCH SCell is not interrupted by the RA on PCell otherwise additional delay to activate the SCell is expected; and
-	No SRS carrier based switching occurs during the SCell activation procedure otherwise the PUCCH SCell activation delay (Tdelay_PUCCH_SCell) can be extended. The starting point and the end-point of an interruption window on PCell or any activated SCell in MCG for NR standalone mode, or on PSCell or any activated SCell in SCG for EN-DC mode is the same as the interruption in single SCell activation requirement in clause 8.3.2.
-	For unknown PUCCH SCell activation, the requirements only apply when UE supports cross PUCCH group CSI reporting capability [TBD], and UE is configured with CSI reporting via SpCell. And the PDCCH order (when applicable) and the activation command for TCI, UL spatial relation, and PL-RS are based on latest valid L1-RSRP reporting via Primary PUCCH group.
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