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1 Background 
This WF addresses sub-topic and issues related to UL TX switching with multiple TAG as discussed in [Email discussion summary for [104-e][138] NR_MC_enh] (the same numbering of issues and topics used below)
2 Sub-topic 3.1 Tx switching with multiple TAGs
2.1 Issue 3-1-1 UL switching time
WF (as per agreement at the Aug 22 GTW)
Agreement:
· RAN4 further discuss if the UL switching time is the same for single TAG and 2 TAGs
· UL switching time should not include timing difference up to MTTD between two TAGs.

FFS:
· UE may omit the uplink transmissions corresponding to any TAG during the UE switching time.
2.2 Issue 3-1-2: UL outage time
WF

Factors for UL outage time discussed in RF session, to be further checked in RRM session
· UL switching time (UE capability)

· The difference between the TA on the two TAGs, up to MTTD

· Timing and measurement error
2.3 Issue 3-1-3: Sub-topic PUSCH preparation time
Observation:
· The PUSCH preparation time includes the effect of TA and difference between multiple active component carriers in addition to the switching period (Rel-16)
2.4 Issue 3-1-4: DL interruption time for Tx switching with multiple TAGs
WF
· to be discussed in the RRM session
2.5 Issue 3-1-5 UE capability and release independence
WF

· To be discussed after we know requirements and spec impact
2.6 Sub-topic 3-1-6  RAN4 CR text
WF

· Further discuss at the next meeting

3 Sub-topic 3-2 Additional issue for Tx switching accorss 3/4 bands with multiple TAGs
3.1 Issue 3-2-1 Target scenarios
WF (as per agreement at the Aug 22 GTW)
Agreement:
· Agree option 1.
