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1. Introduction

In the last meeting, there is discussion on remaining issues on Network Controlled Small Gap (NCSG) and a WF was approved [1]. This contribution provides further discussion on the open issues.
2. Discussion 
One issue is whether to introduce UE capability indicating support of deriveSSB-IndexFromCell-inter.
In RAN4 #101-e, RAN4 agreed to introduce a new network signaling deriveSSB-IndexFromCell-inter informing UE that the SSB indexes of target cell(s) on a frequency different than serving cell frequency can be derived from a serving cell, and which serving cell to utilize for target SSB indexes derivation [2]. No UE capability is introduced.
We do not see the necessity to introduce this new UE capability. According to existing requirements for intra-frequency case, for deriveSSB-IndexFromCell, there is no UE capability. 
Observation 1: for intra-frequency case, there is no UE capability for deriveSSB-IndexFromCell.

Situation is similar for intra-frequency measurement and inter-frequency measurement. And intra-frequency measurement is even more challenging since one RF chain is assumed. We do see the point to introduce new UE capability indicating support of deriveSSB-IndexFromCell-inter. 
Proposal 1: it is not necessary to introduce UE capability indicating support of deriveSSB-IndexFromCell-inter.
3. Conclusion
This contribution provides discussion on NCSG. The proposals are:
Observation 1: for intra-frequency case, there is no UE capability for deriveSSB-IndexFromCell.
Proposal 1: it is not necessary to introduce UE capability indicating support of deriveSSB-IndexFromCell-inter.
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