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<Start of change 1>
A.3.10.1.7	SSB pattern 7 in FR1: SSB allocation for SSB SCS=15 kHz in 10 MHz
Table A.3.10.1.7-1: SSB.7 FR1: SSB Pattern 7 for SSB SCS=15 kHz in 10 MHz channel
	SSB Parameters
	Values

	Channel bandwidth
	10 MHz

	SSB SCS
	15 kHz

	SSB periodicity (TSSB)
	20 ms

	Number of SSBs per SS-burst
	2

	SS/PBCH block index
	2
	3

	Symbol numbers containing SSB Note 2
	2-5
	8-11

	Slot numbers containing SSB Note 2
	1
	1

	SFN containing SSB
	SFN mod (max(TSSB,10ms)/10ms) = 0

	RB numbers containing SSB within channel BW
	(RBJ, RBJ+1,.…, RBJ+19)Note 1

	Note 1:	RBs containing SSB can be configured in any frequency location within the cell bandwidth according to the allowed synchronization raster defined in TS 38.104  [13].
Note 2:	These values have been derived from other parameters for information purposes (as per TS 38.213 [3]). They are not settable parameters themselves.



A.3.10.1.8	SSB pattern 8 in FR1: SSB allocation for SSB SCS=30 kHz in 40 MHz
Table A.3.10.1.8-1: SSB.8 FR1: SSB Pattern 8 for SSB SCS=30 kHz in 40 MHz channel
	SSB Parameters
	Values

	Channel bandwidth
	40 MHz

	SSB SCS
	30 kHz

	SSB periodicity (TSSB)
	20 ms

	Number of SSBs per SS-burst
	2

	SS/PBCH block index
	2
	3

	Symbol numbers containing SSB Note 3
	4-7 or 2-5 Note 2
	8-11

	Slot numbers containing SSB Note 3
	1
	1

	SFN containing SSB
	SFN mod (max(TSSB,10ms)/10ms) = 0

	RB numbers containing SSB within channel BW
	(RBJ, RBJ+1,.…, RBJ+19)Note 1

	Note 1:	RBs containing SSB can be configured in any frequency location within the cell bandwidth according to the allowed synchronization raster defined in TS 38.104 [13].
Note 2:	Symbols 4-7 is chosen, if the SSB pattern Case B should be used for the current band as indicated by Table 5.4.3.3-1 of TS 38.104 [13]; Otherwise, symbol 2-5 is chosen.
Note 3:	These values have been derived from other parameters for information purposes (as per TS 38.213 [3]). They are not settable parameters themselves.



<End of change 1>

<Start of change 2>
A.3.10.2.9	SSB pattern 9 in FR2: SSB allocation for SSB SCS=120 kHz in 100 MHz
Table A.3.10.2.9-1: SSB.9 FR2: SSB Pattern 9 for SSB SCS = 120 kHz in 100 MHz channel with 2 SSBs per SS-burst
	SSB Parameters
	Values

	Channel bandwidth
	100 MHz

	SSB SCS
	120 kHz

	SSB periodicity (TSSB)
	20 ms

	Number of SSBs per SS-burst
	2

	SS/PBCH block index
	2
	3

	Symbol numbers containing SSBs Note 2
	2-5
	6-9

	Slot numbers containing SSB Note 2
	1
	1

	SFN containing SSB
	SFN mod (max(TSSB,10ms)/10ms) = 0

	RB numbers containing SSBs within channel BW
	(RBJ, RBJ+1,.…, RBJ+19)Note 1

	Note 1:	RBs containing SSB can be configured in any frequency location within the cell bandwidth according to the allowed synchronization raster defined in TS 38.104 [13]. 
Note 2:	These values have been derived from other parameters for information purposes (as per TS 38.213 [3]). They are not settable parameters themselves.



A.3.10.2.10	SSB pattern 10 in FR2: SSB allocation for SSB SCS=240 kHz in 100 MHz
Table A.3.10.2.10-1: SSB.10 FR2: SSB Pattern 10 for SSB SCS = 240 kHz in 100 MHz channel with 2 SSBs per SS-burst
	SSB Parameters
	Values

	Channel bandwidth
	100 MHz

	SSB SCS
	240 kHz

	SSB periodicity (TSSB)
	20 ms

	Number of SSBs per SS-burst
	2

	SS/PBCH block index
	2
	3

	Symbol numbers containing SSBs Note 2
	4-7
	8-11

	Slot numbers containing SSB Note 2
	1
	1

	SFN containing SSB
	SFN mod (max(TSSB,10ms)/10ms) = 0

	RB numbers containing SSBs within channel BW
	(RBJ, RBJ+1,.…, RBJ+39)Note 1

	Note 1:	RBs containing SSB can be configured in any frequency location within the cell bandwidth according to the allowed synchronization raster defined in TS 38.104 [13].
Note 2:	These values have been derived from other parameters for information purposes (as per TS 38.213 [3]). They are not settable parameters themselves.



<End of change 2>

<Start of change 3>
A.3.14	CSI-RS configurations
[bookmark: _Toc535476138]A.3.14.1	FDD
[bookmark: _Hlk16264736][bookmark: _Toc535476139]Table A.3.14.1-1: CSI-RS Reference Measurement Channels for SCS=15kHz
	
	CSI-RS.1.1 FDD
	CSI-RS.1.2 FDD
	CSI-RS.1.3 FDD
	CSI-RS.1.4 FDD
	CSI-RS.1.5 FDD
	CSI-RS.1.6 FDD
	CSI-RS.1.7 FDD

	Resource Type
	periodic
	periodic
	aperiodic
	aperiodic
	aperiodic
	periodic
	periodic

	Resource Set Config
	
	
	
	
	
	
	

	nzp-CSI-ResourceSetId
	0
	0
	0
	0
	0
	0
	0

	repetition
	n.a.
	off
	off
	on
	off
	n.a.
	off

	aperiodicTriggeringOffset
	n.a.
	n.a.
	4
	4
	6
	n.a.
	n.a.

	trs-Info
	n.a.
	n.a.
	n.a.
	n.a.
	n.a.
	n.a.
	n.a.

	Resource Config
	
	
	
	
	
	
	

	
	
	0 for resource #0
	0 for resource #0
	0 for resource #0
	0 for resource #0
	
	2 for resource #0

	
	
	
	
	1 for resource #1
	
	
	

	
	
	
	
	2 for resource #2
	
	
	

	
	
	
	
	3 for resource #3
	
	
	

	nzp-CSI-RS-ResourceId
	0 for resource #0
	1 for resource #1
	1 for resource #1
	4 for resource #4
	1 for resource #1
	0 for resource #0
	3 for resource #1

	
	
	
	
	5 for resource #5
	
	
	

	
	
	
	
	6 for resource #6
	
	
	

	
	
	
	
	7 for resource #7
	
	
	

	powerControlOffset
	0
	0
	0
	0
	0
	0
	0

	powerControlOffsetSS
	db0
	db0
	db0
	db0
	db0
	db0
	db0

	scramblingID
	0
	0
	0
	0
	0
	0
	0

	Period (slots)
	slot5
	slot10
	n.a.
	n.a.
	n.a.
	slot40
	slot10

	Offset
	1
	1
	n.a.
	n.a.
	n.a.
	1
	2

	qcl-InfoPeriodicCSI-RS
	TCI.State.0
	TCI.State.0
	n.a.
	n.a.
	n.a.
	TCI.State.0
	TCI.State.0

	
	
	TCI.State.1
	
	
	
	
	TCI.State.1

	frequencyDomainAllocation
	000001
	0001
	0001
	0001
	000001
	000001
	

	nrofPorts
	2
	1
	1
	1
	1
	2
	

	
	
	6 for resource #0
	6 for resource #0
	0 for resource #0
	Specified in the test case for resource #0
	

	6 for resource #0

	
	
	
	
	1 for resource #1
	
	
	

	
	
	
	
	2 for resource #2
	
	
	

	
	
	
	
	3 for resource #3
	
	
	

	firstOFDMSymbolInTimeDomain
	4 for resource #0
	10 for resource #1
	10 for resource #1
	4 for resource #4
	n.a.
	5 for resource #0

	10 for resource #1

	
	
	
	
	5 for resource #5
	
	
	

	
	
	
	
	6 for resource #6
	
	
	

	
	
	
	
	7 for resource #7
	
	
	

	cdm-Type
	FD-CDM2
	noCDM
	noCDM
	noCDM
	noCDM
	FD-CDM2
	noCDM

	density
	1
	3
	3
	3
	3
	1
	3

	startingRB
	0
	0
	0
	0
	0
	0
	0

	nrofRBs
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)

	Note 1:	If the configured value of PRBs is larger than the width of the corresponding BWP relevant for the test case, the Test Equipment shall implement CSI-RS only in the width of that BWP.



Table A.3.14.1-1A: CSI-RS Reference Measurement Channels for SCS=15kHz
	
	CSI-RS.1.1A FDD
	CSI-RS.1.2A FDD
	CSI-RS.1.3A FDD

	Resource Type
	periodic
	aperiodic
	periodic

	Resource Set Config
	
	
	

	nzp-CSI-ResourceSetId
	1
	1
	1

	repetition
	off
	off
	off

	aperiodicTriggeringOffset
	n.a.
	6
	n.a.

	trs-Info
	n.a.
	n.a.
	n.a.

	Resource Config
	
	
	

	nzp-CSI-RS-ResourceId
	12 for resource #0
	22 for resource #0
	14 for resource #0

	
	
	
	

	
	
	
	

	
	
	
	

	
	13 for resource #1
	23 for resource #1
	15 for resource #1

	
	
	
	

	
	
	
	

	
	
	
	

	powerControlOffset
	0
	0
	0

	powerControlOffsetSS
	db0
	db0
	db0

	scramblingID
	0
	0
	0

	Period (slots)
	slot20
	n.a.
	slot10

	Offset
	1
	n.a.
	2

	qcl-InfoPeriodicCSI-RS
	n.a.
	n.a.
	n.a.

	
	
	
	

	frequencyDomainAllocation
	0001
	0001
	0001

	nrofPorts
	1
	1
	1

	firstOFDMSymbolInTimeDomain
	6 for resource #0
	7 for resource #0
	6 for resource #0

	
	
	
	

	
	
	
	

	
	
	
	

	
	10 for resource #1
	11 for resource #1
	10 for resource #1

	
	
	
	

	
	
	
	

	
	
	
	

	cdm-Type
	noCDM
	noCDM
	noCDM

	density
	3
	3
	3

	startingRB
	0
	0
	0

	nrofRBs
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)

	Note 1:	If the configured value of PRBs is larger than the width of the corresponding BWP relevant for the test case, the Test Equipment shall implement CSI-RS only in the width of that BWP.



A.3.14.2	TDD
Table A.3.14.2-1: CSI-RS Reference Measurement Channels for SCS=15kHz
	
	CSI-RS.1.1 TDD
	CSI-RS.1.2 TDD
	CSI-RS.1.3 TDD
	CSI-RS.1.4 TDD
	CSI-RS.1.5 TDD
	CSI-RS.1.6 TDD

	Resource Type
	periodic
	periodic
	aperiodic
	aperiodic
	periodic
	periodic

	Resource Set Config
	
	
	
	
	
	

	nzp-CSI-ResourceSetId
	0
	0
	0
	0
	0
	0

	repetition
	n.a.
	off
	off
	on
	n.a.
	off

	aperiodicTriggeringOffset
	n.a.
	n.a.
	4
	4
	n.a.
	n.a.

	trs-Info
	n.a.
	n.a.
	n.a.
	n.a.
	n.a.
	n.a.

	Resource Config
	
	
	
	
	
	

	
	
	0 for resource #0
	0 for resource #0
	0 for resource #0
	
	2 for resource #0

	
	
	
	
	1 for resource #1
	
	

	
	
	
	
	2 for resource #2
	
	

	
	
	
	
	3 for resource #3
	
	

	nzp-CSI-RS-ResourceId
	0 for resource #0
	1 for resource #1
	1 for resource #1
	4 for resource #4
	0 for resource #0
	3 for resource #1

	
	
	
	
	5 for resource #5
	
	

	
	
	
	
	6 for resource #6
	
	

	
	
	
	
	7 for resource #7
	
	

	powerControlOffset
	0
	0
	0
	0
	0
	0

	powerControlOffsetSS
	db0
	db0
	db0
	db0
	db0
	db0

	scramblingID
	0
	0
	0
	0
	0
	0

	Period (slots)
	slot5
	slot10
	n.a.
	n.a.
	slot40
	slot10

	Offset
	1
	1
	n.a.
	n.a.
	1
	2

	qcl-InfoPeriodicCSI-RS
	TCI.State.0
	TCI.State.0
	n.a.
	n.a.
	TCI.State.0
	TCI.State.0

	
	
	TCI.State.1
	
	
	
	TCI.State.1

	frequencyDomainAllocation
	000001
	0001
	0001
	0001
	000001
	0001

	nrofPorts
	2
	1
	1
	1
	2
	1

	
	
	6 for resource #0
	6 for resource #0
	0 for resource #0
	
	6 for resource #0

	
	
	
	
	1 for resource #1
	
	

	
	
	
	
	2 for resource #2
	
	

	
	
	
	
	3 for resource #3
	
	

	firstOFDMSymbolInTimeDomain
	4 for resource #0
	10 for resource #1
	10 for resource #1
	4 for resource #4
	5 for resource #0
	10 for resource #1

	
	
	
	
	5 for resource #5
	
	

	
	
	
	
	6 for resource #6
	
	

	
	
	
	
	7 for resource #7
	
	

	cdm-Type
	FD-CDM2
	noCDM
	noCDM
	noCDM
	FD-CDM2
	noCDM

	density
	1
	3
	3
	3
	1
	3

	startingRB
	0
	0
	0
	0
	0
	0

	nrofRBs
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)

	Note 1:	If the configured value of PRBs is larger than the width of the corresponding BWP relevant for the test case, the Test Equipment shall implement CSI-RS only in the width of that BWP.



Table A.3.14.2-1A: CSI-RS Reference Measurement Channels for SCS=15kHz
	
	CSI-RS.1.1A TDD
	CSI-RS.1.2A TDD
	CSI-RS.1.3A TDD

	Resource Type
	periodic
	aperiodic
	periodic

	Resource Set Config
	
	
	

	nzp-CSI-ResourceSetId
	1
	1
	1

	repetition
	off
	off
	off

	aperiodicTriggeringOffset
	n.a.
	6
	n.a.

	trs-Info
	n.a.
	n.a.
	n.a.

	Resource Config
	
	
	

	nzp-CSI-RS-ResourceId
	12 for resource #0
	22 for resource #0
	14 for resource #0

	
	
	
	

	
	
	
	

	
	
	
	

	
	13 for resource #1
	23 for resource #1
	15 for resource #1

	
	
	
	

	
	
	
	

	
	
	
	

	powerControlOffset
	0
	0
	0

	powerControlOffsetSS
	db0
	db0
	db0

	scramblingID
	0
	0
	0

	Period (slots)
	slot20
	n.a.
	slot10

	Offset
	1
	n.a.
	2

	qcl-InfoPeriodicCSI-RS
	n.a.
	n.a.
	n.a.

	
	
	
	

	frequencyDomainAllocation
	0001
	0001
	0001

	nrofPorts
	1
	1
	1

	firstOFDMSymbolInTimeDomain
	6 for resource #0
	7 for resource #0
	6 for resource #0

	
	
	
	

	
	
	
	

	
	
	
	

	
	10 for resource #1
	11 for resource #1
	10 for resource #1

	
	
	
	

	
	
	
	

	
	
	
	

	cdm-Type
	noCDM
	noCDM
	noCDM

	density
	3
	3
	3

	startingRB
	0
	0
	0

	nrofRBs
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)

	Note 1:	If the configured value of PRBs is larger than the width of the corresponding BWP relevant for the test case, the Test Equipment shall implement CSI-RS only in the width of that BWP.



Table A.3.14.2-2: CSI-RS Reference Measurement Channels for SCS=30kHz
	
	CSI-RS.2.1 TDD
	CSI-RS.2.2 TDD
	CSI-RS.2.3 TDD
	CSI-RS.2.4 TDD
	CSI-RS.2.5 TDD
	CSI-RS.2.6 TDD
	CSI-RS.2.7 TDD

	Resource Type
	periodic
	periodic
	aperiodic
	aperiodic
	aperiodic
	periodic
	periodic

	Resource Set Config
	
	
	
	
	
	
	

	nzp-CSI-ResourceSetId
	0
	0
	0
	0
	0
	0
	0

	repetition
	n.a.
	off
	off
	on
	off
	n.a.
	off

	aperiodicTriggeringOffset
	n.a.
	n.a.
	4
	4
	6
	n.a.
	n.a.

	trs-Info
	n.a.
	n.a.
	n.a.
	n.a.
	n.a.
	n.a.
	n.a.

	Resource Config
	
	
	
	
	
	
	

	
	
	0 for resource #0
	0 for resource #0
	0 for resource #0
	0 for resource #0
	
	2 for resource #0

	
	
	
	
	1 for resource #1
	
	
	

	
	
	
	
	2 for resource #2
	
	
	

	
	
	
	
	3 for resource #3
	
	
	

	nzp-CSI-RS-ResourceId
	0 for resource #0
	1 for resource #1
	1 for resource #1
	4 for resource #4
	1 for resource #1
	0 for resource #0
	3 for resource #1

	
	
	
	
	5 for resource #5
	
	
	

	
	
	
	
	6 for resource #6
	
	
	

	
	
	
	
	7 for resource #7
	
	
	

	powerControlOffset
	0
	0
	0
	0
	0
	0
	0

	powerControlOffsetSS
	db0
	db0
	db0
	db0
	db0
	db0
	db0

	scramblingID
	0
	0
	0
	0
	0
	0
	0

	Period (slots)
	slot10
	slot20
	n.a.
	n.a.
	n.a.
	slot80
	slot20

	Offset
	2
	2
	n.a.
	n.a.
	n.a.
	2
	4

	qcl-InfoPeriodicCSI-RS
	TCI.State.0
	TCI.State.0
	n.a.
	n.a.
	n.a.
	TCI.State.0
	TCI.State.0

	
	
	TCI.State.1
	
	
	
	
	TCI.State.1

	frequencyDomainAllocation
	000001
	0001
	0001
	0001
	000001
	000001
	0001

	nrofPorts
	2
	1
	1
	1
	1
	2
	1

	
	
	6 for resource #0
	6 for resource #0
	0 for resource #0
	Specified in the test case for resource #0
	
	6 for resource #0

	
	
	
	
	1 for resource #1
	
	
	

	
	
	
	
	2 for resource #2
	
	
	

	
	
	
	
	3 for resource #3
	
	
	

	firstOFDMSymbolInTimeDomain
	5 for resource #0
	10 for resource #1
	10 for resource #1
	4 for resource #4
	n.a.
	5 for resource #0
	10 for resource #1

	
	
	
	
	5 for resource #5
	
	
	

	
	
	
	
	6 for resource #6
	
	
	

	
	
	
	
	7 for resource #7
	
	
	

	cdm-Type
	FD-CDM2
	noCDM
	noCDM
	noCDM
	noCDM
	FD-CDM2
	noCDM

	density
	1
	3
	3
	3
	3
	1
	3

	startingRB
	0
	0
	0
	0
	0
	0
	0

	nrofRBs
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)

	Note 1:	If the configured value of PRBs is larger than the width of the corresponding BWP relevant for the test case, the Test Equipment shall implement CSI-RS only in the width of that BWP.



Table A.3.14.2-2A: CSI-RS Reference Measurement Channels for SCS=30kHz
	
	CSI-RS.2.1A TDD
	CSI-RS.2.2A TDD
	CSI-RS.2.3A TDD

	Resource Type
	periodic
	aperiodic
	periodic

	Resource Set Config
	
	
	

	nzp-CSI-ResourceSetId
	1
	1
	1

	repetition
	off
	off
	off

	aperiodicTriggeringOffset
	n.a.
	6
	n.a.

	trs-Info
	n.a.
	n.a.
	n.a.

	Resource Config
	
	
	

	nzp-CSI-RS-ResourceId
	12 for resource #0
	22 for resource #0
	14 for resource #0

	
	
	
	

	
	
	
	

	
	
	
	

	
	13 for resource #1
	23 for resource #1
	15 for resource #1

	
	
	
	

	
	
	
	

	
	
	
	

	powerControlOffset
	0
	0
	0

	powerControlOffsetSS
	db0
	db0
	db0

	scramblingID
	0
	0
	0

	Period (slots)
	slot40
	n.a.
	slot20

	Offset
	2
	n.a.
	4

	qcl-InfoPeriodicCSI-RS
	n.a.
	n.a.
	n.a.

	
	
	
	

	frequencyDomainAllocation
	0001
	0001
	0001

	nrofPorts
	1
	1
	1

	firstOFDMSymbolInTimeDomain
	6 for resource #0
	7 for resource #0
	6 for resource #0

	
	
	
	

	
	
	
	

	
	
	
	

	
	10 for resource #1
	11 for resource #1
	10 for resource #1

	
	
	
	

	
	
	
	

	
	
	
	

	cdm-Type
	noCDM
	noCDM
	noCDM

	density
	3
	3
	3

	startingRB
	0
	0
	0

	nrofRBs
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)

	Note 1:	If the configured value of PRBs is larger than the width of the corresponding BWP relevant for the test case, the Test Equipment shall implement CSI-RS only in the width of that BWP.



Table A.3.14.2-3: CSI-RS Reference Measurement Channels for SCS=120kHz
	
	CSI-RS.3.1 TDD
	CSI-RS.3.2 TDD
	CSI-RS.3.3 TDD
	CSI-RS.3.4 TDD
	CSI-RS.3.5 TDD
	CSI-RS.3.6 TDD

	Resource Type
	periodic
	periodic
	aperiodic
	aperiodic
	periodic
	periodic

	Resource Set Config
	
	
	
	
	
	

	nzp-CSI-ResourceSetId
	0
	0
	0
	0
	0
	0

	repetition
	n.a.
	off
	off
	on
	n.a.
	off

	aperiodicTriggeringOffset
	n.a.
	n.a.
	4
	4
	n.a.
	n.a.

	trs-Info
	n.a.
	n.a.
	n.a.
	n.a.
	n.a.
	n.a.

	Resource Config
	
	
	
	
	
	

	
	
	0 for resource #0
	0 for resource #0
	0 for resource #0
	
	2 for resource #0

	
	
	
	
	1 for resource #1
	
	

	
	
	
	
	2 for resource #2
	
	

	
	
	
	
	3 for resource #3
	
	

	nzp-CSI-RS-ResourceId
	0 for resource #0
	1 for resource #1
	1 for resource #1
	4 for resource #4
	0 for resource #0
	3 for resource #1

	
	
	
	
	5 for resource #5
	
	

	
	
	
	
	6 for resource #6
	
	

	
	
	
	
	7 for resource #7
	
	

	powerControlOffset
	0
	0
	0
	0
	0
	0

	powerControlOffsetSS
	db0
	db0
	db0
	db0
	db0
	db0

	scramblingID
	0
	0
	0
	0
	0
	0

	Period (slots)
	slot40
	slot80
	n.a.
	n.a.
	slot320
	slot80

	Offset
	8
	8
	n.a.
	n.a.
	8
	16

	qcl-InfoPeriodicCSI-RS
	TCI.State.0
	TCI.State.0
	n.a.
	n.a.
	TCI.State.0
	TCI.State.0

	
	
	TCI.State.1
	
	
	
	TCI.State.1

	frequencyDomainAllocation
	000001
	0001
	0001
	0001
	000001
	0001

	nrofPorts
	2
	1
	1
	1
	1
	1

	
	
	6 for resource #0
	6 for resource #0
	0 for resource #0
	
	6 for resource #0

	
	
	
	
	1 for resource #1
	
	

	
	
	
	
	2 for resource #2
	
	

	
	
	
	
	3 for resource #3
	
	

	firstOFDMSymbolInTimeDomain
	5 for resource #0
	10 for resource #1
	10 for resource #1
	4 for resource #4
	5 for resource #0
	10 for resource #1

	
	
	
	
	5 for resource #5
	
	

	
	
	
	
	6 for resource #6
	
	

	
	
	
	
	7 for resource #7
	
	

	cdm-Type
	FD-CDM2
	noCDM
	noCDM
	noCDM
	FD-CDM2
	noCDM

	density
	1
	3
	3
	3
	1
	3

	startingRB
	0
	0
	0
	0
	0
	0

	nrofRBs
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)

	Note 1:	If the configured value of PRBs is larger than the width of the corresponding BWP relevant for the test case, the Test Equipment shall implement CSI-RS only in the width of that BWP.



Table A.3.14.2-3A: CSI-RS Reference Measurement Channels for SCS=120kHz
	
	CSI-RS.3.1A TDD
	CSI-RS.3.2A TDD
	CSI-RS.3.3A TDD

	Resource Type
	periodic
	aperiodic
	periodic

	Resource Set Config
	
	
	

	nzp-CSI-ResourceSetId
	1
	1
	1

	repetition
	off
	off
	off

	aperiodicTriggeringOffset
	n.a.
	6
	n.a.

	trs-Info
	n.a.
	n.a.
	n.a.

	Resource Config
	
	
	

	nzp-CSI-RS-ResourceId
	12 for resource #0
	22 for resource #0
	14 for resource #0

	
	
	
	

	
	
	
	

	
	
	
	

	
	13 for resource #1
	23 for resource #1
	15 for resource #1

	
	
	
	

	
	
	
	

	
	
	
	

	powerControlOffset
	0
	0
	0

	powerControlOffsetSS
	db0
	db0
	db0

	scramblingID
	0
	0
	0

	Period (slots)
	slot160
	n.a.
	slot80

	Offset
	8
	n.a.
	16

	qcl-InfoPeriodicCSI-RS
	n.a.
	n.a.
	n.a.

	
	
	
	

	frequencyDomainAllocation
	0001
	0001
	0001

	nrofPorts
	1
	1
	1

	firstOFDMSymbolInTimeDomain
	6 for resource #0
	7 for resource #0
	6 for resource #0

	
	
	
	

	
	
	
	

	
	
	
	

	
	10 for resource #1
	11 for resource #1
	10 for resource #1

	
	
	
	

	
	
	
	

	
	
	
	

	cdm-Type
	noCDM
	noCDM
	noCDM

	density
	3
	3
	3

	startingRB
	0
	0
	0

	nrofRBs
	276 (Note 1)
	276 (Note 1)
	276 (Note 1)

	Note 1:	If the configured value of PRBs is larger than the width of the corresponding BWP relevant for the test case, the Test Equipment shall implement CSI-RS only in the width of that BWP.
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