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Background
This contribution provides a text proposal for LTE CA_7C-20A with UL configurations 7C and 7A-20A as requested in RAN4#104-e.
Reference

Text Proposal
[bookmark: _Toc405202255]---Start of changes---
[bookmark: _Toc46227210][bookmark: _Toc46226930][bookmark: _Toc42535399][bookmark: _Toc42519368][bookmark: _Toc19092999][bookmark: _Toc9535570][bookmark: _Toc533081875][bookmark: _Toc496637839]5.3.x	CA_7C-20A	
[bookmark: _Toc46227211][bookmark: _Toc46226931][bookmark: _Toc42535400][bookmark: _Toc42519369][bookmark: _Toc19093000][bookmark: _Toc9535571][bookmark: _Toc533081876][bookmark: _Toc496637840]5.3.x.1	Channel bandwidths per operating band for CA
Table 5.3.x.1-1: Inter-band CA operating bands
	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	

	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	FDD



Table 5.3.x.1-2: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_7C-20A
	CA_7C 
CA_7A-20A
	7
	See CA_7C Bandwidth Combination Set 1 in Table 5.6A.1-1
	60
	0

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	



[bookmark: _Toc496637841][bookmark: _Toc46227212][bookmark: _Toc46226932][bookmark: _Toc42535401][bookmark: _Toc42519370][bookmark: _Toc19093001][bookmark: _Toc9535572][bookmark: _Toc533081877]5.3.x.2	Co-existence studies
[bookmark: _Toc46227213][bookmark: _Toc46226933][bookmark: _Toc42535402][bookmark: _Toc42519371][bookmark: _Toc19093002][bookmark: _Toc9535573][bookmark: _Toc533081878][bookmark: _Toc496637844]Coexistence for CA_7-20 has already been specified in TS 36101.
[bookmark: _Toc46227214][bookmark: _Toc46226934][bookmark: _Toc42535403][bookmark: _Toc42519372][bookmark: _Toc19093003][bookmark: _Toc9535574][bookmark: _Toc533081879][bookmark: _Toc496637845]5.3.x.3	∆TIB and ∆RIB values
[bookmark: _Hlk115249706]Relaxation values for CA_7-20 already specified.
5.3.x.4	REFSENS Requirements
No additional REFSENS requirements needed when compared to CA_7A-20A.
---End of changes---
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