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Introduction
RAN4 is working on conformance specification TS 38.181 for Satellite Access Node (SAN). During last RAN4#104-e meeting work split for drafting text proposals between interesting companies was agreed to facilitate efforts. Work split is included in agreed Way forward [1].
This contribution provides text proposals to TS 38.181 for 10.5 In-band selectivity and blocking.

Discussion
<Start of TP to TS 38.181>
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OTA Adjacent channel selectivity (ACS) is a measure of the receiver's ability to receive an OTA wanted signal at its assigned channel frequency in the presence of an OTA adjacent channel signal with a specified centre frequency offset of the interfering signal to the band edge of a victim system. The wanted and interfering signals apply to each supported polarization, under the assumption of polarization match.
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For SAN type 1-O, the minimum requirement is in TS 38.108 [3], clause 10.5.1.2.
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The test purpose is to verify the ability of the SAN receiver filter to suppress interfering signals in the channels adjacent to the wanted channel.
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Test environment: Normal, see annex B.2.
RF channels to be tested for single carrier:
-	M; see clause 4.9.1.
SAN RF Bandwidth edge position to be tested for multi-carrier and/or CA:
-	MRFBW in single-band operation, see clause 4.9.1;
-	BRFBW_T'RFBW and B'RFBW_TRFBW in multi-band operation, see clause 4.9.1.
Directions to be tested:
-	For SAN type 1-O, receiver target reference direction (D.31),
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1)	Place the SAN with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in [annex E.2.3].
2)	Align the manufacturer declared coordinate system orientation of the SAN with the test system.
3)	Align the SAN with the test antenna in the declared direction to be tested.
4)	Align the SAN so that the wanted signal and interferer signal is polarization matched with the test antenna(s).
5)	Configure the beam peak direction for the transmitter according to the declared reference beam direction pair for the appropriate beam identifier.
6)	For FDD operation, set the SAN to transmit beam(s) of the same operational band as the OSDD or OTA REFSENS RoAoA being tested according to the appropriate test configuration in clauses 4.7 and 4.8.
7)	Set the test signal mean power so that the calibrated radiated power at the SAN Antenna Array coordinate system reference point is as follows:
a)	Set the signal generator for the wanted signal to transmit as specified in table 10.5.1.2.1-1 for SAN type 1-O 
b)	Set the signal generator for the interfering signal at the adjacent channel frequency of the wanted signal to transmit as specified in table 10.5.1.2.1-1 for SAN type 1-O.
8)	Measure throughput according to annex A.1 for each supported polarization, for multi-carrier and/or CA operation the throughput shall be measured for relevant carriers specified by the test configuration specified in clauses 4.7.2 and 4.8.
For multi-band RIB(s) and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carriers activated in the other band.
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The test requirement is calculated from the OTA wanted signal mean power level offset by the OTA ACS Test Tolerance specified in clause 4.1.
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The requirement shall apply at the RIB when the AoA of the incident wave of a received signal and the interfering signal are from the same direction, and the AoA of the incident wave of a received signal and the interfering signal are within the minSENS RoAoA.
The wanted and interfering signals apply to each supported polarization, under the assumption of polarization match.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.
For FR1, the OTA wanted and the interfering signal are specified in table 10.5.1.5.2-1 and table 10.5.1.5.2-2 for ACS. The reference measurement channel for the OTA wanted signal is identified in clause 10.5.1.2 and is further specified in annex A.1. The characteristics of the interfering signal is further specified in TS 38.108 [3] annex [D].
The OTA ACS requirement is applicable outside the SAN RF Bandwidth or Radio Bandwidth. The OTA interfering signal offset is defined relative to the SAN RF Bandwidth edges or Radio Bandwidth edges.
For multi-band RIBs, the OTA ACS requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the NR interfering signal in table 10.5.1.5.2-2. The interfering signal offset is defined relative to the SAN RF Bandwidth edges inside the Inter RF Bandwidth gap.
Table 10.5.1.5.2-1: OTA ACS requirement for SAN type 1-O
	SAN channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
(NOTE 2)
	Interfering signal mean power (dBm)

	5, 10, 15, 20 (NOTE 1)
	EISminSENS + 6 dB
	LEO SAN class: -60 – ΔminSENS
GEO SAN class: -57 – ΔminSENS

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the SAN for that bandwidth
NOTE 2:	EISminSENS depends on the SAN channel bandwidth



Table 10.5.1.5.2-2: OTA ACS interferer frequency offset for SAN type 1-O
	SAN channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	5
	±2.5025
	5 MHz CP-OFDM NR signal,
15 kHz SCS, 25 RBs

	10
	±2.5075
	

	15
	±2.5125
	

	20
	±2.5025
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The requirement is not applicable in this version of the specification.
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