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Introduction
The WID for NR DC was updated in RAN #97 meeting [2]. This contribution provides a TP for TR 37.717-21-11 to update the format of tables for ∆TIB and ∆RIB values.
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<Editor’s note: it is required to use the same table format as in TS 38.101-3>
Table 5.x.1-1: Inter-band DC configurations (three bands)
	EN-DC
configuration
	Uplink EN-DC
configuration

	
	



[bookmark: _Toc46742702]5.x.2	Co-existence studies
<Text will be added.>
[bookmark: _Toc46742703][bookmark: OLE_LINK14][bookmark: OLE_LINK15]5.x.3	∆TIB and ∆RIB values
<Editor’s note: it is required to use the same table format as in TS 38.101-3>
Table 5.X.3-1: ΔTIB,c
	Inter-band EN-DC configuration
	E-UTRA or NR Band
	ΔTIB,c (dB)

	
	
	

	
	
	

	
	
	



	Inter-band EN-DC configuration
	ΔTIB,c for E-UTRA band / NR band (dB)

	
	Component band in order of bands in configuration

	
	
	
	



Table 5.X.3-2: ΔRIB
	Inter-band EN-DC configuration
	E-UTRA or NR Band
	ΔRIB,c (dB)

	
	
	

	
	
	

	
	
	



	Inter-band EN-DC configuration
	ΔRIB,c for E-UTRA band / NR band (dB)

	
	Component band in order of bands in configuration

	
	
	
	



[bookmark: _Toc46742704]5.x.4	Reference sensitivity exceptions
< Editor’s note: text will be added only for reference sensitivity exceptions for intermodulation interference due to dual uplink operation for DC in NR FR1 involving three bands >

<End of TP >
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