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1 Introduction
Based on the pre-arranged work-split, we provide TP to the NTN SAN conformance test specification TS 38.181. 
2 Discussion
Content of this TP was drafted based on the TS 38.141-1 content. 
Manufacturer declarations, as well as test models used in the text will require further cross-checking.
3 Conclusions 
Based on the above discussion, the following proposal was formulated: 

Proposal 1: Approve the attached TP to TS 38.181. 
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Annex A: TP to TS 38.181
------------------------------ Modified section ------------------------------
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Unwanted emissions consist of out-of-band emissions and spurious emissions according to ITU definitions [x]. In ITU terminology, out of band emissions are unwanted emissions immediately outside the SAN channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions.
The out-of-band emissions requirement for the SAN transmitter is specified both in terms of Adjacent Channel Leakage power Ratio (ACLR) and operating band unwanted emissions (OBUE).
The maximum offset of the operating band unwanted emissions mask from the operating band edge is ΔfOBUE. The Operating band unwanted emissions define all unwanted emissions in each supported downlink operating band plus the frequency ranges ΔfOBUE above and ΔfOBUE below each band. Unwanted emissions outside of this frequency range are limited by a spurious emissions requirement.
The values of ΔfOBUE are defined in table 6.6.1-1 for the SAN operating bands.
Table 6.6.1-1: Maximum offset of OBUE outside the downlink operating band
	SAN type
	Operating band characteristics
	ΔfOBUE (MHz)

	SAN type 1-H
	FDL,high – FDL,low < 100 MHz  
	2*BWChannel 



There is in addition a requirement for occupied bandwidth.
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The occupied bandwidth is the width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage /2 of the total mean transmitted power. See also Recommendation ITU-R SM.328 [x].
The value of /2 shall be taken as 0.5%.
The minimum requirement below may be applied regionally. There may also be regional requirements to declare the occupied bandwidth according to the definition in the present clause.
For SAN type 1-H this requirement shall be applied at each TAB connector supporting transmission in the operating band.
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The minimum requirement for SAN type 1-H is defined in TS 38.108 [x] clause 6.6.2.
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The test purpose is to verify that the emission at the TAB connector does not occupy an excessive bandwidth for the service to be provided and is, therefore, not likely to create interference to other users of the spectrum beyond undue limits.
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Test environment: Normal; see annex B.2.
RF channels to be tested for single carrier: M; see clause 4.9.1.
1)	Connect the measurement device to the TAB connector as shown in annex Dx.x for SAN type 1-H.
2)	For a SAN declared to be capable of single carrier operation (D.x), start transmission according to the applicable test configuration in clause 4.8 using the corresponding test model [NR-FR1-TM1.1] at manufacturer's declared rated carrier output power per TAB connector (Prated,c,TABC, D.x).
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1)	Measure the spectrum emission of the transmitted signal using at least the number of measurement points, and across a span, as listed in table 6.6.2.4.2-1. The selected resolution bandwidth (RBW) filter of the analyser shall be 30 kHz or less.
Table 6.6.2.4.2-1: Span and number of measurement points for OBW measurements
	Bandwidth
	SAN channel bandwidth
BWChannel (MHz)

	
	5
	10 
	15
	20

	Span (MHz)
	10
	20
	30
	40

	Minimum number of measurement points
	400
	400
	400
	400



NOTE:	The detection mode of the spectrum analyzer will not have any effect on the result if the statistical properties of the out-of-OBW power are the same as those of the inside-OBW power. Both are expected to have the Rayleigh distribution of the amplitude of Gaussian noise. In any case where the statistics are not the same, though, the detection mode must be power responding. The analyser may be set to respond to the average of the power (root-mean-square of the voltage) across the measurement cell.
2)	Compute the total of the power, P0, (in power units, not decibel units) of all the measurement cells in the measurement span. Compute P1, the power outside the occupied bandwidth on each side. P1 is half of the total power outside the bandwidth. P1 is half of (100 % - (occupied percentage)) of P0. For the occupied percentage of 99 %, P1 is 0.005 times P0.
3)	Determine the lowest frequency, f1, for which the sum of all power in the measurement cells from the beginning of the span to f1 exceeds P1.
4)	Determine the highest frequency, f2, for which the sum of all power in the measurement cells from f2 to the end of the span exceeds P1.
5)	Compute the occupied bandwidth as f2 - f1.
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The occupied bandwidth for each carrier shall be less than the channel bandwidth as defined in TS 38.108 [x], table 5.3.5-1 for SAN type 1-H. 
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