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Topic #1: General principle for NCR-MT RRM work
Issue 1-1: general principle for NCR-MT RRM work
Agreements:
Agreement: 
· The RAN4 study on RRM requirement for RRM procedure should start after that procedure has been agreed by RAN1 and/or RAN2.
· RAN4 starts study on the requirements which are not depending on RAN1/2 conclusions.

Issue 1-2: How to draft the spec for NCR-MT if necessary
Agreement: 
· Unanimous agreement on that 38.106 would be the container of RRM requirements for NCT if identified.

Topic #2: work plan for NCR-MT RRM work
To follow the the following high level principle,
Agreements:
Agreement: 
· The RAN4 study on RRM requirement for RRM procedure should start after that procedure has been agreed by RAN1 and/or RAN2.
· RAN4 starts study on the requirements which are not depending on RAN1/2 conclusions.

For requirements which are not depending RAN1/RAN2 conclusion, RAN4 could follow the work plan as below to continue the work. 
For RRM requirement which depends on RAN1/RAN2 RRM procedure, this could be start the RRM requirement after its conclusion in other WG.
	WG
	Meeting Number
	TU
	Task

	RAN4
	#104bis
	
	

	
	
	Core RD
0.5
	· Identify the necessity of the RRM requirements for NCR-MT and its scope of RRM requirements for NCR-MT if necessary.


	RAN4
	#105
	
	

	
	
	Core RD
0.5
	· If an RRM requirement is considered necessary based on the study then specify the corresponding RRM requirement for NCR-MT.



	RAN4
	#106
	Core RF
0.25
	

	
	
	Core RD
0.5
	· If an RRM requirement is considered necessary based on the study then specify the corresponding RRM requirement for NCR-MT.



	RAN4
	#106bis
	Core RF
0.25
	

	
	
	Perf RF 0.25
	

	
	
	CoreRD
0.25
	· If an RRM requirement is considered necessary based on the study then specify the corresponding RRM requirement for NCR-MT.



	
	
	Perf RD
0.25
	

	RAN4
	#107
	Core RF
0.25
	

	
	
	Perf RF 0.25
	

	
	
	CoreRD
0.25
	· If an RRM requirement is considered necessary based on the study then specify the corresponding RRM requirement for NCR-MT.
· Endorse the CR if the RRM requirement for NCR-MT is to be specified, if possible.

	
	
	Perf RD
0.25
	· 

	RAN4
	#108
	Core RF
0.25
	

	
	
	Perf RF 0.25
	

	
	
	CoreRD
0.5
	If an RRM requirement is considered necessary based on the study then specify the corresponding RRM requirement for NCR-MT.
Endorse the CR if the RRM requirement for NCR-MT is to be specified.

	
	
	Perf RD
0.25
	· 

	RAN4
	#108bis
	Core RF
0.25
	

	
	
	Perf RF 0.25
	

	
	
	CoreRD
0.5
	· If an RRM requirement is considered necessary based on the study then specify the corresponding RRM requirement for NCR-MT.
· Endorse the CR if the RRM requirement for NCR-MT is to be specified.


	
	
	Perf RD
0.5
	· 

	RAN4
	#109
	Core RF
0.25
	

	
	
	Perf RF 0.25
	· 

	
	
	CoreRD
0.5
	· Endorse the CR if the RRM requirement for NCR-MT is to be specified
· Agree on the big CR if the RRM requirement for NCR-MT is to be specified.
· 


	
	
	Perf RD
0.5
	· 

	RAN4
	#110
	Pref
RF
0.25
	

	
	
	Pref
RD
0.5
	·  

	RAN4
	#110bis
	Pref
RF
0.25
	

	
	
	Pref
RD
0.5
	

	RAN4
	#111
	Pref
RF
0.25
	

	
	
	Pref
RD
0.5
	



