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Background

· Previous WFs on this topic
· R4-2214396, WF on enhanced IIoT and URLLC support demodulation and CSI requirements, Nokia, Nokia Shanghai Bell.
· R4-2210673, WF on enhanced IIoT and URLLC support demodulation and CSI requirements, Nokia, Nokia Shanghai Bell.
· Corresponding Email summary in RAN4#104-e
· R4-2217488	Email discussion summary for [104-bis-e][324] NR_IIOT_URLLC_enh_Demod



WF on topic#1: PUCCH requirements

Remaining KPIs
Agreements:
Define the performance requirements for Prob(ACK miss)<1%, in addition to Prob(DTX to ACK)<1%.


Applicability rules and manufacturer declarations
Agreements:
Applicability rule:
Unless otherwise stated, PUCCH sub-slot based repetition requirement tests shall apply only if the BS supports it (see D.1XX in table [manufacturer declarations]).
Manufacturer declaration:
	D.xxx
	PUCCH sub-slot based repetition formats
	Declaration of PUCCH sub-slot based repetition formats, i.e., format 0.
	x
	x





CR work split (informative)


	NR_IIOT_URLLC_enh demodulation draftCR, bigCR, summary split
	Contributor

	
	

	TS 38.104 bigCR
	Nokia

	TS 38.104 Performance requirements (draftCRs)
	

	
	8 Conducted performance requirements
	Nokia

	
	 
	8.3 Performance requirements for PUCCH
	

	
	 
	 
	8.3.X [Performance requirements for sub-slot repetition PUCCH format 0]
	

	
	

	TS 38.141-1 bigCR
	Ericsson

	TS 38.141-1 Conducted conformance testing (draftCRs)
	

	
	4.6 Manufacturer declarations (if required)
	Ericsson

	
	8 Conducted performance requirements
	Ericsson

	
	 
	8.1 General
	

	
	 
	 
	8.1.2 Applicability rule (if required)
	

	
	 
	8.3 Performance requirements for PUCCH
	Ericsson

	
	 
	 
	8.3.X [Performance requirements for sub-slot repetition PUCCH format 0]
	

	
	

	TS 38.141-2 bigCR
	Samsung

	TS 38.141-2 Radiated conformance testing (draftCRs)
	

	
	4.6 Manufacturer declarations (if required)
	Huawei

	
	8 Radiated performance requirements
	Huawei

	
	 
	8.1 General
	

	
	 
	 
	8.1.2 Applicability rule (if required)
	

	
	 
	8.3 OTA Performance requirements for PUCCH
	Samsung

	
	 
	 
	8.3.X [Performance requirements for sub-slot repetition PUCCH format 0]
	

	
	

	Simulation summary for sub-slot repetition PUCCH format 0
(Sharing of draft well ahead of RAN4#104-bis is encouraged.)
	Huawei







