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1 Topic #1:  "NR-CA Type-2 UE" for 2 layer MIMO case (intra-band non-collocated non-contiguous)
1.1 Sub-topic 1-1: UE RF architecture baseline
< Issue 1-1-1: UE RF architecture>
Agreement: 
· Not to discuss the detail information of UE implementation furthermore if the RF requirement is not affected. “2 layer/2 Rx Chain per CC, total 4 Rx Chain” based on last meeting’s agreement is enough.
	<RAN4#104e> Issue 2-2-1 (a): UE RF architecture
Agreement: 
· Total four RF antenna is assumed.
· Reuse UE RF architecture of inter-band non-contiguous DC_42_n77/78 EN-DC Type-2 (i.e. 2 layer/2 Rx Chain per CC, total 4 Rx Chain) as the baseline.


1.2 Sub-topic 1-2 : RF requirements
< Issue 1-2-1: Power Imbalance and in-band blocking>
Agreements:
· Conclude 25dB power imbalance with 1dB REFSENS relaxation for Type-2 Intra-band non-collocated NR-CA in this meeting

1.3 Sub-topic 1-3: Guidelines for RRM requirements

< Issue 1-3-1: Guidelines for RRM requirements on MRTD>
Stick to the previous agreement in the last meeting.
< Issue 1-3-2: Specific RRM requirements on MRTD>
Agreement: 
Discuss RRM requirements in RRM session in RAN4#105 meeting according to work plan.
