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[bookmark: _Toc79478134]Introduction
This is a WF for 
· Topic #2: Tx switching with multiple TAGs
a topic of the e-mail thread [104-bis-e][139] NR_MC_enh_UERF summarized ion [1].

[bookmark: _Toc79478149]Topic #2: Tx switching with multiple TAGs

Summary for 1st round and 2nd round discussion
Sub-topic 2-1: UL switching time and outage time
Issue 2-1-1: UL switching time
WF UL switching time (Oct 12 GTW agreement):
the UL switching time is the same for single TAG and dual-TAG cases

Issue 2-1-1A: on the wording in the FFS bullet
WF on the wording in the FFS bullet:
continued discussion at the next meeting. 

Issue 2-1-2: UL outage time and RAN4 CR text
Issue 2-1-2A: RAN4 CR text
WF RAN4 CR text: 
continued discussion at the next meeting. Two options:
Option 1: modify the time mask for TX switching to include the case of dual TAG with different timing advance on the two TAGs.
Option 2: apply same approach as in R17 V2X that the time mask only contains the UE hardware requirement (switching period), and no TA difference included. The impact of Tx switching with multiple TAGs can be considered as scheduling restriction.


Issue 2-1-2B: UL outage time 
WF UL outage time: 
continued discussion at the next meeting.


Sub-topic 2-2: PUSCH preparation time
WF PUSCH preparation time (Oct 12 GTW agreement): 
the timing difference effect and switching period have already been considered in the PUSCH preparation time in the current specification, and further specification update is not needed.


Sub-topic 2-3: Sceanrio
WF Scenario (Oct 12 GTW agreement): 
· The band combinations containing intra-band non-contiguous CA is not considered in the WI.
· NR-DC with multi-TAG operation is not considered in the WI.


Sub-topic 2-4: Location of switching period
WF UL location of the switching period: 
continued discussion at the next meeting. The location of the switching period must be specified.
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