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1. Introduction
This contribution is a text proposal for TR 38.718-01-01 to include CA_n78(A-C) according to the request in RAN #97e [1].
2. Reference
[1] RP-221319, Revised WID: Rel-17 NR intra band Carrier Aggregation for xCC DL/yCC UL including contiguous and non-contiguous spectrum (x>=y). 
3. Text Proposal
[bookmark: _Toc523749799][bookmark: _Toc523750864][bookmark: _Toc527979877][bookmark: historyclause]<Start of Text Proposal>
[bookmark: _Toc64285817][bookmark: _Toc64285865]6.X	CA_3DL_n78(A-C)_1UL_n78A
[bookmark: _Toc22817113][bookmark: _Toc64285818][bookmark: _Toc64285866]6.X.1	Channel bandwidths per operating band for CA
Table 6.X.1-1: Supported bandwidth combinations for CA_3DL_n78(A-C)_1UL _n78A

	NR CA configuration
	Uplink CA configuration or single uplink carrier4
	NR Band
	Channel bandwidth (MHz)
	Bandwidth combination set

	
	
	
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n78(A-C)
	-
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	0

	
	
	n78
	See CA_n78C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	-
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	1

	
	
	n78
	See CA_n78C Bandwidth Combination Set 1 in Table 5.5A.1-1
	



[bookmark: _Toc22817114][bookmark: _Toc64285819][bookmark: _Toc64285867]6.X.2	Co-existence studies
There are no additional co-existence issues for this combination.
[bookmark: _Toc22817115][bookmark: _Toc64285820][bookmark: _Toc64285868]6.X.3	REFSENS
There are no REFSENS exceptions for this combination. 
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