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<Start of change 1>
[bookmark: _Toc5952688]9.1.5.1.2	SA mode: carrier-specific scaling factor for SSB-based, CSI-RS based L3 measurements and RSSI and channel occupancy measurements performed outside gaps
For UE in SA operation mode, the carrier-specific scaling factor CSSFoutside_gap,i for intra-frequency SSB-based measurements, inter-frequency SSB-based measurements performed outside measurements gaps, intra-frequency CSI-RS L3 measurement and RSSI/channel occupancy measurement with no measurement gap on a carrier subject to CCA when SMTC and RMTC are overlapping will be as specified in Table 9.1.5.1.2-1, which shall also be applied for a UE configured with NE-DC operation.
Table 9.1.5.1.2-1: CSSFoutside_gap,i scaling factor for SA mode
	Scenario
	CSSFoutside_gap,i for FR1 PCC
	CSSFoutside_gap,i for FR1 SCC
	CSSFoutside_gap,i for FR2 PCC
	CSSFoutside_gap,i for FR2 SCC where neighbour cell measurement is required
	CSSF outside_gap,i for FR2 SCC where neighbour cell measurement is not required
	CSSFoutside_gap,i for inter-frequency MO with no measurement gap

	FR1 only CA 
	1+NPCC_CSIRS + NPCC_CCA_RSSI/CO
	NSCC_SSB +Y+2x NSCC_CSIRS+ NSCC_CCA_RSSI/CO
	N/A
	N/A
	N/A
	NSCC_SSB +Y+2x NSCC_CSIRS

	FR2 only intra band CA 
	N/A
	N/A
	1+NPCC_CSIRS 
	N/A
	NSCC_SSB +Y+2x NSCC_CSIRS
	NSCC_SSB +Y+2x NSCC_CSIRS

	FR2 only inter band CA
	N/A
	N/A
	1+NPCC_CSIRS
	2*(1+ NSCC_CSIRS_FR2_NCM) Note 3,5
	2×( NSCC_SSB +Y+2x NSCC_CSIRS -1-NSCC_CSIRS_ FR2_NCM)
	2×( NSCC_SSB +Y+2x NSCC_CSIRS -1-NSCC_CSIRS_ FR2_NCM)

	FR1 +FR2 CA (FR1 PCell) Note 1
	1+NPCC_CSIRS 
	2×( NSCC_SSB +Y+2* NSCC_CSIRS -1-NSCC_CSIRS_ FR2_NCM)
	N/A
	2x(1+ NSCC_CSIRS_FR2_NCM) Note 3,5
	2×( NSCC_SSB +Y+2x NSCC_CSIRS -1-NSCC_CSIRS_ FR2_NCM)
	2×( NSCC_SSB +Y+2x NSCC_CSIRS -1-NSCC_CSIRS_ FR2_NCM)

	FR1 +FR2 CA (FR2 PCell) Note 1
	N/A 
	NSCC_SSB +Y+2x NSCC_CSIRS
	1+NPCC_CSIRS
	N/A
	NSCC_SSB +Y+2x NSCC_CSIRS
	NSCC_SSB +Y+2x NSCC_CSIRS

	Note 1:	Only one FR1 operating band and one FR2 operating band are included for FR1+FR2 inter-band CA.
Note 2:	Selection of FR2 SCC where neighbour cell measurement is required follows clause 9.2.3.2.
Note 3:	CSSFoutside_gap,i =1 if  only one SCell is configured and no inter-frequency MO without gap and only SSB based L3 measurement is configured on SCC; CSSFoutside_gap,i =2 if only one SCell is configured and no inter-frequency MO without gap and either both SSB and CSI-RS based L3 configured or only CSI-RS based L3 measurement is configured on SCC.
Note 4:	Y is the number of configured inter-frequency MOs and inter-RAT MOs without MG that are being measured outside of MG; otherwise, it is 0.
Note 5:	Only two NR FR2 operating bands are included for FR2 inter-band CA.
Note 6:	NPCC_CSIRS=1 if PCC is with either both SSB and CSI-RS based L3 configured or only CSI-RS based L3 measurement configured; otherwise, NPCC_CSIRS =0.
Note 7:	NSCC_CSIRS=Number of configured SCell(s) with either both SSB and CSI-RS based L3 measurement configured or only CSI-RS based L3 measurement configured
Note 8:	NSCC_CSIRS_FR2_NCM=1 if FR2 SCC, where neighbour cell measurement is required, is with either both SSB and CSI-RS configured or only CSI-RS measurement configured; otherwise, NSCC_CSIRS_FR2_NCM=0.
Note 9:	NSCC_SSB=Number of configured SCell(s) with only SSB based L3 measurement configured, which is measured without MG.
Note 10:	NPCC_CCA_RSSI/CO= 1 if PSCC is configured with RSSI/CO measurements without MG when RMTC and SMTC are overlapping; NSCC_CCA_RSSI/CO = Number of MOs for SCell(s) configured with RSSI/CO measurements without MG when RMTC and SMTC are overlapping.




[bookmark: _Hlk4417687]9.4.2.2	Requirements when no DRX is used
When the UE requires measurement gaps or NCSG to identify and measure inter-RAT cells and an appropriate measurement gap pattern or NCSG is scheduled, or when the UE is capable of concurrent measurement gap patterns and concurrent measurement gap patterns are scheduled, or an appropriate pre-MG is scheduled and activated, or the UE supports capability of conducting such measurements without gaps, the UE shall be able to identify a new detectable FDD cell within TIdentify, E-UTRAN FDD according to the following expression:
	,
where:
	TBasicIdentify = 480 ms,
	TInter1 is defined in clause 9.4.1,
	CSSFinterRAT = CSSFwithin_gap,i when measurement gaps are configured, or CSSFwithin_ncsg,i when NCSGs are configured, is the scaling factor for the measured inter-RAT E-UTRA carrier i which is calculated as specified in clause 9.1.5.2.
	For a UE supporting and configured with concurrent measurement gaps, Kgap_EUTRA: it is the scaling factor for an E-UTRAN frequency layer to be measured within the associated measurement gap pattern. Kgap = 1 when the UE is not configured with concurrent measurement gaps. Otherwise, Kgap_EUTRA = Ntotal / Navailable for UE configured with concurrent measurement gaps.
	For a window W of duration MGRP_max, where MGRP_max is the maximum MGRP across all configured per-UE measurement gap(s) and per-FR measurement gap(s) for FR1, and starting from the beginning of any associated gap occasion: 
	Ntotal is the total number of associated gap occasions within the window, including those overlapped with other MG occasions within the window, and
	Navailable is the number of non-dropped associated measurement gap occasions after accounting for collisions between the measurement gaps by applying the measurement gap collision rule in section 9.1.8.3.
	Requirements do not apply for UE configured with concurrent measurement gaps, if Navailable =0 
Identification of a cell shall include detection of the cell and additionally performing a single measurement with measurement period of TMeasure, E-UTRAN FDD defined in Table 9.4.2.2-1.
Table 9.4.2.2-1: Measurement period and measurement bandwidth
	Configuration
	Physical Layer Measurement period: TMeasure, E-UTRAN FDD [ms] 
	Measurement bandwidth [RB]

	0
	480 x [CSSFinterRAT x Ceil(Kgap_EUTRA)]
	6

	1 (Note 1)
	240 x [CSSFinterRAT x Ceil(Kgap_EUTRA)]
	50

	NOTE 1:	This configuration is optional.
NOTE 2:	Kgap_EUTRA is only applicable for a UE supporting concurrent measurement gaps. Otherwise Kgap_EUTRA =1



When measurement gaps are scheduled for E-UTRAN FDD inter-RAT measurements, or the UE supports capability of conducting such measurements without gaps, the UE physical layer shall be capable of reporting RSRP, RSRQ, and RS-SINR measurements to higher layers with measurement period TMeasure, E-UTRAN FDD given by table 9.4.2.2-1.
If the UE indicates ‘nogap-noncsg’ via NeedForNCSG-InfoEUTRAN for the inter-RAT measurement, the UE shall follow the requirements in this clause as if Gap Pattern Id #1 had been used and the minimum available time Tinter1 of  30 ms shall be assumed for the corresponding requirement for VIRP of 80 ms, respectively, and CSSFinterRAT = CSSFoutside_gap,i as specified in clause 9.1.5.1.

If higher layer filtering is used, an additional cell identification delay can be expected.
The NR – E-UTRAN FDD RSRP measurement accuracy for all measured cells shall be as specified in clause 10.2.2. The NR – E-UTRAN FDD RSRQ measurement accuracy for all measured cells shall be as specified in clause 10.2.3. The NR – E-UTRAN FDD RS-SINR measurement accuracy for all measured cells shall be as specified in clause 10.2.5.

9.4.2.3	Requirements when DRX is used
When DRX is in use and an appropriate measurement gap pattern or NCSG is configured, or when the UE is capable of concurrent measurement gap patterns and concurrent measurement gap patterns are configured, or an appropriate pre-MG is scheduled and activated, the UE shall be able to identify a new detectable E-UTRAN FDD cell within TIdentify, E-UTRAN FDD specified in Table 9.4.2.3-1. When highSpeedMeasFlag-r16 is configured and UE supports the enhanced inter-RAT E-UTRAN measurement requirements, the UE shall be able to identify a new detectable E-UTRAN FDD cell within TIdentify, E-UTRAN FDD specified in Table 9.4.2.3-2.
	For a UE supporting and configured with concurrent measurement gaps, Kgap_EUTRA: it is the scaling factor for an E-UTRAN frequency layer to be measured within the associated measurement gap pattern. Kgap = 1 when the UE is not configured with concurrent measurement gaps. Otherwise, Kgap_EUTRA = Ntotal / Navailable for UE configured with concurrent measurement gaps.
	For a window W of duration MGRP_max, where MGRP_max is the maximum MGRP across all configured per-UE measurement gap(s) and per-FR measurement gap(s) for FR1, and starting from the beginning of any associated gap occasion:
	Ntotal is the total number of associated gap occasions within the window, including those overlapped with other MG occasions within the window, and
	Navailable is the number of non-dropped associated measurement gap occasions after accounting for collisions between the measurement gaps by applying the measurement gap collision rule in section 9.1.8.3.
	Requirements do not apply for UE configured with concurrent measurement gaps, if Navailable =0 

Table 9.4.2.3-1: Requirement to identify a newly detectable E-UTRAN FDD cell
	DRX cycle length (s)
	TIdentify, E-UTRAN FDD (s) (DRX cycles)

	
	Gap/NCSG period = 40 ms, 20 ms
	Gap/NCSG period = 80 ms

	≤0.16
	Non-DRX requirements in clause 9.4.2.2 apply
	Non-DRX requirements in clause 9.4.2.2 apply

	0.256
	5.12* CSSFinterRAT x Ceil(Kgap_EUTRA) (20*CSSFinterRAT x Ceil(Kgap_EUTRA))
	7.68* CSSFinterRAT x Ceil(Kgap_EUTRA) (30*CSSFinterRAT x Ceil(Kgap_EUTRA))

	0.32
	6.4* CSSFinterRAT x Ceil(Kgap_EUTRA) (20*CSSFinterRAT x Ceil(Kgap_EUTRA))
	7.68* CSSFinterRAT x Ceil(Kgap_EUTRA) (24*CSSFinterRAT x Ceil(Kgap_EUTRA))

	0.32< DRX-cycle ≤10.24
	Note1 (20*CSSFinterRAT x Ceil(Kgap_EUTRA))
	Note1 (20*CSSFinterRAT x Ceil(Kgap_EUTRA))

	NOTE 1:	The time depends on the DRX cycle length.
NOTE 2:	CSSFinterRAT is as defined in clause 9.4.2.2.
NOTE 3:	Kgap_EUTRA is only applicable for a UE supporting concurrent measurement gaps. Otherwise Kgap_EUTRA =1
NOTE 4:	If multiple concurrent gaps are configured, the gap period is the periodicity of the MG pattern associated to the E-UTRA inter-RAT frequency layer.



Table 9.4.2.3-2: Requirement to identify a newly detectable E-UTRAN FDD cell when highSpeedMeasFlag-r16 is configured
	DRX cycle length (s)
	TIdentify, E-UTRAN FDD (s) (DRX cycles)

	
	Gap/NCSG period = 40 ms, 20 ms
	Gap/NCSG period = 80 ms

	≤0.16
	Non-DRX requirements in clause 9.4.2.2 apply
	Non-DRX requirements in clause 9.4.2.2 apply

	0.16<DRx cycle<=0.32
	 Note 1(15*CSSFinterRAT x Ceil((Kgap_EUTRA))
	

	0.32<DRx cycle <= 0.64
	Note 1(10*CSSFinterRAT x Ceil(Kgap_EUTRA))
	

	DRx cycle = 1.024
	Note 1(10*CSSFinterRAT x Ceil( Kgap_EUTRA))
	Note 1(10*CSSFinterRAT x Ceil(Kgap_EUTRA))

	DRx cycle = 1.28
	Note 1(8*CSSFinterRAT x Ceil( Kgap_EUTRA))
	Note 1(8*CSSFinterRAT x Ceil(Kgap_EUTRA))

	1.28< DRX-cycle ≤10.24
	Note1 (20*CSSFinterRAT x Ceil( Kgap_EUTRA))
	Note1 (20*CSSFinterRAT x Ceil(Kgap_EUTRA))

	NOTE 1:	The time depends on the DRX cycle length.
NOTE 2:	CSSFinterRAT is as defined in clause 9.4.2.2.
NOTE 3:	When highSpeedMeasFlag-r16 is configured, the requirements apply only to UE supporting either measurementEnhancement-r16 or [interRAT-MeasurementEnhancement-r16].
NOTE 4:	Kgap_EUTRA is only applicable for a UE supporting concurrent measurement gaps. Otherwise Kgap_EUTRA =1
NOTE 5:	If multiple concurrent gaps are configured, the gap period is the periodicity of the MG pattern associated to the E-UTRA inter-RAT frequency layer.



When DRX is in use, the UE shall be capable of performing NR – E-UTRAN FDD RSRP, RSRQ, and RS-SINR measurements of at least 4 identified E-UTRAN FDD cells per E-UTRA FDD frequency layer during each layer 1 measurement period, for up to 7 E-UTRA FDD carrier frequency layers, and the UE physical layer shall be capable of reporting NR – E-UTRAN FDD RSRP, RSRQ, and RS-SINR measurements to higher layers with the measurement period Tmeasure, E-UTRAN FDD specified in Table 9.4.2.3-2.
Table 9.4.2.3-2: Requirement to measure E-UTRAN FDD cells
	DRX cycle length (s)
	Tmeasure, E-UTRAN FDD (s) (DRX cycles) 

	≤0.08
	Non-DRX requirements in clause 9.4.2.2 apply

	0.08< DRX-cycle ≤10.24
	Note1 (5* CSSFinterRAT x Ceil(Kgap_EUTRA))

	NOTE 1:	The time depends on the DRX cycle length.
NOTE 2:	CSSFinterRAT is as defined in clause 9.4.2.2.
NOTE 3:	Kgap_EUTRA is only applicable for a UE supporting concurrent measurement gaps. Otherwise Kgap_EUTRA =1



If the UE indicates ‘nogap-noncsg’ via NeedForNCSG-InfoEUTRAN for the inter-RAT measurement, the UE shall follow the requirements in this clause as if Gap Pattern Id #1 had been used and the minimum available time Tinter1 of  30 ms shall be assumed for the corresponding requirement for VIRP of 80 ms, respectively, and CSSFinterRAT = CSSFoutside_gap,i as specified in clause 9.1.5.1.

If higher layer filtering is used, an additional cell identification delay can be expected.
The NR – E-UTRAN FDD RSRP measurement accuracy for all measured cells shall be as specified in clause 10.2.2. The NR – E-UTRAN FDD RSRQ measurement accuracy for all measured cells shall be as specified in clause 10.2.3. The NR – E-UTRAN FDD RS-SINR measurement accuracy for all measured cells shall be as specified in clause 10.2.5.

9.4.3.2	Requirements when no DRX is used
When the UE requires measurement gaps or NCSG to identify and measure inter-RAT cells and an appropriate measurement gap pattern or NCSG is scheduled, or when the UE is capable of concurrent measurement gap patterns and concurrent measurement gap patterns are scheduled, or an appropriate pre-MG is scheduled and activated or the UE supports capability of conducting such measurements without gaps, the UE shall be able to identify a new detectable TDD cell within TIdentify, E-UTRAN TDD according to the following expression:
-	When configuration 0 or configuration 1 in Table 9.4.3.2-1 is applied,
	 ,
-	When configuration 2 or configuration 3 in Table 9.4.3.2-1 is applied,
	,
where:
	TBasicIdentify = 480 ms,
	TInter1 is defined in clause 9.4.1,
	CSSFinterRAT = CSSFwithin_gap,i when measurement gaps are configured, or CSSFwithin_ncsg,i when NCSGs are configured, is the scaling factor for the measured inter-RAT E-UTRA carrier i which is calculated as specified in clause 9.1.5.2.
For a UE supporting and configured with concurrent measurement gaps, Kgap_EUTRA: it is the scaling factor for an E-UTRAN frequency layer to be measured within the associated measurement gap pattern. Kgap = 1 when the UE is not configured with concurrent measurement gaps. Otherwise, Kgap_EUTRA = Ntotal / Navailable for UE configured with concurrent measurement gaps.
-	For a window W of duration MGRP_max, where MGRP_max is the maximum MGRP across all configured per-UE measurement gap(s) and per-FR measurement gap(s) for FR1, and starting from the beginning of any associated gap occasion: 
-	Ntotal is the total number of associated gap occasions within the window, including those overlapped with other MG occasions within the window, and
-	Navailable is the number of non-dropped associated measurement gap occasions after accounting for collisions between the measurement gaps by applying the measurement gap collision rule in section 9.1.8.3.
-	Requirements do not apply for UE configured with concurrent measurement gaps, if Navailable =0 
Identification of a cell shall include detection of the cell and additionally performing a single measurement with measurement period of TMeasure, E-UTRAN TDD defined in Table 9.4.3.2-1.
Table 9.4.3.2-1: TMeasure, E-UTRAN TDD for different configurations
	Configuration
	Measurement bandwidth (RB)
	Number of UL/DL sub-frames per half frame (5 ms)
	DwPTS

	TMeasure, E-UTRAN TDD (ms)

	
	
	DL
	UL
	Normal CP
	Extended CP
	

	0
	6
	2
	2
	[image: ]
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	480 x CSSFinterRAT x Ceil(Kgap_EUTRA)

	1 (Note 1)
	50
	2
	2
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	240 x CSSFinterRAT x Ceil(Kgap_EUTRA)

	2
	6
	1
	3
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	720 x CSSFinterRAT x Ceil(Kgap_EUTRA)

	3 (Note 1)
	50
	1
	3
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	480 x CSSFinterRAT x Ceil(Kgap_EUTRA)

	NOTE 1:	This configuration is optional.
NOTE 2:	Void
NOTE 3:	Kgap_EUTRA is only applicable for a UE supporting concurrent measurement gaps. Otherwise Kgap_EUTRA =1



When measurement gaps are scheduled for E-UTRAN TDD inter-RAT measurements, or the UE supports capability of conducting such measurements without gaps, the UE physical layer shall be capable of reporting RSRP, RSRQ, and RS-SINR measurements to higher layers with measurement period Tmeasure, E-UTRAN TDD given by table 9.4.3.2-1.
If the UE indicates ‘nogap-noncsg’ via NeedForNCSG-InfoEUTRAN for the inter-RAT measurement, the UE shall follow the requirements in this clause as if Gap Pattern Id #1 had been used and the minimum available time Tinter1 of  30 ms shall be assumed for the corresponding requirement for VIRP of 80 ms, respectively, and CSSFinterRAT = CSSFoutside_gap,i as specified in clause 9.1.5.1.

If higher layer filtering is used, an additional cell identification delay can be expected.
The NR – E-UTRAN TDD RSRP measurement accuracy for all measured cells shall be as specified in clause 10.2.2. The NR – E-UTRAN TDD RSRQ measurement accuracy for all measured cells shall be as specified in clause 10.2.3. The NR – E-UTRAN TDD RS-SINR measurement accuracy for all measured cells shall be as specified in clause 10.2.5.
9.4.3.3	Requirements when DRX is used
When DRX is in use and an appropriate measurement gap pattern or NCSG is configured, or when the UE is capable of concurrent measurement gap patterns and concurrent measurement gap patterns are configured, or an appropriate pre-MG is scheduled and activated, the UE shall be able to identify a new detectable E-UTRAN TDD cell within TIdentify, E-UTRAN TDD specified in Table 9.4.3.3-1. When highSpeedMeasFlag-r16 is configured and UE supports the enhanced inter-RAT E-UTRAN measurement requirements, the UE shall be able to identify a new detectable E-UTRAN TDD cell within TIdentify, E-UTRAN TDD specified in Table 9.4.3.3-2.
	For a UE supporting and configured with concurrent measurement gaps, Kgap_EUTRA: it is the scaling factor for an E-UTRAN frequency layer to be measured within the associated measurement gap pattern. Kgap = 1 when the UE is not configured with concurrent measurement gaps. Otherwise, Kgap_EUTRA = Ntotal / Navailable for UE configured with concurrent measurement gaps.
	For a window W of duration MGRP_max, where MGRP_max is the maximum MGRP across all configured per-UE measurement gap(s) and per-FR measurement gap(s) for FR1, and starting from the beginning of any associated gap occasion: 
	Ntotal is the total number of associated gap occasions within the window, including those overlapped with other MG occasions within the window, and
	Navailable is the number of non-dropped associated measurement gap occasions after accounting for collisions between the measurement gaps by applying the measurement gap collision rule in section 9.1.8.3.
	Requirements do not apply for UE configured with concurrent measurement gaps, if Navailable =0 

Table 9.4.3.3-1: Requirement to identify a newly detectable E-UTRAN TDD cell
	DRX cycle length (s)
	TIdentify, E-UTRAN TDD (s) (DRX cycles)

	
	Gap/NCSG period = 40 ms, 20 ms
	Gap/NCSG period = 80 ms

	≤0.16
	Non-DRX requirements in clause 9.4.3.2 apply
	Non-DRX requirements in clause 9.4.3.2 apply

	0.256
	5.12* CSSFinterRAT x Ceil(Kgap_EUTRA)  (20*CSSFinterRAT x Ceil(Kgap_EUTRA))
	7.68* CSSFinterRAT x Ceil(Kgap_EUTRA)  (30*CSSFinterRAT x Ceil(Kgap_EUTRA))

	0.32
	6.4* CSSFinterRAT x Ceil(Kgap_EUTRA)  (20*CSSFinterRAT x Ceil(Kgap_EUTRA))
	7.68* CSSFinterRAT x Ceil(Kgap_EUTRA)  (24*CSSFinterRAT x Ceil(Kgap_EUTRA))

	0.32< DRX-cycle ≤10.24
	Note1 (20*CSSFinterRAT x Ceil(Kgap_EUTRA))
	Note1 (20*CSSFinterRAT x Ceil(Kgap_EUTRA))

	NOTE 1:	The time depends on the DRX cycle length.
NOTE 2:	 CSSFinterRAT is as defined in clause 9.4.3.2.
NOTE 3:	Kgap_EUTRA is only applicable for a UE supporting concurrent measurement gaps. Otherwise Kgap_EUTRA =1
NOTE 4:	If multiple concurrent gaps are configured, the gap period is the periodicity of the MG pattern associated to the E-UTRA inter-RAT frequency layer.



Table 9.4.3.3-2: Requirement to identify a newly detectable E-UTRAN TDD cell when highSpeedMeasFlag-r16 is configured
	DRX cycle length (s)
	TIdentify, E-UTRAN TDD (s) (DRX cycles)

	
	Gap/NCSG period = 40 ms, 20 ms
	Gap/NCSG period = 80 ms

	≤0.16
	Non-DRX requirements in clause 9.4.3.2 apply
	Non-DRX requirements in clause 9.4.3.2 apply

	0.16<DRx cycle<=0.32
	 Note 1(15*CSSFinterRAT x Ceil(Kgap_EUTRA))
	

	0.32<DRx cycle <= 0.64
	Note 1(10*CSSFinterRAT x Ceil(Kgap_EUTRA))
	

	DRx cycle = 1.024
	Note 1(10*CSSFinterRAT x Ceil(Kgap_EUTRA))
	Note 1(10*CSSFinterRAT x Ceil(Kgap_EUTRA))

	DRx cycle = 1.28
	Note 1(8*CSSFinterRAT x Ceil(Kgap_EUTRA))
	Note 1(8*CSSFinterRAT x Ceil(Kgap_EUTRA))

	1.28< DRX-cycle ≤10.24
	Note1 (20*CSSFinterRAT x Ceil(Kgap_EUTRA))
	Note1 (20*CSSFinterRAT x Ceil(Kgap_EUTRA))

	NOTE 1:	The time depends on the DRX cycle length.
NOTE 2:	CSSFinterRAT is as defined in clause 9.4.3.2.
NOTE 3:	When highSpeedMeasFlag-r16 is configured, the requirements apply only to UE supporting either measurementEnhancement-r16 or [interRAT-MeasurementEnhancement-r16].
NOTE 4:	Kgap_EUTRA is only applicable for a UE supporting concurrent measurement gaps. Otherwise Kgap_EUTRA =1
NOTE 5:	If multiple concurrent gaps are configured, the gap period is the periodicity of the MG pattern associated to the E-UTRA inter-RAT frequency layer.



When DRX is in use, the UE shall be capable of performing NR – E-UTRAN TDD RSRP, RSRQ, and RS-SINR measurements of at least 4 identified E-UTRAN TDD cells per E-UTRA TDD frequency layer during each layer 1 measurement period, for up to 7 E-UTRA TDD carrier frequency layers, and the UE physical layer shall be capable of reporting NR – E-UTRAN TDD RSRP, RSRQ, and RS-SINR measurements to higher layers with the measurement period Tmeasure, E-UTRAN TDD specified in Table 9.4.3.3-3.
Table 9.4.3.3-3: Requirement to measure E-UTRAN TDD cells
	DRX cycle length (s)
	Tmeasure, E-UTRAN TDD (s) (DRX cycles)

	≤0.08
	Non-DRX Requirements in clause 9.4.3.2 apply

	0.128
	For configuration 2 Note3, non-DRX requirements in clause 9.4.3.2 apply,
Otherwise: Note1 (5*CSSFinterRAT x Ceil(Kgap_EUTRA))

	0.128<DRX-cycle≤10.24
	Note1 (5*CSSFinterRAT x Ceil(Kgap_EUTRA))

	NOTE 1:	The time depends on the DRX cycle length.
NOTE 2:	CSSFinterRAT is as defined in clause 9.4.3.2.
NOTE 3:	See Table 9.4.3.2-1.
NOTE 4:	Kgap_EUTRA is only applicable for a UE supporting concurrent measurement gaps. Otherwise Kgap_EUTRA =1



If the UE indicates ‘nogap-noncsg’ via NeedForNCSG-InfoEUTRAN for the inter-RAT measurement, the UE shall follow the requirements in this clause as if Gap Pattern Id #1 had been used and the minimum available time Tinter1 of  30 ms shall be assumed for the corresponding requirement for VIRP of 80 ms, respectively, and CSSFinterRAT = CSSFoutside_gap,i as specified in clause 9.1.5.1.

If higher layer filtering is used, an additional cell identification delay can be expected.
The NR – E-UTRAN TDD RSRP measurement accuracy for all measured cells shall be as specified in clause 10.2.2. The NR – E-UTRAN TDD RSRQ measurement accuracy for all measured cells shall be as specified in clause 10.2.3. The NR – E-UTRAN TDD RS-SINR measurement accuracy for all measured cells shall be as specified in clause 10.2.5.
<End of change 1>
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