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	Parameter
	Value

	
	SCS 60 kHz (µ=2)
	SCS 120 kHz (µ=3))
	SCS 480 kHz (µ=5)
	SCS 960 kHz (µ=6)

	TDD Slot Configuration pattern (Note 1)
	DDDSU
	DDDSU
	DDDSU
	DDDSU

	Special Slot Configuration (Note 2)
	S=4D+6G+4U
	S=10D+2G+2U
	S=10D+2G+2U
	S=10D+2G+2U

	referenceSubcarrierSpacing
	60 kHz
	120 kHz
	480 kHz
	960 kHz

	UL-DL configuration
	dl-UL-TransmissionPeriodicity
	1.25 ms
	0.625 ms
	0.3125 ms
	0.15625 ms

	
	nrofDownlinkSlots
	3
	3
	3
	3

	
	nrofDownlinkSymbols
	4
	10
	10
	10

	
	nrofUplinkSlot
	1
	1
	1
	1

	
	nrofUplinkSymbols
	4
	2
	2
	2

	Number of HARQ Processes
	8
	8
	8
	8

	The number of slots between PDSCH and corresponding HARQ-ACK information (Note 3)
	K1 = 4 if mod(i,5) = 0
K1 =3 if mod(i,5) = 1
K1 =7 if mod(i,5) = 2
where i is slot index per frame; i = {0,…,39}
	K1 = 4 if mod(i,5) = 0
K1 =3 if mod(i,5) = 1
K1 =7 if mod(i,5) = 2
where i is slot index per frame; i = {0,…,79}
	K1 = 4 if mod(i,5) = 0
K1 =3 if mod(i,5) = 1
K1 =7 if mod(i,5) = 2
where i is slot index per frame; i = {0,…,319}
	K1 = 4 if mod(i,5) = 0
K1 =3 if mod(i,5) = 1
K1 =7 if mod(i,5) = 2
where i is slot index per frame; i = {0,…,639}

	NOTE 1:	D denotes a slot with all DL symbols; S denotes a slot with a mix of DL, UL and guard symbols; U denotes a slot with all UL symbols. The field is for information.
NOTE 2:	D, G, U denote DL, guard and UL symbols, respectively. The field is for information.
NOTE 3:	i is the slot index per frame.
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Table A.3.3.2-1 Fixed Reference Channel for Receiver Requirements (SCS 60 kHz, TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	50
	100
	200

	
Subcarrier spacing configuration 
	
	2
	2
	2

	Allocated resource blocks
	
	66
	132
	264

	Subcarriers per resource block
	
	12
	12
	12

	Allocated slots per Frame
	
	23
	23
	23

	MCS index
	
	4
	4
	4

	Modulation
	
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3

	Maximum number of HARQ transmissions
	
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79} (NOTE 5)
	Bits
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79} (NOTE 6)
	Bits
	4224
	8456
	16896

	Transport block CRC
	Bits
	24
	24
	24

	LDPC base graph
	
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79} (NOTE 5)
	CBs
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79} (NOTE 6)
	CBs
	1
	2
	2

	Binary Channel Bits Per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79} (NOTE 5)
	Bits
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79} (NOTE 6)
	Bits
	10.138
	20.294
	40.550

	Max. Throughput averaged over 1 frame
	Mbps
	9.715
	19.449
	38.861

	NOTE 1:	Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.
NOTE 2:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
NOTE 3:	SS/PBCH block is transmitted in slot 0 with periodicity 20 ms
NOTE 4:	Slot i is slot index per 2 frames
NOTE 5:	When this DL RMC used together with the UL RMC for the transmitter requirements requiring at least one sub frame (1ms) for the measurement period, Slot i, if mod(i, 8) = {3,4,5,6,7} for i from {0,…,79} together with the TDD UL-DL configuration specified in A2.3.
NOTE 6:	When this DL RMC used together with the UL RMC for the transmitter requirements requiring at least one sub frame (1ms) for the measurement period, Slot i, if mod(i, 8) = {0,1,2} for i from {0,…,79} together with the TDD UL-DL configuration specified in A2.3.



Table A.3.3.2-2 Fixed Reference Channel for Receiver Requirements (SCS 120 kHz, TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	50
	100
	200
	400

	
Subcarrier spacing configuration 
	
	3
	3
	3
	3

	Allocated resource blocks
	
	32
	66
	132
	264

	Subcarriers per resource block
	
	12
	12
	12
	12

	Allocated slots per Frame
	
	47
	47
	47
	47

	MCS index
	
	4
	4
	4
	4

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3
	1/3

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159} (NOTE 5)
	Bits
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159} (NOTE 6)
	Bits
	2088
	4224
	8456
	16896

	Transport block CRC
	Bits
	16
	24
	24
	24

	LDPC base graph
	
	2
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159} (NOTE 5)
	CBs
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159} (NOTE 6)
	CBs
	1
	1
	2
	2

	Binary Channel Bits Per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159} (NOTE 5)
	Bits
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159} (NOTE 6)
	Bits
	6912
	14256
	28512
	57024

	Max. Throughput averaged over 1 frame
	Mbps
	10.022
	20.275
	40.589
	81.101

	NOTE 1:	Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.
NOTE 2:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
NOTE 3:	SS/PBCH block is transmitted in slot 0 with periodicity 20 ms
NOTE 4:	Slot i is slot index per 2 frames
NOTE 5:	When this DL RMC used together with the UL RMC for the transmitter requirements requiring at least one sub frame (1ms) for the measurement period, Slot i, if mod(i, 16) = {7,…,15} for i from {0,…,159} together with the TDD UL-DL configuration specified in A2.3.
NOTE 6:	When this DL RMC used together with the UL RMC for the transmitter requirements requiring at least one sub frame (1ms) for the measurement period, Slot i, if mod(i, 16) = {0,…,6} for i from {0,…,159} together with the TDD UL-DL configuration specified in A2.3.



Table A.3.3.2-3 Fixed Reference Channel for Receiver Requirements (SCS 480 kHz, TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	400
	800
	1600

	
Subcarrier spacing configuration 
	
	5
	5
	5

	Allocated resource blocks
	
	66
	124
	248

	Subcarriers per resource block
	
	12
	12
	12

	Allocated slots per Frame (NOTE 7)
	
	191 / 192
	191 / 192
	191 / 192

	MCS index
	
	4
	4
	4

	Modulation
	
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3

	Maximum number of HARQ transmissions
	
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,639} (NOTE 5)
	Bits
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,639} (NOTE 6)
	Bits
	4224
	8064
	16136

	Transport block CRC
	Bits
	24
	24
	24

	LDPC base graph
	
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,639} (NOTE 5)
	CBs
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,639} (NOTE 6)
	CBs
	1
	1
	2

	Binary Channel Bits Per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,639} (NOTE 5)
	Bits
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,639} (NOTE 6)
	Bits
	14256
	26784
	53568

	Max. Throughput averaged over 1 frame (NOTE 8)
	Mbps
	81.101
	154.829
	309.811

	NOTE 1:	Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.
NOTE 2:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
NOTE 3:	SS/PBCH block is transmitted in slot 0 with periodicity 20 ms
NOTE 4:	Slot i is slot index per 2 frames
NOTE 5:	When this DL RMC used together with the UL RMC for the transmitter requirements requiring at least one sub frame (1ms) for the measurement period, Slot i, if mod(i, 64) = {31,…,63} for i from {0,…,639} together with the TDD UL-DL configuration specified in A2.3.
NOTE 6:	When this DL RMC used together with the UL RMC for the transmitter requirements requiring at least one sub frame (1ms) for the measurement period, Slot i, if mod(i, 64) = {0,…,30} for i from {0,…,639} together with the TDD UL-DL configuration specified in A2.3.
NOTE 7:	First number corresponds to the number slots allocated in the first frame of the RMC; second number corresponds to the number slots allocated in the second frame of the RMC.
NOTE 8:	Throughput is averaged over 2nd frame of RMC.



Table A.3.3.2-4 Fixed Reference Channel for Receiver Requirements (SCS 960 kHz, TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	400
	800
	1600
	2000

	
Subcarrier spacing configuration 
	
	6
	6
	6
	6

	Allocated resource blocks
	
	33
	62
	124
	148

	Subcarriers per resource block
	
	12
	12
	12
	12

	Allocated slots per Frame (NOTE 7)
	
	383 / 384
	383 / 384
	383 / 384
	383 / 384

	MCS index
	
	4
	4
	4
	4

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3
	1/3

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,1279} (NOTE 5)
	Bits
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,1279} (NOTE 6)
	Bits
	2152
	4032
	8064
	9480

	Transport block CRC
	Bits
	16
	24
	24
	24

	LDPC base graph
	
	2
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,1279} (NOTE 5)
	CBs
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,1279} (NOTE 6)
	CBs
	1
	1
	1
	2

	Binary Channel Bits Per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,1279} (NOTE 5)
	Bits
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,1279} (NOTE 6)
	Bits
	7128
	13392
	26784
	31968

	Max. Throughput averaged over 1 frame (NOTE 8)
	Mbps
	82.637
	154.829
	309.658
	364.032

	NOTE 1:	Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.
NOTE 2:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
NOTE 3:	SS/PBCH block is transmitted in slot 0 with periodicity 20 ms
NOTE 4:	Slot i is slot index per 2 frames
NOTE 5:	When this DL RMC used together with the UL RMC for the transmitter requirements requiring at least one sub frame (1ms) for the measurement period, Slot i, if mod(i, 128) = {63,…,127} for i from {0,…,1279} together with the TDD UL-DL configuration specified in A2.3.
NOTE 6:	When this DL RMC used together with the UL RMC for the transmitter requirements requiring at least one sub frame (1ms) for the measurement period, Slot i, if mod(i, 128) = {0,…,62} for i from {0,…,1279} together with the TDD UL-DL configuration specified in A2.3.
NOTE 7:	First number corresponds to the number slots allocated in the first frame of the RMC; second number corresponds to the number slots allocated in the second frame of the RMC.
NOTE 8:	Throughput is averaged over 2nd frame of RMC.
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Table A.3.3.4-1 Fixed Reference Channel for Receiver Requirements (SCS 60 kHz, TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	50
	100
	200

	
Subcarrier spacing configuration 
	
	2
	2
	2

	Allocated resource blocks
	
	66
	132
	264

	Subcarriers per resource block
	
	12
	12
	12

	Allocated slots per Frame
	
	23
	23
	23

	MCS index
	
	19
	19
	19

	Modulation
	
	64QAM
	64QAM
	64QAM

	Target Coding Rate
	
	1/2
	1/2
	1/2

	Maximum number of HARQ transmissions
	
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79}
	Bits
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79}
	Bits
	20496
	40976
	81976

	Transport block CRC
	Bits
	24
	24
	24

	LDPC base graph
	
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	

	For Slot i, if mod(i, 10) = {0,1,2} for i from {1,…,79}
	CBs
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79}
	CBs
	3
	5
	10

	Binary Channel Bits Per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79}
	Bits
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79}
	Bits
	40986
	81972
	163944

	Max. Throughput averaged over 1 frame
	Mbps
	49.190
	98.343
	196.742

	NOTE 1:	Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.
NOTE 2:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
NOTE 3:	SS/PBCH block is transmitted in slot 0 with periodicity 20 ms
NOTE 4:	Slot i is slot index per 2 frames
NOTE 5:	PTRS is configured on symbols containing PDSCH with 1 port, per 2PRB in frequency domain, per symbol in time domain. Overhead for TBS calculation is assumed to be 6.



Table A.3.3.4-2 Fixed Reference Channel for Receiver Requirements (SCS 120 kHz, TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	50
	100
	200
	400

	
Subcarrier spacing configuration 
	
	3
	3
	3
	3

	Allocated resource blocks
	
	32
	66
	132
	264

	Subcarriers per resource block
	
	12
	12
	12
	12

	Allocated slots per Frame
	
	47
	47
	47
	47

	MCS index
	
	19
	19
	19
	19

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM

	Target Coding Rate
	
	1/2
	1/2
	1/2
	1/2

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159}
	Bits
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	9992
	20496
	40976
	81976

	Transport block CRC
	Bits
	24
	24
	24
	24

	LDPC base graph
	
	1
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159}
	CBs
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	CBs
	2
	3
	5
	10

	Binary Channel Bits Per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159}
	Bits
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	19872
	40986
	81972
	163944

	Max. Throughput averaged over 1 frame
	Mbps
	47.962
	98.381
	196.685
	393.485

	NOTE 1:	Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.
NOTE 2:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
NOTE 3:	SS/PBCH block is transmitted in slot 0 of each frame
NOTE 4:	Slot i is slot index per frame
NOTE 5:	PTRS is configured on symbols containing PDSCH with 1 port, per 2PRB in frequency domain, per symbol in time domain. Overhead for TBS calculation is assumed to be 6.



Table A.3.3.4-3 Fixed Reference Channel for Receiver Requirements (SCS 480 kHz, TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	400
	800
	1600

	
Subcarrier spacing configuration 
	
	5
	5
	5

	Allocated resource blocks
	
	66
	124
	248

	Subcarriers per resource block
	
	12
	12
	12

	Allocated slots per Frame (NOTE 6)
	
	191 / 192
	191 / 192
	191 / 192

	MCS index
	
	19
	19
	19

	Modulation
	
	64QAM
	64QAM
	64QAM

	Target Coding Rate
	
	1/2
	1/2
	1/2

	Maximum number of HARQ transmissions
	
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,639}
	Bits
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,639}
	Bits
	20496
	37896
	75792

	Transport block CRC
	Bits
	24
	24
	24

	LDPC base graph
	
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,639}
	CBs
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,639}
	CBs
	3
	5
	9

	Binary Channel Bits Per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,639}
	Bits
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,639}
	Bits
	40986
	77004
	154008

	Max. Throughput averaged over 1 frame (NOTE 7)
	Mbps
	393.523
	727.603
	1455.206

	NOTE 1:	Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.
NOTE 2:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
NOTE 3:	SS/PBCH block is transmitted in slot 0 with periodicity 20 ms
NOTE 4:	Slot i is slot index per 2 frames
NOTE 5:	PTRS is configured on symbols containing PDSCH with 1 port, per 2PRB in frequency domain, per symbol in time domain. Overhead for TBS calculation is assumed to be 6.
NOTE 6:	First number corresponds to the number slots allocated in the first frame of the RMC; second number corresponds to the number slots allocated in the second frame of the RMC.
NOTE 7:	Throughput is averaged over 2nd frame of RMC.



Table A.3.3.4-4 Fixed Reference Channel for Receiver Requirements (SCS 960 kHz, TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	400
	800
	1600
	2000

	
Subcarrier spacing configuration 
	
	6
	6
	6
	6

	Allocated resource blocks
	
	33
	62
	124
	148

	Subcarriers per resource block
	
	12
	12
	12
	12

	Allocated slots per Frame (NOTE 6)
	
	383 / 384
	383 / 384
	383 / 384
	383 / 384

	MCS index
	
	19
	19
	19
	19

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM

	Target Coding Rate
	
	1/2
	1/2
	1/2
	1/2

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,1279}
	Bits
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,1279}
	Bits
	10248
	18960
	37896
	46104

	Transport block CRC
	Bits
	24
	24
	24
	24

	LDPC base graph
	
	1
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,1279}
	CBs
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,1279}
	CBs
	2
	3
	5
	6

	Binary Channel Bits Per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,1279}
	Bits
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,1279}
	Bits
	20466
	38502
	77004
	91908

	Max. Throughput averaged over 1 frame (NOTE 7)
	Mbps
	393.523
	728.064
	1455.206
	1770.394

	NOTE 1:	Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.
NOTE 2:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
NOTE 3:	SS/PBCH block is transmitted in slot 0 with periodicity 20 ms
NOTE 4:	Slot i is slot index per 2 frames
NOTE 5:	PTRS is configured on symbols containing PDSCH with 1 port, per 2PRB in frequency domain, per symbol in time domain. Overhead for TBS calculation is assumed to be 6.
NOTE 6:	First number corresponds to the number slots allocated in the first frame of the RMC; second number corresponds to the number slots allocated in the second frame of the RMC.
NOTE 7:	Throughput is averaged over 2nd frame of RMC.
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Table A.3.3.5-1 Fixed Reference Channel for Receiver Requirements (SCS 60 kHz, TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	50
	100
	200

	
Subcarrier spacing configuration 
	
	2
	2
	2

	Allocated resource blocks
	
	66
	132
	264

	Subcarriers per resource block
	
	12
	12
	12

	Allocated slots per Frame (NOTE 6)
	
	23 / 24
	23 / 24
	23 / 24

	MCS index
	
	24
	24
	24

	Modulation
	
	256QAM
	256QAM
	256QAM

	Target Coding Rate
	
	4/5
	4/5
	4/5

	Maximum number of HARQ transmissions
	
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79}
	Bits
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79}
	Bits
	44040
	88064
	176208

	Transport block CRC
	Bits
	24
	24
	24

	LDPC base graph
	
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79}
	CBs
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79}
	CBs
	6
	11
	21

	Binary Channel Bits Per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79}
	Bits
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79}
	Bits
	53856
	107712
	215424

	Max. Throughput averaged over 1 frame (NOTE 7)
	Mbps
	105.696
	211.354
	422.899

	NOTE 1:	Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.
NOTE 2:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
NOTE 3:	SS/PBCH block is transmitted in slot 0 of each frame
NOTE 4:	Slot i is slot index per 2 frames
NOTE 5:	PTRS is configured on symbols containing PDSCH with 1 port, per 2PRB in frequency domain, per symbol in time domain. Overhead for TBS calculation is assumed to be 6.
NOTE 6:	First number corresponds to the number slots allocated in the first frame of the RMC; second number corresponds to the number slots allocated in the second frame of the RMC.
NOTE 7:	Throughput is averaged over 2nd frame of RMC.



Table A.3.3.5-2 Fixed Reference Channel for Receiver Requirements (SCS 120 kHz, TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	50
	100
	200
	400

	
Subcarrier spacing configuration 
	
	3
	3
	3
	3

	Allocated resource blocks
	
	32
	66
	132
	264

	Subcarriers per resource block
	
	12
	12
	12
	12

	Allocated slots per Frame (NOTE 6)
	
	47 / 48
	47 / 48
	47 / 48
	47 / 48

	MCS index
	
	24
	24
	24
	24

	Modulation
	
	256QAM
	256QAM
	256QAM
	256QAM

	Target Coding Rate
	
	4/5
	4/5
	4/5
	4/5

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159}
	Bits
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	21504
	44040
	88064
	176208

	Transport block CRC
	Bits
	24
	24
	24
	24

	LDPC base graph
	
	1
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159}
	CBs
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	CBs
	3
	6
	11
	21

	Binary Channel Bits Per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159}
	Bits
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	26112
	53856
	107712
	215424

	Max. Throughput averaged over 1 frame (NOTE 7)
	Mbps
	103.219
	211.392
	422.707
	845.798

	NOTE 1:	Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.
NOTE 2:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
NOTE 3:	SS/PBCH block is transmitted in slot 0 of each frame
NOTE 4:	Slot i is slot index per 2 frames
NOTE 5:	PTRS is configured on symbols containing PDSCH with 1 port, per 2PRB in frequency domain, per symbol in time domain. Overhead for TBS calculation is assumed to be 6.
NOTE 6:	First number corresponds to the number slots allocated in the first frame of the RMC; second number corresponds to the number slots allocated in the second frame of the RMC.
NOTE 7:	Throughput is averaged over 2nd frame of RMC.



Table A.3.3.5-3 Fixed Reference Channel for Receiver Requirements (SCS 480 kHz, TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	400
	800
	1600

	
Subcarrier spacing configuration 
	
	5
	5
	5

	Allocated resource blocks
	
	66
	124
	248

	Subcarriers per resource block
	
	12
	12
	12

	Allocated slots per Frame (NOTE 6)
	
	191 / 192
	191 / 192
	191 / 192

	MCS index
	
	24
	24
	24

	Modulation
	
	256QAM
	256QAM
	256QAM

	Target Coding Rate
	
	4/5
	4/5
	4/5

	Maximum number of HARQ transmissions
	
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,639}
	Bits
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,639}
	Bits
	44040
	83976
	167976

	Transport block CRC
	Bits
	24
	24
	24

	LDPC base graph
	
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,639}
	CBs
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,639}
	CBs
	6
	10
	20

	Binary Channel Bits Per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,639}
	Bits
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,639}
	Bits
	54648
	102672
	205344

	Max. Throughput averaged over 1 frame (NOTE 7)
	Mbps
	845.568
	1612.339
	3225.139

	NOTE 1:	Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.
NOTE 2:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
NOTE 3:	SS/PBCH block is transmitted in slot 0 with periodicity 20 ms
NOTE 4:	Slot i is slot index per 2 frames
NOTE 5:	PTRS is configured on symbols containing PDSCH with 1 port, per 2PRB in frequency domain, per symbol in time domain. Overhead for TBS calculation is assumed to be 6.
NOTE 6:	First number corresponds to the number slots allocated in the first frame of the RMC; second number corresponds to the number slots allocated in the second frame of the RMC.
NOTE 7:	Throughput is averaged over 2nd frame of RMC.



Table A.3.3.5-4 Fixed Reference Channel for Receiver Requirements (SCS 960 kHz, TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	400
	800
	1600
	2000

	
Subcarrier spacing configuration 
	
	6
	6
	6
	6

	Allocated resource blocks
	
	33
	62
	124
	148

	Subcarriers per resource block
	
	12
	12
	12
	12

	Allocated slots per Frame (NOTE 6)
	
	383 / 384
	383 / 384
	383 / 384
	383 / 384

	MCS index
	
	24
	24
	24
	24

	Modulation
	
	256QAM
	256QAM
	256QAM
	256QAM

	Target Coding Rate
	
	4/5
	4/5
	4/5
	4/5

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,1279}
	Bits
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,1279}
	Bits
	22032
	42016
	83976
	98376

	Transport block CRC
	Bits
	24
	24
	24
	24

	LDPC base graph
	
	1
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,1279}
	CBs
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,1279}
	CBs
	3
	5
	10
	12

	Binary Channel Bits Per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,1279}
	Bits
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,1279}
	Bits
	27288
	51336
	102672
	122544

	Max. Throughput averaged over 1 frame (NOTE 7)
	Mbps
	846.029
	1613.414
	3224.678
	3777.638

	NOTE 1:	Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.
NOTE 2:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
NOTE 3:	SS/PBCH block is transmitted in slot 0 with periodicity 20 ms
NOTE 4:	Slot i is slot index per 2 frames
NOTE 5:	PTRS is configured on symbols containing PDSCH with 1 port, per 2PRB in frequency domain, per symbol in time domain. Overhead for TBS calculation is assumed to be 6.
NOTE 6:	First number corresponds to the number slots allocated in the first frame of the RMC; second number corresponds to the number slots allocated in the second frame of the RMC.
NOTE 7:	Throughput is averaged over 2nd frame of RMC.
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Table 5.3A.4-1: CA bandwidth classes
	NR CA bandwidth class
	Aggregated channel bandwidth
	Number of contiguous CC
	Fallback group

	A
	BWChannel ≤ 400 MHz
	1
	1,2,3,4,5

	B
	400 MHz < BWChannel_CA ≤ 800 MHz
	2
	1

	C
	800 MHz < BWChannel_CA ≤ 1200 MHz
	3
	

	V (Note 4)
	1200 MHz < BWChannel_CA ≤ 1600 MHz
	4
	

	W (Note 4)
	1600 MHz < BWChannel_CA ≤ 2000 MHz
	5
	

	D
	200 MHz < BWChannel_CA ≤ 400 MHz
	2
	2

	E
	400 MHz < BWChannel_CA ≤ 600 MHz
	3
	

	F
	600 MHz < BWChannel_CA ≤ 800 MHz
	4
	

	R
	800 MHz < BWChannel_CA ≤ 1000 MHz
	5
	

	S
	1000 MHz < BWChannel_CA ≤ 1200 MHz
	6
	

	T
	1200 MHz < BWChannel_CA ≤ 1400 MHz
	7
	

	U
	1400 MHz < BWChannel_CA ≤ 1600 MHz
	8
	

	G
	100 MHz < BWChannel_CA ≤ 200 MHz
	2
	3

	H
	200 MHz < BWChannel_CA ≤ 300 MHz
	3
	

	I
	300 MHz < BWChannel_CA ≤ 400 MHz
	4
	

	J
	400 MHz < BWChannel_CA ≤ 500 MHz
	5
	

	K
	500 MHz < BWChannel_CA ≤ 600 MHz
	6
	

	L
	600 MHz < BWChannel_CA ≤ 700 MHz
	7
	

	M
	700 MHz < BWChannel_CA ≤ 800 MHz
	8
	

	O
	100 MHz ≤ BWChannel_CA ≤ 200 MHz
	2
	4

	P
	150 MHz ≤ BWChannel_CA ≤ 300 MHz
	3
	

	Q
	200 MHz ≤ BWChannel_CA ≤ 400 MHz
	4
	

	R2
	200 MHz ≤ BWChannel_CA ≤ 400 MHz
	2
	5

	R3
	300 MHz ≤ BWChannel_CA ≤ 600 MHz
	3
	

	R4
	400 MHz ≤ BWChannel_CA ≤ 800 MHz
	4
	

	R5
	500 MHz ≤ BWChannel_CA ≤ 1000 MHz
	5
	

	R6
	600 MHz ≤ BWChannel_CA ≤ 1200 MHz
	6
	

	R7
	700 MHz ≤ BWChannel_CA ≤ 1400 MHz
	7
	

	R8
	800 MHz ≤ BWChannel_CA ≤ 1600 MHz
	8
	

	R9
	900 MHz ≤ BWChannel_CA ≤ 1800 MHz
	9
	

	R10
	1000 MHz ≤ BWChannel_CA ≤ 2000 MHz
	10
	

	R11
	1100 MHz ≤ BWChannel_CA ≤ 2200 MHz
	11
	

	R12
	1200 MHz ≤ BWChannel_CA ≤ 2400 MHz
	12
	

	NOTE 1:	Maximum supported component carrier bandwidths for fallback groups 1, 2, 3, 4 and 5 are 400 MHz, 200 MHz, 100 MHz, 100 MHz and 200 MHz respectively except for CA bandwidth class A. For CA bandwidth classes of fallback group 5, requirements apply for non-interlaced 100 MHz and 200 MHz channel bandwidths (each CA bandwidth class consisting of up to two contiguous sub-blocks each with component carriers of a single channel bandwidth).
NOTE 2:	It is mandatory for a UE to be able to fallback to lower order CA bandwidth class configuration within a fallback group. It is not mandatory for a UE to be able to fallback to lower order CA bandwidth class configuration that belong to a different fallback group.
NOTE 3:	In this release of the specification, the minimum requirements for intra-band contiguous CA configurations apply for aggregated channel bandwidths up to 1600 MHz for FR2-1 (this note is not relevant for UE capability parsing by the network).
NOTE 4:   This bandwidth class is applicable only for operating bands within FR2-2.
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