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	Reason for change:
	For the Tx requirements for FR1 RedCap UE, currently there is only one section for maximum output power metioning PC3 is applied without any general description introduced.

Based on section 4.3 (general suffic information), the general requirements (section without suffix) are applicable by default, but since the general section includes the requirements for channel bandwidth up to 100MHz, a general description would be needed to clarify that the general requirements for up to 20MHz channel bandwidth is applicable to a RedCap UE.

[bookmark: _GoBack]Note that similar general description is already specified in the receiver characteristics section 7.


	
	

	Summary of change:
	A general description for RedCap UE is introduced to clarify that the general requirements specified in section 6 are applicable to a RedCap UE with the channel bandwidth up to 20MHz and the supported power class in 6.2I.1.


	
	

	Consequences if not approved:
	The general description for the transmitter characteristics of RedCap UE is missing.
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[bookmark: _Toc21344229][bookmark: _Toc29801713][bookmark: _Toc29802137][bookmark: _Toc29802762][bookmark: _Toc36107504][bookmark: _Toc37251263][bookmark: _Toc45888065][bookmark: _Toc45888664][bookmark: _Toc61367305][bookmark: _Toc61372688][bookmark: _Toc68230628][bookmark: _Toc69084041][bookmark: _Toc75467049][bookmark: _Toc76509071][bookmark: _Toc76718061][bookmark: _Toc83580371][bookmark: _Toc84404880][bookmark: _Toc84413489]6	Transmitter characteristics
[bookmark: _Toc21344230][bookmark: _Toc29801714][bookmark: _Toc29802138][bookmark: _Toc29802763][bookmark: _Toc36107505][bookmark: _Toc37251264][bookmark: _Toc45888066][bookmark: _Toc45888665][bookmark: _Toc61367306][bookmark: _Toc61372689][bookmark: _Toc68230629][bookmark: _Toc69084042][bookmark: _Toc75467050][bookmark: _Toc76509072][bookmark: _Toc76718062][bookmark: _Toc83580372][bookmark: _Toc84404881][bookmark: _Toc84413490]6.1	General
Unless otherwise stated, the transmitter characteristics are specified at the antenna connector of the UE with a single or multiple transmit antenna(s). For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed.
Transmitter requirements for UL MIMO operation apply when the UE transmits on 2 ports on the same CDM group. The UE may use higher MPR values outside this limitation.
[bookmark: _Toc21344231]The applicability of transmitter requirements for Band n90 is in accordance with that for Band n41; a UE supporting Band n90 shall meet the minimum requirements for Band n41.
[bookmark: _Toc29801715][bookmark: _Toc29802139][bookmark: _Toc29802764][bookmark: _Toc36107506][bookmark: _Toc37251265][bookmark: _Toc45888067][bookmark: _Toc45888666][bookmark: _Toc61367307][bookmark: _Toc61372690][bookmark: _Toc68230630][bookmark: _Toc69084043][bookmark: _Toc75467051][bookmark: _Toc76509073][bookmark: _Toc76718063][bookmark: _Toc83580373][bookmark: _Toc84404882][bookmark: _Toc84413491]6.1A	General
The minimum requirements for band combinations including Band n41 also apply for the corresponding band combinations with Band n90 replacing Band n41 but with otherwise identical parameters. For brevity the said band combinations with Band n90 are not listed in the tables below but are covered by this specification.
[bookmark: _Toc75467052][bookmark: _Toc76509074][bookmark: _Toc76718064][bookmark: _Toc83580374][bookmark: _Toc84404883][bookmark: _Toc84413492]6.1F	General
For wideband operations, the minimum requirements for the transmitter characteristics are specified for transmissions on one scheduled RB set or ≥ 1 scheduled contiguous RB set(s) within the UE channel. The requirements apply with configured UL intra-cell guard bands of non-zero size according to Table 5.3.3-2, with the union of the scheduled RB sets and the intra-cell guard bands.
Unless stated otherwise, when a clause is not present for shared spectrum channel access, the general requirements and the additional clause requirements (suffices A,B,D) in clause 6 apply.
6.1I	General
For a Redcap UE the requirements in Section 6 shall be verified with the channel bandwidth up to 20MHz and with maximum output power specified in clause 6.2I.1.
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