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1. Introduction
In RAN#99 meeting, a new WI proposal on RedCap HPUE was discussed, and it was agreed to apply the following option for further RAN4 discussion [1].
· Option 3: RAN task RAN4 the following work in the next quarter and come back to RAN#100
· To study how to enable HPUE including PC2 for RedCap in the band agnostic way
· To study the applicable form factor, e.g., sensor, camera 
In this contribution, we discuss the RedCap HPUE and provide our views.
2. Discussion
For RedCap, most requirements are specified as referred to non-RedCap UE sections. For example, in section 6.2I.1 Maximum output power of RedCap:

	6.2I.1
Maximum output power for RedCap 

For Redcap UE, the requirements for power class 3 specified in clause 6.2.1 apply.


For RedCap HPUE requirements, the requirements for power class 2 for non-RedCap UE specified in clause 6.2.1 apply. 

For the applicable bands, there is no reason to preclude any bands support HPUE from existing non-RedCap HPUE supported bands. The reason is that there is no specific RedCap band table defined in 38.101, which means that all NR bands can support RedCap. And PC2 is an optional feature and can be supported based on UE capability report. 

For the applicable form factor, since PC2 is an optional feature, in our view, there is no need to restrict the form factor for applicable requirements. If it is difficult for some UE to implement, UE can choose to not support PC2.
Proposal 1: non-RedCap PC2 RF requirements should apply to RedCap UE and do not specify operating bands for RedCap PC2 UE.
Proposal 2: Do not restrict the PC2 support for different form factor of RedCap UE.

Proposal 3: Use CR to enable PC2 for RedCap in a generic manner in TEI17
3. Conclusions
In this contribution, we discuss the RedCap HPUE and provide our views:
Proposal 1: non-RedCap PC2 RF requirements should apply to RedCap UE and do not specify operating bands for RedCap PC2 UE.

Proposal 2: Do not restrict the PC2 support for different form factor of RedCap UE.

Proposal 3: Use CR to enable PC2 for RedCap in a generic manner in TEI17
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