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1 Introduction
In this meeting, one LS from RAN2 was received [2]. We would like to discuss the issues mentioned in this LS and provide our views. The LS is captured below:
	1. Overall Description:
During the work on session continuity enhancements within NR_SL_relay_enh work item a new measurement report trigger has been proposed yet with no consensus in RAN2: 
Event Z2: The measured RSRP of a candidate L2 U2N Relay UE becomes an offset better than measured RSRP of the serving L2 U2N Relay UE
This new event requires either the comparison of SD-RSRP (RSRP measurement on broadcast PC5 link used for discovery messages) measurements from different UEs, or the comparison of SL-RSRP (RSRP measurement on unicast PC5 link) and SD-RSRP measurements. During the discussion some companies expressed concerns on direct comparison of SD-RSRP and SL-RSRP due to the power control mechanism applied on PC5 unicast links, while other companies think the network can handle such comparison by using an appropriate offset in the measurement event. 
Before agreeing to the introduction of this measurement report trigger, RAN2 would like to ask feedback from RAN1 and RAN4 on the comparisons of RSRP measurements:
Q1: 	Can the comparison of SL-RSRP and SD-RSRP measurement be used for the purposes of triggering a measurement report?


2. Actions:
To RAN WG1 and RAN WG 4
ACTION: 	RAN2 would like to ask feedback from RAN1 and RAN4 on the comparisons of RSRP measurements, more specifically to the question above.


2  Discussion
[bookmark: OLE_LINK4]As described in the LS, RAN2 is going to define the new event Z2 which may involve the comparison between SL-RSRP and SD-RSRP.  
From procedure perspective, SD-RSRP is the RSRP measurement on broadcast PC5 link used for discovery messages while SL-RSRP is the RSRP measurement on unicast PC5 link. Both SL-RSRP and SD-RSRP can be derived from PSCCH-DMRS and/or PSSCH-DMRS. So, the main issue here is whether PSCCH-RSRP and PSSCH-RSRP measurement are comparable.
During Rel-17 Relay discussion, it was agreed to define unified requirements for both SD-RSRP and SL-RSRP measurement in relay discovery and (re)selection to align with R16 SL-RSRP requirements. Reviewing the Rel-16 discussion on SL-RSRP measurement, RAN4 has agreed to define the PSCCH measurement requirement based on the worst case, i.e.10 PRBs and 2 symbols, and to define the same requirements for both PSSCH-RSRP and PSCCH-RSRP.
Although the DMRS resources configured for PSSCH and PSCCH can be different which may have impact on the RSRP performance, we think the comparison between them is feasible as RAN4 considers the worst case. 
Proposal 1: The comparison of SL-RSRP and SD-RSRP measurement is feasible for the purposes of triggering a measurement report.
3 Conclusion
[bookmark: _GoBack]Proposal 1: The comparison of SL-RSRP and SD-RSRP measurement is feasible for the purposes of triggering a measurement report.
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