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1	Introduction
This is a TP to TR 37.718-11-11 to add DC_1_n105. ∆TIB and ∆RIB values of the same NR CA case submitted in the same meeting R4-2304975 has been used.
************************************* Start of TP*****************************************
6.x	Inter-band DC within FR1
[bookmark: _Toc117277503][bookmark: _Toc47701881][bookmark: _Toc20147878]6.x.1	DC_1_n105
6.x.1.1	Configuration for DC
Table 6.x.1.1-1:  Inter-band EN-DC configurations within FR1 (two bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
	Single UL allowed

	DC_1A_n105A
	DC_1A_n105A
	Yes



6.x.1.2	Maximum output power for DC
Table 6.x.1.2-1: Maximum output power for inter-band EN-DC (two bands)
	DC configuration
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_1A_n105A
	23
	+2/-3


6.x.1.3	Spurious emission band UE co-existence for DC
Table 6.x.1.3-1: Spurious emissions for inter-band EN-DC of 1 LTE band + 1 NR band
	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Protected band
	MBW (MHz)
	Protected band

	DC_1-n105

	E-UTRA Band 5, 26
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 29, 71
	FDL_low
	-
	FDL_high
	-50
	1
	5

	NOTE 2:	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th or 5th harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, 5 for the 2nd, 3rd, 4th or 5th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 5:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 and Table 6.5A.3.1-1 in TS 38.101-1 [2] from the edge of the channel bandwidth.




6.x.1.4	MSD analysis for DC
Table 6.x.1.4-1 lists Band 1 +Band n105 2UL DC up to 5th order harmonics and up to 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.x.1.4-1: Band 1 and Band n105 UL harmonics and IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1920
	1980
	663
	703

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	3840
	3960
	1326
	1406

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	5760
	5940
	1989
	2109

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	7680
	7920
	2652
	2812

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	9600
	9900
	3315
	3515

	Two tone 2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1317
	1217
	2583
	2683

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	3137
	3297
	654
	514

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4503
	4663
	3246
	3386

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	5057
	5277
	9
	189

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	2434
	2634
	5166
	5366

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	6423
	6643
	3909
	4089

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	892
	672
	7257
	6977

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	1731
	1971
	4614
	4354

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	4572
	4792
	8343
	8623

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	5829
	6069
	7086
	7346



Table 6.x.1.4-2 lists up to 5th order harmonics mixing products for dual connectivity between band 1 and band n105,
Table 6.x.1.4-2: Band 1 and Band n105 UL harmonic mixing products
	
	
	
	
	
	2nd Harmonic
	3rd Harmonic
	4th Harmonic
	5th Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge

	1
	1920
	1980
	2110
	2170
	4220
	4340
	6330
	6510
	8440
	8680
	10550
	10850

	n105
	663
	703
	612
	652
	1224
	1304
	1836
	1956
	2448
	2608
	3060
	3260



Based on Table 6.x.1.4-1, 6.x.1.4-2,
- There is no UL Harmonic interference
- 3rd order IMD products may fall into Rx frequencies of band n105
- 3rd order harmonic mixing may fall into the RX frequencies of n105 (1-n105 UL1/DL3)
For the MSD requirements for IMD interference of DC_1A_n105A, the requirements for DC_1A-n71A can be reused.
Table 6.x.1.4-3: MSD due to IMD issue
	Operating band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC
Configuration
	Operating band
	UL Fc
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_1A_n105A
	1
	1958
	5
	25
	2148
	N/A
	FDD
	N/A

	
	n105
	673
	5
	25
	622
	15.1
	FDD
	IMD3



6.x.1.5	∆TIB and ∆RIB values
For DC_1A_n105A, the TIB,c and RIB values reused from CA_n1A-n105A, as in the tables below.
Table 6.x.1.5-1: ΔTIB,c
	Inter-band EN-DC configuration
	ΔTIB,c for E-UTRA band / NR band (dB)7

	
	Component band in order of bands in configuration8

	DC_1_n105
	0.3
	0.6


Table 6.x.1.5-2: ΔRIB,c
	Inter-band EN-DC configuration
	ΔRIB,c for E-UTRA band / NR band (dB)6

	
	Component band in order of bands in configuration7

	DC_1_n105
	-
	0.3


6.x.1.6	REFSENS requirements
Based on the co-existence there are 3rd order harmonic mixing from band 1 UL into band n105 DL. MSD value is based on the DC_1A_n71A.
Table 6.x.1.6-1: Reference sensitivity exceptions (MSD) due to receiver harmonic mixing for EN-DC in NR FR1
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / MSD

	UL band
	DL band
	5
MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	1
	n1052
	26.8
	23.6
	21.2
	15.6
	
	
	
	
	
	
	

	

NOTE 2:	The requirements should be verified for DL EARFCN of the victim (lower) band (superscript LB) such that   with  the DL carrier frequency in the lower band and  the UL carrier frequency in the higher band, both in MHz.




Table 6.x.1.6-2: Uplink configuration for reference sensitivity exceptions due to receiver harmonic mixing for EN-DC in NR FR1
	E-UTRA or NR Band / SCS / Channel bandwidth of the affected DL band / UL RB allocation of the agressor band

	UL band
	DL band
	SCS of UL band
(kHz)
	5 MHz
(LCRB)
	10 MHz
(LCRB)
	15 MHz
(LCRB)
	20 MHz
(LCRB)
	25 MHz
(LCRB)
	40 MHz
(LCRB)
	50 MHz
(LCRB)
	60 MHz
(LCRB)
	80 MHz
(LCRB)
	90 MHz
(LCRB)
	100 MHz
(LCRB)

	1
	n105
	15
	25
	50
	75
	100
	
	
	
	
	
	
	



************************************* End of TP******************************************
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