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< START OF CHANGE #1 >
7.5.4	Minimum Requirements for NR Carrier Aggregation
The UE shall be capable of handling at least a relative transmission timing difference between slot timing of all pairs of TAGs in FR1 and/or FR2-1 as shown in Table 7.5.4-1, provided that the UE is:
-	configured with the pTAG and the sTAG for inter-band NR carrier aggregation in SA or NR-DC mode, or
-	configured with more than one sTAG for inter-band NR carrier aggregation in EN-DC or NE-DC mode.
The UE shall be capable of handling at least a relative transmission timing difference between subframe timing of all pairs of TAGs between FR1 and FR2-2 as shown in Table 7.5.4-1, provided that the UE is:
-	configured with the pTAG and the sTAG for inter-band NR carrier aggregation in SA or NR-DC mode.
For FR1 intra-band non-contiguous NR carrier aggregation, the UE shall be capable of handling at least a relative transmission timing difference 34.6µs between slot timing of all pairs of TAGs provided that UE indicates that it is capable of [intraBandNRCA-NonCollocated-r18].

Table 7.5.4-1: Maximum uplink transmission timing difference requirement for inter-band NR carrier aggregation
	Frequency Range of the pair of TAGs
	Maximum uplink transmission timing difference (µs) 

	FR1
	34.6

	FR2-1
	8.5 Note1

	Between FR1 and FR2-1
	26.1 

	Between FR1 and FR2-2
	26.1

	Note1:	This requirement applies to the UE capable of independent beam management for FR2-1 inter-band CA.


< END OF CHANGE #1 >
< START OF CHANGE #2 >
7.6.4	Minimum Requirements for NR Carrier Aggregation
For intra-band contiguous CA, only co-located deployment is applied. For intra-band non-contiguous NR carrier aggregation, the UE not capable of [intraBandNRCA-NonCollocated-r18] shall be capable of handling at least a relative receive timing difference between slot timing of different carriers to be aggregated at the UE receiver as shown in Table 7.6.4-1 below.
For FR1 intra-band non-contiguous NR carrier aggregation, the UE shall be capable of handling at least a relative receive timing difference 33µs between slot timing of different carriers to be aggregated at the UE receiver provided that UE indicates that it is capable of [intraBandNRCA-NonCollocated-r18].
Table 7.6.4-1: Maximum receive timing difference requirement for intra-band non-contiguous NR carrier aggregation
	Frequency Range
	Maximum receive timing difference (µs) 

	FR1
	31

	FR2-1
	0.26

	Note 1:	In the case of different SCS on different CCs, if the receive time difference exceeds the cyclic prefix length of that SCS, demodulation performance degradation is expected for the first symbol of the slot.



For inter-band NR carrier aggregation, 
-	the UE shall be capable of handling at least a relative receive timing difference between slot timing of all pairs of carriers in FR1 and FR2-1 to be aggregated at the UE receiver as shown in Table 7.6.4-2 below.
-	the UE shall be capable of handling at least a relative receive timing difference between subframe timing of all pairs of carriers in FR1 and FR2-2 to be aggregated at the UE receiver as shown in Table 7.6.4-2 below.

Table 7.6.4-2: Maximum receive timing difference requirement for inter-band NR carrier aggregation
	Frequency Range of the pair of carriers
	Maximum receive timing difference (µs) 

	FR1
	33

	FR2-1
	8 note1

	Between FR1 and FR2-1
	25 

	Between FR1 and FR2-2
	25

	Note1:	This requirement applies to the UE capable of independent beam management for FR2-1 inter-band CA.



< END OF CHANGE #2 >
< START OF CHANGE #3 >
[bookmark: _Toc5952632]8.2.2.2.1	Interruptions at SCell addition/release
When any number of SCells between one and 7 is added or released using the same RRCConnectionReconfiguration message as defined in TS 38.331 [2], the UE is allowed an interruption on any active serving cell during the RRC reconfiguration procedure as follows:
-	an interruption on any active serving cell:
-	of up to X1 slot, if the active serving cell and the SCell being added or released are in a FR1 band pair or in a FR1+FR2 band pair.
-	of up to X1 slot, if the active serving cell and the SCell being added or released are in a FR2 band pair and UE is capable of independent beam management on this FR2 band pair.
Where X1 is specified in Table 8.2.2.2.1-1.
or
-	of up to the duration shown in table 8.2.2.2.1-2, if the active serving cells are in the same band as any of the SCells being added or released, provided the cell specific reference signals from the active serving cells and the SCells being added or released are available in the same slot.
For the active serving cell and the SCell being added or released are belongs to different sub-blocks in FR1 intra-band non-contiguous NR CA, the inter-band CA interruption requirement shall be applicable provided that UE indicates that it is capable of [intraBandNRCA-NonCollocated-r18].

Table 8.2.2.2.1-1: Interruption length X1 for SCell addition/release for inter-band CA
	[image: ]
	NR Slot length (ms) of victim cell
	Interruption length X1 (slots)

	0
	1
	1 

	1
	0.5
	2 

	2
	0.25
	Both aggressor cell and victim cell are on FR2
	4 

	
	
	Either aggressor cell or victim cell is on FR1
	5

	3
	0.125
	Aggressor cell is on FR2
	8 

	
	
	Aggressor cell is on FR1
	9 

	5
	0.03125
	Aggressor cell is on FR1
	33

	6
	0.015625
	Aggressor cell is on FR1
	65



Table 8.2.2.2.1-2: Interruption duration for SCell addition/release for intra-band CA
	[image: ]
	NR Slot length (ms)
	Interruption length (slots)

	0
	1
	1 + TSMTC_duration * 

	1
	0.5
	2 + TSMTC_duration * 

	2
	0.25
	4 + TSMTC_duration * 

	3
	0.125
	8 + TSMTC_duration * 

	5
	0.03125
	32+ TSMTC_duration * 

	6
	0.015625
	64+ TSMTC_duration * 

	NOTE 1:	TSMTC_duration measured in subframes is
	- the longest SMTC duration among all above active serving cells and the SCell being added when one SCell is added. If SSB configuration (absoluteFrequencySSB) but no SMTC configuration is provided for the SCell being added, the SSB transmission periodicity is assumed to be 5ms and TSMTC duration for the SCell being added is [x]ms. If no SSB configuration (absoluteFrequencySSB) nor SMTC configuration is provided for the SCell being added, TSMTC duration for the SCell being added is 0ms;
	- the longest SMTC duration among all active serving cells in the same band when one SCell is released.  
NOTE 2:	 is as defined in TS 38.211 [6].



[bookmark: _Toc5952633]8.2.2.2.2	Interruptions at SCell activation/deactivation
When an intra-band SCell is activated or deactivated as defined in TS 37.340 [17], the UE is allowed
-	an interruption on any active serving cell:
-	of up to X2 slot, if the active serving cell and the SCell being activated or deactivated are in a FR1 band pair or in a FR1+FR2 band pair.
-	of up to X2 slot, if the active serving cell and the SCell being activated or deactivated are in a FR2 band pair and UE is capable of independent beam management on this FR2 band pair.
Where X2 is specified in Table 8.2.2.2.2-1.
or
-	of up to the duration shown in table 8.2.2.2.2-2, if the active serving cells are in the same band as any of the SCells being activated or deactivated provided the cell specific reference signals from the active serving cells and the SCells being activated or deactivated are available in the same slot.
For the active serving cell and the SCell being activated or deactivated are belongs to different sub-blocks in FR1 intra-band non-contiguous NR CA, the inter-band CA interruption requirement shall be applicable provided that UE indicates that it is capable of [intraBandNRCA-NonCollocated-r18].
Table 8.2.2.2.2-1: Interruption length X2 for SCell activation/deactivation for inter-band CA
	[image: ]
	NR Slot length (ms) of victim cell
	Interruption length X2 (slots)

	0
	1
	
	1 

	1
	0.5
	
	1 

	2
	0.25
	Both aggressor cell and victim cell are on FR2
	2 

	
	
	Either aggressor cell or victim cell is on FR1
	3

	3
	0.125
	Aggressor cell is on FR2
	4 

	
	
	Aggressor cell is on FR1
	5 

	5
	0.03125
	Aggressor cell is on FR1
	17

	6
	0.015625
	Aggressor cell is on FR1
	33



Table 8.2.2.2.2-2: Interruption duration for SCell activation/deactivation for intra-band CA
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	NR Slot length (ms)
	Interruption length (slots)

	0
	1
	1 + TSMTC_duration * 

	1
	0.5
	1 + TSMTC_duration * 

	2
	0.25
	2 + TSMTC_duration * 

	3
	0.125
	4 + TSMTC_duration * 

	5
	0.03125
	16+ TSMTC_duration * 

	6
	0.015625
	32+ TSMTC_duration * 

	NOTE 1:	TSMTC_duration measured in subframes is
	- the longest SMTC duration among all above active serving cells and the SCell being activated when one SCell is activated. If SSB configuration (absoluteFrequencySSB) but no SMTC configuration is provided for the SCell being activated, the SSB transmission periodicity is assumed to be 5ms and TSMTC duration for the SCell being activated is [x]ms. If no SSB configuration (absoluteFrequencySSB) nor SMTC configuration is provided for the SCell being activated, TSMTC duration for the SCell being activated is 0ms;
	- the longest SMTC duration among all active serving cells in the same band when one SCell is deactivated.
NOTE 2:	 is as defined in TS 38.211 [6].



< END OF CHANGE #3 >
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