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1 Introduction
Referring to the work-split arranged before this meeting and captured in [3], in this contribution we provide TP to TS 36.181 on Annex B.
2 Discussion
Annex B is related to the Environmental requirements for SAN equipment, where both the Normal, as well as the Extreme test conditions are specified for SAN testing. This topic was very recently discussed under the NR NTN work item. 
In order to avoid repeating the same discussion, as well as to reduce future specification maintenance effort, it is suggested to refer to the existing Environmental requirements for SAN equipment in the NR NTN specification TS 38.181 (instead of copy-pasting content of its Annex B). TP content for TS 36.181 Annex B is proposed accordingly, below. 
Proposal 1: Approve the attached TP to TS 36.181. 
3 Conclusions 
Based on the above discussion, the following proposals were formulated: 

Proposal 1: Approve the attached TP to TS 36.181. 
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Annex A: TP to TS 36.181
------------------------------ Modified section ------------------------------
[bookmark: _Toc127032068]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[x]	3GPP TS 38.181: "NR; Satellite Access Node (SAN) conformance testing"
------------------------------ Next modified section ------------------------------
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For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
Abbreviation format (EW)
<ABBREVIATION>	<Expansion>
SPRF 	Satellite Payload RF
------------------------------ Next modified section ------------------------------
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Environmental requirements for SAN equipment
For each test in the present document, the environmental conditions under which the SAN is to be tested are to be defined, considering two categories of SAN equipment:
-	Equipment deployed in space as part of Satellite Payload RF (SPRF)
-	Equipment deployed on the ground (SAN terrestrial equipment).

Normal test environment for SAN is defined in TS 38.181 [x], annex B.2.

When vibration conditions are specified for a test, the test shall be performed while the equipment is subjected to a vibration sequence as defined by the manufacturer's declaration for the equipment under test. Vibration conditions for SAN are defined in TS 38.181 [x], annex B.4.
The measurement accuracy of the test environments are defined in TS 38.181 [x], annex B.5. 
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